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To all who make our lives worthwhile. 


This monograph is an overview of practical parallel computing and starts with the 
basic principles and rules which will enable the reader to design efficient parallel 
programs for solving various computational problems on the state-of-the-art com- 
puting platforms. 

The book too was written in parallel. The opening Chap. 1: “Why do we need 
Parallel Programming” has been shaped by all of us during instant communication 
immediately after the idea of writing such a book had cropped up. In fact, the first 
chapter was an important motivation for our joint work. We spared no effort in 
incorporating of our teaching experience into this book. 

The book consists of three parts: Foundations, Programming, and Engineering, 
each with a specific focus: 


e Part I, Foundations, provides the motivation for embarking on a study of 
parallel computation (Chap. 1) and an introduction to parallel computing 
(Chap. 2) that covers parallel computer systems, the role of communication, 
complexity of parallel problem-solving, and the associated principles and laws. 

e Part II, Programming, first discusses shared memory platforms and OpenMP 
(Chap. 3), then proceeds to message passing library (Chap. 4), and finally to 
massively parallel processors (Chap. 5). Each chapter describes the methodol- 
ogy and practical examples for immediate work on a personal computer. 

e Part III, Engineering, illustrates parallel solving of computational problems on 
three selected problems from three fields: Computing the number n (Chap. 6) 
from mathematics, Solving the heat equation (Chap. 7) from physics, and Seam 
carving (Chap. 8) from computer science. The book concludes with some final 
remarks and perspectives (Chap. 9). 


To enable readers to immediately start gaining practice in parallel computing, 
Appendix A provides hints for making a personal computer ready to execute 
parallel programs under Linux, macOS, and MS Windows. 

Specific contributions of the authors are as follows: 


e Roman Trobec started the idea of writing a practical textbook, useful for stu- 
dents and programmers on a basic and advanced levels. He has contributed 
Chap. 4: “MPI Processes and Messaging", Chap. 9: “Final Remarks and Per- 
spectives", and to chapters of Part III. 
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e Boštjan Slivnik has contributed Chap. 3: “Programming Multi-core and Shared 
Memory Multiprocessors Using OpenMP”. He has also contributed to Chap. 1 
and chapters of Part III. 

e Patricio Bulić has contributed Chap. 5: “OpenCL for Massively Parallel Gra- 
phic Processors" and Chap. 8: *Engineering: Parallel Implementation of Seam 
Carving". His contribution is also in Chap. 1 and chapters of Part III. 

e Borut Robič has coordinated our work and cared about the consistency of the 
book text. He has contributed Chap. 2: “Overview of Parallel Systems" and to 
Chap. 1: *Why do we need Parallel Programming". 


The spectrum of book topics ranges from implementations to efficient applications 
of parallel processors on different platforms. The book covers shared memory 
many-core processors, shared memory multi-core processors, and interconnected 
distributed computers. Chapters of Parts I and II are quite independent and can be 
read in any order, while chapters of Part III are related to previous chapters and are 
intended to be a final reading. 

The target audience comprises undergraduate and graduate students; engineers, 
programmers, and industrial experts acting in companies that develop software with 
an intention to add parallel capabilities for increased performance; research insti- 
tutions that develop and test computationally intensive software with parallel 
software codes; and universities and educational institutions that teach courses on 
parallel computing. The book may also be interesting and useful for the wider 
public in the part where basic principles and benefits of parallel approaches are 
presented. 

For the readers who wish to be promptly updated with current achievements in 
the field of parallel computing, we will maintain this information on the book web 
page. There, also a pool of questions and homeworks will be available and main- 
tained according to experiences and feedbacks from readers. 

We are grateful to all our colleagues who have contributed to this book through 
discussions or by reading and commenting parts of the text, in particular to Matjaz 
Depolli for his assistance in testing the exemplar programs, and to Andrej Brodnik 
for his fruitful suggestions and comments. 

For their support of our work, we are indebted to the Jozef Stefan Institute, 
Faculty of Computer and Information Science of the University of Ljubljana, and 
the Slovenian Research Agency. 


Ljubljana, Slovenia Roman Trobec 
June 2018 Boštjan Slivnik 
Patricio Bulić 

Borut Robič 


Part I Foundations 


1 Why Do We Need Parallel Programming ..................... 
1.1  Why—Every Computer Is a Parallel Computer.............. 
1. 2  How—There Are Three Prevailing Types of Parallelism....... 
1.3 What—Time-Consuming Computations Can Be Sped up ...... 
1.4 And This Book—Why Would You Read It? ............... 


2 Overview of Parallel Systems ................... 0.00.00 eae 
2.1 History of Parallel Computing, Systems and Programming .... . 
2.2 Modeling Parallel Computation ......................0.. 
2.3 Multiprocessor Models ............ 0.000000 00000000005 

2.3.1 The Parallel Random Access Machine .............. 
2.3.2 The Local-Memory Machine ..................... 
2.3.3 The Memory-Module Machine.................... 
2.4 The Impact of Communication .....................00.. 
2.4.1 Interconnection Networks..........0.0.0.......000. 
2.4.2 Basic Properties of Interconnection Networks ......... 
2.4.3 Classification of Interconnection Networks ........... 
2.4.4 Topologies of Interconnection Networks ............. 
2.5 Parallel Computational Complexity ..................00.0. 
2.5.1 Problem Instances and Their Sizes ............ issu. 
2.5.2 Number of Processing Units Versus Size of Problem 
Instances. 2» ou dei e dus Sa top qu duce t Ae dm 
2.5.3 The Class NC of Efficiently Parallelizable Problems .... 
2.6 Laws and Theorems of Parallel Computation ............... 
2.6.1 Brents Theorem oee cnca ceceo deem e a 
262 .Amdahls Law. RARI ERA 
21] ":BXeICIS68 2n cogor Ro RSs nece ido LORS us ertt Faber gs 
2.8 Bibliographical Notes ....... llle 


Part II Programming 


3 Programming Multi-core and Shared Memory Multiprocessors 


Using OpenMP ............ 0... ee 


3.1 Shared Memory Programming Model ................. 
3.2 Using OpenMP to Write Multithreaded Programs......... 
3.2.1 Compiling and Running an OpenMP Program...... 
3.2.2 Monitoring an OpenMP Program ............... 
3.3  Parallelization of Loops ...................00000005 
3.3.1  Parallelizing Loops with Independent Iterations . . . . . 
3.3.2 Combining the Results of Parallel Iterations ....... 
3.3.3 Distributing Iterations Among Threads ........... 
3.3.4 The Details of Parallel Loops and Reductions ...... 
3:4- -Parallel Tasks p a eu o ul eR RSEN nde 
3.4.1 Running Independent Tasks in Parallel ........... 
3.4.2 Combining the Results of Parallel Tasks.......... 
3.5 Exercises and Mini Projects ........ llle. 
3.6 Bibliographic Notes .............. 0.00.02 e eee eee 


4 MPI Processes and Messaging .....................-0045 
4.1 Distributed Memory Computers Can Execute in Parallel... . 
4.2 Programmer’s View ............ 000 eee eee ee eee 
4.3 Message Passing Interface... llle. 


4.3.1 MPI Operation Syntax ........ llle 
4.32; MPL Data Types us tet bo ep PES 
4.3.3 MPI Error Handling.................2.....00.. 
4.3.4 Make Your Computer Ready for Using MPI........ 
4.3.5 Running and Configuring MPI Processes .......... 
44 Basic MPI Operations ....... llle 
4.4.1 MPI INIT (int *argc, char ***argv) ...... 
4.44.2 MPT FINAUIZE () 4e eem ee v 
4.4.8 MPI COMM SIZE (comm, size).............. 


4.4.4 MPI COMM RANK (comm, rank).............. 
4.5 Process-to-Process Communication ............. esses. 


4.5.1 MPI SEND (buf, count, datatype, dest, 


4.5.2 MPI RECV (buf, count, datatype, source, 


4.5.3 MPI SENDRECV (sendbuf, sendcount, 
sendtype, dest, sendtag, recvbuf, 
recvcount, recvtype, source, recvtag, 


COMM, Status) wet xexeRMNLUR SIRE CES 
4.5.4 Measuring Performances ...................... 


tag Omm) au paeron a RUP RE ux SUCRE 


tag, comm; Status uw wee Vlde 


Contents 


Contents xi 


4.6 Collective MPI Communication. ......... liess 107 
4.6.1 MPI BARRIER (comm)............... elles. 107 
4.6.2 MPI BCAST (inbuf, incnt, intype, root, 
COMMI CR PPP 108 
4.6.3 MPI GATHER (inbuf, incnt, intype, 
outbuf, outcnt, outtype, root, comm) ...... 108 
46.4 MPI SCATTER (inbuf, incnt, intype, 
outbuf, outcnt, outtype, root, comm) ...... 109 
4.6.5 Collective MPI Data Manipulations ................ 110 
4.7 Communication and Computation Overlap................. 114 
4.7.1 Communication Modes .............slllllsessns 115 
4.7.2 Sources of Deadlocks. ........ llis 117 
4.7.3 Some Subsidiary Features of Message Passing ........ 122 
4.74 MPI Communicators .......... lesse 123 
4.8 How Effective Are Your MPI Programs?.................. 128 
4.9 Exercises and Mini Projects ............ 20... 0000 e ee eee 129 
4.10 Bibliographical Notes ......... llle eese 131 
5 OpenCL for Massively Parallel Graphic Processors ............. 133 
5.1. «Anatomy, of @ GPUs. coepi e she ERIS 133 
5.1.1 Introduction to GPU Evolution.................... 134 
5.4[3 A Modem GPU..... 0... eee. 138 
5.1.3 Scheduling Threads on Compute Units .............. 139 
5.1.4 Memory Hierarchy on GPU..........00000.0..00.. 142 
5:2- Programmer s VjeW i.i inea we Ede Bae se E ER 145 
SZN "OpenCla ns ee A a ee Dh ee ERU 145 
5.2.2 Heterogeneous System ....... lees essen 146 
5.2.3 Execution Model inse yss nei eea a ea eee eee 146 
5:2:4 Memory Model ics sne eoe PPS DEN ae 4 148 
5.3 Programming in OpenCL ................00.. 00000000. 150 
5.3.1 A Simple Example: Vector Addition................ 150 
5.3.2 Sum of Arbitrary Long Vectors ................0.. 173 
5.3.3 Dot Product in OpenCL.............00.0.0...00.. 176 
5.3.4 Dot Product in OpenCL Using Local Memory......... 180 
5.3.5 Naive Matrix Multiplication in OpenCL ............. 186 
5.3.6 Tiled Matrix Multiplication in OpenCL.............. 189 
Su Exercises uo A ERN RU ES 195 


5.5 Bibliographical Notes ............. 0000000000 00000000. 195 


xii Contents 


Part III Engineering 


6 Engineering: Parallel Computation of the Number z............ 199 
6:1. OpenMP siue dota ae BS Ep obs EIE 202 
6:2: i A 4 3 S Me he Ge ues ot eds x esM sd sd 204 
6:3. ^OpenCE« diel od ios totes nee ea bte eed estt ae 208 

7 Engineering: Parallel Solution of 1-D Heat Equation ............ 211 
TAs o OpenMP a 3468.65 Gs $e iain eh whee eI 215 
1:25 NAP Ts. ar eed e ge Uae as els ONS as da 216 

8 Engineering: Parallel Implementation of Seam Carving .......... 223 
8.1 Energy Calculation......... llle 225 
8.2  Seamldentification......... llle 226 
8.3 Seam Labeling and Removal............ llle. 229 
8.4 Seam Carving on GPU ........illllllle ee 232 

8.4.1 Seam Carving on CPU........lillllll llle 233 
8.4.3 Seam Carving in OpenCL ....................... 235 

9 Final Remarks and Perspectives..................... 000000) 241 

Appendix: Hints for Making Your Computer a Parallel Machine ..... 243 

References... :eicbhiiBigsei4aiBiB: edem bp S SU PIT TAS EA 251 


Part | 
Foundations 


In Part I, we first provide the motivation for delving into the realm of parallel com- 
putation and especially of parallel programming. There are several reasons for doing 
so: first, our computers are already parallel; secondly, parallelism can be of great 
practical value when it comes to solving computationally demanding problems from 
various areas; and finally, there is inertia in the design of contemporary computers 
which keeps parallelism a key ingredient of future computers. 

The second chapter provides an introduction to parallel computing. It describes 
different parallel computer systems and formal models for describing such systems. 
Then, various patterns for interconnecting processors and memories are described 
and the role of communication is emphasized. All these issues have impact on the 
execution time required to solve computational problems. Thus, we introduce the 
necessary topics of the parallel computational complexity. Finally, we present some 
laws and principles that govern parallel computation. 


Why Do We Need Parallel 
Programming 


Chapter Summary 

The aim of this chapter is to give a motivation for the study of parallel computing and 
in particular parallel programming. Contemporary computers are parallel, and there 
are various reasons for that. Parallelism comes in three different prevailing types 
which share common underlying principles. Most importantly, parallelism can help 
us solve demanding computational problems. 


1.1 Why—Every Computer Is a Parallel Computer 


Nowadays, all computers are essentially parallel. This means that within every oper- 
ating computer there always exist various activities which, one way or another, run 
in parallel, at the same time. Parallel activities may arise and come to an end inde- 
pendently of each other—or, they may be created purposely to involve simultaneous 
performance of various operations whose interplay will eventually lead to the desired 
result. Informally, the parallelism is the existence of parallel activities within a com- 
puter and their use in achieving a common goal. The parallelism is found on all levels 
of a modern computer's architecture: 


e First, parallelism is present deep in the processor microarchitecture. In the past, 
processors ran programs by repeating the so-called instruction cycle, a sequence 
of four steps: (7) reading and decoding an instruction; (ii) finding data needed to 
process the instruction; (iii) processing the instruction; and (iv) writing the result 
out. Since step (ii) introduced lengthy delays which were due to the arriving data, 
much of research focused on designs that reduced these delays and in this way 
increased the effective execution speed of programs. Over the years, however, the 
main goal has become the design of a processor capable of execution of several 
instructions simultaneously. The workings of such a processor enabled detection 
and exploitation of parallelism inherent in instruction execution. These processors 
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4 1 Why Do We Need Parallel Programming 


allowed even higher execution speeds of programs, regardless of the processor 
and memory frequency. 

e Second, any commercial computer, tablet, and smartphone contain a processor 
with multiple cores, each of which is capable of running its own instruction 
stream. If the streams are designed so that the cores collaborate in running an 
application, the application is run in parallel and may be considerably sped up. 

e Third, many servers contain several multi-core processors. Such a server is 
capable of running a service in parallel, and also several services in parallel. 

e Finally, even consumer-level computers contain graphic processors capable of 
running hundreds or even thousands of threads in parallel. Processors capable of 
coping with such a large parallelism are necessary to support graphic animation. 


There are many reasons for making modern computers parallel: 


e First, itis not possible to increase processor and memory frequencies indefinitely, 
at least not with the current silicon-based technology. Therefore, to increase com- 
putational power of computers, new architectural and organizational concepts are 
needed. 

e Second, power consumption rises with processor frequency while the energy 
efficiency decreases. However, if the computation is performed in parallel at 
lower processor speed, the undesirable implications of frequency increase can 
be avoided. 

e Finally, parallelism has become a part of any computer and this is likely to remain 
unchanged due to simple inertia: parallelism can be done and it sells well. 


1.2 How—There Are Three Prevailing Types of Parallelism 


During the last decades, many different parallel computing systems appeared on 
the market. First, they have been sold as supercomputers dedicated to solving spe- 
cific scientific problems. Perhaps, the most known are the computers made by Cray 
and Connection Machine Corporation. But as mentioned above, the parallelism has 
spread all the way down into the consumer market and all kinds of handheld devices. 

Various parallel solutions gradually evolved into modern parallel systems that 
exhibit at least one of the three prevailing types of parallelism: 


e First, shared memory systems, i.e., systems with multiple processing units 
attached to a single memory. 

e Second, distributed systems, i.e., systems consisting of many computer units, 
each with its own processing unit and its physical memory, that are connected 
with fast interconnection networks. 

e Third, graphic processor units used as co-processors for solving general-purpose 
numerically intensive problems. 
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Apart from the parallel computer systems that have become ubiquitous, extremely 
powerful supercomputers continue to dominate the parallel computing achieve- 
ments. Supercomputers can be found on the Top 500 list of the fastest computer 
systems ever built and even today they are the joy and pride of the world superpow- 
ers. 

But the underlying principles of parallel computing are the same regardless of 
whether the top supercomputers or consumer devices are being programmed. The 
programming principles and techniques gradually evolved during all these years. 
Nevertheless, the design of parallel algorithms and parallel programming are still 
considered to be an order of magnitude harder than the design of sequential algo- 
rithms and sequential-program development. 

Relating to the three types of parallelism introduced above, three different 
approaches to parallel programming exist: threads model for shared memory sys- 
tems, message passing model for distributed systems, and stream-based model for 
GPUs. 


1.3 What—Time-Consuming Computations Can Be Sped up 


To see how parallelism can help you solve problems, it is best to look at examples. 
In this section, we will briefly discuss the so-called n-body problem. 


The z-body problem The classicaln-body problem is the problem of predicting the 
individual motions of a group of objects that interact with each other by gravitation. 
Here is a more accurate statement of the problem: 


The classical n-body problem 


Given the position and momentum of each member of a group of bodies at an 
initial instant, compute their positions and velocities for all future instances. 


While the classical n-body problem was motivated by the desire to understand 
the motions of the Sun, Moon, planets, and the visible stars, it is nowadays used to 
comprehend the dynamics of globular cluster star systems. In this case, the usual 
Newton mechanics, which governs the moving of bodies, must be replaced by the 
Einstein's general relativity theory, which makes the problem even more difficult. 
We will, therefore, refrain from dealing with this version of the problem and focus 
on the classical version as introduced above and on the way it is solved on a parallel 
computer. 

So how can we solve a given classical n-body problem? Let us first describe in 
what form we expect the solution of the problem. As mentioned above, the classical 
n-body problem assumes the classical, Newton's mechanics, which we all learned in 
school. Using this mechanics, a given instance of the n-body problem is described as 
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a particular system of 6n differential equations that, for each of n bodies, define its 

location (x(t), y(t), z(t)) and momentum (mv, (t), mvy (t), mv; (t)) at an instant f. 

The solution of this system is the sought-for description of the evolution of the 

n-body system at hand. Thus, the question of solvability of a particular classical 

n-body problem boils down to the question of solvability of the associated system of 

differential equations that are finally transformed into a system of linear equations. 
Today, we know that 


e if n — 2, the classical n-body problem always has analytical solution, simply 
because the associated system of equations has an analytic solution. 

e ifn > 2, analytic solutions exist just for certain initial configurations of n bodies. 

e In general, however, n-body problems cannot be solved analytically. 


It follows that, in general, the n-body problem must be solved numerically, using 
appropriate numerical methods for solving systems of differential equations. 

Can we always succeed in this? The numerical methods numerically integrate the 
differential equations of motion. To obtain the solution, such methods require time 
which grows proportionally to n*. We say that the methods have time complexity of 
the order O (n?). At first sight, this seems to be rather promising; however, there is 
a large hidden factor in this O (n?). Because of this factor, only the instances of the 
n-body problem with small values of n can be solved using these numerical methods. 
To extend solvability to larger values of n, methods with smaller time complexity 
must be found. One such is the Barnes-Hut method with time complexity O(n log n). 
But, again, only the instances with limited (though larger) values of n can be solved. 
For large values of n, numerical methods become prohibitively time-consuming. 

Unfortunately, the values of n are in practice usually very large. Actually, they are 
too large for the abovementioned numerical methods to be of any practical value. 

What can we do in this situation? Well, at this point, parallel computation enters 
the stage. The numerical methods which we use for solving systems of differential 
equations associated with the n-body problem are usually programmed for single- 
processor computers. But if we have at our disposal a parallel computer with many 
processors, it is natural to consider using all of them so that they collaborate and 
jointly solve systems of differential equations. To achieve that, however, we must 
answer several nontrivial questions: (i) How can we partition a given numerical 
method into subtasks? (ii) Which subtasks should each processor perform? (iii) How 
should each processor collaborate with other processors? And then, of course, (iv) 
How will we code all of these answers in the form of a parallel program, a program 
capable of running on the parallel computer and exploiting its resources. 

The above questions are not easy, to be sure, but there have been designed parallel 
algorithms for the above numerical methods, and written parallel programs that 
implement the algorithms for different parallel computers. For example, J. Dubinsky 
et al. designed a parallel Barnes-Hut algorithm and parallel program which divides 
the n-body system into independent rectangular volumes each of which is mapped 
to a processor of a parallel computer. The parallel program was able to simulate 
evolution of n-body systems consisting of n — 640,000 to n — 1,000,000 bodies. It 
turned out that, for such systems, the optimal number of processing units was 64. 
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At that number, the processors were best load-balanced and communication between 
them was minimal. 


1.4 And This Book—Why Would You Read It? 


We believe that this book could provide the first step in the process of attaining 
the ability to efficiently solve, on a parallel computer, not only the n-body problem 
but also many other computational problems of a myriad of scientific and applied 
problems whose high computational and/or data complexities make them virtually 
intractable even on the fastest sequential computers. 


Overview of Parallel Systems 


Chapter Summary 

In this chapter we overview the most important basic notions, concepts, and the- 
oretical results concerning parallel computation. We describe three basic models 
of parallel computation, then focus on various topologies for interconnection of 
parallel computer nodes. After and a brief introduction to analysis of parallel com- 
putation complexity, we finally explain two important laws of parallel computation, 
the Amdahl’s law and Brents’s theorem. 


2.1 History of Parallel Computing, Systems and Programming 


Let IT be an arbitrary computational problem which is to be solved by a computer. 
Usually our first objective is to design an algorithm for solving IT. Clearly, the class 
of all algorithms is infinite, but we can partition it into two subclasses, the class of 
all sequential algorithms and the class of all parallel algorithms.! While a sequential 
algorithm performs one operation in each step, a parallel algorithm may perform 
multiple operations in a single step. In this book, we will be mainly interested in 
parallel algorithms. So, our objective is to design a parallel algorithm for IT. 

Let P be an arbitrary parallel algorithm. We say that there is parallelism in 
P. The parallelism in P can be exploited by various kinds of parallel computers. 
For instance, multiple operations of P may be executed simultaneously by multiple 
processing units of a parallel computer C1; or, perhaps, they may be executed by 
multiple pipelined functional units of a single-processor computer C». After all, P 


l There are also other divisions that partition the class of all algorithms according to other criteria, 
suchas exact and non-exact algorithms; or deterministic and non-deterministic algorithms. However, 
in this book we will not divide algorithms systematically according to these criteria. 
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can always be sequentially executed on a single-processor computer C3, simply by 
executing P’s potentially parallel operations one by one in succession. 

Let C(p) be a parallel computer of the kind C which contains p processing units. 
Naturally, we expect the performance of P on C(p) to depend both on C and p. We 
must, therefore, clearly distinguish between the potential parallelism in P on the one 
side, and the actual capability of C (p) to execute, in parallel, multiple operations of 
P, on the other side. So the performance of the algorithm P on the parallel computer 
C (p) depends on C(p)'s capability to exploit P's potential parallelism. 

Before we continue, we must unambiguously define what we really mean by the 
term "performance" of a parallel algorithm P. Intuitively, the “performance” might 
mean the time required to execute P on C(p); this is called the parallel execution 
time (or, parallel runtime) of P on C(p), which we will denote by 


Tos 
Alternatively, we might choose the "performance" to mean how many times is the 


parallel execution of P on C(p) faster than the sequential execution of P; this is 
called the speedup of P on C(p), 


So parallel execution of P on C(p) is S-times faster than sequential execution 
of P. Next, we might be interested in how much of the speedup S is, on average, 
due to each of the processing units. Put differently, the term "performance" might 
be understood as the average contribution of each of the p processing units of C(p) 
to the speedup; this is called the efficiency of P on C(p), 


Since Thar € Tyeq € P+Thar, it follows that speedup is bounded above by p and effi- 
ciency is bounded above by 


E « 1. 


This means that, for any C and p, the parallel execution of P on C(p) can be at most 
p times faster than the execution of P on a single processor. And the efficiency of the 
parallel execution of P on C(p) can be at most 1. (This is when each processing unit 
is continually engaged in the execution of P, thus contributing +-th to its speedup.) 
Later, in Sect. 2.5, we will involve one more parameter to these definitions. 


From the above definitions we see that both speedup and efficiency depend on 
Thar, the parallel execution time of P on C(p). This raises new questions: 
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How do we determine Tpar? 


How does Ty depend on C (the kind of a parallel computer) ? 
Which properties of C must we take into account in order to determine Ty? 


These are important general questions about parallel computation which must be 
answered prior to embarking on a practical design and analysis of parallel algorithms. 
The way to answer these questions is to appropriately model parallel computation. 


2.2 Modeling Parallel Computation 


Parallel computers vary greatly in their organization. We will see in the next section 
that their processing units may or may not be directly connected one to another; some 
of the processing units may share a common memory while the others may only own 
local (private) memories; the operation of the processing units may be synchronized 
by acommon clock, or they may run each at its own pace. Furthermore, usually there 
are architectural details and hardware specifics of the components, all of which show 
up during the actual design and use of a computer. And finally, there are technological 
differences, which manifest in different clock rates, memory access times etc. Hence, 
the following question arises: 


Which properties of parallel computers must be considered 
and which may be ignored in the design and analysis of parallel algorithms? 


To answer the question, we apply ideas similar to those discovered in the case of 
sequential computation. There, various models of computation were discovered.” 
In short, the intention of each of these models was to abstract the relevant properties 
of the (sequential) computation from the irrelevant ones. 


In our case, a model called the Random Access Machine (RAM) is particularly 
attractive. Why? The reason is that RAM distills the important properties of the 
general-purpose sequential computers, which are still extensively used today, and 
which have actually been taken as the conceptual basis for modeling of parallel 
computing and parallel computers. Figure 2.1 shows the structure of the RAM. 


?Some of these models of computation are the ;1-recursive functions, recursive functions, A-calculus, 
Turing machine, Post machine, Markov algorithms, and RAM. 
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Fig.2.1 The RAM model of PROCESSING UNIT 
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Here is a brief description of RAM: 


e The RAM consists of a processing unit and a memory. The memory is a poten- 
tially infinite sequence of equally sized locations mo, m1, . . .. The index i is called 
the address of m; . Each location is directly accessible by the processing unit: given 
an arbitrary i, reading from m; or writing to m; is accomplished in constant time. 
Registers are a sequence r1 . . . rn of locations in the processing unit. Registers are 
directly accessible. Two of them have special roles. Program counter pc (—r1) 
contains the address of the location in the memory which contains the instruction 
to be executed next. Accumulator a (— r2) is involved in the execution of each 
instruction. Other registers are given roles as needed. The program is a finite 
sequence of instructions (similar to those in real computers). 

e Before the RAM is started, the following is done: (a) a program is loaded into 
successive locations of the memory starting with, say, mo; (b) input data are written 
into empty memory locations, say after the last program instruction. 

e From now on, the RAM operates independently in a mechanical stepwise fashion 
as instructed by the program. Let pc — k at the beginning of a step. (Initially, 
k = 0.) From the location mg, the instruction I is read and started. At the same 
time, pc is incremented. So, when I is completed, the next instruction to be 
executed is in mg+1, unless I was one of the instructions that change pc (e.g. 
jump instructions). 


So the above question boils down to the following question: 


What is the appropriate model of parallel computation? 


It turned out that finding an answer to this question is substantially more challenging 
than it was in the case of sequential computation. Why? Since there are many ways 
to organize parallel computers, there are also many ways to model them; and what is 
difficult is to select a single model that will be appropriate for a// parallel computers. 


2.2 Modeling Parallel Computation 13 


As a result, in the last decades, researchers proposed several models of parallel 
computation. However, no common agreement has been reached about which is the 
right one. In the following, we describe those that are based on RAM.? 


2.3 Multiprocessor Models 


A multiprocessor model is a model of parallel computation that builds on the RAM 
model of computation; that is, it generalizes the RAM. How does it do that? 

It turns out that the generalization can be done in three essentially different ways 
resulting in three different multiprocessor models. Each of the three models has some 
number p (> 2) of processing units, but the models differ in the organization of their 
memories and in the way the processing units access the memories. 

The models are called the 


e Parallel Random Access Machine (PRAM), 
e Local Memory Machine (LMM), and 
e Modular Memory Machine (MMM). 


Let us describe them. 


2.3.1 The Parallel Random Access Machine 


The Parallel Random Access Machine, in short PRAM model, has p processing 
units that are all connected to a common unbounded shared memory (Fig. 2.2). Each 
processing unit can, in one step, access any location (word) in the shared memory 
by issuing a memory request directly to the shared memory. 

The PRAM model of parallel computation is idealized in several respects. First, 
there is no limit on the number p of processing units, except that p is finite. Next, 
also idealistic is the assumption that a processing unit can access any location in the 
shared memory in one single step. Finally, for words in the shared memory it is only 
assumed that they are of the same size; otherwise they can be of arbitrary finite size. 

Note that in this model there is no interconnection network for transferring mem- 
ory requests and data back and forth between processing units and shared memory. 
(This will radically change in the other two models, the LMM (see Sect. 2.3.2) and 
the MMM (see Sect. 2.3.3)). 

However, the assumption that any processing unit can access any memory location 
in one step is unrealistic. To see why, suppose that processing units P; and P; 


3In fact, currently the research is being pursued also in other, non-conventional directions, which 
do not build on RAM or any other conventional computational models (listed in previous footnote). 
Such are, for example, dataflow computation and quantum computation. 
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simultaneously issue instructions I; and Ij; where both instructions intend to access 
(for reading from or writing to) the same memory location L (see Fig. 2.3). 

Even if a truly simultaneous physical access to L had been possible, such an 
access could have resulted in unpredictable contents of L. Imagine what would be 
the contents of L after simultaneously writing 3 and 5 into it. Thus, it is reasonable 
to assume that, eventually, actual accesses of I; and I; to L are somehow, on the fly 
serialized (sequentialized) by hardware so that I; and I; physically access L one after 
the other. 

Does such an implicit serialization neutralize all hazards of simultaneous access 
to the same location? Unfortunately not so. The reason is that the order of physical 
accesses of I; and Ij to L is unpredictable: after the serialization, we cannot know 
whether I; will physically access L before or after Ij. 

Consequently, also the effects of instructions I; and T; are unpredictable (Fig. 2.3). 
Why? If both P; and P; want to read simultaneously from L, the instructions I; and 
I; will both read the same contents of L, regardless of their serialization, so both 
processing units will receive the same contents of L—as expected. However, if one 
of the processing units wants to read from L and the other simultaneously wants 
to write to L, then the data received by the reading processing unit will depend 
on whether the reading instruction has been serialized before or after the writing 
instruction. Moreover, if both P; and P; simultaneously attempt to write to L, the 
resulting contents of L will depend on how I; and Ij have been serialized, i.e., which 
of I; and I; was the last to physically write to L. 

In sum, simultaneous access to the same location may end in unpredictable data 
in the accessing processing units as well as in the accessed location. 

In view of these findings it is natural to ask: Does this unpredictability make the 
PRAM model useless? The answer is no, as we will see shortly. 
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The Variants of PRAM 
The above issues led researchers to define several variations of PRAM that differ in 


(i) which sorts of simultaneous accesses to the same location are allowed; and 
(ii) the way in which unpredictability is avoided when simultaneously accessing the 
same location. 


The variations are called the 


e Exclusive Read Exclusive Write PRAM (EREW-PRAM), 
e Concurrent Read Exclusive Write PRAM (CREW-PRAM), and 
e Concurrent Read Concurrent Write PRAM (CRCW-PRAM). 


We now describe them into more detail: 


e EREW-PRAM. This is the most realistic of the three variations of the PRAM 
model. The EREW-PRAM model does not support simultaneous accessing to the 
same memory location; if such an attempt is made, the model stops executing 
its program. Accordingly, the implicit assumption is that programs running on 
EREW-PRAM never issue instructions that would simultaneously access the same 
location; that is, any access to any memory location must be exclusive. So the 
construction of such programs is the responsibility of algorithm designers. 


e CREW-PRAM. This model supports simultaneous reads from the same memory 
location but requires exclusive writes to it. Again, the burden of constructing such 
programs is on the algorithm designer. 


e CRCW-PRAM. This is the least realistic of the three versions of the PRAM model. 
The CRCW-PRAM model allows simultaneous reads from the same memory loca- 
tion, simultaneous writes to the same memory location, and simultaneous reads 
from and writes to the same memory location. However, to avoid unpredictable 
effects, different additional restrictions are imposed on simultaneous writes. This 
yields the following versions of the model CRCW-PRAM: 


— CONSISTENT-CRCW-PRAM. Processing units may simultaneously attempt 
to write to L, but it is assumed that they all need to write the same value to L. 
To guarantee that is, of course, the responsibility of the algorithm designer. 

— ARBITRARY-CRCW-PRAM. Processing units may simultaneously attempt 
to write to L (not necessarily the same value), but it is assumed that only one 
of them will succeed. Which processing unit will succeed is not predictable, so 
the programmer must take this into account when designing the algorithm. 

— PRIORITY-CRCW-PRAM. There is a priority order imposed on the pro- 
cessing units; e.g., the processing unit with smaller index has higher priority. 
Processing units may simultaneously attempt to write to L, but itis assumed that 
only the one with the highest priority will succeed. Again, algorithm designer 
must foresee and mind every possible situation during the execution. 
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— FUSION-CRCW-PRAM. Processing units may simultaneously attempt to 
write to L, but it is assumed that 


© first a particular operation, denoted by o, will be applied on-the-fly to all 


the values v1, v2,..., ve to be written to L, and 
o only then the result vj o v2 o --- o vg of the operation o will be written 
to L. 


The operation o is assumed to be associative and commutative, so that the 
value of the expression vj o v2 o --- o vy does not dependent on the order of 
performing the operations o. Examples of the operation o are the sum (+), 
product (-), maximum (max), minimum (min), logical conjunction (^), and 
logical disjunction (v). 


x The Relative Power of the Variants 

As the restrictions of simultaneous access to the same location are relaxed when we 
pass from EREW-PRAM to CREW-PRAM and then to CRCW-PRAM, the variants 
of PRAM are becoming less and less realistic. On the other hand, as the restrictions 
are dropped, it is natural to expect that the variants may be gaining in their power. 
So we pose the following question: 


Do EREW-PRAM, CREW-PRAM and CRCW-PRAM differ in their power? 


The answer is yes, but not too much. The foggy “too much" is clarified in the next 
Theorem, where CRCW-PRAM(p) denotes the CRCW-PRAM with p processing 
units, and similarly for the EREW-PRAM(p). Informally, the theorem tells us that by 
passing from the EREW-PRAM(p) to the “more powerful” CRCW-PRAM(p) the 
parallel execution time of a parallel algorithm may reduce by some factor; however, 
this factor is bounded above and, indeed, it is at most of the order O (log p). 


Theorem 2.1 Every algorithm for solving a computational problem II on the 
CRCW-PRAM(p) is at most O (log p)-times faster than the fastest algorithm for 
solving II on the EREW-PRAM(p). 


Proof Idea We first show that CONSISTENT-CRCW-PRAM(p)’s simultaneous writ- 
ings to the same location can be performed by EREW-PRAM(p) in O(log p) steps. 
Consequently, EREW-PRAM can simulate CRCW-PRAM, with slowdown factor 
O (log p). Then we show that this slowdown factor is tight, that is, there exists a 
computational problem 77 for which the slowdown factor is actually O (log p). Such 
a IT is, for example, the problem of finding the maximum of n numbers. 
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Relevance of the PRAM Model 

We have explained why the PRAM model is unrealistic in the assumption of an 
immediately addressable, unbounded shared memory. Does this necessarily mean 
that the PRAM model is irrelevant for the purposes of practical implementation of 
parallel computation? The answer depends on what we expect from the PRAM model 
or, more generally, how we understand the role of theory. 

When we strive to design an algorithm for solving a problem J on PRAM, our 
efforts may not end up with a practical algorithm, ready for solving JT. However, 
the design may reveal something inherent to /7, namely, that IT is parallelizable. 
In other words, the design may detect in /7 subproblems some of which could, 
at least in principle, be solved in parallel. In this case it usually proves that such 
subproblems are indeed solvable in parallel on the most liberal (and unrealistic) 
PRAM, the CRCW-PRAM. 

At this point the importance of Theorem 2.1 becomes apparent: we can replace 
CRCW-PRAM by the realistic EREW-PRAM and solve JI on the latter. (All of that 
at the cost of a limited degradation in the speed of solving IT). 


In sum, the relevance of PRAM is reflected in the following method: 


1. Design a program P for solving IT on the model CRCW-PRAM(p), where p 
may depend on the problem J. Note that the design of P for CRCW-PRAM is 
expected to be easier than the design for EREW-PRAM, simply because CRCW- 
PRAM has no simultaneous-access restrictions to be taken into account. 

2. Run P on EREW-PRAM(p), which is assumed to be able to simulate simultane- 
ous accesses to the same location. 

3. Use Theorem 2.1 to guarantee that the parallel execution time of P on EREW- 
PRAM(p) is at most O (log p)-times higher than it would be on the less realistic 
CRCW-PRAM(p). 


2.3.2 The Local-Memory Machine 


The LMM model has p processing units, each with its own local memory (Fig. 2.4). 
The processing units are connected to a common interconnection network. Each 
processing unit can access its own local memory directly. In contrast, it can access 
a non-local memory (i.e., local memory of another processing unit) only by sending 
a memory request through the interconnection network. 

The assumption is that all local operations, including accessing the local memory, 
take unit time. In contrast, the time required to access a non-local memory depends 
on 


e the capability of the interconnection network and 
e the pattern of coincident non-local memory accesses of other processing units as 
the accesses may congest the interconnection network. 
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Fig.2.4 The LMM model of parallel computation has p processing units each with its local memory. 
Each processing unit directly accesses its local memory and can access other processing unit's local 
memory via the interconnection network 
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2.3.3 The Memory-Module Machine 


The MMM model (Fig. 2.5) consists of p processing units and m memory modules 
each of which can be accessed by any processing unit via a common interconnection 
network. There are no local memories to processing units. A processing unit can 
access the memory module by sending a memory request through the interconnection 
network. 

It is assumed that the processing units and memory modules are arranged in such 
a way that—when there are no coincident accesses—the time for any processing 
unit to access any memory module is roughly uniform. However, when there are 
coincident accesses, the access time depends on 


e the capability of the interconnection network and 
e the pattern of coincident memory accesses. 


2.4 The Impact of Communication 


We have seen that both LMM model and MMM model explicitly use interconnec- 
tion networks to convey memory requests to the non-local memories (see Figs. 2.4 
and 2.5). In this section we focus on the role of an interconnection network in a 
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multiprocessor model and its impact on the the parallel time complexity of parallel 
algorithms. 


2.4.4 Interconnection Networks 


Since the dawn of parallel computing, the major hallmark of a parallel system have 
been the type of the central processing unit (CPU) and the interconnection net- 
work. 'This is now changing. Recent experiments have shown that execution times 
of most real world parallel applications are becoming more and more dependent on 
the communication time rather than on the calculation time. So, as the number of 
cooperating processing units or computers increases, the performance of intercon- 
nection networks is becoming more important than the performance of the processing 
unit. Specifically, the interconnection network has great impact on the efficiency and 
scalability of a parallel computer on most real world parallel applications. In other 
words, high performance of an interconnection network may ultimately reflect in 
higher speedups, because such an interconnection network can shorten the overall 
parallel execution time as well as increase the number of processing units that can 
be efficiently exploited. 

The performance of an interconnection network depends on several factors. Three 
of the most important are the routing, the flow-control algorithms, and the network 
topology. Here routing is the process of selecting a path for traffic in an interconnec- 
tion network; flow control is the process of managing the rate of data transmission 
between two nodes to prevent a fast sender from overwhelming a slow receiver; and 
network topology is the arrangement of the various elements, such as communica- 
tion nodes and channels, of an interconnection network. 

For the routing and flow-control algorithms efficient techniques are already known 
and used. In contrast, network topologies haven't been adjusting to changes in tech- 
nological trends as promptly as the routing and flow-control algorithms. This is one 
reason that many network topologies which were discovered soon after the very birth 
of parallel computing are still being widely used. Another reason is the freedom that 
end users have when they are choosing the appropriate network topology for the 
anticipated usage. (Due to modern standards, there is no such freedom in picking 
or altering routing or flow-control algorithms). As a consequence, a further step in 
performance increase can be expected to come from the improvements in the topol- 
ogy of interconnection networks. For example, such improvements should enable 
interconnection networks to dynamically adapt to the current application in some 
optimal way. 


2.4.2 Basic Properties of Interconnection Networks 
We can classify interconnection networks in many ways and characterize them by 


various parameters. For defining most of these parameters, graph theory is the most 
elegant mathematical framework. More specifically, an interconnection network can 
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be modeled as a graph G(N, C), where N is a set of communication nodes and C 
is a set of communication links (or, channels) between the communication nodes. 
Based on this graph-theoretical view of interconnection networks, we can define 
parameters that represent both topological properties and performance properties 
of interconnection networks. Let us describe both kinds of properties. 


Topological Properties of Interconnection Networks 
The most important topological properties of interconnection networks, defined by 
graph-theoretical notions, are the 


node degree, 
regularity, 

symmetry, 

diameter, 

path diversity, and 
expansion scalability. 


In the following we define each of them and give comments where appropriate: 


e The node degree is the number d of channels through which a communica- 
tion node is connected to other communication nodes. Notice, that node degree 
includes only the ports for the network communication, although a communica- 
tion node also needs ports for the connection to the processing element(s) and 
ports for service or maintenance channels. 

e An interconnection network is said to be regular if all communication nodes have 
the same node degree; that is, there is a d > 0 such that every communication 
node has node degree d. 

e An interconnection network is said to be symmetric if all communication nodes 
possess the “same view” of the network; that is, there is a homomorphism that 
maps any communication node to any other communication node. In a symmetric 
interconnection network, the load can be evenly distributed through all communi- 
cation nodes, thus reducing congestion problems. Many real implementations of 
interconnection networks are based on symmetric regular graphs because of their 
fruitful topological properties that lead to a simple routing and fair load balancing 
under the uniform traffic. 

e Inorder to move from a source node to a destination node, a packet must traverse 
through a series of elements, such as routers or switches, that together comprise 
a path (or, route) between the source and the destination node. The number of 
communication nodes traversed by the packet along this path is called the hop 
count. In the best case, two nodes communicate through the path which has the 
minimum hop count, /, taken over all paths between the two nodes. Since / may 
vary with the source and destination nodes, we also use the average distance, 
lave, which is average / taken over all possible pairs of nodes. An important 
characteristic of any topology is the diameter, Lmax, which is the maximum of all 
the minimum hop counts, taken over all pairs of source and destination nodes. 
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e Inan interconnection network, there may exist multiple paths between two nodes. 
In such case, the nodes can be connected in many ways. A packet starting at source 
node will have at its disposal multiple routes to reach the destination node. The 
packet can take different routes (or even different continuations of a traversed part 
of a route) depending on the current situation in the network. An interconnection 
network that has high path diversity offers more alternatives when packets need 
to seek their destinations and/or avoid obstacles. 

e Scalability is (1) the capability of a system to handle a growing amount of work, 
or (ii) the potential of the system to be enlarged to accommodate that growth. The 
scalability is important at every level. For example, the basic building block must 
be easily connected to other blocks in a uniform way. Moreover, the same building 
block must be used to build interconnection networks of different sizes, with only 
a small performance degradation for the maximum-size parallel computer. Inter- 
connection networks have important impact on scalability of parallel computers 
that are based on the LMM or MMM multiprocessor model. To appreciate that, 
note that scalability is limited if node degree is fixed. 


Performance Properties of Interconnection Networks 
The main performance properties of interconnection networks are the 


e channel bandwidth, 
e bisection bandwidth, and 
e latency. 


We now define each of them and give comments where appropriate: 


e Channel bandwidth, in short bandwidth, is the amount of data that is, or theo- 
retically could be, communicated through a channel in a given amount of time. 
In most cases, the channel bandwidth can be adequately determined by using a 
simple model of communication which advocates that the communication time 
teomm, Needed to communicate given data through the channel, is the sum f, + fg 
of the start-up time ¢,, needed to set-up the channel’s software and hardware, and 
the data transfer time tg, where t4 = mtw, the product of the number of words 
making up the data, m, and the transfer time per one word, tw. Then the channel 
bandwidth is 1/ty. 

e A given interconnection network can be cut into two (almost) equal-sized compo- 
nents. Generally, this can be done in many ways. Given a cut of the interconnection 
network, the cut-bandwidth is the sum of channel bandwidths of all channels con- 
necting the two components. The smallest cut-bandwidth is called the bisection 
bandwidth (BBW) of the interconnection network. The corresponding cut is the 
worst-case cut of the interconnection network. Occasionally, the bisection band- 
width per node (BBWN) is needed; we define it as BBW divided by |N|, the 
number of nodes in the network. Of course, both BBW and BBWN depend on 
the topology of the network and the channel bandwidths. All in all, increasing 
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the bandwidth of the interconnection network can have as beneficial effects as 
increasing the CPU clock (recall Sect. 2.4.1). 

e Latency is the time required for a packet to travel from the source node to the 
destination node. Many applications, especially those using short messages, are 
latency sensitive in the sense that efficiencies of these applications strongly depend 
on the latency. For such applications, their software overhead may become a major 
factor that influences the latency. Ultimately, the latency is bounded below by the 
time in which light traverses the physical distance between two nodes. 


The transfer of data from a source node to a destination node is measured in terms 
of various units which are defined as follows: 


e packet, the smallest amount of data that can be transferred by hardware, 

e FLIT (flow control digit), the amount of data used to allocate the buffer space in 
some flow-control techniques; 

e PHIT (physical digit), the amount of data that can be transferred in a single cycle. 


These units are closely related to the bandwidth and to the latency of the network. 


Mapping Interconnection Networks into Real Space 
An interconnection network of any given topology, even if defined in an abstract 
higher-dimensional space, eventually has to be mapped into the physical, three- 
dimensional (3D) space. This means that all the chips and printed-circuit boards 
making up the interconnection network must be allocated physical places. 
Unfortunately, this is not a trivial task. The reason is that mapping usually has 
to optimize certain, often contradicting, criteria while at the same time respecting 
various restrictions. Here are some examples: 


e One such restriction is that the numbers of I/O pins per chip or per printed- 
circuit board are bounded above. A usual optimization criterion is that, in order 
to prevent the decrease of data rate, cables be as short as possible. But due to 
significant sizes of hardware components and due to physical limitations of 3D- 
space, mapping may considerably stretch certain paths, i.e., nodes that are close 
in higher-dimensional space may be mapped to distant locations in 3D-space. 

e We may want to map processing units that communicate intensively as close 
together as possibly, ideally on the same chip. In this way we may minimize 
the impact of communication. Unfortunately, the construction of such optimal 
mappings is NP-hard optimization problem. 

e An additional criterion may be that the power consumption is minimized. 


2.4.3 Classification of Interconnection Networks 


Interconnection networks can be classified into direct and indirect networks. Here 
are the main properties of each kind. 
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Fig. 2.6 A fully connected 
network with n = 8 nodes 
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Direct Networks 

A network is said to be direct when each node is directly connected to its neighbors. 
How many neighbors can a node have? In a fully connected network, each of the 
n = |N | nodes is directly connected to all the other nodes, so each node has n — 1 
neighbors. (See Fig. 2.6). 

Since such a network has in(n — 1) = OG (n?) direct connections, it can only be 
used for building systems with small numbers n of nodes. When n is large, each node 
is directly connected to a proper subset of other nodes, while the communication to 
the remaining nodes is achieved by routing messages through intermediate nodes. 
An example of such a direct interconnection network is the hypercube; see Fig. 2.13 
on p.28. 


Indirect Networks 

An indirect network connects the nodes through switches. Usually, it connects pro- 
cessing units on one end of the network and memory modules on the other end of the 
network. The simplest circuit for connecting processing units to memory modules is 
the fully connected crossbar switch (Fig. 2.7). Its advantage is that it can establish 
a connection between processing units and memory modules in an arbitrary way. 

At each intersection of a horizontal and vertical line is a crosspoint. A crosspoint 
is a small switch that can be electrically opened (o) or closed (e), depending on 
whether the horizontal and vertical lines are to be connected or not. In Fig.2.7 we 
see eight crosspoints closed simultaneously, allowing connections between the pairs 
(P1, M1), (P2, M3), (P3, Ms), (P4, M4), (P5, Mz), (Pe, M6), (P7, Mg) and (Pg, M7) at 
the same time. Many other combinations are also possible. 

Unfortunately, the fully connected crossbar has too large complexity to be used 
for connecting large numbers of input and output ports. Specifically, the number of 
crosspoints grows as pm, where p and m are the numbers of processing units and 
memory modules, respectively. For p — m — 1000 this amounts to a million cross- 
points which is not feasible. (Nevertheless, for medium-sized systems, a crossbar 
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Fig.2.7 A fully connected 
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design is workable, and small fully connected crossbar switches are used as basic 
building blocks within larger switches and routers). 

This is why indirect networks connect the nodes through many switches. The 
switches themselves are usually connected to each other in stages, using a regular 
connection pattern between the stages. Such indirect networks are called the multi- 
stage interconnection networks; we will describe them in more detail on p. 29. 


Indirect networks can be further classified as follows: 


e A non-blocking network can connect any idle source to any idle destination, 
regardless of the connections already established across the network. This is due 
to the network topology which ensures the existence of multiple paths between 
the source and destination. 

e A blocking rearrangeable networks can rearrange the connections that have 
already been established across the network in such a way that a new connection 
can be established. Such a network can establish all possible connections between 
inputs and outputs. 

e Ina blocking network, a connection that has been established across the network 
may block the establishment of a new connection between a source and desti- 
nation, even if the source and destination are both free. Such a network cannot 
always provide a connection between a source and an arbitrary free destination. 


The distinction between direct and indirect networks is less clear nowadays. Every 
direct network can be represented as an indirect network since every node in the direct 
network can be represented as a router with its own processing element connected 
to other routers. However, for both direct and indirect interconnection networks, the 
full crossbar, as an ideal switch, is the heart of the communications. 


2.4 The Impact of Communication 25 
2.4.4 Topologies of Interconnection Networks 


It is not hard to see that there exist many network topologies capable of intercon- 
necting p processing units and m memory modules (see Exercises). However, not 
every network topology is capable of conveying memory requests quickly enough 
to efficiently back up parallel computation. Moreover, it turns out that the network 
topology has a large influence on the performance of the interconnection network 
and, consequently, of parallel computation. In addition, network topology may incur 
considerable difficulties in the actual construction of the network and its cost. 

In the last few decades, researchers have proposed, analyzed, constructed, tested, 
and used various network topologies. We now give an overview of the most notable or 
popular ones: the bus, the mesh, the 3D-mesh, the torus, the hypercube, the multistage 
network and the fat tree. 


The Bus 

This is the simplest network topology. See Fig.2.8. It can be used in both local- 
memory machines (LMMs) and memory-module machines (MMMs). In either case, 
all processing units and memory modules are connected to a single bus. In each step, 
at most one piece of data can be written onto the bus. This can be a request from a 
processing unit to read or write a memory value, or it can be the response from the 
processing unit or memory module that holds the value. 

When in a memory-module machine a processing unit wants to read a memory 
word, it must first check to see if the bus is busy. If the bus is idle, the processing unit 
puts the address of the desired word on the bus, issues the necessary control signals, 
and waits until the memory puts the desired word on the bus. If, however, the bus 
is busy when a processing unit wants to read or write memory, the processing unit 
must wait until the bus becomes idle. This is where drawbacks of the bus topology 
become apparent. If there is a small number of processing units, say two or three, 
the contention for the bus is manageable; but for larger numbers of processing units, 
say 32, the contention becomes unbearable because most of the processing units will 
wait most of the time. 

To solve this problem we add a local cache to each processing unit. The cache 
can be located on the processing unit board, next to the processing unit chip, inside 
the processing unit chip, or some combination of all three. In general, caching is 
not done on an individual word basis but on the basis of blocks that consist of, say, 
64 bytes. When a word is referenced by a processing unit, the word’s entire block 
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Fig.2.8 The bus is the simplest network topology 
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Fig.2.9 A ring. Each node 
represents a processor unit 
with local memory 


is fetched into the local cache of the processing unit. After that many reads can be 
satisfied out of the local cache. As a result, there will be less bus traffic, and the 
system will be able to support more processing units. 

We see, that the practical advantages of using buses are that (i) they are simple 
to build, and (ii) it is relatively easy to develop protocols that allow processing units 
to cache memory values locally (because all processing units and memory modules 
can observe the traffic on the bus). The obvious disadvantage of using a bus is that 
the processing units must take turns accessing the bus. This implies that as more 
processing units are added to a bus, the average time to perform a memory access 
grows proportionately with the number of processing units. 


The Ring 

The ring is among the simplest and the oldest interconnection networks. Given n 
nodes, they are arranged in linear fashion so that each node has a distinct label i, 
where 0 < i < n — 1. Every node is connected to two neighbors, one to the left and 
one to the right. Thus, a node labeled i is connected to the nodes labeled i + 1 mod n 
and i — 1 mod n (see Fig. 2.9). The ring is used in local-memory machines (LMMs). 


2D-Mesh 

A two-dimensional mesh is an interconnection network that can be arranged in 
rectangular fashion, so that each switch in the mesh has a distinct label (i, j), where 
O0xixX-landO0 K< j € Y — 1. (See Fig.2.10). The values X and Y determine 
the lengths of the sides of the mesh. Thus, the number of switches in a mesh is XY. 
Every switch, except those on the sides of the mesh, is connected to six neighbors: 
one to the north, one to the south, one to the east, and one to the west. So a switch 


Fig. 2.10 A 2D-mesh. Each 
node represents a processor 
unit with local memory 
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Fig. 2.11 A 2D-torus. Each node represents a processor unit with local memory 


labeled (i, j), whereO <i < X — landO < j < Y — 1,isconnected to the switches 
labeled (i, j + 1), (i, j — 1), @+ 1, j), and (i — 1, j). 

Meshes typically appear in local-memory machines (LMMs): a processing unit 
(along with its local memory) is connected to each switch, so that remote memory 
accesses are made by routing messages through the mesh. 


2D-Torus (Toroidal 2D-Mesh) 
In the 2D-mesh, the switches on the sides have no connections to the switches on 
the opposite sides. The interconnection network that compensates for this is called 
the toroidal mesh, or just torus when d — 2. (See Fig.2.11). Thus, in torus every 
switch located at (i, j) is connected to four other switches, which are located at 
(i, j + 1 mod Y), (i, j — 1 mod Y), (i + 1 mod X, j) and (i — 1 mod X, j). 
Toruses appear in local-memory machines (LMMs): to each switch is connected 
a processing unit with its local memory. Each processing unit can access any remote 
memory by routing messages through the torus. 


3D-Mesh and 3D-Torus 

A three-dimensional mesh is similar to two-dimensional. (See Fig. 2.12). Now each 
switch in a mesh has a distinct label (i, j,k), where0 <i x X— 1,0 j«Y-1, 
and 0 € k < Z — 1. The values X, Y and Z determine the lengths of the sides of 
the mesh, so the number of switches in it is XY Z. Every switch, except those on the 
sides of the mesh, is now connected to six neighbors: one to the north, one to the 
south, one to the east, one to the west, one up, and one down. Thus, a switch labeled 
(i, j, k), where0 < i < X— 1,0 < j< Y —1land0 < k< Z — l,isconnected to 
the switches (i, j + 1, k), (i, j — 1, k), (i + 1, j, k), G — 1, j, k), (i, j, k + 1) and 
(i, j,k — 1). Such meshes typically appear in LMMs. 

We can expand a 3D-mesh into a toroidal 3D-mesh by adding edges that connect 
nodes located at the opposite sides of the 3D-mesh. (Picture omitted). A switch 
labeled (i, j, k) is connected to the switches (i + 1 mod X, j, k), (i — 1 mod X, j, k), 
(i, j + 1 mod Y, k), (i, j — 1 mod Y, k), (i, j, k + 1 mod Z) and (i, j,k — 1 mod Z). 

3D-meshes and toroidal 3D-meshes are used in local-memory machines (LMMs). 
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Fig. 2.12 A 3D-mesh. Each 
node represents a processor 
unit with local memory 


Fig. 2.13 A hypercube. 
Each node represents a 
processor unit with local 
memory 


Hypercube 

A hypercube is an interconnection network that has n = 2° nodes, for some b > 0. 

(See Fig. 2.13). Each node has a distinct label consisting of b bits. Two nodes are 

connected by a communication link if an only if their labels differ in precisely one 

bit location. Hence, each node of a hypercube has b = log, n neighbors. 
Hypercubes are used in local-memory machines (LMMs). 


x The k-ary d-Cube Family of Network Topologies 
Interestingly, the ring, the 2D-torus, the 3D-torus, the hypercube, and many other 
topologies all belong to one larger family of k-ary d-cube topologies. 

Given k > landd > 1,the k-ary d-cube topology is a family of certain “gridlike” 
topologies that share the fashion in which they are constructed. In other words, the 
k-ary d-cube topology is a generalization of certain topologies. The parameter d is 
called the dimension of these topologies and k is their side length, the number of 
nodes along each of the d directions. The fashion in which the k-ary d-cube topology 
is constructed is defined inductively (on the dimension d): 


A k-ary d-cube is constructed from k other k-ary (d — 1)-cubes 
by connecting the nodes with identical positions into rings. 
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Fig.2.14 A 4-stage interconnection network capable of connecting 8 processing units to 8 memory 
modules. Each switch o can establish a connection between arbitrary pair of input and output 
channels 


This inductive definition enables us to systematically construct actual k-ary d-cube 
topologies and analyze their topological and performance properties. For instance, 
we can deduce that a k-ary d-cube topology contains n = k? communication nodes 
and c = dn = dk? communication links, while the diameter is Imax = ak and the 


average distance between two nodes is layg = Imax Gf k even) or layg = d G — x) (if 
k odd). Unfortunately, in spite of their simple recursive structure, the k-ary d-cubes 
have a poor expansion scalability. 


Multistage Network 

A multistage network connects one set of switches, called the input switches, to 
another set, called the output switches. The network achieves this through a sequence 
of stages, where each stage consists of switches. (See Fig. 2.14). In particular, the 
input switches form the first stage, and the output switches form the last stage. The 
number d of stages is called the depth of the multistage network. Usually, a multistage 
network allows to send a piece of data from any input switch to any output switch. 
This is done along a path that traverses all the stages of the network in order from 1 
to d. There are many different multistage network topologies. 
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Fig. 2.15 A fat-tree. Each switch O can establish a connection between arbitrary pair of incident 
channels 


Multistage networks are frequently used in memory-module machines (MMMs); 
there, processing units are attached to input switches, and memory modules are 
attached to output switches. 


Fat Tree 

A fat tree is a network whose structure is based on that of a tree. (See Fig. 2.15). 
However, in contrast to the usual tree where edges have the same thickness, in a fat 
tree, edges that are nearer the root of the tree are “fatter” (thicker) than edges that 
are further down the tree. The idea is that each node of a fat tree may represent many 
network switches, and each edge may represent many communication channels. The 
more channels an edge represents, the larger is its capacity and the fatter is the edge. 
So the capacities of the edges near the root of the fat tree are much larger than the 
capacities of the edges near the leaves. 

Fat trees can be used to construct local-memory machines (LMMs): processing 
units along with their local memories are connected to the leaves of the fat tree, so 
that a message from one processing unit to another first travels up the tree to the 
least common ancestor of the two processing units and then down the tree to the 
destination processing unit. 
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2.5 Parallel Computational Complexity 


In order to examine the complexity of computational problems and their parallel 
algorithms, we need some new basic notions. We will now introduce a few of these. 


2.5.1 Problem Instances and Their Sizes 


Let IT be a computational problem. In practice we are usually confronted with a 
particular instance of the problem 77. The instance is obtained from IT by replacing 
the variables in the definition of I7 with actual data. Since this can be done in many 
ways, each way resulting in a different instance of IT, we see that the problem H 
can be viewed as a set of all the possible instances of I7. 

To each instance z of IT we can associate a natural number which we call the size 
of the instance z and denote by 


size(z ). 


Informally, size(zr) is roughly the amount of space needed to represent x in some 
way accessible to a computer and, in practice, depends on the problem JT. 

For example, if we choose TI = “sort a given finite sequence of numbers,” then 
x = “sort 09 27 4 5 6 3" is an instance of IM and size(z) = 8, the number of 
numbers to be sorted. If, however, M = “Is n a prime number?" then "Is 17 a prime 
number?" is an instance z of IT with size(z) = 5, the number of bits in the binary 
representation of 17. And if I is a problem about graphs, then the size of an instance 
of TI is often defined as the number of nodes in the actual graph. 

Why do we need sizes of instances? When we examine how fast an algorithm A 
for a problem JI is, we usually want to know how A's execution time depends on the 
size of instances of JI that are input to A. More precisely, we want to find a function 


T (n) 


whose value at n will represent the execution time of A on instances of size n. Asa 
matter of fact, we are mostly interested in the rate of growth of T (n), that is, how 
quickly T (n) grows when n grows. 

For example, if we find that T (n) = n, then A's execution time is a linear function 
of n, so if we double the size of problem instances, A's execution time doubles too. 
More generally, if we find that T (n) = n*?"* (const > 1), then A's execution time 
is a polynomial function of n; if we now double the size of problem instances, then 
A's execution time multiplies by 2^?"5' , If, however, we find that T (n) = 2", which 
is an exponential function of n, then things become dramatic: doubling the size n of 
problem instances causes A to run 2"-times longer! So, doubling the size from 10 to 
20 and then to 40 and 80, the execution time of A increases 2!9 (thousand) times, 
then 27° (million) times, and finally 2^9 (thousand billion) times. 
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2.5.2 Number of Processing Units Versus Size of Problem Instances 


In Sect.2.1, we defined the parallel execution time 754,, speedup S, and efficiency 
E of a parallel program P for solving a problem M on a computer C(p) with p 
processing units. Let us augment these definitions so that they will involve the size 
n of the instances of IT. As before, the program P for solving J and the computer 
C (p) are tacitly understood, so we omit the corresponding indexes to simplify the 
notation. We obtain the parallel execution time 75,4; (7), speedup S(n), and efficiency 
E (n) of solving IT’s instances of size n: 


def £ seq (n) 
Tpar (n) 


Eq & 560. 
p 


So let us pick an arbitrary n and suppose that we are only interested in solving 
instances of IT whose size is n. Now, if there are too few processing units in C (p), i.e., 
p is too small, the potential parallelism in the program P will not be fully exploited 
during the execution of P on C(p), and this will reflect in low speedup S(n) of P. 
Likewise, if C(p) has too many processing units, i.e., p is too large, some of the 
processing units will be idling during the execution of the program P, and again this 
will reflect in low speedup of P. This raises the following question that obviously 
deserves further consideration: 


How many processing units p should have C(p), 
so that, for all instances of II of size n, the speedup of P will be maximal? 


It is reasonable to expect that the answer will depend somehow on the type of C, 
that is, on the multiprocessor model (see Sect. 2.3) underlying the parallel computer 
C. Until we choose the multiprocessor model, we may not be able to obtain answers 
of practical value to the above question. Nevertheless, we can make some general 
observations that hold for any type of C. First observe that, in general, if we let n 
grow then p must grow too; otherwise, p would eventually become too small relative 
to n, thus making C(p) incapable of fully exploiting the potential parallelism of P. 
Consequently, we may view p, the number of processing units that are needed to 
maximize speedup, to be some function of n, the size of the problem instance at 
hand. In addition, intuition and practice tell us that a larger instance of a problem 
requires at least as many processing units as required by a smaller one. In sum, we 
can set 


p= f(n), 


where f : N — N is some nondecreasing function, i.e., f (n) < f(n + 1), for all n. 
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Second, let us examine how quickly can f(n) grow as n grows? Suppose that 
f (n) grows exponentially. Well, researchers have proved that if there are exponen- 
tially many processing units in a parallel computer then this necessarily incurs long 
communication paths between some of them. Since some communicating process- 
ing units become exponentially distant from each other, the communication times 
between them increase correspondingly and, eventually, blemish the theoretically 
achievable speedup. The reason for all of that is essentially in our real, 3-dimensional 
space, because 


e each processing unit and each communication link occupies some non-zero vol- 
ume of space, and 

e the diameter of the smallest sphere containing exponentially many processing 
units and communication links is also exponential. 


In sum, exponential number of processing units is impractical and leads to theoreti- 
cally tricky situations. 

Suppose now that f (n) grows polynomially, i.e., f is a polynomial function of 
n. Calculus tells us that if poly(n) and exp(7) are a polynomial and an exponential 
function, respectively, then there is ann’ > 0 so that poly(n) < exp(n) foralln > n'; 
that is, poly(z) is eventually dominated by exp(n). In other words, we say that 
a polynomial function poly(n) asymptotically grows slower than an exponential 
function exp(n). Note that poly(n) and exp(n) are two arbitrary functions of n. 

So we have f(n) = poly(n) and consequently the number of processing units is 


p = poly(n), 


where poly(z) is a polynomial function of n. Here we tacitly discard polynomial 
functions of “unreasonably” large degrees, e.g. n!°°. Indeed, we are hoping for 
much lower degrees, such as 2, 3, 4 or so, which will yield realistic and affordable 
numbers p of processing units. 

In summary, we have obtained an answer to the question above which— because of 
the generality of C and IT, and due to restrictions imposed by nature and economy— 
falls short of our expectation. Nevertheless, the answer tells us that p must be some 
polynomial function (of a moderate degree) of n. 

We will apply this to Theorem 2.1 (p. 16) right away in the next section. 


2.5.3 TheClass NC of Efficiently Parallelizable Problems 


Let P be an algorithm for solving a problem JT on CRCW-PRAM(p). According to 
Theorem 2.1, the execution of P on EREW-PRAM/( p) will be at most O (log p)-times 
slower than on CRCW-PRAM(p). Let us use the observations from previous section 
and require that p = poly(n). It follows that log p = log poly(n) = O (log). To 
appreciate why, see Exercises in Sect. 2.7. 
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Combined with Theorem 2.1 this means that for p = poly(n) the execution of P on 
EREW-PRAM(p) will be at most O (log n)-times slower than on CRCW-PRAM(p). 

But this also tells us that, when p = poly(n), choosing a model from the models 
CRCW-PRAM(p), CREW-PRAM(p), and EREW-PRAM(p) to execute a program 
affects the execution time of the program by a factor of the order O (log n), where n 
is the size of the problem instances to be solved. In other words: 


The execution time of a program does not vary too much 
as we choose the variant of PRAM that will execute it. 


This motivates us to introduce a class of computational problems containing all the 
problems that have “fast” parallel algorithms requiring “reasonable” numbers of 
processing units. But what do "fast" and "reasonable" really mean? We have seen in 
previous section that the number of processing units is reasonable if it is polynomial 
in n. As for the meaning of "fast", a parallel algorithm is considered to be fast if 
its parallel execution time is polylogarithmic in n. That is fine, but what does now 
“polylogarithmic” mean? Here is the definition. 


Definition 2.1 A function is polylogarithmic in n if it is polynomial in log n, 
i.e., if it is ay (log n) + ay 1(og n)! 4---- + aj (logn)! + ao, for some 
& 2 il, 


We usually write log! n instead of (log n)! to avoid clustering of parentheses. The sum 
aylog*n + ax—log*—!n +- -- + ap is asymptotically bounded above by O (log* n). 
To see why, consider Exercises in Sect. 2.7. 


We are ready to formally introduce the class of problems we are interested in. 


Definition 2.2 Let NC be the class of computational problems solvable in 
polylogarithmic time on PRAM with polynomial number of processing units. 


If a problem JI is in the class NC, then it is solvable in polylogarithmic parallel time 
with polynomially many processing units regardless of the variant of PRAM used 
to solve JT. In other words, the class NC is robust, insensitive to the variations of 
PRAM. How can we see that? If we replace one variant of PRAM with another, then 
by Theorem 2.1 /7’s parallel execution time O (log* n) can only increase by a factor 
O(log n) to O (log**! n) which is still polylogarithmic. 

In sum, NC is the class of efficiently parallelizable computational problems. 


Example 2.1 Suppose that we are given the problem JI = “add n given numbers.” 
Then x = “add numbers 10, 20, 30, 40, 50, 60, 70, 80" is an instance of size(z) = 8 


2.5 Parallel Computational Complexity 35 


ata, az ta4 
iude. 
E © 


Y 
a; ta, taz tag astaçta7+ag 


Fig.2.16 Adding eight numbers in parallel with four processing units 


of the problem JT. Let us now focus on all instances of size 8, that is, instances of 
the form x = “add numbers a1, a2, 43, 44, 45, 46, 47, ag." 

The fastest sequential algorithm for computing the sum a, + a2 + a3 + a4 + as + 
dg + a7 + ag requires T444(8) = 7 steps, with each step adding the next number to 
the sum of the previous ones. 

In parallel, however, the numbers a1, a2, a3, a4, 45, 46, 47, ag can be summed in 
just 754, (8) = 3 parallel steps using 3 = 4 processing units which communicate in a 
tree-like pattern as depicted in Fig. 2.16. In the first step, s = 1, each processing unit 
adds two adjacent input numbers. In each next step, s > 2, two adjacent previous 
partial results are added to produce a new, combined partial result. This combining 
of partial results in a tree-like manner continues until 2+! > 8. In the first step, 
s = 1, all of the four processing units are engaged in computation; in step s = 2, two 
processing units (P3 and P4) start idling; and in step s = 3, three processing units 
(P2, P3 and P4) are idle. 

In general, instances zt (n) of IT can be solved in parallel time Tpar = [logn] = 
O (logn) with [5] = O(n) processing units communicating in similar tree-like pat- 


terns. Hence, /7 € NC and the associated speedup is S(n) = PUO = 0(; n i^ 
par 


Notice that, in the above example, the efficiency of the tree-like parallel addition 
of n numbers is quite low, E(n) = O( ioe z). The reason for this is obvious: only 
half of the processing units engaged in a parallel step s will be engaged in the next 
parallel step s + 1, while all the other processing units will be idling until the end of 


computation. This issue will be addressed in the next section by Brent’s Theorem. 
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2.6 Laws and Theorems of Parallel Computation 


In this section we describe the Brent’s theorem, which is useful in estimating the 
lower bound on the number of processing units that are needed to keep a given 
parallel time complexity. Then we focus on the Amdahl’s law, which is used for 
predicting the theoretical speedup of a parallel program whose different parts allow 
different speedups. 


2.6.1 Brent’s Theorem 


Brent's theorem enables us to quantify the performance of a parallel program when 
the number of processing units is reduced. 

Let M be a PRAM of an arbitrary type and containing unspecified number of 
processing units. More specifically, we assume that the number of processing units 
is always sufficient to cover all the needs of any parallel program. 

When a parallel program P is run on M, different numbers of operations of P are 
performed, at each step, by different processing units of M. Suppose that a total of 


W 


operations are performed during the parallel execution of P on M (W is also called 
the work of P), and denote the parallel runtime of P on M by 


Thar, M CP). 
Let us now reduce the number of processing units of M to some fixed number 
p 
and denote the obtained machine with the reduced number of processing units by 
R. 


Ris a PRAM of the same type as M which can use, in every step of its operation, at 
most p processing units. 

Let us now run P on R. If p processing units cannot support, in every step of the 
execution, all the potential parallelism of P, then the parallel runtime of P on R, 


Tpar, R(P), 


may be larger than Tpar, M (P). Now the question raises: Can we quantify 754; g (P)? 
The answer is given by Brent's Theorem which states that 


W 
Thar, RCP) x o(= + Tru. (P). 
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Fig. 2.17 Expected (linear) 
speedup as a function of the 
number of processing units 14 
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Proof Let W; be the number of P’s operations performed by M in ith step and 
T := Thar, M(P). Then y | Wi = W. To perform the W; operations of the ith step 
of M, R needs [=] steps. So the number of steps which R makes during its 
execution of P is Toa, R (P) = X] [5 < La +1)< ae Wi +T = 
E + Ty MCP). 


Applications of Brent’s Theorem 

Brent’s Theorem is useful when we want to reduce the number of processing units as 
much as possible while keeping the parallel time complexity. For example, we have 
seen in Example 2.1 on p.34 that we can sum up n numbers in parallel time O (log n) 
with O (n) processing units. Can we do the same with asymptotically less processing 
units? Yes, we can. Brent's Theorem tells us that O(n/ log n) processing units suffice 
to sum up n numbers in O (log n) parallel time. See Exercises in Sect. 2.7. 


2.6.2 Amdahl's Law 


Intuitively, we would expect that doubling the number of processing units should 
halve the parallel execution time; and doubling the number of processing units again 
should halve the parallel execution time once more. In other words, we would expect 
that the speedup from parallelization is a linear function of the number of processing 
units (see Fig. 2.17). 

However, linear speedup from parallelization is just a desirable optimum which 
is not very likely to become a reality. Indeed, in reality very few parallel algorithms 
achieve it. Most of parallel programs have a speedup which is near-linear for small 
numbers of processing elements, and then flattens out into a constant value for large 
numbers of processing elements (see Fig. 2.18). 
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Fig. 2.18 Actual speedup as 16 [Speedup 
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Setting the Stage 
How can we explain this unexpected behavior? The clues for the answer will be 
obtained from two simple examples. 


e Example I. Let P be a sequential program processing files from disk as follows: 


— P is a sequence of two parts, P = Pi P»; 

— P scans the directory of the disk, creates a list of file names, and hands the 
list over to P5; 

— P» passes each file from the list to the processing unit for further processing. 


Note: P, cannot be sped up by adding new processing units, because scanning the 
disk directory is intrinsically sequential process. In contrast, P» can be sped up 
by adding new processing units; for example, each file can be passed to a separate 
processing unit. In sum, a sequential program can be viewed as a sequence of two 
parts that differ in their parallelizability, i.e., amenability to parallelization. 


e Example 2. Let P be as above. Suppose that the (sequential) execution of P takes 
20 min, where the following holds (see Fig. 2.19): 


— the non-parallelizable P, runs 2 min; 
— the parallelizable P» runs /8 min. 


Fig.2.19 P consists of a P P 
non-parallelizable P; and a 1 2 
parallelizable P5. On one P 
processing unit, Pj runs 2 

min and P» runs 18 min E 18 
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Fig.2.20 P consists of a non-parallelizable P; and a parallelizable P». On a single processing unit 
P, requires T;eq (P1) time and P» requires Tseg(P2) time to complete 


Note: since only P» can benefit from additional processing units, the parallel execu- 
tion time T4, (P) of the whole P cannot be less than the time 7,44 (P;) taken by the 
non-parallelizable part P; (that is, 2 min), regardless of the number of additional pro- 
cessing units engaged in the parallel execution of P. In sum, if parts of a sequential 
program differ in their potential parallelisms, they differ in their potential speedups 
from the increased number of processing units, so the speedup of the whole program 
will depend on their sequential runtimes. 

The clues that the above examples brought to light are recapitulated as follows: In 
general, a program P executed by a parallel computer can be split into two parts, 


e part Pı which does not benefit from multiple processing units, and 

e part P» which does benefit from multiple processing units; 

e besides P>’s benefit, also the sequential execution times of P; and P» influence 
the parallel execution time of the whole P (and, consequently, P's speedup). 


Derivation 

We will now assess quantitatively how the speedup of P depends on Pj's and P»'s 
sequential execution times and their amenability to parallelization and exploitation 
of multiple processing units. 


Let Treg (P) be the sequential execution time of P. Because P = P, P2, a sequence 
of parts Pı and P», we have 


Tq (P) = Tseq(P1) F Tseq (P2), 


where Tseq(P1) and Tseq(P2) are the sequential execution times of P, and P», respec- 
tively (see Fig. 2.20). 

When we actually employ additional processing units in the parallel execution of 
P, itis the execution of P» that is sped up by some factor s > 1, while the execution 
of Pı does not benefit from additional processing units. In other words, the execution 
time of P» is reduced from Tseq(P2) to ITO (P2). while the execution time of Pj 
remains the same, Tse (P1). So, after the employment of additional processing units 
the parallel execution time 754, (P) of the whole program P is 


1 
Tpar(P) = seq P1) sb 5 Tg (P2). 
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The speedup S(P) of the whole program P can now be computed from definition, 


Tyeq(P) 


S pU 


We could stop here; however, it is usual to express S(P) in terms of b, the fraction 
of Tse (P) during which parallelization of P is beneficial. In our case 


= Tseq(P2) 
Tseq(P) © 


Plugging this in the expression for S(P), we finally obtain the Amdahl’s Law 


1 
S(P) = EUN z à 
Some Comments on Amdahl’s Law 
Strictly speaking, the speedup in the Amdahl’s Law is a function of three variables, 
P, b and s, so it would be more appropriately denoted by S(P, b, s). Here b is the 
fraction of the time during which the sequential execution of P can benefit from 
multiple processing units. If multiple processing units are actually available and 
exploited by P, the part of P that exploits them is sped up by the factor s > 1. Since 
s is only the speedup of a part of the program P, the speedup of the whole P cannot 
be larger than 5; specifically, it is given by S(P) of the Amdahl's Law. 


From the Amdahl’s Law we see that 


which tells us that a small part of the program which cannot be parallelized will limit 
the overall speedup available from parallelization. For example, the overall speedup 
S that the program P in Fig.2.19 can possibly achieve by parallelizing the part P» 
is bounded above by S < E = 10. 


Note that in the derivation of the Amdahl’s Law nothing is said about the size of the 
problem instance solved by the program P. It is implicitly assumed that the problem 
instance remains the same, and that the only thing we carry out is parallelization of 
P and then application of the parallelized P on the same problem instance. Thus, 
Amdahl’s law only applies to cases where the size of the problem instance is fixed. 


Amdahl’s Law at Work 
Suppose that 70% of a program execution can be sped up if the program is parallelized 
and run on 16 processing units instead of one. What is the maximum speedup that 
can be achieved by the whole program? What is the maximum speedup if we increase 
the number of processing units to 32, then to 64, and then to 128? 

In this case we have b = 0.7, the fraction of the sequential execution that can be 
parallelized; and 1 — b = 0.3, the fraction of calculation that cannot be parallelized. 
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The speedup of the parallelizable fraction is s. Of course, s < p, where p is the 
number of processing units. By Amdahl’s Law the speedup of the whole program is 


1 1 1 
1-b+% 034% "0349 


If we double the number of processing units to 32 we find that the maximum 
achievable speedup is 3.11: 


1 1 1 
< 


1-b+2 03497 03497 


and if we double it once again to 64 processing units, the maximum achievable 
speedup becomes 3.22: 


1 1 1 


1-b+2 03497 “03+ 4 


Finally, if we double the number of processing units even to 128, the maximum 
speedup we can achieve is 


1 1 1 
1-b4 034% 03497 


In this case doubling the processing power only slightly improves the speedup. 
Therefore, using more processing units is not necessarily the optimal approach. 

Note that this complies with actual speedups of realistic programs as we have 
depicted in Fig. 2.18. 


x A Generalization of Amdahl’s Law 
Until now we assumed that there are just two parts of of a given program, of which 
one cannot benefit from multiple processing units and the other can. We now assume 
that the program is a sequence of three parts, each of which could benefit from 
multiple processing units. Our goal is to derive the speedup of the whole program 
when the program is executed by multiple processing units. 

So let P = Pı P2 P3 be a program which is a sequence of three parts Pı, Po, and 
P5. See Fig. 2.21. Let Tseq(P1) be the time during which the sequential execution of 


Fig.2.21 P consists of Pi Py P3 
three differently 
parallelizable parts p 


Lae Tg P2 Ted 


seq 
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P spends executing part Pj. Similarly we define Tseq(P2) and Tseq(P3). Then the 
sequential execution time of P is 


Tseq (P) = Tseq(P1) F Tseq(P2) F Tseq(P3). 


But we want to run P on a parallel computer. Suppose that the analysis of P shows 
that P, could be parallelized and sped up on the parallel machine by factor sı > 1. 
Similarly, P? and P3 could be sped up by factors s) > 1 and s3 > 1, respectively. 
So we parallelize P by parallelizing each of the three parts Pı, P», and P3, and 
run P on the parallel machine. The parallel execution of P a Tpar(P) time, 
where Tpar(P) = Tpar(P1) T Tpar (P2) F Tpar(P3). But Tpa (P1) = = a Tseq(P1), and 
similarly for Tpar(P2) and Tpar (P3). It follows that 


1 1 1 
Tpar(P) = c r Tea P) T 5; ea ( P2) Mes 5; ea (P). 


Ts (P) 
Ty (P) 
We can obtain a more informative expression for S(P). Let bı be the panaon of 
Tse (P1) 
T. a(P) 
Similarly we define b2 and b3. Applying this in the definition of S(P) we obtain 


Now the speedup of P can easily be computed from its definition, S(P) = 


Tseq(P) during which the sequential execution of P executes P4; thatis, b; = 


Tseq(P) — : 


S(P) = Ty (P) n Hu +2 24h 


Generalization to programs which are sequences of arbitrary number of parts P; is 
straightforward. In reality, programs typically consist of several parallelizable parts 
and several non-parallelizable (serial) parts. We easily handle this by setting s; > 1. 


2.7 Exercises 


1. How many pairwise interactions must be computed when solving the n-body 
problem if we assume that interactions are symmetric? 

2. Give an intuitive explanation why Tpar < Tseq € P+ Tpar, where Tpar and Tyeq are 
the parallel and sequential execution times of a program, respectively, and p is 
the number of processing units used during the parallel execution. 

3. Can you estimate the number of different network topologies capable of inter- 
connecting p processing units P; and m memory modules M ;? Assume that each 
topology should provide, for every pair (P;,M ;), a path between P; and M;. 

4. Let P be an algorithm for solving a problem 77 on CRCW-PRAM(p). pE 
ing to Theorem2.1, the execution of P on EREW-PRAM(p) will be at most 
O (log p)-times slower than on CRCW-PRAM(p). Now suppose that p = 
poly(n), where n is the size of a problem instance. Prove that log p = O (logn). 


11. 


12. 


13. 


. Prove that the sum ajlogn + az—log<~ 
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In-E...-Fag is asymptotically 


bounded above by O (log* n). 


. Prove that O (n/ log n) processing units suffice to sum up n numbers in O (log n) 


parallel time. Hint: Assume that the numbers are summed up with a tree-like 
parallel algorithm described in Example 2.1. Use Brent's Theorem with W — 
n — landT = log n and observe that by reducing the number of processing units 
to p := n logn, the tree-like parallel algorithm will retain its O(log n) parallel 
time complexity. 


. True or false: 


(a) The definition of the parallel execution time is: “execution time = computa- 
tion time + communication time + idle time.” 

(b) A simple model of the communication time is: communication time = set- 
up time 4- data transfer time." 

(c) Suppose that the execution time of a program on a single processor is T}, 
and the execution time of the same parallelized program on p processors is Tp. 
Then, the speedup and efficiency are S$ = T1/T, and E = S/ p, respectively. 
(d) If speedup S < p then E > 1. 


. True or false: 


(a) If processing units are identical, then in order to minimize parallel execution 
time, the work (or, computational load) of a parallel program should be parti- 
tioned into equal parts and distributed among the processing units. 

(b) If processing units differ in their computational power, then in order to min- 
imize parallel execution time, the work (or, computational load) of a parallel 
program should be distributed evenly among the processing units. 

(c) Searching for such distributions is called load balancing. 


. Why must be the load of a parallel program evenly distributed among processors? 
. Determine the bisection bandwidths of 1D-mesh (chain of computers with bidi- 


rectional connections), 2D-mesh, 3D-mesh, and the hypercube. 

Let a program P be composed of a part R that can be ideally parallelized, and 
of a sequential part S; that is, P = RS. On a single processor, S takes 10% of 
the total execution time and during the remaining 90% of time R could run in 
parallel. 

(a) Whatis the maximal speedup reachable with unlimited number of processors? 
(b) How is this law called? 

Moore's law states that computer performance doubles every 1.5 year. Suppose 
that the current computer performance is Perf = 10P^. When will be, according 
to this law, 10 times greater (that is, 10 x Perf)? 

A problem /7 comprises two subproblems, Mı and I7», which are solved by 
programs P, and P», respectively. The program P, would run 1000s on the 
computer C, and 2000s on the computer C2, while P) would require 2000 and 
3000s on C and C2, respectively. The computers are connected by a 1000-km 
long optical fiber link capable of transferring data at 100 MB/sec with 10 msec 
latency. The programs can execute concurrently but must transfer either (a) 10 
MB of data 20,000 times or (b) 1 MB of data twice during the execution. What 
is the best configuration and approximate runtimes in cases (a) and (b)? 


44 2 Overview of Parallel Systems 


2.8 Bibliographical Notes 


In presenting the topics in this Chapter we have strongly leaned on Trobec et al. [26] 
and Atallah and Blanton [3]. On the computational models of sequental computation 
see Robič [22]. Interconnection networks are discussed in great detail in Dally and 
Towles [6], Duato et al. [7], Trobec [25] and Trobec et al. [26]. The dependence 
of execution times of real world parallel applications on the performance of the 
interconnection networks is discussed in Grama et al. [12]. 


Part Il 
Programming 


In Part II is devoted to programming of parallel computers. It is designed in a way 
that every reader can exploit the parallelism of its own computer, either on multi- 
cores with shared memory, or on a set of interconnected computers, or on a graphic 
processing units. The knowledge and experience obtained can be beneficial in even- 
tual further, more advanced applications, which will run on many-core computers, 
computing clusters, or heterogeneous computers with computing accelerators. 

We start in Chap. 3 with multi-core and shared memory multiprocessors, which 
is the architecture of almost all contemporary computers, that are likely the easiest 
to program with an adequate methodology. The programming such systems is intro- 
duced using OpenMP, a widely used and ever expanding application programming 
interface well suited for the implementation of multithreaded programs. It is shown 
how the combination of properly designed compiler directives and library functions 
can provide a programming environment where the programmer can focus mostly 
on the program and algorithms and less on the details of the underlying computer 
architecture. A lot of practical examples are provided, which help the reader to under- 
stand the basic principles and to get a further motivation for fully exploiting available 
computing resources. 

Next, in Chap. 4, distributed memory computers are considered. They cannot 
communicate through the shared memory therefore messages are used for the coor- 
dination of parallel tasks that run on geographically distributed but interconnected 
processors. Definition of processes with their management and communication are 
well defined by a platform-independent message passing interface (MPI) specifica- 
tion. The MPI library is introduced from the practical point of view, with basic set 
of operations that enable the implementation of parallel programs. Simple example 
programs should serve as an aid for a smooth start of using MPI and as motivation 
for developing more complex applications. 

Finally, in Chap. 5, we provide an introduction to the concepts of massively 
parallel programming on GPUs and heterogeneous systems. Almost all contemporary 
desktop computers are multi-core processor with a GPU units. Thus we need a 
programming environment in which a programmer can write programs and run them 
on either a GPU, or ona multi-core CPU, or on both. Again, several practical examples 
are given that help and assist the readers in acquiring knowledge and experience in 
programming GPUs, using OPenCL environment. 
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Programming Multi-core and Shared 3 
Memory Multiprocessors Using 
OpenMP 


Chapter Summary 

Of many different parallel and distributed systems, multi-core and shared memory 
multiprocessors are most likely the easiest to program if only the right approach is 
taken. In this chapter, programming such systems is introduced using OpenMP, a 
widely used and ever-expanding application programming interface well suited for 
the implementation of multithreaded programs. It is shown how the combination 
of properly designed compiler directives and library functions can provide a pro- 
gramming environment where the programmer can focus mostly on the program and 
algorithms and less on the details of the underlying computer system. 


3.1 Shared Memory Programming Model 


From the programmer's point of view, a model of a shared memory multiproces- 
sor contains a number of independent processors all sharing a single main memory 
as shown in Fig.3.1. Each processor can directly access any data location in the 
main memory and at any time different processors can execute different instruc- 
tions on different data since each processor is driven by its own control unit. Using 
Flynn's taxonomy of parallel systems, this model is referred to as MIMD, i.e., mul- 
tiple instruction multiple data. 

Although of paramount importance, when the parallel system is to be fully utilized 
to achieve the maximum speedup possible, many details like cache or the internal 
structure of the main memory are left out of this model to keep it simple and general. 
Using a simple and general model also simplifies the design and implementation of 
portable programs that can be optimized for a particular system once the parallel 
system specifications are known. 

Most modern CPUs are multi-core processors and, therefore, consist of a num- 
ber of independent processing units called cores. Moreover, these CPUs support 
(simultaneous) multithreading (SMT) so that each core can (almost) simultaneously 
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Fig.3.1 A model of a shared memory multiprocessor 
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Fig.3.2 A parallel system with two quad-core CPUs supporting simultaneous multithreading con- 
tains 16 logical cores all connected to the same memory 


execute multiple independent streams of instructions called threads. To a program- 
mer, each core within each processor acts as several logical cores each able to run 
its own program or a thread within a program independently. 

Today, mobile, desktop and server CPUs typically contain 2-24 cores and with 
multithreading support, they can run 4—48 threads simultaneously. For instance, a 
dual-core mobile Intel i7 processor with hyper-threading (Intel's SMT) consists of 2 
(physical) cores and thus provides 4 logical cores. Likewise, a quad-core Intel Xeon 
processor with hyper-threading provides 8 logical cores and a system with two such 
CPUs provides 16 logical cores as shown in Fig.3.2. If the common use of certain 
resources like bus or cache is set aside, each logical core can execute its own thread 
independently. Regardless of the physical implementation, a programmer can assume 
that such system contains 16 logical cores each acting as an individual processor as 
shown in Fig.3.1 where n — 16. 

Apart from multi-core CPUs, manycore processors comprising tens or hundreds 
of physical cores are also available. Intel Xeon Phi, for instance, provides 60—72 
physical cores able to run 240—288 threads simultaneously. 

The ability of modern systems to execute multiple threads simultaneously using 
different processors or (logical) cores comes with a price. As individual threads 
can access any memory location in the main memory and to execute instruction 
streams independently may result in a race condition, i.e., a situation where the 
result depends on precise timing of read and write accesses to the same location in 
the main memory. Assume, for instance, that two threads must increase the value 
stored at the same memory location, one by 1 and the other by 2 so that in the end 
it is increased by 3. Each thread reads the value, increases it and writes it back. If 
these three instructions are first performed by one thread, and then by the other, the 
correct result is produced. But because threads execute instructions independently, 
the sequences of these three instructions executed by each thread may overlap in time 
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Pj] READ INC WRITE 


P2 READ INC WRITE 
pi READ INC WRITE 

TIME LT pup ug > 
P2 READ INC WRITE 


Fig. 3.3 Two examples of a race condition when two threads attempt to increase the value at the 
same location in the main memory 
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Fig. 3.4 Preventing race conditions as illustrated in Fig. 3.3 using locking 


as illustrated in Fig. 3.3. In such situations, the result is both incorrect and undefined: 
in either case, the value in the memory will be increased by either 1 or 2 but not by 
1 and 2. 

To avoid the race condition, exclusive access to the shared address in the main 
memory must be ensured using some mechanism like locking using semaphores or 
atomic access using read-modify-write instructions. If locking is used, each thread 
must lock the access to the shared memory location before modifying it and unlock 
it afterwards as illustrated in Fig. 3.4. If a thread attempts to lock something that the 
other thread has already locked, it must wait until the other thread unlocks it. This 
approach forces one thread to wait but guarantees the correct result. 

The peripheral devices are not shown in Figs.3.1 and 3.2. It is usually assumed 
that all threads can access all peripheral devices but it is again up to software to 
resolve which thread can access each device at any given time. 


3.2 Using OpenMP to Write Multithreaded Programs 


A parallel program running on a shared memory multiprocessor usually consists of 
multiple threads. The number of threads may vary during program execution but at 
any time each thread is being executed on one logical core. If there are less threads 
than logical cores, some logical cores are kept idle and the system is not fully utilized. 
If there are more threads than logical cores, the operating system applies multitasking 
among threads running on the same logical cores. During program execution, the 
operating system may perform load balancing, i.e., it may migrate threads from one 
logical core to another in an attempt to keep all logical cores equally utilized. 

A multithreaded program can be written in different programming languages 
using many different libraries and frameworks. On UNIX, for instance, one can use 
pthreads in almost any decent programming language, but the resulting program 
is littered with low-level details that the compiler could have taken care of, and is not 
portable. Hence, it is better to use something dedicated to writing parallel programs. 
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One such thing is OpenMP, a parallel programming environment best suitable for 
writing parallel programs that are to be run on shared memory systems. It is not 
yet another programming language but an add-on to an existing language, usually 
Fortran or C/C++. In this book, OpenMP atop of C will be used. 

The application programming interface (API) of OpenMP is a collection of 


e compiler directives, 
e supporting functions, and 
e shell variables. 


OpenMP compiler directives tell the compiler about the parallelism in the source 
code and provide instructions for generating the parallel code, i.e., the multi- 
threaded translation of the source code. In C/C++, directives are always expressed 
as #pragmas. Supporting functions enable programmers to exploit and control the 
parallelism during the execution of a program. Shell variables permit tunning of 
compiled programs to a particular parallel system. 


3.2.1 Compiling and Running an OpenMP Program 


To illustrate different kinds of OpenMP API elements, we will start with a simple 
program in Listing 3.1. 


#include <stdio.h> 
#include <omp.h> 


int main() { 
Prine “(Viera ihe, Word rA 
#pragma omp parallel 
printi osae Omp- get thread num t) )) 2 
ona ai wa E (Ua p 


return 0; 


} 


Listing 3.1 “Hello world” program, OpenMP style. 


This program starts as a single thread that first prints out the salutation. Once 
the execution reaches the omp parallel directive, several additional threads are 
created alongside the existing one. All threads, the initial thread and the newly created 
threads, together form a team of threads. Each thread in the newly established team of 
threads executes the statement immediately following the directive: in this example 
it just prints out its unique thread number obtained by calling OpenMP function 
omp_get_thread_num. When all threads have done that threads created by the 
omp parallel directive are terminated and the program continues as a single 
thread that prints out a single new line character and terminates the program by 
executing return 0. 

To compile and run the program shown in Listing 3.1 using GNU GCC C/C++ 
compiler, use the command-line option - fopenmp as follows: 
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OpenMP: parallel regions 


A parallel region within a program is specified as 


#pragma omp parallel [clause [[ , ] clause] ...] 
structured-block 


A team of threads is formed and the thread that encountered the omp 
parallel directive becomes the master thread within this team. The 
structured-block is executed by every thread in the team. It is either a single 
statement, possibly compound, with a single entry at the top and a single exit at 
the bottom, or another OpenMP construct. At the end, there is an implicit bar- 
rier, i.e., only after all threads have finished, the threads created by this directive 
are terminated and only the master resumes execution. 


A parallel region might be refined by a list of clauses, for instance 


e num threads (integer) specifies the number of threads that should execute 
structured-block in parallel. 


Some other clauses applicable to omp parallel will be introduced later. 


$ gcc -fopenmp -o hello-world hello-world.c 
$ env OMP NUM THREADS-8 ./hello-world 


(See Appendix A for instructions on how to make OpenMP operational on Linux, 
macOS, and MS Windows.) 

In this program, the number of threads is not specified explicitly. Hence, the 
number of threads matches the value of the shell variable OMP. NUM THREADS. 
Setting the value of OMP. NUM THREADS to 8, the program might print out 


Hello, world: 25 17. 603 4 


Without OMP. NUM THREADS being set, the program would set the number of 
threads to match the number of logical cores threads can run on. For instance, on a 
CPU with 2 cores and hyper-threading, 4 threads would be used and a permutation 
of numbers from 0 to 3 would be printed out. 

Once the threads are started, it is up to a particular OpenMP implementation and 
especially the underlying operating system to carry out scheduling and to resolve 
competition for the single standard output the permutation is printed on. Hence, if 
the program is run several times, a different permutation of thread numbers will most 
likely be printed out each time. Try it. 
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OpenMP: controlling the number of threads 


Once a program is compiled, the number of threads can be controlled using the 
following shell variables: 


e OMP_NUM_THREADS comma-separated-list-of-positive-integers 
e OMP THREAD LIMIT positive-integer 


The first one sets the number of threads the program should use (or how many 
threads should be used at every nested level of parallel execution). The second 
one limits the number of threads a program can use (and takes the precedence 
over OMP. NUM. THREADS ). 


Within a program, the following functions can be used to control the number of 
threads: 


e void omp set num threads() sets the number of threads used in 
the subsequent parallel regions without explicit specification of the number 
of threads; 

e int omp get num threads() returns the number of threads in the 
current team relating to the innermost enclosing parallel region; 

e int omp get max threads() returns the maximal number of threads 
available to the subsequent parallel regions; 

e int omp get thread num() returns the thread number of the calling 
thread within the current team of threads. 


3.2.2 Monitoring an OpenMP Program 


During the design, development, and debugging of parallel programs reasoning about 
parallel algorithms and how to encode them better rarely suffices. To understand how 
an OpenMP program actually runs on a multi-core system, it is best to monitor and 
measure the performance of the program. Even more, this is the simplest and the 
most reliable way to know how many cores your program actually runs on. 

Let us use the program in Listing 3.2 as an illustration. The program starts several 
threads, each of them printing out one Fibonacci number computed using the naive 
and time-consuming recursive algorithm. 

On most operating systems, it is usually easy to measure the running time of a 
program execution. For instance, compiling the above program and running it using 
time utility on Linux as 


$ gcc -fopenmp -02 -o fibonacci fibonacci.c 
$ env OMP_NUM_THREADS=8 time ./fibonacci 


yields some Fibonacci numbers, and then as the last line of output, the information 
about the program’s running time: 
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#include <stdio.h> 
#include <omp.h> 


dixewswen tib (int or { tetura n cs 2 7 L = fib (a = dij) + fib (a = DB) ye 3 
int main Y { 
int D = 453 


#pragma omp parallel 
{ 
int t = omp get thread numo 
printe (ticle exile ©, Tib (n + ENIS 
} 
return Oy 


} 


Listing 3.2 Computing some Fibonacci numbers. 


106.46 real 298.45 user 0.29 sys 


(See Appendix A for instructions on how to measure time and monitor the execution 
of a program on Linux, macOS and MS Windows.) 

The user and system time amount to the total time that all logical cores together 
spent executing the program. In the example above, the sum of the user and system 
time is bigger than the real time, i.e., the elapsed or wall-clock time. Hence, various 
parts of the program must have run on several logical cores simultaneously. 

Most operating systems provide system monitors that among other metrics show 
the amount of computation performed by individual cores. This might be very infor- 
mative during OpenMP program development, but be careful as most system monitor 
reports the overall load on an individual logical core, i.e., load of all programs running 
on a logical core. 

Using a system monitor while the program shown in Listing 3.2 is run on an 
otherwise idle system, one can observe the load on individual logical cores during 
program execution. As threads finish one after another, one can observe how the 
load on individual logical cores drops as the execution proceeds. Toward the end of 
execution, with only one thread remaining, it can be seen how the operating system 
occasionally migrates the last thread from one logical core to another. 


3.3 Parallelization of Loops 


Most CPU-intensive programs for solving scientific or technical problems spend 
most of their time running loops so it is best to start with some examples illustrating 
what OpenMP provides for the efficient and portable implementation of parallel 
loops. 
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3.3.1 Parallelizing Loops with Independent Iterations 


To avoid obscuring the explanation of parallel loops in OpenMP with unnecessary 
details, we start with a trivial example of a loop parallelization: consider printing out 
all integers from 1 to some user-specified value, say max, in no particular order. The 
parallel program is shown in Listing 3.3. 


#include <stdio.h> 
#include <omp.h> 


ine main tint argo, Char *argviii) 4 
int max; sSsscanf (argv[T], "Sd", &max); 
#pragma omp parallel for 
for (int Gb = 1; ab <= max; i++) 
printt ("sd Gella"), omp get thread num (J; b) 
return 0; 


} 


Listing 3.3 Printing out all integers from 1 to max in no particular order. 


The program in Listing 3.3 starts as a single initial thread. The value max is read 
and stored in variable max. The execution then reaches the most important part of 
the program, namely, the £or loop which actually prints out the numbers (each 
preceded by the number of a thread that prints it out). But the omp parallel 
for directive in line 6 specifies that the £or loop must be executed in parallel, i.e., 
its iterations must be divided among and executed by multiple threads running on 
all available processing units. Hence, a number of slave threads is created, one per 
each available processing unit or as specified explicitly (minus one that the initial 
thread runs on). The initial thread becomes the master thread and together with the 
newly created slave threads the team of threads is formed. Then, 


e iterations of the parallel £or loop are divided among threads where each iteration 
is executed by the thread it has been assigned to, and 

e once all iterations have been executed, all threads in the team are synchronized 
at the implicit barrier at the end of the parallel £or loop and all slave threads are 
terminated. 


Finally, the execution proceeds sequentially and the master thread terminates the 
program by executing return 0. The execution of the program in Listing 3.3 is 
illustrated in Fig. 3.5. 

Several observations must be made regarding the program in Listing 3.3 (and exe- 
cution of parallel £or loops in general). First, the program in Listing 3.3 does not 
specify how the iterations should be divided among threads (as explicit scheduling 
of iterations will be described later). In such cases, most OpenMP implementations 
divide the entire iteration space into chunks where each chunk containing a subin- 
terval of all iterations is executed by one thread. Note, however, that this must not 
be the case as if left unspecified, it is up to a particular OpenMP implementation to 
do as it likes. 
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OpenMP: parallel loops 


A parallel £or loops are declared as 


#pragma omp for [clause [[ , ] clause] ...] 
for-loops 


This directive, which must be used within a parallel region, specifies that itera- 
tions of one or more nested for loops will be executed by the team of threads 
within the parallel region (omp parallel for is a shorthand for writing 
a for loop that itself encompasses the entire parallel region). Each for loop 
among for-loops associated with the omp for directive must be in the canon- 
ical form. In C, that means that 


e theloop variable is made private to each thread in the team and must be either 
(unsigned) integer or a pointer, 

e theloop variable should not be modified during the execution of any iteration; 

e the condition in the £or loop must be a simple relational expression, 

e the increment in the £or loop must specify a change by constant additive 
expression; 

e the number of iterations of all associated loops must be known before the start 
of the outermost for loop. 


A clause is a specification that further describes a parallel loop, for instance, 


e collapse (integer) specifies how many outermost for loops of for-loops 
are associated with the directive, and thus parallelized together; 

e nowait eliminates the implicit barrier and thus synchronization at the end 
of for-loops. 


Some other clauses applicable to omp parallel for will be introduced 
later. 


seq 

exec 
n a a a a *— thread creation 

omp parallel for 
Dc executed by multiple 
threads 
ENTIER thread termination 
at implicit barrier 
seq 
exec 


Fig.3.5 Execution of the program for printing out integers as implemented in Listing 3.3 
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OpenMP: data sharing 


Various data sharing clauses might be used in omp parallel directive to 
specify whether and how data are shared among threads: 


e shared (list) specifies that each variable in the list is shared by all threads 
in a team, i.e., all threads share the same copy of the variable; 

e private (list) specifies that each variable in the list is private to each thread 
in a team, i.e., each thread has its own local copy of the variable; 

e firstprivate (list) is like private but each variable listed is initialized 
with the value it contained when the parallel region was encountered; 

e lastprivate (list) is like private but when the parallel region ends 
each variable listed is updated with its final value within the parallel region. 


No variable listed in these clauses can be a part of another variable. 
If not specified otherwise, 


e automatic variables declared outside a parallel construct are shared, 
e automatic variables declared within a parallel construct are private, 
e static and dynamically allocated variables are shared. 


Race conditions, e.g., resulting from different lifetimes of lastprivate vari- 
ables or updating shared variables, must be avoided explicitly by using OpenMP 
constructs described later on. 


Second, once the iteration space is divided into chunks, all iterations of an indi- 
vidual chunk are executed sequentially, one iteration after another. And third, the 
parallel £or loop variable i is made private in each thread executing a chunk of 
iterations as each thread must have its own copy of i. On the other hand, variable 
max can be shared by all threads as it is set before and is only read within the parallel 
region. 

However, the most important detail that must be paid attention to is that the overall 
task of printing out all integers from 1 to max in no particular order can be divided 
into N totally independent subtasks of almost the same size. In such cases, the 
parallelization is trivial. 

As the access to the standard output is serialized, printing out integers does not 
happen as parallel as it might seem. Therefore, an example of truly parallel compu- 
tation follows. 


Example 3.1 Vector addition 

Consider vector addition. The function implementing it is shown in Listing 3.4. 
Write a program for testing it. As vector addition is not a complex computation at 
all, use long vectors and perform a large number of vector additions to measure and 
monitor it. 
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The structure of function vectAdd is very similar to the program for printing 
out integers shown in Listing 3.3: a simple parallel for loop where the result of one 
iteration is completely independent of the results produced by other loops. Even more, 
different iterations access different array elements, i.e., they read from and write to 
completely different memory locations. Hence, no race conditions can occur. 


double* vectAdd (double *c, double *a, double *b, int n) ( 
*pragma omp parallel for 
ftor fint al = (ye ak < 97 306262) 
ep Ep ow Jepakdpo 
return c? 


} 


Listing 3.4 Parallel vector addition. 


Consider now printing out all pairs of integers from 1 to max in no particular 
order, something that calls for two nested for loops. As all iterations of both nested 
loops are independent, either loop can be parallelized while the other is not. This is 
achieved by placing the omp parallel for directive in front of the loop targeted 
for parallelization. For instance, the program with the outer for loop parallelized is 
shown in Listing 3.5. 


#include <stdio.h> 
#include <omp.h> 


aie main ipt arger Shar xa ga TP 1 
int max; sscamt (argv [il], "£d" &max); 
#pragma omp parallel for 
tor (Got ab s dis i <= max; abun) 
ror (int J ex hp j «sm Mark, 3 332) 
Peinte (Cele (sad cl) Wer! y omp gert thread num Or ak, CORR 


return 0; 


j 


Listing 3.5 Printing out all pairs of integers from 1 to max in no particular order by parallelizing 
the outermost for loop only. 


Assume all pairs of integers from | to max are arranged in a square table. If 4 
threads are used and max = 6, each iteration of the parallelized outer for loop prints 
out a few lines of the table as illustrated in Fig. 3.6a. Note that the first two threads 
are assigned twice as much work than the other two threads which, if run on 4 logical 
cores, will have to wait idle until the first two complete as well. 

However, there are two other ways of parallelizing nested loops. First, the two 
nested for loops can be collapsed in order to be parallelized together using clause 
collapse (2) as shown in Listing 3.6. 

Because of the clause collapse (2) in line 6, the compiler merges the two 
nested for loops into one and parallelizes the resulting single loop. The outer for 
loop running from 1 to max and max inner for loops running from 1 to max as 
well, are replaced by a single loop running from 1 to max’. All max? iterations are 
divided among available threads together. As only one loop is parallelized, i.e., the 
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(a) (b) 


Fig. 3.6 Partition of the problem domain when all pairs of integers from 1 to 6 must be printed 
using 4 threads: a if only the outer for loop is parallelized, b if both for loops are parallelized 
together, and c if both £or loops are parallelized separately 


#include <stdio.h> 
#include <omp.h> 


int main (int argo, cbar “een T af 
int max; sscant tas ga s "sa", E Smet) 
#pragma omp parallel for collapse (2) 
ftor tipt ab = dis cat <- mpat; abusus) 
ftor (iot p = dis J <== max; 3) 4b) 
printf us dise td omp get thread num (V Ey Jr? 
return 0; 


} 


Listing 3.6 Printing out all pairs of integers from 1 to max in no particular order by parallelizing 
both for loops together. 


one that comprises iterations of both nested for loops, the execution of the program 
in Listing 3.6 still follows the pattern illustrated in Fig. 3.5. For instance, if max = 6, 
all 36 iterations of the collapsed single loop are divided among 4 thread as shown 
in Fig.3.6b. Compared with the program in Listing 3.5, the work is more evenly 
distributed among threads. 

The other method of parallelizing nested loops is by parallelizing each for loop 
separately as shown in Listing 3.7. 


#include <stdio.h> 
#include <omp.h> 


int main) (int argc, char “argv il): 4 
int max; sscanf (argv[1], "%d", max); 
#pragma omp parallel for 
for pinc r = fy al <= mary LF) f 
#pragma omp parallel for 
for Giot 3p = ik J <= maz; Jr f 
printf (Om (3d cach) Mail, omp get thread num (}, i; JJF 


) 
} 
return 0; 


) 


Listing 3.7 Printing out all pairs of integers from 1 to max in no particular order by parallelizing 
each nested £or loop separately. 
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OpenMP: nested parallelism 
Nested parallelism is enabled or disabled by setting the shell variable 


e OMP NESTED nested 


where nested is either true or false. Within a program, this can be achieved 
usign the following two functions: 


e void omp_set_nested(int nested) enables or disables nested 
parallelism; 

e int omp get nested() tells whether nested parallelism is enabled or 
disabled. 


The number of threads at each nested level can be set by calling function 
omp set num threads or by setting OMP. NUM THREADS . In the lat- 
ter case, if a list of integers is given each integer specifies the number of threads 
at a successive nesting level. 


To have one parallel region within the other as shown in Listing 3.7 active at the 
same time, nesting of parallel regions must be enabled first. This is achieved by calling 
omp set nested(1) before mtxMul is called or by setting OMP_NESTED to 
true. Once nesting is activated, iterations of both loops are executed in parallel sep- 
arately as illustrated in Fig. 3.7. Compare Figs. 3.5 and 3.7 and note how many more 
threads are created and terminated in the latter, i.e., if nested loops are parallelized 
separately. 


ue outer omp parallel for threads 
seq | 
exec 
oO po 0p o 00$ 5 
—— ——s —— 


seq | 
exec E 
inner omp parallel for threads ` 


Fig.3.7 The execution of the program for printing out all pairs of integers using separately paral- 
lelized nested loops as implemented in Listing 3.7 
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By setting OMP_NUM_THREADS=2, 2 and running the program in Listing 3.7, 
the team of two (outer) threads is established to execute three iterations of the outer 
loop each as they would even if nesting was disabled. Each iteration of the outer 
loop must compute one line of the table and thus establishes a team of two (inner) 
threads to execute 3 iterations of the inner loop each. The table of pairs to be printed 
out is divided among threads as shown in Figure 1.6 (c). However, be careful while 
interpreting the output: threads of every iteration of the inner loop are counted from 
0 onward because function omp_get_thread_num always returns the thread 
number relative to its team. 


Example 3.2 Matrix multiplication 

Another example from linear algebra is matrix by matrix multiplication. The 
classical algorithm, based on the definition, encompasses two nested for loops 
used to compute n? independent dot products (and each dot product is computed 
using yet another, innermost, for loop). 

Hence, the structure of the matrix multiplication code resembles the code shown 
in Listings 3.5, 3.6 and 3.7 except that the simple code for printing out the pair of 
integers is replaced by yet another for loop for computing the dot product. 

The function implementing multiplication of two square matrices where the two 
outermost for loops are collapsed and parallelized together, is shown in Listing 3.8. 
As before, write a program for testing it. 


double **mtxMul (double **c, double **a, double **b, int n) ( 
#pragma omp parallel for collapse (2) 


iPoue Jeabug ab x (Qe. ab. << dap Gier) 
sone taint 9p e s a] we 3e X 
efits] = us 0s 
G. isgrar) 


iene (xe dec: (5 ak n 
casque EC T ens pL os a se 
} 


return (ep 


} 


Listing 3.8 Matrix multiplication where the two outermost loops are parallelized together. 


The other way of parallelizing matrix multiplication is shown in Listing 3.9. 


cloibiltegebumitooMu ee (double mro, double aemEdowulbdea trb; EP f 
#pragma omp parallel for 


Cor oeiee 3t Ea al x Gd» EFE 
#pragma omp parallel for 
Eor OIDE = Of Ta ale 3m) d 
aa esa tsi e 90s 
Eor (Calorie Pe = X0 pe de EB er 
mp DEIq Se hai bs ee Ben 


} 
return Cy 


} 


Listing 3.9 Matrix multiplication where the two outermost loops are parallelized separately. 
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dpi d "pep ri EM EA PI 


cs gen. p gen. 2nd gen. 98th gen.  99thgen. 100th gen. 101st gen. 


Fig.3.8 Conway's Game of Life: a particular initial population turns into an oscillating one 


Writing functions for matrix multiplication where only one of the two outermost 
forloops is parallelized, either outer of inner, is left as an exercise. 


Example 3.3 Convay's Game of Life 

Both examples so far have been taken from linear algebra. Let us now consider 
something different: Conway's Game of life. It is a zero-player game played on a 
(finite) plane of square cells, each of which is either “dead” or "alive". At each step 
in time, a new generation of cells arises where 


each live cell with fewer than two neighbors dies of underpopulation, 
each live cell with two or three neighbors lives on, 

each live cell with more than three neighbors dies of overpopulation, and 
each dead cell with three neighbors becomes a live cell. 


It is assumed that each cell has eight neighbors, four along its sides and four on its 
corners. 

Once the initial generation is set, all the subsequent generations can be computed. 
Sometimes the population of live cells die out, sometimes it turns into a static colony, 
other times it oscillates forever. Even more sophisticated patterns can appear includ- 
ing traveling colonies and colony generators. Figure 3.8 shows an evolution of an 
oscillating colony on the 10 x 10 plane. 

The program for computing Convay's Game of life is too long to be included 
entirely, but its core is shown in Listing 3.10. To understand it, observe the following: 


e variable gens contains the number of generations to be computed; 

e the current generation is stored in a two-dimensional array plane containing 
size x size cells; 

e the next generation is computed into a two dimensional array aux plane con- 
taining size x size cells; 

e both two dimensional arrays, i.e., plane and aux plane, are allocated as a 
one-dimensional array of pointers to rows of two-dimensional plane; 

e function neighbors returns the number of neighbors of the cell in the plane 
specified by the first argument of size specified by the second argument at position 
specified by the third and fourth arguments. 


Except for the omp parallel for directive, the code in Listing 3.10 is the 
same as if it was written for the sequential execution: the (outermost) while loop 
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runs over all generations to be computed while the inner two loops are used to 
compute the next generation and store itin aux plane given the current generation 
in plane. More precisely, the rules of the game are implemented in the switch 
statement in lines 6-11: the case for plane [i] [j]==0 implements the rule for 
dead cells and the case for plane [i] [j ]==1 implements the rules for live cells. 
Once the new generation has been computed, the arrays are swapped so that the 
generation just computed becomes the current one. 

Theomp parallel for directive in line 2 is used to specify that the iterations 
of the two for loops in lines 3-12 can be performed simultaneously. By inspecting 
the code, it becomes clear that just like in matrix multiplication every iteration of the 
outer for loop computes one row of the plane representing the next generation and 
that every iteration of the inner loop computes a single cell of the next generation. 
As array plane is read only and the (i, j)-th iteration of the collapsed loop is the 
only one writing to the (7, j)-th cell of array aux plane, there can be no race 
conditions and there are no dependencies among iterations. 

The implicit synchronization at the end of the parallelized loop nest is crucial. 
Without synchronization, if the master thread performed the swap in line 13 before 
other threads finished the computation within both £or loops, it would cause all 
other threads to mess up the computation profoundly. 

Finally, instead of parallelizing the two £or loops together it is also possible 
to parallelize them separately just like in matrix multiplication. But the outermost 
loop, i.e., while loop, cannot be parallelized as every iteration (except the first one) 
depends on the result of the previous one. 


3.3.2 Combining the Results of Parallel Iterations 


In most cases, however, individual loop iterations aren't entirely independent as they 
are used to solve a single problem together and thus each iteration contributes its part 
to the combined solution. Most often then not partial results of different iterations 
must be combined together. 


while (gens-- > 0) { 
#pragma omp parallel for collapse (2) 
for tint al SS (lp db ee take ue DFe 
For Caisse “Sp =) Win ap eS arer OER tf 
int neg gis neighbors: pi manes Sizer aby, DIE 
wake cube (ek Ee TR DS TR £ 
ëse Ur duk plane likti = {(neighie == Fii 
break; 
case I: aur planelilbji = (aeighs == 22» ||. sese So 37s 
break; 
H 
H 
char *rtmp pilane = Aux -planer aux plane = planer plane =- bp planes 
} 


Listing 3.10 Computing generations of Convay’s Game of Life. 
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seq 
exec 
eei Sapa aaa gran meres reac: creation 
=+] [= +] EF zt 
T- I 
TT T T omp parallel for: 
B wo accesses to sum in sum = sum + i 
a. overlap and cause race conditions 
| 1 | | 


thread termination 
at implicit barrier 


Fig.3.9 Execution of the summation of integers as implemented in Listing 3.11 


Ifintegers from the given interval are to be added instead of printed out, all subtasks 
must somehow cooperate to produce the correct sum. The first parallel solution that 
comes to mind is shown in Listing 3.11. It uses a single variable sum where the 
result is to be accumulated. 


include <stdio.h> 


iot marin. iot arger €bhar aus gra INTR 4 
int max; sscanf (argv[1], “sdt, max); 
ige aum = (lp 
#pragma omp parallel for 
ftor tiet i= l; at <= max; abun) 
sum = sum + i; 
princet (Merely, sum]? 


return 0; 


j 


Listing 3.11 Summation of integers from a given interval using a single shared variable — wrong. 


Again, iterations of the parallel £or loop are divided among multiple threads. In 
all iterations, threads use the same shared variable sum on both sides of assignment 
in line 8, i.e., they read from and write to the same memory location. As illustrated 
in Fig.3.9 where every box containing =+ denotes the assignment sum = sum + 
i, the accesses to variable sum overlap and the program is very likely to encounter 
race conditions illustrated in Fig. 3.3. 

Indeed, if this program is run multiple times using several threads, it is very likely 
that it will not always produce the same result. In other words, from time to time it 
will produce the wrong result. Try it. 

To avoid race conditions, the assignment sum = sum + ican be put inside a 
critical section — a part of a program that is performed by at most one thread at 
a time. This is achieved by the omp critical directive which is applied to the 
statement or a block immediately following it. The program using critical sections 
is shown in Listing 3.12. 

The program works correctly because the omp critical directive performs 
locking around the code it contains, i.e., the code that accesses variable sum, as 
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#include <stdio.h> 


ine main. lint argo, Char *argviil) 4 
int Mas; ‘Sisicant (argy lil: "sd", smasx) ; 
iste som = (Op 
#pragma omp parallel for 
tor Got ub m» dis sk x max; itti 
#pragma omp critical 
sum = sum + i; 

princet (Jarn, Sum]? 


return 0; 


} 


Listing 3.12 Summation of integers from a given interval using a critical section — slow. 


illustrated in Fig. 3.4 and thus prevents race conditions. However, the use of critical 
sections in this program makes the program slow because at every moment at most 
one thread performs the addition and assignment while all other threads are kept 
waiting as illustrated in Fig. 3.10. 

It is worth comparing the running times of the programs shown in Listings 
3.11 and 3.12. On a fast multi-core processor, a large value for max possibly causing 
an overflow is needed so that the difference can be observed. 

Another way to avoid race conditions is to use atomic access to variables as shown 
in Listing 3.13. 

Although sum is a single variable shared by all threads in the team, the program 
computes the correct result as the omp atomic directive instructs the compiler 


E cr ae ee «— thread creation 


omp parallel for: 
to avoid race conditions 
only one thread at a time 
can perform sum = sum + i 


thread termination 
at implicit barrier 


Fig.3.10 Execution of the summation of integers as implemented in Listing 3.12 
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#include <stdio.h> 
ine main. lint argo, Char *argviii) 4 
int mas; ‘Sisicant (argyll, "sd", smax) 
iste som = 0? 
#pragma omp parallel for 
tor Crot r s dis L <= max; L+ 
#pragma omp atomic 
sum = sum +t i? 
printf (Were i Sum)? 
return 0; 
} 


Listing 3.13 Summation of integers from a given interval using a atomic variable access — faster. 


to generate code where sum = sum + i update is performed as a single atomic 
operation (possibly using a hardware supported read-modify-write instructions). 

The concepts of a critical section and atomic accesses to a variable are very similar, 
except that an atomic access is much simpler, and thus usually faster than a critical 
section that can contain much more elaborate computation. Hence, the program in 
Listing 3.13 is essentially executed as illustrated in Fig. 3.10. 


OpenMP: critical sections 


A critical section is declared as 


#pragma omp critical | (name) [hint (hint) ]] 
structured-block 


The structured-block is guaranteed to be executed by a single thread at a time. 
A critical section can be given name, an identifier with external linkage so that 
different tasks can implement their own implementation of the same critical 
section. A named critical section can be given a constant integer expression hint 
to establish a detailed control underlying locking. 


To prevent race conditions and to avoid locking or explicit atomic access to vari- 
ables at the same time, OpenMP provides a special operation called reduction. Using 
it, the program in Listing 3.11 is rewritten to the program shown in Listing 3.14. 


#include <stdio -h> 


iat main ((alinie arge, Ghar arov TR 4 
int max; sscĉanft (argv[1], "$da", max}; 
igt dum = Ole 
#pragma omp parallel for redđuction (+:sum) 
för (ant ag = l; n <= Max; DFF) 
sum = sum + n; 
printf (MERC aa Lo sum); 


return. Q; 


} 


Listing 3.14 Summation of integers from a given interval using reduction — fast. 
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seq 
exec 
uec ied lees eines Ins, Cairo he erate reais +— thread creation 
=+] [E+] [E+ =F 
T T T T 
TTI T omp parallel for: 
par. . «. -« ] each thread owns a local copy 
exec . of reduction variable sum 
| 


thread termination 
at implicit barrier 


A A A 
1 1 1 
17 am 
(0) 1 
0 1” 
r? +y =1 y-wvl-z? 


Fig.3.12 Integrating y = v 1 — x? numerically from 0 to 1 


The additional clause reduction(-:sum) states that T private variables sum 
are created, one variable per thread. The computation within each thread is performed 
using the private variable sum and only when the parallel £or loop has finished are 
the private variables sum added to variable sum declared in line 5 and printed out in 
line 9. The compiler and the OpemMP runtime system perform the final summation 
of local variables sum in a way suitable for the actual target architecture. 

The program in Listing 3.14 is executed as shown in Fig.3.11. At first glance, it 
is similar to the execution of the incorrect program in Listing 3.11, but there are no 
race conditions because in line 8 each thread uses its own private variable sum. At 
the end of the parallel £or loop, however, these private variables are added to the 
global variable sum. 


Example 3.4 Computing x by numerical integration 

There are many problems that require combining results of loop iterations. Let us 
start with a numerical integration in one dimension. Suppose we want to compute 
number 7 by computing the area of the unit circle defined by equation x? + y? = 1. 
Converting it to its explicit form y = v 1 — x?, we want to compute number z using 


the equation 
1 
z =4 [Vi is 
0 
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OpenMP: atomic access 


Atomic access to a variable within expression-stmt is declared as 


#pragma omp atomic [seq_cst [, ]] atomic-clause[[,]seq_cst ] 
expression-stmt 


or 


#pragma omp atomic[seq cst] 
expression-stmt 


when update is assumed. The omp atomic directive enforces an exclusive 
access to a storage location among all threads in the binding thread set without 
regard to the teams to which the threads belong. 


The three most important atomic-clauses are the following: 


e read causes an atomic read of x in statements of the form expr = x; 

e write causes an atomic write to x in statements of the form x = expr; 

e update causes an atomic update of x in statements of the form ++x, x++, 
-X, X-, X = x binop expr, x = expr binop x, x binop= expr. 


If seq_cst is used, an implicit flush operation of atomically accessed variable 
is performed after statement-expr. 


OpenMP: reduction 


Technically, reduction is yet another data sharing attribute specified by 
reduction (reduction-identifier : list ) 


clause. 

For each variable in the list, a private copy is created in each thread of a parallel 
region, and initialized to a value specified by the reduction-identifier. At the end 
of a parallel region, the original variable is updated with values of all private 
copies using the operation specified by the reduction-identifier. 

The reduction-identifier may be +, -, &, |, ^, &&, | |, min, and max. For * and 
&& the initial value is 1; for min and max the initial value is the largest and the 
smallest value of the variable’s type, respectively; for all other operations, the 
initial value is 0. 


as illustrated in Fig. 3.12. 

The integral on the right hand side of the equation above is computed numerically. 
Therefore, the interval [0, 1] is cut into N intervals [ri ; x + 1)] where 0 <i < 
(N — 1) for some chosen number of intervals N. To keep the program simple, the 
left Riemann sum is chosen: the area of each rectangle is computed as the width of a 
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rectangle, i.e., 1/N, multiplied by the function value computed in the left-end point 
of the interval, i.e., /1 — (i/ N)?. Thus, 


for large enough N. 
The program for computing zr using the sum on the right-hand side of the approx- 
imation is shown in Listing 3.15. 


#include <stdio.h> 
#include <math.h> 


tne marn ema gc ehar Farg II f 
Tne Iot erva Llan ENeGiaie (guste [Lib] v. Wesley c. testicals )) e 
cioe Siiniecwneci = OO; 
doubles dw. Snr 0N SI nite dise 
#pragma omp parallel for reduction(+:integral) 

FOr Tarne Al = Oe sk cx. terva a abge) WE 
dounta “Se c 3b o9 Yebep 
okaita PE- Gee -S epee Mik 0) = ge 9 E p 
integral = Iptegral = £x EC 
} 
double pi = 4 * integral; 
josesbieupar (MGA LG bie ia s. oxi) <p 
return 0; 


} 


Listing 3.15 Computing z by integrating v 1 — x? from 0 to 1. 


Despite the elements of numerical integration, the program in Listing 3.15 is 
remarkably similar to the program in Listing 3.14—after all, this numerical integra- 
tion is nothing but a summation of rectangular areas. Nevertheless, one important 
detail should not be missed: unlike intervals, integral, and dx variables x 
and £x must be thread private. 

At this point, it is perhaps worth showing once again that not every loop can be 
parallelized. By rewriting lines 7-13 of Listing 3.15 to code shown in Listing 3.16 a 
multiplication inside the loop was replaced by addition. 


Glenblohiley *s me (25 
#pragma omp parallel for reduction(+:integral) 


For tamus ab m Oe sho cx EATE rV EA abs) WE 
Cleytio his Sexe “Ss fexopeies (dbz. — e Cw x) p 
mintieGxepeciil, = “alvaltexevejieeiit pe EX obey 
o Elo Sie ds (beg 


} 


Listing 3.16 Computing z by integrating v 1 — x? from 0 to 1 using a non-paralellizable loop. 


This works well if the program is run by only one thread (set OMP_NUM_THREADS 
to 1), but produces the wrong result if multiple threads are used. The reason is that the 
iterations are no longer independent: the value of x is propagated from one iteration 
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Fig. 3.13 Computing z by random shooting: different threads shoot independently, but the final 
result is a combination of all shots 


to another so the next iteration cannot be performed until the previous has been fin- 
ished. However, the omp parallel for directive in line 2 of Listing 3.16 states 
that the loop can and should be parallelized. The programmer unwisely requested 
the parallelization and took the responsibility for ensuring the loop can indeed be 
parallelized too lightly. 


Example 3.5 Computing x using random shooting 

Another way of computing 7 is to shoot randomly into a square [0, 1] x [0, 1] and 
count how many shots hit inside the unit circle and how many do not. The ratio of hits 
vs. all shots is an approximation of the area of the unit circle within [0, 1] x [0, 1]. 
As each shot is independent of another, shots can be distributed among different 
threads. Figure 3.13 illustrates this idea if two threads are used. The implementation, 
for any number of threads, is shown in Listing 3.17. 


#include <stdio.h> 
#include <stdlib.h> 
#include <omp.h> 


double rnd (unsigned int *seed) { 
mscccdae-esu og daba seed) E2890: 59) $ (L 2% 247; 
return ((double)(*seed)) / (1 «« 24); 

} 


ipt mais (int arge, Char *argyily EG 
int num shots; esca ps ass cv DHT TR “Sd, nüm SUC ESI 
unsigned int seeds[omp get max threads()]:; 
for (int thread = 0; thread « omp get max threads(); thread++) 
seeds[thread] - thread; 
iot pum- pitas = 07 
#pragma omp parallel for reduction(+:num_hits) 
for (int shot = 07 shot = num shots; shot) { 
int thread = omp get thread num(); 
double x - rnd (&seeds[thread]); 
double y - rnd (&seeds[thread]); 
me TE dee Su e ce OS csse ees) sabi jene = pum Nits c» ike 


double pu = 4.0 * (double)num hits / "(double)num-shots; 
jeesat;suedae (CULO). SLIDE Via? qon S 
metu mne 


) 


Listing 3.17 Computing zr by random shooting using a parallel loop. 
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From the parallel programming view, the program in Listing 3.17 is basically 
simple: num_shots are shot within the parallel for loop in lines 17—23 and 
the number of hits is accumulated in variable num_shots . Furthermore, it also 
resembles the program in Listing 3.14: the results of independent iterations combined 
together to yield the final result (Fig. 3.14). 

The most intricate part of the program is generating random shots. The usual 
random generators, i.e., rand or random, are not reentrant or thread-safe: they 
should not be called in multiple threads because they use a single hidden state that 
is modified on each call regardless of the thread the call is made in. To avoid this 
problem, function rnd has been written: it takes a seed, modifies it, and returns a 
random value in the interval [0, 1). Hence, a distinct seed for each thread is created in 
lines 12-14 where OpenMP function omp_get_max_threads is used to obtain 
the number of future threads that will be used in the parallel for loop later on. Using 
these seeds, the program contains one distinct random generator for each thread. 

The rate of convergence toward z is much lower than if random shooting is used 
instead of numerical integration. However, this example shows how simple it is to 
implement a wide class of Monte Carlo methods if random generator is applied 
correctly: one must only run all random based individual experiments, e.g., shots 
into [0, 1] x [0, 1] in lines 18—20, and aggregate the results, e.g., count the number 
of hits within the unit circle. 

As long as the number of individual experiments is known in advance and the 
complexity of individual experiments is approximately the same, the approach is pre- 
sented in Listing 3.17 suffices. Otherwise, a more sophisticated approach is needed, 
but more about that later. 


#include <stdio.h> 
#include <stdlib.h> 
#include <omp.h> 


double rnd (unsigned int *seed) { 


*seed = (1140671485 * (*seed) + 12820163) % (1 << 24); 
return ((double) (*seed)) / (1 << 24); 
} 
ine yain (19t argc, char *argv iio EC 
ine nom- shots, sagcant (argy [1I]; =a" enum Shota) 
iot oom Dats = 0; 


#pragma omp parallel 
{ 
unsigned int seed = omp get thread num(); 
#pragma omp for reduction(-*:num hits) 
for int sbot = 0; sbot < núm S Bol SIS ob 4 
double x = rnd (&seed); 
double y = rnd (&seed); 
iE (32 O^ BS ty ty dc l) oun bits = num Nits t dba 


double pi = 4250 * (double) num hits / (double)num shots ; 
princi (6590 SLIDE ia, qub) 
return 0; 


} 


Listing 3.18 Computing x by random shooting using a parallel loop. 
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Before proceeding, we can rewrite the program in Listing 3.17 to a simpler one. 
By splitting the omp parallelandomp for we can define the thread-local seed 
inside the parallel region as shown in Listing 3.19. 

Let us demonstrate that computing z by random shooting into [0, 1] x [0, 1] and 
counting the shots inside the unit circle can also be encoded differently as shown in 
Listing 3.19, but at its core it stays the same. 


#include <stdio.h> 
#include <stdlib.h> 
#include <omp.h> 


double rnd (unsigned int seed) t 


*seed = (1140671485 * (*seed) + 12820163) $ (1 << 24); 
teturn (aoubre) trseedyri Æ Ec 
} 
tne Mati tara gc cih acea ga STR }) f 
Magic, Anbu Cleese SISICIaDi Margi MES CLE SE TOTUL TIER Sna 755) 87. 
shige  igiblad IES cm Qe 


#pragma omp parallel reduction(-:num hits) 


{ 


unsigned int seed = omp get thread num (); 
amit roca sols nummsbholt:compsgetmnurme,mthneadsqe )) 45 
((num shots $ omp get num threads () > «€ 
omp get thread num ()) 
2 3b m Q0) 
while (loc shots-- » 0) ( 
double x = rnd (seed); 
double y = rnd (seed); 
ati. (be s. Se ae GA es ves Se Dy agin E aE IE a AEDE A E iS andes} x ile 
} 
} 
double piss — 240 95 (dotblernüun bits: / rdoúblernumn- shots 


igpealioese, (ERIE ot, qeu Dy 
return 0; 


} 


Listing 3.19 Computing 7 by random shooting using parallel sections. 


Namely, the parallel regions, one per each available thread, specified by the omp 
parallel directive in line 13 are used instead of the parallel for loop (see also 
Listings 3.1 and 3.2). Within each parallel region, the seed for the thread-local random 
generator is generated in lines 15. Then, the number of shots that must be carried 
out by the thread is computed in lines 16-18 and finally all shots are performed in 
a thread-local sequential while loop in lines 19—23. Unlike the iterations of the 
parallel par loop in Listing 3.18, the iterations of the while loop do not contain a 
call of function omp. get. thread num. However, the aggregation of the results 
obtained by the parallel regions, i.e., the number of hits, is done using the reduction 
in the same way as in Listing 3.18. 
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3.3.3 Distributing Iterations Among Threads 


So far no attention has been paid on how iterations of a parallel loop, or of a several 
collapsed parallel loops, are distributed among different threads in a single team 
of threads. However, OpenMP allows the programmer to specify several different 
iteration scheduling strategies. 

Consider computing the sum of integers from a given interval again using the 
program shown in Listing 3.14. This time, however, the program will be modified 
as shown in Listing 3.20. First, the schedule(runtime) clause is added to the 
omp for directive in line 8. It allows the iteration schedule strategy to be defined 
once the program is started using the shell variable OMP SCHEDULE . Second, in 
line 10, each iteration prints out the the number of thread that executes it. And third, 
different iterations take different time to execute as specified by the argument of 
function sleep in line 11: iterations 1, 2, and 3 require 2, 3, and 4s, respectively, 
while all other iterations require just 1 second. 


#include <stdio.h> 
#include <unistd.h> 
#include <omp.h> 


int main (int argo, Char *argv lI) 1 
int max; sscanf (argv[T1];, "$d", &max) ; 
Tosg int sum 07 
#pragma omp parallel for reduction(+:sum) schedule (runtime) 
for Cint ub s dis SL Se max; t) {f 
printi (132d © $an", 1, onp get_tbread num)? 
sleep (r om og ^ a ah 3b x — 40) 
sum = sum + i; 
} 
Printe (Tran Sum): 


return 0; 


} 


Listing 3.20 Summation of integers from a given interval where iteration scheduling strategy is 
determined in runtime. 


Suppose 4 threads are being used and max = 14: 


I 


e If OMP SCHEDULE-static, the iterations are divided into chunks each con- 
taining approximately the same number of iterations and each thread is given 
at most one chunk. One possible static distribution of 14 iterations among 4 
threads (but not the only one, see [18]) is 


To: {1,2,3,4} Ty: {5,6,7,8} 75: (9,10,11) 73: (12,13, 14} 
———— ———— ———— ee 
10 secs 4 secs 3 secs 3 secs 
Thread Tọ is assigned to all the most time-consuming iterations: although iteration 


when i equals 4 takes 1 second, iterations when i is either 1, 2, or 3 require 2, 
3, and 4s, respectively. Each iteration assigned to any other thread takes only 
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73 


OpenMP: scheduling parallel loop iterations 


Distributing iterations of parallel loops among team threads is controlled by the 
schedule clause. The most important options are as follows: 


e schedule (static): The iterations are divided into chunks each contain- 
ing approximately the same number of iterations and each thread is given at 
most one chunk. 

e schedule (static, chunk_size) : The iterations are divided into chunks 
where each chunk contains chunk_size iterations. Chunks are then assigned 
to threads in a round-robin fashion. 

e schedule (dynamic, chunk size) : The iterations are divided into chunks 
where each chunk contains chunk size iterations. Chunks are assigned to 
threads dynamically: each thread takes one chunk at a time out of the common 
pool of chunks, executes it and requests a new chunk until the pool is empty. 

e schedule (auto): The selection of the scheduling strategy is left to the 
compiler and the runtime system. 

e schedule (runtime): The scheduling strategy is specified at run time 
using the shell variable OMP SCHEDULE . 


If no schedule clause is present in the omp for directive, the compiler and 
runtime system are allowed to choose the scheduling strategy on their own. 


1s. Hence, thread To finishes much later than all other threads as can be seen in 


Fig. 3.15. 
e If OMP SCH 


EDUL 


E-static,1 or OMP SCHEI 


DUL 


E-static, 2, the itera- 


tions are divided into chunks containing 1 or 2 iterations, respectively. Chunks 
are then assigned to threads in a round-robin fashion as 


To: (55;9; 13} Ti: (2;6/10; 14) 75: (33 511) T3: {4; 8; 12} 
—— —— —— —— 


or 


5 secs 


6 secs 


6 secs 3 secs 


To: {1,2;9, 10} Ty: {3,4;11,12} To: (5,6; 13,14} 73: {7,8} 
—— ——— ———— ——— 


7 secs 


7 secs 


4 


secs 2 secs 


where semicolon separates different chunks assigned to the same thread. 

As shown in Fig.3.14, the running times of different threads differ less than if 
simple static scheduling is used. Furthermore, the overall running time is reduced 
from 10 to 6 or 7s, depending on the chunk size. 


e If OMP. SCH 


I 


DUL 


E=dynamic, 1 or OMP_SCHE! 


DUL 


E-dynamic, 2, the iter- 


ations are divided into chunks containing 1 or 2 iterations, respectively. Chunks 
are assigned to threads dynamically: each thread takes one chunk at a time out of 
the common pool of chunks, executes it and requests a new chunk until the pool 
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T3| 12 |] 13 || 14 

T| 9 || 10] 11 

n56]7]8 

Tol] 1 2 3 4 


» 
0 1 2 3 4 5 6 T 8 9 10 time 


Fig.3.14 A distribution of 14 iterations among 4 threads where iterations 1, 2 and 3 require more 
time than other iterations, using static iteration scheduling strategy 


T3]| 7 || 8 

Tə 5 | 6 | 13]|| 14 

Ti 3 4 111/12 
To 1 2 9 || 10 


r T T T T T T 7 P 
0 1 23 3 4 $ $6 7 dm 9 1 2 3 4 5 6 7 time 
Fig.3.15 A distribution of 14 iterations among 4 threads where iterations 1, 2 and 3 require more 
time than other iterations, using static,1 (left) and static, 2 (right) iteration scheduling 
strategies 


Ta 4 || 5 || 7 !10| 14 T3l| 7 | 8 | 11]|| 12 

T» 3 11 T| 5 9 |10| 13 | 14 
Ti 2 8| 12 Ti 3 4 

Tol 1 6| 9 [13 T 1 2 
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Fig. 3.16 A distribution of 14 iterations among 4 threads where iterations 1, 2 and 3 require more 
time than other iterations, using dynamic, 1 (left) and dynamic, 2 (right) iteration scheduling 
strategies 


is empty. Hence, two possible dynamic assignments, for chunks consisting of 1 
and 2 iterations, respectivelly, are 


To: {1;6;9;13} Ti: (28$ 12) To: {3; 11} T3: (455; 75; 10; 14} 
——— — —-—— —————— 


5 secs 5 secs 5 secs 5 secs 
or 
To: {1,2} Ti: {3,4} To: {5,6;9, 10; 13,14} 73: (7,8; 11, 12} 
—— — m —— 
5 secs 5 secs 6 secs 4 secs 


The scheduling of iterations is illustrated in Fig. 3.16: the overall running is further 
reduced to 5 or 6s, again depending on the chunk size. The overall running time 
of 5s is the minimal possible as each thread performs the same amount of work. 
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Fig.3.17 The Mandelbrot 
set in the complex plane 
[-2.6, +1.0] x 

[—1.2i, +1.27] (black) and 
its complement (white, light 
and dark gray). The darkness 
of each point indicates the 
time needed to establish 
whether a point belongs to 
the Mandelbrot set or not 


Example 3.6 Mandelbrot set 

The appropriate choice of iteration scheduling strategy always depends on the 
problem that is being solved. To see why the iteration scheduling strategy matters, 
consider computing the Mandelbrot set. It is defined as 


M = {c ; limsup |z,| < 2 where zy; =0 ^ zj41— z +c} 
n—oo 


and shown in Fig. 3.17. 

The Mandelbrot set can be computed using the program shown in Listing 3.21 
which generates a picture consisting of i size xj size pixels. For each pixel, 
the sequence Zzn+1 = z + c where c represents the pixel coordinates in the complex 
plane, is iterated until it either diverges (|zn+1| > 2) or the maximum number of 
iterations (max_iters, defined in advance) is reached. 


#pragma omp parallel for collapse(2) schedule(runtime) 


for Cint ah = 0 ak cet ab Size; LF ie 
tone (ure 3| = OF 3 < sloeplee see) d 
Wide printet (S cce Cte dm t i, Je omp get thresd numi) y 
double core = minre + i * d_re; 
double c im = min im + J * d im; 
double z_re = 0.0; 
double: z im = el, 0> 
int dicas c Q; 
while ({z2_ re * z re + Z im * zZz _ im <= 470) && 
(iters < max_iters)) { 
double new _z_re = z re * z re - z im s Ie © re: 
double new_z_ im = 2 * z_ re * z_im + &_ im; 
z-re = new z_ ren z_ im = new _ z inm; 
iters = iters + 1; 
} 
picture [rab I ls) i) = iters; 


5 


Listing 3.21 Computing the Mandelbrot set. 
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To produce Fig.3.17, max iters has been set to 100. Each point of the black 
region, i.e., within the Mandelbrot set, takes 100 iterations to compute. However, each 
point within the dark gray region requires more than 10 yet less than 100 iterations. 
Likewise, each point within the light gray region requires more than 5 and less than 
10 iterations and all the rest, i.e., points colored white, require at most 5 iterations 
each. As different points and thus different iterations of the collapsed for loops 
in lines 2 and 3 require significantly different amount of computation, it matters 
what iteration scheduling strategy is used. Namely, if static, 100 is used instead 
of simply static, the running time is reduced by approximately 30 percent; the 
choice of dynamic, 100 reduces the running time even more. Run the program 
and measure its running time under different iteration scheduling strategies. 


3.3.4 The Details of Parallel Loops and Reductions 


The parallel £or loop and reduction operation are so important in OpenMP pro- 
gramming that they should be studied and understood in detail. 

Let us return to the program for computing the sum of integers from 1 to max as 
shown in Listing 3.14. If it assumed that T', the number of threads, divides max and 
the static iteratin scheduling startegy is used, the program can be rewritten into 
the one shown in Listing 3.22. (See exercises for the case when T does not divide 
max.) 


include <stdio.h> 
#include <omp.h> 


ine main (int argo, Char *argviil) 4 
iat mas: sacanf (argvii]; sacl", smax)i 
int ts = omp get_ max tbreads (); 
EE (maxz $ tes) C> (03 retur diy 


igt sums lts 
#pragma omp parallel 
{ 


int t = oni get -tbread_ num (J7 

int lo = (hese J/ im) = (ie ox (y e ile 

nyatie. Seal = nees 4^ eal c9 (ie d shy & 95 

sums[t] = 0; 

tor (Gnt 36 = xs 1 <= hi; 14+) 

sums [t] = suma lt] + ir; 
j 

igt sum = U; 
tor Cint 1 = Op ie S tes: EFIT) sum = Suw de Sumbe? 
Printe E (CUES Nin, Bumy 


return 0; 


} 


Listing 3.22 Implementing efficient summation of integers by hand using simple reduction. 


The initial thread first obtains T, the number of threads available (using OpenMP 
function omp_get_max_threads), and creates an array sums of variables used 
for summation within each thread. Although the array sums is going to be shared 
by all threads, each thread will access only one of its T elements. 


3.3 Parallelization of Loops 77 


sums: 
4 @— 6 6 6 6 6 
Ó J 


Fig.3.18 Computing the reduction in time O(log, T) using T/2 threads when T = 12 


Reaching omp parallel region the master thread creates (T — 1) slave threads 
to run alongside the master thread. Each thread, master or slave, first computes its 
subinterval (lines 11—12), initializes its local summation variable to O (line 13), and 
then executes its thread-local sequential for loop (line 14-15). Once all threads 
have finished computing local sums, only the master thread is left alive. It adds the 
local summation variables and prints the result. The overall execution is performed 
as shown in Fig. 3.9. However, no race conditions appear because each thread uses 
its own summation variable, i.e., the t-th thread uses the t-th element sums [t] of 
array sums. 

From the implementation point of view, the program in Listing 3.22 uses array 
sums instead of thread-local summation variables and performs the reduction by 
the master thread only. Array sums is created by the master thread before creating 
slave threads so that the explicit reduction, which is performed in line 18 after the 
slave threads have been terminated and their local variables (t, 10, hi, and n) have 
been lost, can be implemented. 

Furthermore, the reduction is performed by adding local summation variables, 
i.e., elements of sums, one after another to variable sum. This takes O(T) time 
and works fine if the number of threads is small, e.g., 7 — 4 or T — 8. However, if 
there are a few hundred threads, a solution shown in Listing 3.23 that works in time 
O(log, T) and produces the result in sums [0], is often preferred (unless the target 
system architecture requires even more sophisticated method). 


tor (iot wl = Alp Cl = deme cl = seb = 2) 
#pragma omp parallel for 

iue (alice e = Of iE «e HEE 15 

au (jc s» cl < dem) sens (ell 


(E s mL Ow qe 
sums[t] + sums[t + d]; 


Listing 3.23 Implementing efficient summation of integers by hand using simple reduction. 


The idea behind the code shown in Listing 3.23 is illustrated in Fig.3.18. In List- 
ing 3.23 variable, d contains the distance between elements of array sums being 
added, and as it doubles in each iteration, there are [log, T'] iterations of the outer 
loop. Variable t denotes the left element of each pair being added in the inner loop. 
But as the inner loop is performed in parallel by at least 7/2 threads which operate 
on distinct elements of array sums, all additions in the inner loop are performed 
simultaneously, i.e., in time O(1). 

Note that either method used for computing the reduction uses (T — 1) additions. 
However, in the first method (line 18 of Listing 3.22) additions are performed one 
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after another while in the second method (Listing 3.23) certain additions can be 
performed simultaneously. 


3.4 Parallel Tasks 


Although most parallel programs spend most of their time running parallel loops, 
this is not always the case. Hence, it is worth exploring how a program consisting of 
different tasks can be parallelized. 


3.4.1 Running Independent Tasks in Parallel 


As above, where parallelization of loops that need not combine the results of its 
iterations was explained first, we start with explanation of tasks where cooperation 
is not needed. 

Consider computing the sum of integers from 1 to max one more time. At the end 
of a previous section, it was shown how iterations of a single parallel £or loop are 
distributed among threads. This time, however, the interval from 1 to max is split 
into a number of mutually disjoint subintervals. For each subinterval, a task that 
first computes the sum of all integers of a subinterval and then adds the sum of the 
subinterval to the global sum, is used. 

The idea is implemented as the program in Listing 3.24. For the sake of simplicity, 
it is assumed that T', denoting the number of tasks and stored in variable tasks, 
divides max. 

Computing the sum is performed in the parallel block in lines 9—25. The for 
loop in line 12 creates all T tasks where each task is defined by the code in lines 
13-23. Once the tasks are created, it is more or less up to OpenMP's runtime system 
to schedule tasks and execute them. 

The important thing, however, is that the £or loop in line 12 is executed by only 
one thread as otherwise each thread would create its own set of T tasks. This is 
achieved by placing the £or loop in line 12 under the OpenMP directive single. 

The OpenMP directive task in line 13 specifies that the code in lines 14—23 is 
to be executed as a single task. The local sum is initialized to 0 and the subinterval 
bounds are computed from the task number, i.e., t. The integers of the subinterval 
are added up and the local sum is added to the global sum using atomic section to 
prevent a race condition between two different tasks. 

Note that when a new task is created, the execution of the task that created the 
new task continues without delay; once created, the new task has a life of its own. 
Namely, when the master thread in Listing 3.24 executes the for loop, it creates 
one new task in each iteration, but the iterations (and thus creation of new tasks) are 
executed one after another without waiting for the newly created tasks to finish (in 
fact, it would make no sense at all to wait for them to finish). However, all tasks must 
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#include <stdio.h> 
#include <omp.h> 


int main (int arge, char *argvil) f 
int max; sscanft Fac eva DT IR "3d", emari; 
int tasks: Sscani (argv l2]: “idt estere Ss SX 
it (meas t tasks ls 0) returno l; 
ine sum = Qr 


#pragma omp parallel 
{ 
#pragma omp single 
for (int de = 0; C < ECsske; dede) 3X 
#pragma omp task 
{ 

Inet Focal sum = Q7 

inte lo = {maxz A taske) =F We + 0) + 1; 

ine hi = (pas ^ taske C (Ge + 30) x Wy 

ft printf ("sas Fd. cain" omp get thmead num), Le, bily 

for Cint sh m Eor al ee dell duc) 
local sum = local-sum + 1; 

#pragma omp atomic 
sum = sum + local_sum; 


} 
printi (23ain Lo fxh) 
return 0; 


) 


Listing 3.24 Implementing summation of integers by using a fixed number of tasks. 


finish before the parallel region can end. Hence, once the global sum is printed 
out in line 26 of Listing 3.24, all tasks has already finished. 

The difference between the approaches taken in the previous and this section can 
be told in yet another way. Namely, when iterations of a single parallel £or loop 
are distributed among threads, tasks, one per thread, are created implicitly. But when 
a number of explicit tasks is used, the loop itself is split among tasks that are then 
distributed among threads. 


Example 3.7 Fibonacci numbers 
Computing the first max Fibonacci numbers using the time-consuming recursive 

formula can be pretty naive, especially if a separate call of the recursive function is 

used for each of them. Nevertheless, it shows how to use the advantage of tasks. 

The program in Listing 3.25 shows how this can be done. Note again that a single 
thread within a parallel region starts all tasks, one per each number. As the program 
is written, smaller Fibonacci numbers, i.e., for = 1,2, . . ., are computed first while 
the largest are left to be computed later. 

The time needed to compute the n-th Fibonacci number using function £ib in 
line 4 of Listing 3.25 is of order O (1.6"). Hence, the time complexity of individual 
tasks grows exponentially with n. Therefore, it is perhaps better to create (and thus 
carry out) tasks in reverse order, the most demanding first and the least demanding 
lastas shown in Listing 3.26. Run both programs, check this hypothesis out and inves- 
tigate which tasks get carried out by which thread. 
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OpenMP: tasks 


A task is declared using the directive 


#pragma omp task [clause [[ , ] clause] ...] 
structured-block 


The task directive creates a new task that executes structured-block. The new 
task can be executed immediately or can be deferred. A deferred task can be 
later executed by any thread in the team. 


The task directive can be further refined by a number of clauses, the most 
important being the following ones: 


e final(scalar-logical-expression) causes, if scalar-logical-expression eval- 
uates to true, that the created task does not generate any new tasks any more, 
i.e., the code of would-be-generated new subtasks is included in and thus 
executed within this task; 

e if([task:]scalar-logical-expression) causes, if scalar-logical-expression 
evaluates to false, that an undeferred task is created, i.e., the created task 
suspends the creating task until the created task is finished. 


For other clauses see OpenMP specification. 


OpenMP: limiting execution to a single thread 


Within a parallel section, the directive 


#pragma omp single [clause [[ , ] clause] ...] 
structured-block 


causes structured-block to be executed by exactly one thread in a team (not 
necessarily the master thread). If not specified otherwise, all other threads wait 
idle at the implicit barrier at the end of the single directive. 


The most important clauses are the following: 


e private (list) specifies that each variable in the list is private to the code 
executed within the single directive; 

e nowait removes the implicit barrier at the end of the single directive and 
thus allows other threads in the team to proceed without waiting for the code 
under the single directive to finish. 


Converting a parallel £or loop into a set of tasks is not very interesting and in 
most cases does not help either. The real power of tasks, however, can be appreciated 
when the number and the size of individual tasks cannot be known in advance. In 
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#include <stdio.h> 
#include <omp.h> 


Lóng fib Yint ny ù return {ie < 2 7 L mo fib (im) = Tf) + fib fa = Zia ih 
int main {int atgo, Char argyll) f£ 
int max; sscanf (argv[1], "%d", &max); 


#pragma omp parallel 
#pragma omp single 
for (ot to m  dÜg we Se pos; mee) 
#pragma omp task 
printti (tad; 4d. sildin", omp get thread numi); “au, EID (Ge) i) 
return 0; 


} 


Listing 3.25 Computing Fibonacci numbers using OpenMP's tasks: smaller tasks, i.e., for smaller 
Fibonacci numbers are created first. 


other words, when the problem or the algorithm demands that tasks are created 
dynamically. 


tor d'abus. igh ew ieee ds Se dbg a) 
#pragma omp task 
printf ("3d: %d\n", omp get_thread_num{), m) 


Listing 3.26 Computing Fibonacci numbers using OpenMP's tasks: smaller tasks, i.e., for smaller 
Fibonacci numbers are created last. 


Example 3.8 Quicksort 
A good and simple, yet well-known example of this kind is sorting using the 
Quicksort algorithm [5]. The parallel version using tasks is shown in Listing 3.27. 


yotda par- gsorte (Char “wicleyee., int To, Ine bi, 
int (compare) (const char *, const char*i) <i 
abi {lo > DIJ return; 
ioo dL = bey 
aigte, ig, m hr h Ni 
cbar *p ~ data (esL + Tok X^ Bile 
waiLile dob <= B) £ 
while (compare (data[l], p) < 0) l++; 
while (compare (data[h], p) > 0) h--; 
ate (al <= d) 3 
char *tmp = datas data[lli = datan]; datalk] = tmp? 
LEen beci 
} 
} 
#pragma omp task final(h - lo < 1000) 
par _ gsort (data; lo, ia, compare); 
pragma omp task final(hi ~ 1 « 1000) 
par gsort (data, L, bi, comparej; 


} 


Listing 3.27 The parallel implementation of the Quicksort algorithm where each recursive call is 
performed as a new task. 


The partition part of the algorithm, implemented in lines 4—14 of Listing 3.27, 
is the same as in the sequential version. The recursive calls, though, are modified 
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because they can be performed independently, i.e., at the same time. Each of the two 
recursive calls is therefore executed as its own task. 

However, no matter how efficient creating new tasks is, it takes time. Creating a 
new task only makes sense if a part of the table that must be sorted using a recursive 
call is big enough. In Listing 3.27, the clause final in lines 15 and 17 is used to 
prevent creating new tasks for parts of table that contain less than 1000 elements. The 
threshold 1000 has been chosen by experience; choosing the best threshold depends 
on many factors (the number of elements, the time needed to compare two elements, 
the implementation of OpenMP’s tasks, ...). The experimental way of choosing it 
shall be, to some extent, covered in the forthcoming chapters. 

There is an analogy with the sequential algorithm: recursion takes time as well 
and to speed up the sequential Quicksort algorithm, the insertion sort is used once 
the number of elements falls below a certain threshold. 

There should be no confusion about the arguments for function par_qsort . 
However, function par_qsort must be called within a parallel region by 
exactly one thread as shown in Listing 3.28. 


#pragma omp parallel 
#pragma omp single 
par qgqsort (strings, 0, num strings = 1, Campare; 


Listing 3.28 The call of the parallel implementation of the Quicksort algorithm. 


As the Quicksort algorithm itself is rather efficient, i.e., it runs in time O (n logn), 
a sufficient number of elements must be used to see that the parallel version actually 
outperforms the sequential one. The comparison of running times is summarized in 
Table 3.1. By comparing the running times of the sequential version with the parallel 
version running within a single thread, one can estimate the time needed to create 
and destroy OpenMP’s threads. 

Using 4 or 8 threads the parallel version is definitely faster, although the speed 
us consider the Quicksort algorithm up is not proportional to the number of threads 
used. Note that the partition of the table in lines 4-14 of Listing 3.27 is performed 
sequentially and recall the Amdahl law. 


3.4.2 Combining the Results of Parallel Tasks 


In a number of cases, parallel tasks cannot be left to execute independently of each 
other and leave its results in some global or shared variable. In such a situation, the 
programmer must take care of the lifespan of each individual task. The next example 
illustrates this. 


Example 3.9 Quicksort revisited 
Let us consider the Quicksort algorithm as an example again and modify it so that 
it returns the number of element pairs swapped during the partition phases. 
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Table 3.1 The comparison of the running time of the sequential and parallel version of the Quick- 
sort algorithm when sorting n random strings of max length 64 using a quad-core processor with 
multithreading 


PAR 


(1 thread) (4 threads) (8 threads) 
10° 0.07 s 0.04 s 
10° 0.99 s 0.32 s 
107 12.47 s 3.57 s 
108 218.14 s 61.81 s 


Counting swaps during the partition phase in a sequential program is trivial. For 
instance, as shown in Listing 3.29, three new variables can be introduced, namely 
count, locount, and hicount that contain the number of swaps in the current 
partition phase and the total numbers of swaps in recursive calls, respectively. (In 
the sequential program, this could be done with a single counter, but having three 
counters instead is more appropriate for the developing of the parallel version.) 


Wine. par (eus oisi (CClaaie elei uei heyy bus deb. 


aie Csciompladses sc ons eMe char cionis c bao) T 

EE ((altey m dub)  decueouem 05$ 
hig, db = durs 
Shige lo, ‘= TAn? 
ehar = js) e AACA il (eat x ate) ^ MD 
Lre COOUR E = (ULP 
while (1 <= h) { 

while (compare (data[l], p) < 0) 1-«*; 


while (compare (data[h], p) > 0) h--; 
alae (al <= dms E 
count++; 
char weng = daba Lik leues Lib] = clever lite 1 g clench [piel] 2 tend 
L++; h--; 
D 
) 


stage Tocpunt  istakietoybliatie p 


#pragma omp task shared(locount) final(h - lo « 1000) 
Tocount = qexene-wepsKencie taataa Ake’; s. Yelejsxaci). 7 

#pragma omp task shared(hicount) final(hi - 1 < 1000) 
Riccunt = par gsort (data aly Rr. COMmparejy 


#pragma omp taskwait 
etu ME ToOuUnt EI o comit c onmes 


) 


Listing 3.29 The call of the parallel implementation of the Quicksort algorithm. 


In the parallel version, the modification is not much harder, but a few things must 
be taken care of. First, as recursive calls in lines 16 and 18 of Listing 3.27 change 
to assignment statements in lines 19 in 21 of Listing 3.29, the values of variables 
locount and hicount are set in two newly created tasks and must, therefore, be 
shared among the creating and the created tasks. This is achieved using shared 
clause in lines 18 and 20. 
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Second, remember that once the new tasks in lines 18-19 and 20—21 are created, 
the task that has just created them continues. To prevent it from computing the sum of 
all three counters and returning the result when variables Locount and hicount 
might not have been set yet, the taskwait directive is used. It represents an explicit 
barrier: all tasks created by the task executing it must finish before that task can 
continue. 

At the end of the parallel section is an implicit barrier before all tasks 
created within the parallel section must finish just like all iterations of a parallel 
loop must. Hence, in Listing 3.24, there is no need for an explicit barrier using 
taskwait. 


OpenMP: explicit task barrier 


An explicit task barrier is created by the following directive: 
#pragma omp taskwait 


It specifies a point in the program the task waits until all its subtasks are finished. 


3.5 Exercises and Mini Projects 


Exercises 


1. Modify the program in Listing 3.1 so that it uses a team of 5 threads within the par- 
allel region by default. Investigate how shell variables OMP_NUM_THREADS and 
OMP_THREAD_LIMIT influence the execution of the original and modified 
program. 

2. If run with one thread per logical core, threads started by the program in List- 
ings 3.1 print out their thread numbers in random order while threads started 
by the program in Listing 3.2 always print out their results in the same order. 
Explain why. 

3. Suppose two 100 x 100 matrices are to be multiplied using 8 threads. How many 
dot products, i.e., operations performed by the innermost for loop, must each 
thread compute if different approaches to parallelizing the two outermost for 
loops of matrix multiplication illustrated in Fig.3.6 are used? 

4. Draw a 3D graph with the size of the square matrix along one independent axis, 
e.g., from 1 to 100, and the number of available threads, e.g., from 1 to 16, along 
the other showing the ratio between the number of dot products computed by 
the most and the least loaded thread for different approaches to parallelizing the 
two outermost for loops of matrix multiplication illustrated in Fig. 3.6. 


3.5 


10. 


11. 


12. 


13. 


14. 
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. Modify the programs for matrix multiplication based on different loop paral- 


lelization methods to compute C = A - BT instead of C = A - B. Compare the 
running time of the original and modified programs. 


. Suppose 4 threads are being used when the program in Listing 3.20 and max — 


20. Determine which iteration will be performed by which thread if static, 1, 
static, 2orstatic, 3 is used as a iteration scheduling strategy. Try without 
running the program first. (Assume that iterations 1, 2 and 3 require 2, 3 and 4 
units of time while all other iterations require just 1 unit of time.) 


. Suppose 4 threads are being used when the program in Listing 3.20 and 


max = 20. Determine which iteration will be performed by which thread if 
dynamic,1, dynamic, 2 or dynamic, 3 is used as a iteration scheduling 
strategy. Is the solution uniquely defined? (Assume that iterations 1, 2 and 3 
require 2, 3 and 4 units of time while all other iterations require just | unit of 
time.) 


. Modify lines 12 and 13 in Listing 3.22 so that the program works correctly even 


if T, the number of threads, does not divide max. The number of iterations of 
the for loop in lines 15 and 16 should not differ by more than | for any two 
threads. 


. Modify the program in Listing 3.22 so that the modified program implements 


static,c iteration scheduling strategy instead of static as is the case in 
Listing 3.22. The chunk size c must be a constant declared in the program. 
Modify the program in Listing 3.22 so that the modified program implements 
dynamic, c iteration scheduling strategy instead of static as is the case in 
Listing 3.22. The chunk size c must be a constant declared in the program. 
Hint: Use a shared counter of iterations that functions as a queue of not yet 
scheduled iterations outside the parallel section. 

While computing the sum of all elements of sums in Listing 3.23, the program 
creates new threads within every iteration of the outer loop. Rewrite the code so 
that creation of new threads in every iteration of the outer loop is avoided. 

Try rewriting the programs in Listings 3.25 and 3.26 using parallel £or loops 
instead of OpenMP's tasks to mimic the behavior of the original program as 
close as possible. Find out which iteration scheduling strategy should be used. 
Compare the running time of programs using parallel £or loops with those that 
use OpenMP's tasks. 

Modify the program in Listing 3.27 so that it does not use £inal but works in 
the same way. 

Check the OpenMP specification and rewrite the program in Listing 3.24 using 
the task100p directive. 


Mini Projects 


P1. 


Write a multi-core program that uses CYK algorithm [13] to parse a string of 
symbols. The inputs are a context-free grammar G in Chomsky Normal Form 
and a string of symbols. At the end, the program should print YES if the string 
of symbols can be derived by the rules of the grammar and NO otherwise. 
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Write a sequential program (no OpenMP directives at all) as well. Compare the 
running time of the sequential program with the running time of the multi-core 
program and compute the speedup for different grammars and different string 
lengths. 

Hint: Observe that in the classical formulation of CYK algorithm the iterations 
of the outermost loop must be performed one after another but that iterations 
of the second outermost loop are independent and offer a good opportunity for 
parallelization. 


P2. Write a multi-core program for the “all-pairs shortest paths” problem [5]. The 
input is a weighted graph with no negative cycles and the expected output are 
lengths of the shortest paths between all pairs of vertices (where the length of a 
path is a sum of weights along the edges that the path consists of). 

Write a sequential program (no OpenMP directives at all) as well. Compare the 
running time of the sequential program with the running time of the multi-core 
program and compute the speedup achieved 


1. for different number of cores and different number of threads per core, and 
2. for different number of vertices and different number of edges. 


Hint 1: Take the Bellman-Ford algorithm for all-pairs shortest paths [5] and 
consider its matrix multiplication formulation. For a graph G — (V, E) your 
program should achieve at least time O (|V |^), but you can do better and achieve 
time O(|V? log, |V |). In neither case should you ignore the cache performance: 
allocate matrices carefully. 

Hint 2: Instead of using the Bellman—Ford algorithm, you can try parallelizing 
the Floyd-Warshall algorithm that runs in time O(|V 3) [5]. How fast is the 
program based on the Floyd-Warshall algorithm compared with the one that 
uses the O(|V|^) or O(|V|? log, |V|) Bellman-Ford algorithm? 


3.6 Bibliographic Notes 


The primary source of information including all details of OpenMP API is available 
at OpenMP web site [20] where the complete specification [18] and a collection of 
examples [19] are available. OpenMP version 4.5 is used in this book as version 5.0 
is still being worked on by OpenMP Architecture Review Board. The summary card 
for C/C++ is also available at OpenMP web site. 

As standards and specifications are usually hard to read, one might consider some 
book wholly dedicated to programming using OpenMP. Although relatively old and 
thus lacking the most of the modern OpenMP features, the book by Rohit Chandra 
et al. [4] provides a nice introduction to underlying ideas upon which OpenMP is 
based upon and the basic OpenMP constructs. A more recent and comprehensive 
description of OpenMP, version 4.5, can be found in the book by Ruud van der Pas 
et al. [21]. 


MPI Processes and Messaging 


Chapter Summary 

Distributed memory computers cannot communicate through a shared memory. 
Therefore, messages are used to coordinate parallel tasks that eventually run on 
geographically distributed but interconnected processors. Processes as well as their 
management and communication are well defined by a platform-independent mes- 
sage passing interface (MPI) specification. MPI is introduced from the practical point 
of view, with a set of basic operations that enable implementation of parallel pro- 
grams. We will give simple example programs that will serve as an aid for a smooth 
start of using MPI and as motivation for developing more complex applications. 


4.1 Distributed Memory Computers Can Execute in Parallel 


We know from previous chapters that there are two main differences between the 
shared memory and distributed memory computer architectures. The first difference 
is in the price of communication: the time needed to exchange a certain amount of 
data between two or more processors is in favor of shared memory computers, as 
these can usually communicate much faster than the distributed memory computers. 
The second difference, which is in the number of processors that can cooperate effi- 
ciently, is in favor of distributed memory computers. Usually, our primary choice 
when computing complex tasks will be to engage a large number of fastest avail- 
able processors, but the communication among them poses additional limitations. 
Cooperation among processors implies communication or data exchange among 
them. When the number of processors must be high (e.g., more than eight) to reduce 
the execution time, the speed of communication becomes a crucial performance 
factor. 

There is a significant difference in the speed of data movement between two 
computing cores within a single multi-core computer, depending on the location of 
data to be communicated. This is because the data can be stored in registers, cache 
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memory, or system memory, which can differ by up to two orders of magnitude if their 
access times are considered. The differences in the communication speed get even 
more pronounced in the interconnected computers, again by orders of magnitude, but 
this now depends on the technology and topology of the interconnection networks 
and on the geographical distance of the cooperating computers. 

Taking into account the above facts, complex tasks can be executed efficiently 
either (1) on a small number of extremely fast computers or (ii) on a large number of 
potentially slower interconnected computers. In this chapter, we focus on the presen- 
tation and usage of the Message Passing Interface (MPI), which enables system- 
independent parallel programming. The well-established MPI standard! includes 
process creation and management, language bindings for C and Fortran, point- 
to-point and collective communications, and group and communicator concepts. 
Newer MPI standards are trying to better support the scalability in future extreme- 
scale computing systems, because currently, the only feasible option for increasing 
the computing power is to increase the number of cooperating processors. Advanced 
topics, as one-sided communications, extended collective operations, process topolo- 
gies, external interfaces, etc., are also covered by these standards, but are beyond the 
scope of this book. 

The final goal of this chapter is to advise users how to employ the basic MPI 
principles in the solution of complex problems with a large number of processes that 
exchange application data through messages. 


4.2 Programmer's View 


Programmers have to be aware that the cooperation among processes implies the data 
exchange. The total execution time is consequently a sum of computation and com- 
munication time. Algorithms with only local communication between neighboring 
processors are faster and more scalable than the algorithms with the global commu- 
nication among all processors. Therefore, the programmer's view of a problem that 
will be parallelized has to incorporate a wide number of aspects, e.g., data indepen- 
dency, communication type and frequency, balancing the load among processors, 
balancing between communication and computation, overlapping communication 
and computation, synchronous or asynchronous program flow, stopping criteria, and 
others. 

Most of the above issues that are related to communication are efficiently solved by 
the MPI specification. Therefore, we will identify the mentioned aspects and describe 
efficient solutions through the standardized MPI operations. Further sections should 
not be considered as an MPI reference guide or MPI library implementation manual. 


! Against potential ambiguities, some segments of text are reproduced from A Message-Passing 
Interface Standard (Version 3.1), © 1993, 1994, 1995, 1996, 1997, 2008, 2009, 2012, 2015, by 
University of Tennessee, Knoxville, Tennessee. 
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We will just try to rise the interest of readers, through simple and illustrative examples, 
and to show how some of the typical problems can be efficiently solved by the MPI 
methodology. 


4.3 Message Passing Interface 


The standardization effort of a message passing interface (MPI) library began in 90s 
and is one of the most successful projects of the software standardization. Its driving 
force was, from the beginning, a cooperation between academia and industry that 
has been created with the MPI standardization forum. 

The MPI library interface is a specification, not an implementation. The MPI is 
not a language, and all MPI “operations” are expressed as functions, subroutines, or 
methods, according to the appropriate language bindings for C and Fortran, which 
are a part of the MPI standard. The MPI standard defines the syntax and semantics of 
library operations that support the message passing model, independently of program 
language or compiler specification. 

Since the word “PARAMETER” is a keyword in the Fortran language, the MPI 
standard uses the word "argument" to denote the arguments to a subroutine. It is 
expected that C programmers will understand the word “argument”, which has no 
specific meaning in C, as a “parameter”, thus allowing to avoid unnecessary confusion 
for Fortran programmers. 

An MPI program consists of autonomous processes that are able to execute their 
own code in the sense of multiple instruction multiple data (MIMD) paradigm. An 
MPI “process” can be interpreted in this sense as a program counter that addresses 
their program instructions in the system memory, which implies that the program 
codes executed by each process have not to be the same. 

The processes communicate via calls to MPI communication operations, inde- 
pendently of operating system. The MPI can be used in a wide range of programs 
written in C or Fortran. Based on the MPI library specifications, several efficient 
MPI library implementations have been developed, either in open-source or in a 
proprietary domain. The success of the project is evidenced by a coherent develop- 
ment of the parallel software projects that are portable between different computing 
environments, e.g., parallel computers, clusters, and heterogeneous networks, and 
scalable along wide numbers of cooperating processors, from one to millions. Finally, 
the MPI interface is designed for end users, parallel library writers and developers 
of parallel software tools. 

Any MPI program should have operations to initialize execution environment 
and to control starting and terminating procedures of all generated processes. MPI 
processes can be collected into groups of specific size that can communicate in its 
own environment where each message sent in a context must be received only in the 
same context. A process group and context together form an MPI communicator. 
A process is identified by its rank in the group associated with a communicator. 
There is a default communicator MPI COMM WORLD whose group encompasses all 
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initial processes, and whose context is default. Two essential questions arise early in 
any MPI parallel program: “How many processes are participating in computation?” 
and “Which are their identities?” Both questions will be answered after calling two 
specialized MPI operations. 

The basic MPI communication is characterized by two fundamental MPI opera- 
tions MPI_SEND and MPI RECV that provide sends and receives of process data, 
represented by numerous data types. Besides the data transfer these two operations 
synchronize the cooperating processes in time instants where communication has to 
be established, e.g., a process cannot proceed if the expected data has not arrived. 
Further, a sophisticated addressing is supported within a group of ranked processes 
that are a part of a communicator. A single program may use several communicators, 
which manage common or separated MPI processes. Such a concept enables to use 
different MPI based parallel libraries that can communicate independently, without 
interference, within a single parallel program. 

Even that the most of parallel algorithms can be implemented by just a few 
MPI operations, the MPI-1 standard offers a set of more than 120 operations for 
elegant and efficient programming, including operations for collective and asyn- 
chronous communication in numerous topologies of interconnected computers. The 
MPI library is well documented from its beginning and constantly developing. The 
MPI-2 provides standardized process start-up, dynamic process creation and man- 
agement, improved data types, one-sided communication, and versatile input/output 
operations. The MPI-3 standard introduces non-blocking collective communication 
that enables communication-computation overlapping and the MPI shared memory 
(SHM) model that enables efficient programming of hybrid architectures, e.g., a 
network of multi-core computing nodes. 

Complete MPI is quite a large library with 128 MPI-1 operations, with twice as 
much in MPI-2 and even more in MPI-3. We will start with only six basic operations 
and further add a few from the complete MPI set for greater flexibility in the parallel 
programming. However, to fulfill the desires of this textbook one need to master just 
a few dozens of MPI operations that will be described in more detail in the following 
sections. 

Very well organized documentation can be found on several web pages, for exam- 
ple, on the following link: http://www.mcs.anl.gov/research/projects/mpi/tutorial/ 
mpiexmpl/contents.html with assignments, solution, program output and many use- 
ful hints and additional links. The latest MPI standard and further information about 
MPI are available on http://www.mpi-forum.org/. 


Example 4.1 Hello World MPI program 
We will proceed with a minimal MPI program in C programming language. Its 
implementation is shown in Listing 4.1. 


#include “stdafx.b" 
include <stdio.h> 
#include "mpi.h" 


int main(int arge; char **argv) 
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//int main(argc, argv) 

ff ERE ange; 

e EES ES Be osteo DIOE: 

{ 
int rank, size; 
MPI Init(&argc, &argv); 
MPI Comm size(MPI COMM WORLD, &size); 
MPI Comm rank(MPI COMM WORLD, &rank); 
printf("Hello world from process $d of $d processes.\n", rank, size); 
MPI Finalize(); 
returnes 


} 


Listing 4.1 “Hello world" MPI program MSMPIHello.ccp in C programming syntax. 


The *Hello World" has been written in C programming language; hence, the three- 
line preamble should be commented and replaced by int main(int argc, 
char **argv), if C++ compiler is used. The “Hello World" code looks like a 
standard C code with several additional lines with MPI_ prefix, which are calls 
to global MPI operations that are executed on all processes. Note that some MPI 
operations that will be introduced later could be local, i.e., executed on a single 
process. 

The “Hello World" code in Listing 4.1 is the same for all processes. It has to 
be compiled only once to be executed on all active processes. Such a methodology 
could simplify the development of parallel programs. Run the program with: 


$ mpiexec -n 3 MSMPIHello 


from Command prompt of the host process, at the path of directory where 
MSMPIHello.exe is located. The program should output three “Hello World” 
messages, each with a process identification data. 

All non-MPI procedures are local, e.g., printf in the above example. It runs on 
each process and prints separate "Hello World" notice. If one would prefer to have 
only a notice from a specific process, e.g., 0, an extra if (rank == 0) statement 
should be inserted. Let us comment the rest of the above code: 


e #include "stdafx.h" is needed because the MS Visual Studio compiler 
has been used, 

e #include <stdio.h> is needed because of printf, which is used later in 
the program, and 

e #include "mpi.h" provides basic MPI definition of named constants, types, 
and function prototypes, and must be included in any MPI program. 


The above MPI program, including the definition of variables, will be executed 
in all active processes. The number of processes will be determined by parameter 
-n of the MPI execution utility mpiexec, usually provided by the MPI library 
implementation. 


e MPI Init initializes the MPI execution environment and MPI Finalize 
exits the MPI. 
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e MPI Comm size(MPI COMM WORLD, & size) returns size, which is 
the number of started processes. 

e MPI Comm rank(MPI COMM WORLD, & rank) that returns rank, i.e., 
an ID of each process. 

e MPl operations return a status of the execution success; in C routines as the value 
of the function, which is not considered in the above C program, and in Fortran 
routines as the last argument of the function call (see Listing 4.2). 


Depending on the number of processes, the printf function will run on each 
process, which will print a separate “Hello World" notice. If all processes will print 
the output, we expect size lines with “Hello World" notice, one from each process. 
Note that the order of the printed notices is not known in advance, because there is no 
guaranty about the ordering of the MPI processes. We will address this topic, in more 
detail, later in this chapter. Note also that in this simple example no communication 
between processes has been required. 


For comparison, a version of “Hello World" MPI program in Fortran programming 
language is given in Listing 4.2: 


program hello world 
include '/usr/include/mpif.h' 
integer ierr, num procs, my id 


CELT MPERSTNLTI (E5651) 
call MPI_COMM_RANK (MPI_COMM_WORLD, my_id, ierr) 
call MPI_COMM_SIZE (MPI_COMM_WORLD, num_procs, ierr) 


fgiestiais. o Wisiedbik@). NOT e “ere jeter suu acl, UY vee Uo depu" quse 
CQ MRI FINALIZE (terr) 

stop 

end 


Listing 4.2 "Hello world" MPI program OMPIHello.f in Fortran programming language. 


Note that capitalized MPI_ prefix is used again in the names of MPI operations, 
which are also capitalized in Fortran syntax, but the different header file mpi f . h is 
included. MPI operations return a status of execution success, i.e., ierr in the case 
of Fortran program. 


4.3.1 MPI Operation Syntax 


The MPI standard is independent of specific programming languages. To stress this 
fact, capitalized MPI operation names will be used in the definition of MPI operations. 
MPI operation arguments, in a language-independent notation, are marked as: 
IN—for input values that may be used by the operation, but not updated; 
OUT—for output values that may be updated by the operation, but not used as input 
value; 

INOUT—for arguments that may be used and/or updated by the MPI operation. 
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An argument used as IN by some processes and as OUT by other processes is also 
marked as INOUT, even that it is not used for input and for output in a single call. 
For shorter specifications of MPI operations, the following notation is used for 
descriptive names of arguments: 
IN arguments are in normal text, e.g., buf, sendbuf, MPI COMM WORLD, etc. 
OUT arguments are in underlined text, e.g., rank, recbuf, etc. 
INOUT arguments are in underlined italic text, e.g., inbuf, request, etc. 
The examples of MPI programs, in the rest of this chapter, are given in C pro- 
gramming language. Below are some terms and conventions that are implemented 
with C program language binding: 


e Function names are equal to the MPI definitions but with the MPI prefix and the 
first letter of the function name in uppercase, e.g., MPI Finalize(). 

e The status of execution success of MPI operations is returned as integer return 
codes, e.g.,ierr = MPI_Finalize().The return code can be an error code 
or MPI_SUCCESS for successful competition, defined in the file mpi .h. Note 
that all predefined constants and types are fully capitalized. 

e Operation arguments IN are usually passed by value with an exception of the send 
buffer, which is determined by its initial address. All OUT and INOUT arguments 
are passed by reference (as pointers), e.g., 

MPI_Comm_size (MPI_COMM_WORLD, &size). 


4.3.2 MPI Data Types 


MPI communication operations specify the message data length in terms of number 
of data elements, not in terms of number of bytes. Specifying message data elements 
is machine independent and closer to the application level. In order to retain machine 
independent code, the MPI standard defines its own basic data types that can be used 
for the specification of message data values, and correspond to the basic data types 
of the host language. 

As MPI does not require that communicating processes use the same representa- 
tion of data, i.e., data types, it needs to keep track of possible data types through the 
build-in basic MPI data types. For more specific applications, MPI offers operations 
to construct custom data types, e.g., array of (int, float) pairs, and many other 
options. Even that the typecasting between a particular language and the MPI library 
may represent a significant overhead, the portability of MPI programs significantly 
benefits. 

Some basic MPI data types that correspond to the adequate C or Fortran data types 
are listed in Table 4.1. Details on advanced structured and custom data types can be 
found in the before mentioned references. 

The data types MPI_BYTE and MPI_PACKED do not correspond to a C or a 
Fortran data type. A value of type MPI_BYTE consists of a byte, i.e., 8 binary digits. 
A byte is uninterpreted and is different from a character. Different machines may have 
different representations for characters or may use more than one byte to represent 
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Table 4.1 Some MPI data types corresponding to C and Fortran data types 


MPI data type C data type MPI data type Fortran data type 
MPI_INT int MPI_INTEGER INTEGER 
MPI_SHORT short int MPI_REAL REAL 
MPI_LONG long int MPI_DOUBLE_PRECISION DOUBLE 

PRECISION 
MPI_FLOAT float MPI_COMPLEX COMPLEX 
MPI_DOUBLE double MPI_LOGICAL LOGICAL 
MPI_CHAR char MPI_CHARACTER CHARACTER 
MPI_BYTE / MPI_BYTE / 
MPI_PACKED / MPI_PACKED / 


characters. On the other hand, a byte has the same binary value on all machines. If 
the size and representation of data are known, the fastest way is the transmission of 
raw data, for example, by using an elementary MPI data type MPI_BYTE. 

The MPI communication operations have involved only buffers containing a con- 
tinuous sequence of identical basic data types. Often, one wants to pass messages 
that contain values with different data types, e.g., a number of integers followed by a 
sequence of real numbers; or one wants to send noncontiguous data, e.g., a subblock 
of a matrix. The type MPI_PACKED is maintained by MPI_PACK or MPI_UNPACK 
operations, which enable to pack different types of data into a contiguous send buffer 
and to unpack it from a contiguous receive buffer. 

A more efficient alternative is a usage of derived data types for construction of 
custom message data. The derived data types allow, in most cases, to avoid explicit 
packing and unpacking, which requires less memory and time. A user specifies 
in advance the layout of data types to be sent or received and the communication 
library can directly access a noncontinuous data. The simplest noncontiguous data 
type is the vector type, constructed with MPI_Type_vector. For example, a 
sender process has to communicate the main diagonal of an N x N array of integers, 
declared as: 
int matrix[N] [N]; 
which is stored in a row-major layout. A continuous derived data type diagonal 
can be constructed: 
MPI_Datatype MPI_diagonal; 
that specifies the main diagonal as a set of integers: 

MPI Type vector (N, 1, N+1, MPI_INT, &diagonal); 
where their count is N, block length is 1, and stride is N+1. The receiver process 
receives the data as a contiguous block. There are further options that enable the 
construction of sub-arrays, structured data, irregularly strided data, etc. 

If all data of an MPI program is specified by MPI types it will support data transfer 
between processes on computers with different memory organization and different 
interpretations of elementary data items, e.g., in heterogeneous platforms. The par- 
allel programs, designed with MPI data types, can be easily ported even between 
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computers with unknown representations of data. Further, the custom application- 
oriented data types can reduce the number of memory-to-memory copies or can be 
tailored to a dedicated hardware for global communication. 


4.3.3 MPI Error Handling 


The MPI standard assumes a reliable and error-free underlying communication plat- 
form; therefore, it does not provide mechanisms for dealing with failures in the 
communication system. For example, a message sent is always received correctly, 
and the user need not check for transmission errors, time-outs, or similar. Simi- 
larly, MPI does not provide mechanisms for handling processor failures. A program 
error can follow an MPI operation call with incorrect arguments, e.g., non-existing 
destination in a send operation, exceeding available system resources, or similar. 

Most of MPI operation calls return an error code that indicates the completion 
status of the operation. Before the error value is returned, the current MPI error 
handler is called, which, by default, aborts all MPI processes. However, MPI provides 
mechanisms for users to change this default and to handle recoverable errors. One 
can specify that no MPI error is fatal, and handle the returned error codes by custom 
error-handling routines. 


4.3.4 Make Your Computer Ready for Using MPI 


In order to test the presented theory, we need to install first the necessary software 
that will make our computer ready for running and testing MPI programs. 
In Appendix A of this book, readers will find short instructions for the installation of 
free MPI supporting software for either for Linux, macOS, or MS Windows-powered 
computers. Beside a compiler for selected program language, an MPI implementa- 
tion of the MPI standard is needed with a method for running MPI programs. Please 
refer the instruction in Appendix A and run your first “Hello Word” MPI program. 
Then you can proceed here in order to find some further hints for running and test- 
ing simple MPI programs, either on a single multi-core computer or on a set of 
interconnected computers. 


4.3.5 Running and Configuring MPI Processes 


Any MPI library will provide you with the mpiexec (or mpirun) program that 
can launch one or more MPI applications on a single computer or on a set of 
interconnected computers (hosts). The program has many options that are stan- 
dardized to some extent, but one is advised to check actual program options with 
mpiexec -help. Most common options are -n <num_processes>, -host 
or -machinefile. 
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An MPI program executable MyMPIprogram.exe can be launched on a local 
host and on three processes with: 


$ mpiexec -n 3 MyMPIprogram 


MPI will automatically distribute processes among the available cores, which can be 
specified by option — cores «num cores per host- Alternatively, the pro- 
gram can be launched on two interconnected computers, on each with four processes, 
with: 


$ mpiexec -host 2 hostl 4 host2 4 MyMPIprogram 


For more complex managing of cooperation processes, a separate configura- 
tion file can be used. The processes available for the MPI can be specified by 
using -machinefile option to mpiexec. With this option, a text file, e.g., 
myhostsfile, lists computers on which to launch MPI processes. The hosts are 
listed one per line, identified either with a computer name or with its IP address. 
An MPI program, e.g., MyMPIprogram, can be executed, for example, on three 
processes, with: 


$ mpiexec -machinefile myhostsfile -n 3 MyMPIprogram 


Single Computer 

The configuration file can be used for a specification of processes on a single computer 
or on a set of interconnected computers. For each host, the number of processes to 
be used on that host can be defined by a number that follows a computer name. For 
example, on a computer with a single core, the following configuration file defines 
four processes per computing core: 


localhost 4 


If your computer has, for example, four computing cores, MPI processes will 
be distributed among the cores automatically, or in a way specified by the user in 
the MPI configuration file, which supports, in this case, the execution of the MPI 
parallel program on a single computer. The configuration file could have the following 
structure: 


localhost 
localhost 
localhost 
localhost 


4.3 Message Passing Interface 97 


specifying that a single process will run on each computing core if mpiexec option 
-n 4 is used, or two processes will run on each computing core if -n 8 is used, etc. 
Note that there are further alternative options for configuring MPI processes that are 
usually described in more detail in -help options of a specific MPI implementation. 

Your computer is now ready for the coding and testing more useful MPI programs 
that will be discussed in following sections. Before that, some further hints are given 
for the execution of MPI programs on a set of interconnected computers. 


Interconnected Computers 

If you are testing your program on a computer network you may select several 
computers to perform defined processes and run and test your code. The configuration 
file must be edited in a way that all cooperating computers are listed. Suppose that 
four computers will cooperate, each with two computing cores. The configuration 
file: myhostsfile should contain names or IP addresses of these computers, e.g.: 


computer namel1 
computer name2 
192.20:301.77 

computer name4 


each in a separate line, and with the first name belonging to the name of the local 
host, i.e., the computer from which the MPI program will be started, by mpiexec. 

Let us execute our MPI program MyMPIprogram on a set of computers in a 
network, e.g., connected with an Ethernet. Editing, compiling, and linking processes 
are the same as in the case of a single computer. However, the MPI executable should 
be available to all computers, e.g., by a manual copying of the MPI executable on 
the same path on all computers, or more systematically, through a shared disk. 

On MS Windows, a service for managing the local MPI processes, e.g., smpd dae- 
mons should be started by smpd -d on all cooperating computers before launching 
MPI programs. The cooperating computers should have the same version of the MPI 
library installed, and the compiled MPI executable should be compatible with the 
computing platforms (32 or 64 bits) on all computers. The command from the master 
host: 


$mpiexec -machinefile myhostsfile \\MasterHost\share\ 
MyMPIprog 


will enable to run the program on a set of processes, eventually located on different 
computers, as has been specified in the configuration file myhostsfile. 

Note also that the potential user should be granted with rights for executing 
the programs on selected computers. One will need a basic user account and an 
access to the MPI executable that must be located on the same path on all comput- 
ers. In Linux, this can be accomplished automatically by placing the executable in 
/home/username/ directory. Finally, a method that allows automatic login, e.g., 
in Linux, SSH login without password, is needed, to enable automatic login between 
cooperating computers. 
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The described approach is independent on the technology of the interconnection 
network. The interconnected computers can be multi-core computers, computing 
clusters connected by Gigabit Ethernet or Infiniband, or computers in a home network 
connected by Wi-Fi. 


4.4 Basic MPI Operations 


Let us recall the presented issues in a more systematic way by a brief description of 
four basic MPI operations. Two trivial operations without MPI arguments will initiate 
and shut down the MPI environment. Next two operations will answer the questions: 
“How many processes will cooperate?” and “Which is my ID among them?” Note 
that all four operations are called from all processes of the current communicator. 


4.4.1 MPI INIT (int *argc, char ***argv) 


The operation initiates an MPI library and environment. The arguments argc and 
argv are required in C language binding only, where they are parameters of the 
main C program. 


4.4. MPI FINALIZE () 


The operation shuts down the MPI environment. No MPI routine can be called before 
MPI INIT or after MPT FINALIZE, with one exception MPI INITIALIZED 
(£1ag), which queries if MP NIT has been called. 


4.4.3 MPI COMM SIZE (comm, size) 


The operation determines the number of processes in the current communicator. The 
input argument comm is the handle of communicator; the output argument size 
returned by the operation MPI COMM SIZE is the number of processes in the group 
of comm. If commis MPI COMM WORLD, then it represents the number of all active 
MPI processes. 


4.4.4 MPI COMM RANK (comm, rank) 


The operation determines the identifier of the current process within a communicator. 
The input argument comm is the handle of the communicator; the output argument 
rank is an ID of the process from comm, which is in the range from 0 to size-1. 
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In the following sections, some of the frequently used communication MPI 
operations are described briefly. There is no intention to provide an MPI user manual 
in its complete version, instead, this short description should be just a first motivation 
for beginners to write an MPI program that will effectively harness his computer, 
and to further explore the beauty and usefulness of the MPI approach. 


4.5 Process-to-Process Communication 


We know from previous chapters that a traditional process is associated with a pri- 
vate program counter of its private address space. Processes may have multiple 
program threads, associated with separate program counters, which share a single 
process' address space. The message passing model formalizes the communication 
between processes that have separate address spaces. The process-to-process com- 
munication has to implement two essential tasks: data movement and synchroniza- 
tion of processes; therefore, it requires cooperation of sender and receiver processes. 
Consequently, every send operation expects a pairing/matching receive operation. 
The cooperation is not always apparent in the program, which may hinder the under- 
standing of the MPI code. 

A schematic presentation of a communication between sender Process, 0 and 
receiver Process 1 is shown in Fig. 4.1. In this case, optional intermediate mes- 
sage buffers are used in order to enable sender Process. 0 to continue immediately 
after it initiates the send operation. However, Process. 0 will have to wait on the 
return from the previous call, before it can send a new message. On the receiver 
side, Process 1 can do some useful work instead of idling while waiting on the 
matching message reception. It is a communication system that must ensure that 
the message will be reliably transferred between both processes. If the processes 
have been created on a single computer, the actual communication will be proba- 
bly implemented through a shared memory. If the processes reside on two distant 
computers, then the actual communication might be performed through an existing 
interconnection network using, e.g., TCP/IP communication protocol. 

Although that blocking send/receive operations enable a simple way for synchro- 
nization of processes, they could introduce unnecessary delays in cases where sender 
and receiver do not reach communication point at the same real time. For example, 
if Process O issues a send call significantly before the matching receives call in 
Process 1,Process O0 will start waiting to the actual message data transfer. In 
the same way, processes' idling can happen if a process that produces many messages 
is much faster than the consumer process. Message buffering may alleviate the idling 
to some extent, but if the amount of data exceeds the capacity of the message buffer, 
which can always happen, Process 0 will be blocked again. 

The next concern of the blocking communication are deadlocks. For example, if 
Process, 0 and Process 1 initiate their send calls in the same time, they will 
be blocked forever by waiting matching receive calls. Fortunately, there are several 
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Fig.4.1 Communication between two processes awakes both of them while transferring data from 
sender Process. O0 to receiver Process, 1, possibly with a set of shorter sub-messages 


ways for alleviating such situations, which will be described in more detail near the 
end of Sect. 4.7. 

Before an actual process-to-process transfer of data happens, several issues have 
to be specified, e.g., how will message data be described, how processes will be 
identified, and how the receiver recognizes/screens messages, when the operations 
will complete. The MPI SEND and MPI RECV operations are responsible for the 
implementation of the above issues. 


4.5.1 MPI SEND (buf, count, datatype, dest, tag, 
comm) 


The operation, invoked by a blocking call MPI_SEND in the sender process source, 
will not complete until there is a matching MPI RECV in receiver process dest, 


identified by a corresponding rank. The MPI RECV will empty the input send 
buffer buf of matching MPT_SEND. The MPI SEND will return when the message 
data has been delivered to the communication system and the send buffer buf of the 
sender process source can be reused. The send buffer is specified by the following 
arguments: buf - pointer to the send buffer, count - number of data items, and 
datatype - type of data items. The receiver process is addressed by an envelope 
that consists of arguments dest, which is the rank of receiver process within all 
processes in the communicator comm, and of a message tag. 

The message tags provide a mechanism for distinguishing between different mes- 
sages for the same receiver process identified by destination rank. The tag is 
an integer in the range [0, UB] where UB, defined in mpi .h, can be found by 
querying the predefined constant MPI TAG UB. When a sender process has to send 
more separate messages to a receiver process, the sender process will distinguish 
them by using tags, which will allow receiver process to efficiently screening its 
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messages. For example, if a receiver process has to distinguish between messages 
from a single source process, a message tag will serve an additional means for 


messages differentiation. MPT ANY TAGisa constant predefined in mpi . h, which 
can be considered as a “wild-card”, where all tags will be accepted. 


4.5.2 MPI RECV (buf, count, datatype, source, tag, 
comm, status) 


This operation waits until the communication system delivers a message with 
matching datatype, source, tag, and comm. Messages are screened at the 
receiving part based on specific source, which is a rank of the sender pro- 
cess within communicator comm, or not screened at all on source by equating it 
with MPI ANY SOURCE. The same screening is performed with tag, or if screen- 
ing on tag is not necessary, by using MPI ANY TAG, instead. After return from 
MPI RECV the output buffer buf is emptied and can be reused. 

The number of received data items of datatype must be equal or fewer as spec- 
ified by count, which must be positive or zero. Receiving more data items results 
in an error. In such cases, the output argument status contains further information 
about the error. The entire set of arguments: count, datatype, source, tag 
and comm, must match between the sender process and the receiver process to initi- 
ate actual message passing. When a message, posted by a sender process, has been 
collected by a receiver process, the message is said to be completed, and the program 
flows of the receiver and the sender processes may continue. 

Most implementations of the MPI libraries copy the message data out of the user 
buffer, which was specified in the MPI program, into some other intermittent system 
or network buffer. When the user buffer can be reused by the application, the call to 
MPI SEND will return. This may happen before the matching MPI RECV is called 
or it may not, depending on the message data length. 


Example 4.2 Ping-pong message transfer 

Let us check the behavior of the MPI SEND and MPI_RECV operations on your 
computer, if the message length grows. Two processes will exchange messages that 
will become longer and longer. Each process will report when the expected message 
has been sent, which means that it was also received. The code of the MPI program 
MSMPImessage.cpp is shown in Listing 4.3. Note that there is a single program 
for both processes. A first part of the program, that determines the number of cooper- 
ating processes, is executed on both processes, which must be two. Then the program 
splits in two parts, first for process of rank = 0 and second of process of rank 
= 1. Each process sends and receives a message with appropriate calls to the MPI 
operations. We will see in the following, how the order of these two calls impacts 
the program execution. 
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#include "stdafx.h" 
#include <stdio.h> 
#include <stdlib.h> 
#include "mpi.h" 
int main(int argc, char* argy[]) 
{ 
doris numprocs, rank, tag = 100, msqusize—64; 
char ND UE 
MPI Status status; 
MPI Init(&argc, &argv); 
MPI Comm size(MPI COMM WORLD, &numprocs); 
i£ (numprocs l= 297 { 
printf ("The number of processes must be two!\n"); 
MPI_Finalize(); 
return (0); 
} 
MPI_Comm_rank(MPI_COMM_WORLD, &rank) ; 
Dic B (UNG process wd t arredi Urs 
hedasheGsiede wee. 
while (msg_size < 10000000) { 


msg-size = msg size *2; 
buf = (char *)malloc(msg size * gizeof(char)); 
3f (rank == 0) 4 


MPI Send(buf, msg size, MPI BYTE, rank+1, tag, MPI COMM WORLD); 
printf ("Message of length $d to process $dWMn",msg size,rank-*1); 
fflush(stdout); 

MPI Recv(buf, msg size, MPI BYTE, rank+1, tag,MPI COMM WORLD, 


&status); 
} 
uer Eran 
HE MPI_Recv(buf, msg_size, MPI_BYTE, rank-1, tag, MPI_COMM_WORLD, 
7472 d ctatusj5 


MPI Send(buf, msg size, MPI BYTE, rank-1, tag, MPI COMM WORLD); 
printf ("Message of length $d to process $dWMn",msg size,rank-1); 
fflush(stdout); 
MPI Recv(buf, msg size, MPI BYTE, rank-1, tag, MPI, COMM WORLD, 
&status); 
) 
free(buf); 
) 
MPI, Finalize(); 
} 


Listing 4.3 Verification of MPI_SEND and MPI_RECV operations on your computer. 


The output of this program should be as follows: 


$ mpiexec -n 2 MPImessage 

MPI process 0 started... 

MPI process 1 started... 

Message of length 128 send to process 1. 
Message of leng 128 returned to process O0. 
Message of leng 256 send to process 1. 
Message of leng 256 returned to process O0. 
Message of leng 512 send to process 1. 
Message of leng 512 returned to process O0. 
Message of leng send to process 1. 
Message of leng 1024 returned to process O0. 
Message of leng 2048 send to process 1. 
Message of leng 2048 returned to process 0. 
Message of leng 4096 returned to process 0. 
Message of leng 4096 send to process 1. 
Message of leng 8192 returned to process O0. 
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Message of length 8192 send to process 1. 
Message of length 16384 send to process 1. 
Message of length 16384 returned to process O0. 
Message of length 32768 send to process 1. 
Message of length 32768 returned to process 0. 
Message of length 65536 send to process 1. 
Message of length 65536 returned to process O0. 


The program blocks at the message length 65536, which is in some relation with 
the capacity of the MPI data buffer in the actual MPI implementation. When the 
message exceeds it, MPI_Send in both processes block and enter a deadlock. If we 
just change the order of MPT Send and MPI Recv by comment lines 36-37 and 
uncomment lines 31—32 in process with rank = 1,allexpected messages until the 
length 16777216 are transferred correctly. Some further discussion about the reasons 
for such a behavior will be provided later, in Sect. 4.7. 


4.5.3 MPI SENDRECV (sendbuf, sendcount, sendtype, 
dest, sendtag, recvbuf, recvcount, recvtype, 
Source, recvtag, comm, status) 


The MPI standard specifies several additional operations for message transfer that are 
a combination of basic MPI operations. They are useful for writing more compact 
programs. For example, operation MPI_SENDRECV combines a sending of mes- 
sage to destination process dest and a receiving of another message from process 
source, in a single call in sender and receiver process; however, with two distinct 
message buffers: sendbuf, which acts as an input, and recvbuf, which is an 
output. Note that buffers' sizes and types of data can be different. 

The send-receive operation is particularly effective for executing a shift operation 
across a chain of processes. If blocking MPI SEND and MPI_RECV are used, then 
one needs to order them correctly, for example, even processes send, then receive, 
odd processes receive first, then send - so as to prevent cyclic dependencies that may 
lead to deadlocks. By using MPI SENDRECV, the communication subsystem will 
manage these issues alone. 

There are further advanced communication operations that are a composition 
of basic MPI operations. For example, MPI SENDRECV REPLACE (buf, 
count, datatype, dest, sendtag, source, recvtag, comm, — 
status) operation implements the functionality the MPI SENDRECV, but uses 
only a single message buffer. The operation is therefore useful in cases with send 
and receive messages of the same length and of the same data type. 
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Seven basic MPI operations 


Many parallel programs can be written and evaluated just by using the following 
seven MPI operations that have been overviewed in the previous sections: 


MPI_INIT, 
MPI_FINALIZE, 
MPI_COMM_SIZE, 
MPI_COMM_RANK, 
MPI_SEND, 
MPI_RECV, 
MPI_WTIME. 


4.5.4 Measuring Performances 


The elapsed time (wall clock) between two points in an MPI program can be measured 
by using operation MPI_WTIME (). Its use is self-explanatory through a short 
segment of an MPI program example: 


double start, finish; 
start = MPI_Wtime (); 
... //MPI program segment to be clocked 
finish = MPI_Wtime (); 
printf ("Elapsed time is %f\n", finish - start); 


We are now ready to write a simple example of a useful MPI program that will 
measure the speed of communication channel between two processes. The program 
is presented, in more detail, in the next example. 


Example 4.3 Measuring communication bandwidth 

Let us design a simple MPI program, which will measure the communication 
channel bandwidth, i.e., the amount of data transferred in a specified time interval, 
by using MPI communication operations MPT SEND and MPI RECV. As shown 
in Fig. 4.2, we will generate two processes, either on a single computer or on two 
interconnected computers. In the first case, the communication channel will be a data- 
bus that "connects" the processes through their shared memory, while in the second 
case the communication channel will be an Ethernet link between computers. 

The process with rank = 0 will send a message, with a specified number of 
doubles, to the process with rank = 1. The communication time is a sum of the 
communication start-up time ¢, and the message transfer time, i.e., the transfer time 
per word f,, times message length. We could expect that with shorter messages the 
bandwidth will be lower because a significant part of communication time will be 
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Process 0 Process 1 


inbuf buf 


MPI. SEND(buf...) e. MPI. RECV (buf...) 


outbuf buf 


Messages of increasing length 


Fig.4.2 A simple methodology for measurement of process-to-process communication bandwidth 


spent on setting up the software and hardware of the message communication chan- 
nel, i.e., on the start-up time ts. On the other hand, with long messages, the data 
transfer time will dominate, hence, we could expect that the communication band- 
width will approach to a theoretical value of the communication channel. Therefore, 
the length of messages will vary from just a few data items to very long messages. 
The test will be repeated nloop times, with shorter messages, in order to get more 
reliable average results. 

Considering the above methodology, an example of MPI program MSMPIbw. 
cpp, for measuring the communication bandwidth, is given in Listing 4.4. We have 
again a single program but slightly different codes for the sender and the receiver 
process. The essential part, message passing, starts in the sender process with a call to 
MPI Send, which will be matched in the receiver process by a call to corresponding 
MPI Recv. 


Finclude “atdafx. b" 

#include <stdio.h> 

#include <stdlib.h> 

#include "mpi.h" 

#define NUMBER_OF_TESTS 10 //for more reliable average results 


int main(int argc, char* SCR I) 


{ 


double *but; 

ane rank, numprocs; 
INE n; 

double EI; C24 

int Jy ko EDIDIT 
MPI_Status status; 


MPI Init(&argc, &argv); 

MPI Comm size(MPI COMM WORLD, &numprocs); 

icf (numprocs l= 2 { 
printf ("The number of processes must be two!\n"); 
return (0); 

} 

MPI_Comm_rank(MPI_COMM_WORLD, &rank); 

thie Trank =s m af 
printf("\tn\ttime [sec]\tRate [Mb/sec]\n"); 

} 

for (n = 1; n « 100000000; n *= 2) { //message length doubles 
nroop = 1000000 YP m 


i£ (anlóop < 1) nloop = Ty //just a single loop for long messages. 
buf = (double *)malloc(n * sizeof(double)); 
alae, q(uremuey i 

printf("Could not allocate message buffer of size %$d\n", n); 


MPI Abort(MPI COMM WORLD, 1); 
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} 
for fk = 0z k < NUMBER OF TESTS; kt} í 


t£ (rank == 0) { 
eL- = MPI Weima); 
for (j = 0; j < nloop; j++) {//send message nloop times 


MPI_Send(buf, n, MPI DOUBLE, 1, k, MPI-COMM-WORDD).; 


ie) = (MFI Weine NESCIO OI 
} 
else if (rank == 1) { 
for (j = 0; j < nloop; j++) {//receive message nloop times 


MPI _Recy (buf, n, MPI DOUBLE, 0, k, NPI _COMM_WORLD, &status); 
} 


} 
if (rank == 0) ( //calculate bandwidth 
double bandwidth; 
bandwidth = n * sizeof(double)*1.0e-6 * 8 / t2; //in Mb/sec 
jouqalinlese (Y NetetE (etis LO) s ENTERS: Ninh aly, E2; Danawidthyy 
} 
free (buf); 
} 
MPI_Finalize(); 
return 0; 


} 


Listing 4.4 MPI program for measuring bandwidth of a communication channel. 


The output of the MPI program from Listing 4.4, which has been executed on two 
processes, each running on one of two computer cores that communicate through 
the shared memory, is shown in Fig. 4.3a with a screenshot of rank = 0 process 
user terminal, and in Fig. 4.3b with a corresponding bandwidth graph. The results 
confirmed our expectations. The bandwidth is poor with short messages and reaches 
the whole capacity of the memory access with longer messages. 

If we assume that with very short messages, the majority of time is spent on the 
communication setup, we can read from Fig. 4.3a (first line of data) that the setup time 
was 0.18 us. The setup time starts increasing when the messages become longer than 
16 of doubles. A reason could be that processes communicate until know through 
the fastest cache memory. Then the bandwidth increases until message length 512 
of doubles. A reason for a drop at this length could be cache memory incoherences. 
The bandwidth converges then to 43 Gb/s, which could be a limit of cache memory 
access. If message lengths are increased above 524 thousands of doubles, the band- 
width is becoming lower and stabilizes at around 17 Gb/s, eventually because of a 
limit in shared memory access. Note that the above merits are strongly related to a 
specific computer architecture and may therefore significantly differ among different 
computers. 

You are encouraged to run the same program on your computer and compare the 
obtained results with the results from Fig. 4.3. You may also run the same program 
on two interconnected computers, e.g., by Ethernet or Wi-Fi, and try to explain the 
obtained differences in results, taking into account a limited speed of your connection. 
Note that the maximum message lengths n could be made shorter in the case of slower 
communication channels. 
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Fig.4.3 The bandwidth of a communication channel between two processes on a single computer 
that communicate through shared memory. a) Message length, communication time, and bandwidth, 
all in numbers; b) corresponding graph of the communication bandwidth 


4.6 Collective MPI Communication 


The communication operations, described in the previous sections, are called from 
a single process, identified by a rank, which has to be explicitly expressed in the 
MPI program, e.g., by a statement if (my id == rank). The MPI collective 
operations are called by all processes in a communicator. Typical tasks that can be 
elegantly implemented in this way are as follows: global synchronization, reception 
of a local data item from all cooperating processes in the communicator, and a lot of 
others, some of them described in this section. 


4.6.1 MPI BARRIER (comm) 


This operation is used to synchronize the execution of a group of processes specified 
within the communicator comm. When a process reaches this operation, it has to 
wait until all other processes have reached the MPT BARRIER. In other words, no 
process returns from MPT BARRIER until all processes have called it. Note that the 
programmer is responsible that all processes from communicator comm will really 
call to MPT BARRIER. 

The barrier is a simple way of separating two phases of a computation to ensure 
that messages generated in different phases do not interfere. Note again that the 
MPI BARRIER is a global operation that invokes all processes; therefore, it could 
be time-consuming. In many cases, the call to MPT BARRIER should be avoided 
by an appropriate use of explicit addressing options, e.g., cag, source, or comm. 
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Process_0 (root) Process_1 Process_2 


MPI_BCAST MPI BCAST 


outbuf l outbuf outbuf 
m E 
——— 


Fig.4.4 Root process broadcasts the data from its input buffer in the output buffers of all processes 


4.6.2 MPI BCAST (inbuf, incnt, intype, root, comm) 


The operation implements a one-to-all broadcast operation whereby a single named 
process root sends its data to all other processes in the communicator, including to 
itself. Each process receives this data from the root process, which can be of any 
rank. At the time of call, the input data are located in inbuf of process root and 
consists of incnt data items of a specified intype. This implies that the number 
of data items must be exactly the same at input and output side. After the call, the 
data are replicated in inbuf as output data of all remaining processes. As inbuf 
is used as an input argument at the root process, but as an output argument in all 
remaining processes, it is of the INOUT type. 

A schematic presentation of data broadcast after the call to MPI BCAST is shown 
in Fig. 4.4 for a simple case of three processes, where the process with rank = 0 
is the root process. Arrows symbolize the required message transfer. Note that all 
processes have to call MPI BCAST to complete the requested data relocation. 

Note that the functionality of MPI BCAST could be implemented, in the above 
example, by three calls to MPI SEND in the root process and by a single corre- 
sponding MPI_RECV call in any remaining process. Usually, such an implementation 
will be less efficient than the original MPI_BCAST. All collective communications 
could be time-consuming. Their efficiency is strongly related with the topology and 
performance of interconnection network. 


4.6.3 MPI GATHER (inbuf, incnt, intype, outbuf, 
outcnt, outtype, root, comm) 


All-to-one collective communication is implemented by MPI_GATHER. This oper- 
ation is also called by all processes in the communicator. Each process, including 
root process, sends its input data located in inbuf that consists of incnt data 
items of a specified intype, to the root process, which can be of any rank. 
Note that the communication data can be different in count and type for each pro- 
cess. However, the root process has to allocate enough space, through its output 
buffer, that suffices for all expected data. After the return from MPI GATHER in all 
processes, the data are collected in outbuf of the root processes. 
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Process_0 (root) Process_1 Process_2 


inbuf D1 


MPI_GATHER MPI_GATHER MPI_GATHER 


Fig. 4.5 Root process gathers the data from input buffers of all processes in its output buffer 


A schematic presentation of data relocation after the call to MPI GATHER is 
shown in Fig. 4.5 for the case of three processes, where process with rank - 0 
is the root process. Note again that all processes have to call MPI_GATHER to 
complete the requested data relocation. 


4.6.4 MPI SCATTER (inbuf, incnt, intype, outbuf, 
outcnt, outtype, root, comm) 


This operation works inverse to MPI GATHER, i.e., it scatters data from inbuf of 
process root to outbuf of all remaining processes, including itself. Note that the 
count outcnt and type outtype of the data in each of the receiver processes are 
the same, so, data is scattered into equal segments. 

A schematic presentation of data relocation after the call to MPI SCATTER is 
shown in Fig. 4.6 for the case of three processes, where process with rank - 0 
is the root process. Note again that all processes have to call MPT SCATTER to 
complete the requested data relocation. 

There are also more complex collective operations, e.g., MPI GATHERV and 
MPI SCATTERV that allow a varying count of process data from each process and 
permit some options for process data placement on the root process. Such extensions 
are possible by changing the incnt and outcnt arguments from a single integer to 
an array of integers, and by providing a new array argument disp1s for specifying 
the displacement relative to root buffers at which to place the processes’ data. 


Process 0 (root) Process 1 Process 2 


MPLS GATTER MPI_SCATTER MPI_SCSTTER 


outbuf outbuf D2 


Fig.4.6 Root process scatters the data from its input buffer to output buffers of all processes in its 
output buffer 


110 4 MPI Processes and Messaging 
4.6.5 Collective MPI Data Manipulations 


Instead of just relocating data between processes, MPI provides a set of operations 
that perform several simple manipulations on the transferred data. These operations 
represent a combination of collective communication and computational manipula- 
tion in a single call and therefore simplify MPI programs. 

Collective MPI operations for data manipulation are based on data reduction 
paradigm that involves reducing a set of numbers into a smaller set of numbers via 
a data manipulation. For example, three pairs of numbers: {5, 1}, {3, 2}, {7, 6}, 
each representing the local data of a process, can be reduced in a pair of maximum 
numbers, i.e., (7, 6}, or in a sum of all pair numbers, i.e., (15, 9}, and in the same 
way for other reduction operations defined by MPI: 


e MPI MAX,MPI MIN;return either maximum or minimum data item; 

e MPI SUM,MPI PROD;return either sum or product of aligned data items; 

e MPI LAND,MPI LOR,MPI BAND,MPI BOR;return logical or bitwise AND 
or OR operation across the data items; 

e MPI_MAXLOC, MPI_MINLOC; return the maximum or minimum value and the 
rank of the process that owns it; 

e The MPI library enables to define custom reduction operations, which could be 


interesting for advanced readers (see references in Sect. 4.10 for details). 


The MPI operation that implements all kind of data reductions is 
MPI REDUCE (inbuf, outbuf, count, type, op, root, comm). 
The MPI REDUCE operation implements manipulation op on matching data items 
in input buffer inbuf from all processes in the communicator comm. The results 
of the manipulation are stored in the output buffer outbu£ of process root. The 
functionality of MPI_REDUCE is in fact an MPIT_GATHER followed by manipulation 
op in process root. Reduce operations are implemented on a per-element basis, 
i.e., ith elements from each process’ inbuf are combined into the ith element in 
outbuf of process root. 

A schematic presentation of the MPI_REDUCE functionality before and after the 
call: 

MPI REDUCE (inbuf,outbuf,2,MPI INT, MPI SUM,0,MPI COMM. 
WORLD) 

is shown in Fig. 4.7. Before the call, inbuf of three processes with ranks 0, 1, and 
2 were: (5, 1}, (3, 2}, and (7, 6}, respectively. After the call to the MPI REDUCE 
the value in outbuf of root process is (15, 9}. 

In many parallel calculations, a global problem domain is divided into sub- 
domains that are assigned to corresponding processes. Often, an algorithm requires 
that all processes take a decision based on the global data. For example, an iterative 
calculation can stop when the maximal solution error reaches a specified value. An 
approach to the implementation of the stopping criteria could be the calculation of 
maximal sub-domain errors and collection of them in a root process, which will 
evaluate stopping criteria and broadcast the final result/decision to all processes. MPI 


I 
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Fig. 4.7 Root process collects the data from input buffers of all processes, performs per-element 
MPI SUM manipulation, and saves the result in its output buffer 


provides a specialized operation for this task, i.e.: 

MPI ALLREDUCE (inbuf, outbuf, count, type, op, comm), 
which improves simplicity and efficiency of MPI programs. It works as MPI 
REDUCE followed by MPI BCAST. Note that the argument root is not needed 
anymore because the final result has to be available to all processes in the commu- 
nicator. For the same inbuf data as in Fig. 4.7 and with MPT SUM manipulation, 
a call to MPI ALLREDUCE will produce the result (15, 9}, in output buffers of all 
processes in the communicator. 


Example 4.4 Parallel computation of zt 

We know that an efficient parallel execution on multiple processors implies that 
a complex task has to be decomposed in subtasks of similar complexity that have 
to be executed in parallel on all available processors. Consider again a computation 
of x by a numerical integration of 4 n — x?dx, which represents the area of a 
circle with radius one that is equal to zr. A detailed description of this task is given 
in Section 2. We divide the interval [0, 1] into N subintervals of equal width. The 
area of subintervals is calculated in this case slightly different, by a multiplication 
of subinterval width with the evaluated integrand yi in the central point xi of each 
subinterval. Finally, all subareas are summed-up by a partial sum. The schematic 
presentation of the described methodology is shown in Fig. 4.8a with ten subintervals 
with central points xi = [0.05, 0.1, ..., 0.95]. 

If we have p available processes and p is much smaller than the number of subin- 
tervals N, which is usually the case if we need an accurate solution, the calculation 
load has to be distributed among all available processes, in a balanced way, for 
efficient execution. One possible approach is to assign each pth subinterval to a 
specific process. For example, a process with rank - myID will calculate the fol- 
lowing subintervals: i = myI D + 1, i + p, i + 2p, until i + (k — 1)p < N, where 
k = [N/p]. In the case of N > p, and N is dividable by p, k = N/p, and each 
process calculates N / p intervals. Otherwise, a small unbalance in the calculation 
is introduced, because some processes have to calculate one additional subinterval, 
while remaining processes will already finish their calculation. After the calculation 
of the area of subintervals, p partial sums are reduced to a global sum, i.e., by sending 
MPI messages to a root process. The global sum approximates zr, which should be 
now computed faster and more accurate if more intervals are used. 
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Fig. 4.8 a) Discretization of interval [0, 1] in 10 subintervals for numerical integration of quarter 
circle area; b) decomposition for two parallel processes: light gray subintervals are sub-domain of 
rank 0 process; dark gray subintervals of rank 1 process 


A simple case for two processes and ten intervals is shown in Fig. 4.8b. Five 
subintervals {1,3,5,7,9}, marked in gray, are integrated by rank 0 process and 
the other five subintervals {2,4,6,8,10}, marked in dark, are integrated by rank 1 
process. 

An example of an MPI program that implements parallel computation of zr, for 
an arbitrary p and N, in C programming language, is given in Listing 4.5: 


#include "stdafx.h" 

#include <stdio.h> 

#include <math.h> 

#include "mpi.h" 

inte main(int argc, char ass ga Ii) 

{ 
int done = 0; n, myid, mpm Si 
double PI25DT = 3.141592653589793238462643; 
dounbre jo, Ih, Sum; X; Start, Tinish: 
MPI Init(&argc, &argv); 
MPI_Comm_size(MPI_COMM_WORLD, &numprocs); 
MPI Comm rank(MPI COMM WORLD, &myid); 


while (!done) ( 
ir (myid ec 09 4 
printf ("Enter the number of intervals: (0 quits) "); 
Dilishiistd outs) a: 
scanf s (*3da", sem). 
start = MPI Wtime(); 


} 
//execute in all active processes 
MPI, Bcast(&n, 1, MPI INT, 0, MPI, COMM WORLD); 


2E dp == 0) done = I; 

Hoa I0 7 (doublen; 

sum = orcum 

for {1 = yid t L; i <= ny i += rv DOG: S $ 


be Sar 55 ((doupleyi =< i). 50) p 
sum += 4.0 * h * sqrt (Gl, (0) - x*x); 
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MPI_Reduce(&sum, &pi, 1, MPI_DOUBLE, MPI_SUM, 0, MPI_COMM_WORLD) ; 


if lmyid == y d 
finish = MPI_Wtime () ; 
pragntti mpi TSEdDp NX d6ot Error 19 $., 1I6f\n" Dpi, fabs pi- Pr2S5SDT) Y; 
priotfi*elapsed time is Siin"; Einish = Startis 


} 
} 
MPI_Finalize(); 
return 0; 


} 


Listing 4.5 MPI program in C for parallel computation of z. 


Let us open a Terminal window and a Task Manager window (see Fig. 4.9), where 
we see that the computer used has four cores, eight logical processors and is utilized 
by abackground task for 1796. After running the compiled program for the calculation 
of z ona single process and with 10? intervals, the execution time is about 31.4 s and 
the CPU utilization increases to 30%. In the case of four processes, the execution time 
drops to 7.9 s and utilization increases to 7096. Running the program on 8 processes 
a further speedup is noticed, by the execution time 5.1 s and CPU utilization 100%, 
because all computational resources of the computer are now fully utilized. From 
prints in the Terminal window, it is evident that the number z was calculated with 
similar accuracy in all cases. With our simple MPI program, we achieved a speedup 
a bit higher than 6, which is excellent! 


Recall, that we have parallelized the computation of x by distributing the com- 
putation of subintervals areas among cooperating processes. In this simple example, 
our, initially continuous, computation domain was interval [0, 1]. The domain was 
discretized into N subintervals. Then a 1-D domain decomposition was used to 
divide the whole domain into p sub-domains, where p is the number of cooperat- 
ing processes that did the actual computation. Finally, the partial results have been 
assembled in a selected host process and output as a final result. This is the most 
often used approach for the parallelization in numerical analysis. It can be applied 
for the operations on large vectors or matrices, for solutions of systems of equations, 
for solutions of partial differential equations (PDE), and similar. A more detailed 
methodology and analysis of the parallel program is given in Part III. 


CPU 


Fig.4.9 Screenshots of Terminal window and Task Manager indicating timing of the program for 
calculation of x and the computer utilization history 
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Quite enough MPI operations 


We are now quite familiar with enough operations for coding simpler MPI pro- 
grams and for evaluating their performances. A list of corresponding MPI oper- 
ations is shown below: 


Basic MPI operations: 


MPI_INIT, MPI_FINALIZE, 
MPI COMM SIZE, MPI COMM RANK, 
MPI SEND, MPI RECV, 


MPI operations for collective communication: 


MPI BARRIER, 
MPI BCAST, MPI GATHER, MPI SCATTER, 
MPI REDUCE, MPI ALLREDUCE, 


Control MPI operations: 


MPI WTIME, MPI STATUS, 
MPI INITIALIZED. 


4.7 Communication and Computation Overlap 


Contemporary computers have separate communication and calculation resources; 
therefore, they are able to execute both tasks in parallel, which is a significant potential 
for improving an MPI program efficiency. For example, instead of just waiting for 
a data transmission to be completed, a certain part of calculation could be done that 
could be eventually required in the next computing step. If a process can perform 
useful work while some long communication is in progress, the overall execution 
time might be reduced. This approach is often termed as a hiding latency. 

Various communication modes are available in MPI that enable hiding latency, but 
they require correct usage to avoid communication deadlock or program shutdown. 
The measures for managing potential deadlocks of communication operations are 
addressed in more detail in a separate subsection. Finally, a single MPI program in 
the ecosystems of more communicators is presented. More advanced topics, e.g., a 
virtual shared memory emulation through the so-called MPI windows, which could 
simplify the programming and improve the execution efficiency, are beyond the scope 
of this book and are well covered by continual evolving MPI standard, which should 
be ultimate reference of enthusiastic programmers. 
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4.7.1 Communication Modes 


MPI processes can communicate in four different communication modes: standard, 
buffered, synchronous and ready. Each of these modes can be performed in blocking 
or in non-blocking type, first being less eager to the amount of required memory for 
message buffering, and second being often more efficient, because of an ability to 
overlap the communication and computation tasks. 


Blocking Communication 

A standard mode send call, described in Sect. 4.5 with operation MPI_SEND, should 
be assumed as a blocking send, which will not return until the message data and 
envelope have been safely stored away. The sender process can access and overwrite 
the send buffer with a new message. However, depending on the MPI implementation, 
short messages might still be buffered while longer messages might be split and sent 
in shorter fragments, or they might be copied into a temporary communication buffer 
(see Fig. 4.1 for details). 

Because the message buffering requires extra memory space and memory-to- 
memory copying, implementations of MPI libraries do not guarantee the amount of 
buffering; therefore, one has always to count on the possibility that send call will 
not complete until a matching receive has been posted, and the data has been moved 
to the receiver. In other words, the standard send call is nonlocal, i.e., may require 
execution of an MPI operation in another process. 

According to the MPI standard, a program is correct and portable if it does not rely 
on system buffering in the standard mode. Buffering may improve the performance of 
a correct program, but does not affect the result of the program. There are three block- 
ing send call modes, indicated by a single-letter prefix: MPI BSEND,MPI SSEND, 
MPI RSEND, with B for buffered, S for synchronous, and R for ready, respectively. 
The send operation syntax is the same as in the standard send, e.g., MPI_BSEND 
(buf, count, datatype, dest, tag, comm). 

The buffered mode send is a standard send with a user-supplied message buffer- 
ing. It will start independent of a matching receive and can complete before a match- 
ing receive is posted. However, unlike the standard send, this operation is local, i.e., 
its completion is independent on the matching receive. Thus, if a buffered send is 
executed and no matching receive is posted, then the MPI will buffer the outgo- 
ing message, to allow the send call to complete. It is a responsibility of the pro- 
grammer to allocate enough buffer space for all subsequent MPI BSEND by calling 
MPI BUFFER ATTACH (bbuf, bsize). The buffer space bbuf cannot be 
reused by subsequent MPI_BSENDs if they have not been completed by matching 
MPI RECVS; therefore, it must be large enough to store all subsequent messages. 

The synchronous mode send can start independently of a matching receive. How- 
ever, the send will complete successfully only if a matching receive operation has 
started to receive the message sent by the synchronous send. Thus, the completion 
of a synchronous send not only indicates that the send buffer can be reused but also 
indicates that the receiver has reached a certain point in its execution, i.e., it has 
started executing the matching receive. If both sends and receives are blocking oper- 
ations then the use of the synchronous mode provides synchronous communication 
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semantics: a communication does not complete at either end before both processes 
rendezvous at the communication. A send executed in this mode is nonlocal, because 
its competition requires a cooperation of sender and receiver processes. 

The ready mode send may be started only if the matching receive has been already 
called. Otherwise, the operation is erroneous and its outcome is undefined. On some 
systems, this allows the removal of a handshake operation that is otherwise required, 
which could result in improved performance. In a correct program, a ready send 
can be replaced by a standard send with no effect on the program results, but with 
eventually improved performances. 

The receive call MPI_RECV is always blocking, because it returns only after the 
receive buffer contains the expected received message. 


Non-blocking Communication 
Non-blocking send start calls are denoted by a leading letter I in the name of MPI 
operation. They can use the same four modes as blocking sends: standard, buffered, 
synchronous, and ready, i.e., MPT ISEND, MPI_IBSEND, MPI_ISSEND, MPI_ 
IRSEND. Sends of all modes, except ready, can be started whether a matching receive 
has been posted or not; a non-blocking ready send can be started only if a matching 
receive is posted. In all cases, the non-blocking send start call is local, i.e., it returns 
immediately, irrespective of the status of other processes. Non-blocking communi- 
cations return immediately request handles that can be waited on, or queried, by 
specialized MPI operations that enables to wait or to test for their completion. 

The syntax of the non-blocking MPI operations are the same as in the standard 
communication mode, e.g.: 
MPI_ISEND (buf, count, datatype, dest, tag, comm, 
request), or 
MPI_IRECV (buf, count,datatype, dest, tag, comm, 
request), 
except with an additional request handle that is used for later querying by send- 
complete calls, e.g.: 
MPI_WAIT (request, status),or 
MPI_TEST (request, flag, status). 


A non-blocking standard send call MPI ISEND initiates the send operation, but 
does not complete it, in a sense that it will return before the message is copied out 
of the send buffer. A later separate call is needed to complete the communication, 
i.e., to verify that the data has been copied out of the send buffer. In the meantime, 
a computation can run concurrently. In the same way, a non-blocking receive call 
MPI IRECV initiates the receive operation, but does not complete it. The call will 
return before a message is stored into the receive buffer. A later separate call is needed 
to verify that the data has been received into the receive buffer. While querying about 
the reception of the complete message, a computation can run concurrently. 

We can expect that a non-blocking send MPI_ISEND immediately followed 
by send-complete call MPI WAIT is functionally equivalent to a blocking send 
MPI SEND. One can wait on multiple requests, e.g., in a master/slave MPI pro- 
gram, where the master waits either for all or for some slaves' messages, using MPI 
operations: 
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MPI_WAITALL (count, array_of_requests, array_of_statuses), 
or 
MPI_WAITSOME (incount, array_of_requests, outcount, 
array_of_indices, array_of_statuses). 

A send-complete call returns when data has been copied out of the send buffer. 
It may carry additional meaning, depending on the send mode. For example, if the 
send mode is synchronous, then the send can complete only if a matching receive has 
started, i.e., a receive has been posted, and has been matched with the send. In this 
case, the send-complete call is nonlocal. Note that a synchronous, non-blocking send 
may complete, if matched by a non-blocking receive, before the receive complete 
call occurs. It can complete as soon as the sender “knows” that the transfer will 
complete, but before the receiver “knows” that the transfer will complete. 

If the non-blocking send is in buffered mode, then the message must be buffered 
if there is no pending receive. In this case, the send-complete call is local and must 
succeed irrespective of the status of a matching receive. If the send mode is standard 
then the send-complete call may return before a matching receive occurred, if the 
message is buffered. On the other hand, the send-complete may not complete until a 
matching receive occurred, and the message was copied into the receive buffer. 

Some further facts or implications of the non-blocking communication mode are 
listed below. Non-blocking sends can be matched with blocking receives, and vice 
versa. The completion of a send operation may be delayed, for a standard mode, and 
must be delayed, for synchronous mode, until a matching receive is posted. The use 
of non-blocking sends in these two cases allows the sender to proceed ahead of the 
receiver, so that the computation is more tolerant of fluctuations in the speeds of the 
two processes. 

Non-blocking sends in the buffered and ready modes have a more limited impact. 
A non-blocking send will return as soon as possible, whereas a blocking send will 
return after the data has been copied out of the sender memory. The use of non- 
blocking sends is advantageous in these cases only if data copying can be concurrent 
with computation. 

The message passing model implies that a communication is initiated by the 
sender. The communication will generally have lower overhead if a receive is already 
posted when the sender initiates the communication, e.g., message data can be moved 
directly into the receive buffer, and there is no need to queue a pending send request. 
However, a receive operation can complete only after the matching send has occurred. 
The use of non-blocking receives allows one to achieve lower communication over- 
heads without blocking the receiver while it waits for the send. There are further, 
more advanced, approaches for optimized use of the communication modes that are 
beyond the scope of this chapter; however, they are well documented elsewhere (see 
Sect. 4.10). 


4.7.2 Sources of Deadlocks 


We know from previous sections that after a call to receive operation, e.g., MPI_ 
RECV, the process will wait patiently until a matching MPI SEND is posted. If the 
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matching send is never posted, the receive operation will wait forever in a deadlock. 
In practice, the program will become unresponsive until some time limit is exceeded, 
or the operating system will report a crash. The above situation can appear if two 
MPI RECV are issued in approximately the same time, on two different processes, 
that mutually expect a matching send and are waiting to the matching messages that 
will be never delivered. Such a situation is shown below with a segment from an MPI 
program, in C language, for process with rank = 0 and rank =1, respectively: 


if (rank == 0) { 
MPI Recv (rec buf, count, MPI BYTE, 1, tag, comm, &status); 
MPI Send (send buf, count, MPI BYTE, 1, tag, comm); 

j 

if (rank -- 1) ( 
MPI Recv (rec buf, count, MPI BYTE, 0, tag, comm, &status); 
MPI Send (send buf, count, MPI BYTE, 0, tag, comm); 


In the same way, if two blocking MPI SENDs are issued in approximately the 
same time, on process, e.g., with rank = Oandrank =1, respectively, both fol- 
lowed by a matching MPI RECV, they will never finish if MPI_SENDs are imple- 
mented without buffers. Even in the case that message buffering is implemented, 
it will usually suffice only for shorter messages. With longer messages, a deadlock 
situation could be expected, when the buffer space is exhausted, which was already 
demonstrated in Listing 4.3. 

The above situations are called “unsafe” because they depend on the implementa- 
tion of the MPI communication operations and on the availability of system buffers. 
The portability of such unsafe programs may be limited. 

Several solutions are available that can make an unsafe program “correct”. The 
simplest approach is to use the order of communication operations more carefully. 
For example, in the given example, by acallto MPI_SEND, in process with rank = 
0, first. Consequently, with exchanging the order of two lines in the program segment 
for process with rank - 0: 


[Es 


if (rank -- 0) ( 
MPI Send (send buf, count, MPI BYTE, 1, tag, comm); 
MPI Recv (rec buf, count, MPI BYTE, 1, tag, comm, &status); 


} 
if (rank == 1) { 


MPI Recv (rec buf, count, MPI BYTE, 0, tag, comm, &status); 
MPI Send (send buf, count, MPI BYTE, 0, tag, comm); 


send and receive operations are automatically matched and deadlocks are avoided in 
both processes. 
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An alternative approach is to supply receive buffer in the same time as the 
send buffer, which can be done by operation MPI_SENDRECV. If we replace the 
MPI_RECV and MPI_SEND pair by MPI_SENDRECV, in both processes, the dead- 
lock is not possible, because four buffers will prevent eventual mutual waiting. 

Next possibility is to use a pair of non-blocking operations MP RECV, MPI_ 
ISEND in each process, with subsequent waiting in both processes to both requests 
by MPI_WAITALL: 


MPI_Request requests[2] 


if (rank == 0) { 
MPI Irecv (rec buf,count,MPI BYTE,1,tag,comm,&requests[0]); 
MPI Isend(send, buf,count,MPI BYTE,1,tag,comm,&requests[1]); 


j 
else if (rank -- 1) ( 
MPI Irecv (rec buf,count,MPI BYTE 


E tag,comm, &requests[0]); 
MPI_Tsend(send_buf,count,MPI_BYTE, 


tag,comm, &requests[1]); 
} 
MPI_Waitall (2, request, MPI_STATUSES_IGNORI 


TH 


The call to MPI_TRECV is issued first, which provides a receive data buffer that is 
ready for the message that will arrive. This approach avoids extra memory copies of 
data buffers, avoids deadlock situations and could therefore speed up the program 
execution. 

Finally, non-blocking buffered send can be used MPI BSEND with explicit allo- 
cation of separate send buffers by MPI BUFFER ATTACH, however, this approach 
needs extra memory. 


Example 4.5 Hiding latency 

We have learned that a blocking send will continue to wait until a matching receive 
will signal that it is ready to receive. In situations where a significant calculation 
work follows a send of a large message, and it does not interfere with the send buffer, 
it might be more efficient to use non-blocking send. Now, the calculation work 
following the send operation can start almost immediately after the send process is 
initiated, and can continue to run while the send operation is pending. Similarly, a 
non-blocking receive could be more efficient than its blocking counterpart if work 
following the receive operation does not depend on the received message. 

In some MPI programs, communication and calculation tasks can run concur- 
rently, and consequently, can speed up the program execution. Suppose that a master 
process has to receive large messages from all slaves. Then, all processes have to 
do an extensive calculation that is independent of data in the messages. If blocking 
communication is used, the execution time will be a sum of communication and 
calculation time. If asynchronous, non-blocking communication is used, a part of 
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communication and calculation tasks could overlap, which could result in a shorter 


execution time. 


One way to implement the above task is to start a master process that will receive 
messages from all slave processes, and then proceed with its calculation work. The 
slave processes will send their messages and then start to calculate. The program 
runs until all communication and calculation are done. A simple demonstration code 


of overlapping communication and calculation is given in Listing 4.6. 


#include <mpi.h> #include <stdlib.h> #include <math.h> #include 
<stdio.h> 


double other_work(int numproc) 


{ 


algo. Ag double a; 
for (i 073 < 100000000/numproc; it+y} { 
a s stabi eem Lab) DE //different amount of calculation 


) 


return a; 


int main(int argc, char* argv[]) //number of processes must be > 1 


ine p, thy, yad, Eagal, jeverel, Shrek 
double start p; rún time, start c, com t, start W, work te Work r; 
double *buff nili 


MPI _ Request request; 
MPI Status status; 


MPI Init(&argc, &argv); 

start p - MPI Wtime(); 

MPI Comm rank(MPI COMM WORLD, &myid); 
MPI Comm size(MPI COMM WORLD, &p); 


#define master 0 
#define  MSGSIZE 100000000 //5000000 //different sizes of «€ 
messages 
buff - (double*)malloc(MSGSIZE * sizeof(double)); //allocate 
if (myid == master) { 
for (i = 0; i « MSGSIZE; i++) { //initialize message 
puffi] = ty 
} 
Start c = MPI_Wtime(); 
for (proc = L; proc<p; proc++) { 
pis dl 
MPI Irecv(buff, MSGSIZE, //non-blocking receive 
MPI, DOUBLE, MPI ANY SOURCE, tag, MPI, COMM WORLD, &« 
request); 
#endif 
#if O0 
MPI_Recv(buff, MSGSIZE, //blocking receive 


Jg 


#endif 
} 
comm t = MPI Wtime() = start c; 
start w - MPI Wtime(); 
workor = other work p) 
work_t = MPI_Wtime() - start_w; 


MPI Wait(&request, &status); //block until Irecv is done 


MPI DOUBLE, MPI, ANY, SOURCE, tag, MPI, COMM WORLD, &status< 
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else { //slave processes 
Start c = MPI_Wtime(); 
PrE di 
MPI Isend(buff, MSGSIZE, //non-blocking send 


MPI DOUBLE, master, tag, MPI COMM WORLD, &request); 
#endif #if 0 
MPI_Send(buff, MSGSIZE, //blocking send 
MPI_DOUBLE, master, tag, MPI COMM WORLD); 


#endif 
comm_t = MPI_Wtime()-start_c; 
start_w = MPI_Wtime(); 
workers = other work p) 
work_t = MPI_Wtime()-start_w; 
MPI Wait(&request, &status) ; //block until Isend is done 
} 
run_time = MPI_Wtime() - start_p; 
pron re Rank Mie icra) E Cales WE Tóotallai NE Work resultin); 
printf(" $dNt $e\t Se\t Se\t Se\t\n", myid, comm t, work t, run time,-« 
work r); 
fElush (stdout) + Lico COrrecr iy tinish arii printa 
free (buff); 


MPI_Finalize(); 
} 


Listing 4.6 Communication and calculation overlap. 


The program from Listing 4.6 has to be executed with at least two processes: one 
master and one or more slaves. The non-blocking MPI_Isend call, in all processes, 
returns immediately to the next program statement without waiting for the commu- 
nication task to complete. This enables other work to proceed without delay. 
Such a usage of non-blocking send (or receive), to avoid processor idling, has the 
effect of "latency hiding", where MPI latency is the elapsed time for an operation, 
e.g., MPI Isend, to complete. Note that we have used MPT ANY SOURCE in the 
master process to specify message source. This enables an arbitrary arrival order of 
messages, instead of a predefined sequence of processes that can further speed up 
the program execution. 

The output of this program should be as follows: 


$ mpiexec -n 2 MPIhiding 


Rank Comm[s] Calc[s] Total[s] Work result 
i 2.210910e-04 1.776894e+00 2.340671e+00 6.109991e-01 
Rank Comm[s] Calc[s] Total[s] Work result 


0 1.692562e-05 1.747064e+00 2.340667e+00 6.109991e-01 


Note that the total execution time is longer than the calculation time. The commu- 
nication time is negligible, even that we have sent 100 millions of doubles. Please 
use blocking MPI communication, compare the execution time, and explain the dif- 
ferences. Please experiment with different numbers of processes, different message 
lengths, and different amount of calculation, and explain the behavior of the execu- 
tion time. 
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4.7.3 Some Subsidiary Features of Message Passing 


The MPI communication model is by default nondeterministic. The arrival order 
of messages sent from two processes, A and B, to a third process, C, is not known 
in advance. 

The MPI communication is unfair. No matter how long a send process has been 
pending, it can always be overtaken by a message sent from another sender process. 
For example, if process A sends a message to process C, which executes a matching 
receive operation, and process B sends a competing message that also matches the 
receive operation in process C, only one of the sends will complete. It is the pro- 
grammer’s responsibility to prevent “starvation” by ensuring that a computation is 
deterministic, e.g., by forcing a reception of specific number of messages from all 
competing processes. 

The MPI communication is non-overtaking. If a sender process posts successive 
messages to a receiver process and a receive operation matches all messages, the 
messages will be managed in the order as they were sent, i.e., the first sent message 
will be received first, etc. Similarly, if a receiver process posts successive receives, 
and all match the same message, then the messages will be received in the same 
order as they have been sent. This requirement facilitates correct matching of a send 
to a receive operation and guarantees that an MPI program is deterministic, if the 
cooperating processes are single-threaded. 

On the other hand, if an MPI process is multi-threaded, then the semantics of thread 
execution may not define a relative order between send operations from distinct 
program threads. In the case of multi-threaded MPI processes, the messages sent 
from different threads can be received in an arbitrary order. The same is valid also for 
multi-threaded receive operations, i.e., successively sent messages will be received 
in an arbitrary order. 


Example 4.6 Fairness and overtaking of MPI communication 

A simple demonstration example of some MPI communication features is given in 
Listing 4.7. The master process is ready to receive 10* (size-1) messages, while 
each of the slave processes wants to send 10 messages to the master process, each 
with a larger tag. The master process lists all received messages with their source 
process ranks and their tags. 


#include "stdafx.h" 
#include "mpi.h" 
#include <stdio.h> 
IDE Main enter qoc Char Samo) 
i 
Inel ar MESZ er EE USES 
MPT Status statusy 


MPI Init(&argc, &argv); 
MPI Comm rank(MPI COMM WORLD, &rank) 
MPI Comm size(MPI COMM WORLD, &size) 
dae {(aedink me 09 4 
(Pus (a SOF 3L s LOS (etme qib) 5 Gbeew) 3 
MPI Recv(buf, 1, MPI INT, MPI ANY SOURCE, 


i 
i 
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MPI ANY TAG, MPI COMM WORLD, &status); 
PELNE Msg from tda with tag sdn", 
status MPE SOURCE etatus: MPE TAG); 
} 
i 
edis Gt vas S 
ene (ab = Wa cL < dU p ab ese) 
MIPHMEESendbmte mE MPT INT 0 17 MPI- COMM WOREDI 
j 
MPI Finalize(); 
tetura 0; 


} 


Listing 4.7 Demonstration of unfairness and non-overtaking in MPI communication. 


The output of this program depends on the number of cooperating processes. For 
the case of 3 processes it could be as follows: 


$ mpiexec -n 3 MPIfairness 


Msg from 1 with tag 0 
Msg from 1 with tag 1 
Msg from 1 with tag 2 
Msg from 1 with tag 3 
Msg from 1 with tag 4 
Msg from 1 with tag 5 
Msg from 1 with tag 6 
Msg from 1 with tag 7 
Msg from 1 with tag 8 
Msg from 1 with tag 9 
Msg from 2 with tag 0 
Msg from 2 with tag 1 
Msg from 2 with tag 2 
Msg from 2 with tag 3 
Msg from 2 with tag 4 
Msg from 2 with tag 5 
Msg from 2 with tag 6 
Msg from 2 with tag 7 
Msg from 2 with tag 8 
Msg from 2 with tag 9 


We see that all messages from the process with rank 1 have been received first, 
even that the process with rank 2 has also attempted to send its messages, so the 
communication was unfair. The order of received messages, identified by tags, is the 
same as the order of sent messages, so the communication was non-overtaking. 


4.7.4 MPI Communicators 


All communication operations introduced in previous sections have used the default 
communicator MPT COMM WORLD, which incorporates all processes involved and 
defines a default context. More complex parallel programs usually need more process 
groups and contexts to implement various forms of sequential or parallel decompo- 
sition of a program. Also, the cooperation of different software developer groups is 
much easier if they develop their software modules in distinct contexts. The MPI 
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library supports modular programming via its communicator mechanism that pro- 
vides the “information hiding" and “local name space", which are both needed in 
modular programs. 

We know from previous sections that any MPI communication operation specifies 
a communicator, which identifies a process group that can be engaged in the com- 
munication and a context (tagging space) in which the communication occurs. Differ- 
ent communicators can encapsulate the same or different process groups but always 
with different contexts. The message context can be implemented as an extended 
tag field, which enables to distinguish between messages from different contexts. 
A communication operation can receive a message only if it was sent in the same 
context; therefore, MPI processes that run in different contexts cannot be interfered 
by unwanted messages. 

For example, in master—slave parallelization, master process manages the tasks 
for slave processes. To distinguish between master and slave tasks, statements like 
if (rank==master) and if (rank>master) for ranks in a default commu- 
nicator MPI_COMM_WORLD can be used. Alternatively, the processes of a default 
communicator can be splitted into two new sub-communicators, each with a different 
group of processes. The first group of processes, eventually with a single process, 
performs master tasks, and the second group of processes, eventually with a larger 
number of processes, executes slave tasks. Note that both sub-communicators are 
encapsulated into a new communicator, while the default communicator still exists. 
A collective communication is possible now in the default communicator or in the 
new communicator. 

Ina further example, a sequentially decomposed parallel program is schematically 
shown in Fig. 4.10. Each of the three vertical lines with blocks represents a single 
process of the parallel program, i.e., P. 0, P. 1, and P. 2. All three processes form 
a single process group. The processes are decomposed in consecutive sequential 
program modules shown with blocks. Process-to-process communication calls are 
shown with arrows. In Fig. 4.10a, all processes and their program modules run in 
the same context, while in Fig. 4.10b, program modules, encircled by dashed curves, 
run in two different contexts that were obtained by a duplication of the default 
communicator. 

Figure 4.10a shows that MPI processes P. 0 and P. 2 have finished sooner than 
P 1. Dashed arrows denote messages that have been generated during subsequent 
computation in P. 0 and P. 2. The messages could be accepted by a sequential pro- 
gram module P1 mod 1 of MPI process P. 1, which is eventually NOT correct. 
A problem solution is shown in Fig. 4.10b. The program modules run here in two 
different contexts, New. comm (1) and New. comm (2). The early messages will be 
accepted now correctly by MPI receive operations in program module P1 mod 2 
from communicator New comm (2) , which uses a distinct tag space that will cor- 
rectly match the problematic messages. 
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Fig.4.10 Sequentially decomposed parallel program that runs on three processes. a) processes run 
in the same context; b) processes run in two different contexts 


The MPI standard specifies several operations that support modular programming. 
Two basic operations implement duplication or splitting of an existing communicator 
comm. 


MPI COMM DUP (comm, new comm) 


is executed by each process from the parent communicator comm. It creates a 
new communicator new comm comprising the same process group but a new con- 
text. This mechanism supports sequential composition of MPI programs, as shown 
in Fig. 4.10, by separating communication that is performed for different pur- 
poses. Since all MPI communication is performed within a specified communicator, 
MPI COMM DUP provides an effective way to create a new user-specified commu- 
nicator, e.g., for use by a specific program module or by a library, in order to prevent 
interferences of messages. 


MPI COMM SPLIT (comm, color, key, new comm) 


creates a new communicator new. comm from the initial communicator comm, com- 
prising disjoint subgroups of processes with optional reordering of their ranks. Each 
subgroup contains all processes of the same color, which is a nonnegative argu- 
ment. It can be MPI_UNDEFINED; in this case, its corresponding process will not be 
included in any of the new communicators. Within each subgroup, the processes are 
ranked in the order defined by the value of corresponding argument key, i.e., a lower 
value of key implies a lower value of rank, while equal process keys preserve the 
original order of ranks. A new sub-communicator is created for each subgroup and 
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returned as a component of a new communicator new_comm. This mechanism sup- 
ports parallel decomposition of MPI programs. The MPI_COMM_SPLIT is a collec- 
tive communication operation with a functionality similar to MPI_ALLGATHER to 
collect color and key from each process. Consequently, the MPI COMM SPLIT 
operation must be executed by every process from the parent communicator comm, 
however, every process is permitted to apply different values for color and key. 

Remember that every call to MPI_COMM_DUP or MPI_COMM_SPLIT should 
be followed by a call to MPI_COMM_FREE, which deallocates a communicator that 
can be reused later. The MPI library can create a limited number of objects at a time 
and not freeing them could result in a runtime error. 

More flexible ways to create communicators are based on MPI object MPI_ 
GROUP. A process group is an ordered set of process identifiers associated with an 
integer rank. Process groups allow a subset of processes to communicate among 
themselves using local names and identifiers without interfering with other processes, 
because groups do not have a context. Dedicated MPI operations can create groups 
in a communicator by MPI COMM GROUP, obtain a group size of a calling pro- 
cess by MPI GROUP SIZE, perform set operations between groups, e.g., union by 
MPI GROUP UNION, etc., and create a new communicator from the existing group 
by MPI COMM CREATE GROUP. 

There are many advanced MPI operations that support the creation of commu- 
nicators and structured communication between processes within a communicator, 
i.e., intracommunicator communication, and between processes from two different 
communicators, i.e., intercommunicator communication. These topics are useful for 
advanced programming, e.g., in the development of parallel libraries, which are not 
covered in this book. 


Example 4.7 Splitting MPI communicators 

Let visualize now the presented concepts with a simple example. Suppose that 
we would like to split a default communicator with eight processes ranked as rank 
= (01234567) to create two sets of process by a call to MPT COMM SPLIT, 
as shown in Fig. 4.11. Two disjoint sets should include processes with odd and 
even ranks, respectively. We therefore need two colors that can be created, for 
example, with division of original ranks by modulo 2: color = rank%2, which 
results in corresponding processes’ colors = (0101010 1]. Ranks of processes 
in new groups are assigned according to process key. If corresponding keys are (0 
0000000}, new process ranks in groups, new. g1 and new. 92, are sorted in the 
ascending order as in the initial communicator. 

AcalltoMPT COMM SPLIT (MPI COMM WORLD, rank%2, 0, & new. 
comm) ; will partition the initial communicator with eight processes in two groups 
with four processes, based on the color, which is, in this example, either O or 1. 
The groups, identified by their initial ranks, are new g1 = {0 2 4 6} and new g2 
= {1357}. Because all process keys are 0, new process ranks of both groups are 
sorted in ascending order as rank = (0 1 2 3}. 

A simple MPI programMSMPIsp1litt. cpp in Listing 4.8 implements the above 
ideas. MPI COMM SPLITiscalledby color = rank%2, whichis either 0 or 1. 
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MPI_Comm_split (MPI COMM WORLD, color, Key, &new_comm) ; 
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Fig. 4.11 Visualization of splitting the default communicator with eight processes into two sub- 
communicators with disjoint sets of four processes 


Consequently, we get two process groups with four processes per group. Note that 
the new process ranks in both groups are equal to (0 1 2 3), because the key = 0 
in all processes, and consequently, the original order of ranks remain the same. For 
an additional test, the master process calculates the sum of processes' ranks in each 
new group of a new communicator, using the MPT REDUCE operation. In this simple 
example, the sum of ranks in both groups should be equal to 0 + 1 -- 2 -- 3 — 6. 


tinclude “stdafx.h" 
#include <stdio.h> 
#include "mpi.h" 


üm'taemadmuamtetam qoe leche argv) 

{ 
pague: numprocs, org rank, new size, new rank; 
MPI Comm new comm; 


MPI Init(&argc, &argv); 
MPI Comm size(MPI COMM WORLD, &numprocs); 
MPI Comm rank(MPI COMM WORLD, &org rank); 


MPI Comm split(MPI COMM WORLD, org rank$2, 0, &new comm); 
y MPI Comm split(MPI COMM WORLD,org rank»-2,0rg rank«-3,&new comm); 
MPI Comm size(new comm, &new size); 
MPI Comm rank(new comm, &new rank); 
printf("'MPI COMM WORLD' process rank/size $d/$d has rank/size $d/$d ince 
'new comm'VAn", org rank, numprocs, new rank, new size); 


int sum ranks; //calculate sum of ranks in both new groups of new com 
MPI Reduce(&new rank, &sum ranks, 1, MPI INT, MPI SUM, 0, new comm); 
if (new rank -- 0) ( 

printf Sum of ranks in "new com: Sant, súm ms) 


} 


MPI Comm free(&new comm); 
MPI Finalize(); 
return 0; 


) 


Listing 4.8 Splitting a default communicator in two process groups of a new communicator. First 
and second process groups include, respectively, processes with even and odd ranks from the default 
communicator. 
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The output of compiled program from Listing 4.8, after running it on eight pro- 
cesses, should be similar to: 


$ mpiexec -n 8 MSMPIsplitt 

'MPI COMM WORLD' process rank/size 4/8 has rank/size 2/4 in ‘new_comm’ 
'MPI COMM WORLD' process rank/size 6/8 has rank/size 3/4 in ‘new_comm’ 
'MPI COMM WORLD' process rank/size 5/8 has rank/size 2/4 in ‘new_comm’ 
'MPI COMM WORLD' process rank/size 0/8 has rank/size 0/4 in 'new comm' 
Sum of ranks in 'new com': 6 
'MPI COMM WORLD' process rank/size 7/8 has rank/size 3/4 in 'new comm' 
'MPI COMM WORLD' process rank/size 1/8 has rank/size 0/4 in ‘new_comm’ 
Sum of ranks in 'new com': 6 
'MPI COMM WORLD' process rank/size 3/8 has rank/size 1/4 in ‘new_comm’ 
'MPI COMM WORLD' process rank/size 2/8 has rank/size 1/4 in ‘new_comm’ 


The above output confirms our expectations. We have two process groups in the 
new communicator, each comprising four processes with ranks 0 to 3. Both sums of 
ranks in process groups are 6, as expected. 

For an exercise, suppose that we have seven processes in the default communicator 
MPI COMM WORLD with initial ranks = {0 1 2 3 4 5 6}. Note that for this case, 
the program should be executed by mpiexec option -n 7. Let the color be 
(rank >= 2) and key be (rank <= 3), which results in process colors= {001 
1111) andkeysz {1111000}. AfteracalltoMPT COMM SPLIT operation, two 
process groups are created in new comm, with two and five members, respectively. 
By using initial rank for the processes identification, the processes in new groups 
are new g1- {0 1} and new_g2 = {2345 6}. 

The new ranks of processes in both groups are determined according to corre- 
sponding values of keys. Aligning the initial rank and key, we see, for example, 
that process with initial rank = 0 is aligned with key = 1, or process with initial 
rank = 4 is aligned with key = 0, etc. Now, the keys can be assigned to process 
groups as: key_g1 = {1 1} and key_g2 = {1 1000}. Because smaller values of 
keys relate with smaller values of ranks, and because equal keys does not change 
the original rank's order, we get: rank_g1 = {01} and rank_g2 = {3401 2}. For 
example, process with initial rank = 4 becomes a member of new_g2 with rank 
= 0. Obviously, the sums of ranks in both groups of the new communicator are 1 and 
10, respectively. Please, feel free to adapt MPI program MSMPIsplitt.cpp from 
Listing 4.8 in a way that it will implement the described example. 


4.8 How Effective Are Your MPI Programs? 


Already in the simple cases of MPI programs, one can analyze the speedup as a 
function of the problem size and as a function of the number of cooperating processes. 

The parallelization of sequential problems can be guided by various methodolo- 
gies that provide the same quantitative results, however, in different execution time 
or with different memory requirements. Some parallelization approaches are better 
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for a smaller number of computing nodes and other for a larger number of nodes. We 
are looking for an optimal solution that is simple, efficient, and scalable. A simple 
parallelization methodology, proposed by Ian Foster in his famous book “Designing 
and Building Parallel Programs”, is performed in four distinct stages: Partitioning, 
Communication, Agglomeration, and Mapping (PCAM). 

In the first two stages, the sequential problem is decomposed into, as small as 
possible, tasks and the required communication among the tasks is identified. The 
available parallel execution platform is ignored for these two phases, because the 
aim is a maximal decomposition, with the final goal, to improve concurrency and 
scalability of the discovered parallel algorithms. 

The third and fourth stages respect the ability of targeted parallel computer. The 
identified fine-grained tasks have to be agglomerated to improve performance and 
to reduce development costs. The last stage is devoted to the mapping of tasks on 
real computers, taking into account the locality of communication and balancing of 
calculation load. 

The developed parallel program speedup and, consequently, its efficiency and 
scalability depend mainly on the following three issues: 


e balancing of computing and communication loads among processes, 
e ratio between computing and communication loads, and 
e computer architecture. 


Further improvements in the parallelization efficiency could be obtained by an 
overlapping of calculation with communication, in particular in problems with large 
messages. Some of the approaches to measure the performance of MPI programs are 
presented in Part III. 


4.9 Exercises and Mini Projects 
Test Questions 


1. True or false: 
(a) MPI is a message passing library specification not a language or compiler 
specification. 
(b) In the MPI model processes communicate only by shared memory. 
(c) MPI is useful for an implementation of MIMD/SPMD parallelism. 
(d) A single MPI program is usually written that can run with a general number 
of processes. 
(e) It is necessary to specify explicitly, which part of the MPI code will run with 
specific processes. 
2. True or false: 
(a) A group and context together form a communicator. 
(b) A default communicator MPI COMM WORLD contains in its group all initial 
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10. 


11. 
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processes and its context is default. 

(c) A process is identified by its rank in the group associated with a communi- 
cator. 

(d) Maximal rank is equal to size. 


. List, in the required order, (a) MPI functions to control starting and terminating 


procedures of MPI processes. 
(b) MPI functions for determining the number of participating processes and the 
identifier of the current process. 


. Suppose that a process with rank 1 started the execution of MPI_SEND (buf, 


5, MPI INT, 4, 7, MPI COMM WORLD). 

(a) Which process has to start matching MPI RECV to finish this communica- 
tion? 

(b) Write the adequate MPI RECV. 

(c) What will be received? 


. Name the following definitions of the MPI communication semantics: 


(a) An operation may return before its completion, and before the user is allowed 
to reuse resources (such as buffers) specified in the call. 

(b) Return from an operation call indicates that resources can safely be reused. 
(c) A call may require execution of an operation on another process, or commu- 
nication with another process. 

(d) All processes in a group need to invoke the procedure. 

When a process makes a call to MPI_RECV, it will wait patiently until a matching 
send is posted. If the matching send is never posted, the receiver will wait forever. 
(a) Name this situation. 

(b) Describe a solution to the problem? 


. Give a functional equivalent program segment using non-blocking send to imple- 


ment blocking MPI send operation: MPI_SEND. 


. Name the following definitions of the MPI communication semantics: 


(a) If a sender posts two messages to the same receiver, and a receive operation 
matches both messages, the message first posted will be chosen first. 

(b) No matter how long a send has been pending, it can always be overtaken by 
a message sent from another process. 

(c) Does the MPI implementation by itself guarantee fairness? 

(a) Implement a one-to-all MPI broadcast operation whereby a single named 
process (root) sends the same data to all other processes. 

(b) Which process(es) has(have) to call this operation? 

Suppose an M x N array of doubles stored in a C row-major layout in the 
sender system memory. 

(a) Construct a continuous derived datatype MPI_newtype specifying a col- 
umn of the array. 

(b) Write an MPI Send to send the first column of array. Try the same for 
the second column. Note that the first stride starts now at array [0] [1]. 
Suppose four processes a, b, c, d, with corresponding oldrank in comm: 0, 
1, 2, 3. Let color=oldrank%2 and corresponding key= 7, 1, 0, 3. Identify 
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newgroups of newcomm, sorted by newranks, after the execution of: 
MPI_COMM_SPLIT (comm, color, key, newcomm). 
12. Which types of parallel program composition are supported by: 
(a) MPI COMM DUP (comm, newcomm) and by 
(b MPI COMM SPLIT (comm, color, key, newcomm)? 
(c) Are the above operations examples of collective operations? 


Mini Projects 


P1. Implement MPI program for a 2-D finite difference algorithm on a square 
domain with n x n — N points. Assume 5 points stencil (actual point and four 
neighbors). Assume ghost boundary points in order to simplify the calculation 
in border points (all stencils, including boundary points, are equal). Compare 
the obtained results, after a specified number of iterations, on a single MPI pro- 
cess and on a parallel multi-core computer, e.g., with up to eight cores. Use the 
performance models for calculation and communication to explain your results. 
Plot the execution time as a function of the number of points N and as a function 
of the number of processes p for, e.g., 10^ time steps. 

P2. Use MPI point-to-point communication to implement the broadcast and reduce 
functions. Compare the performance of your implementation with that of the 
MPI global operations MPI_BCAST and MPI REDUCE for different data sizes 
and different numbers of processes. Use data sizes up to 10^ doubles and up to 
all available number of processes. Plot and explain the obtained results. 

P3. Implement the summation of four vectors, each of N doubles, with an algorithm 
similar to the reduction algorithm. The final sum should be available on all 
processes. Use four processes. Each of them will initially generate its own 
vector. Use MPI point-to-point communication to implement your version of 
the summation of the generated vector. Test your program for small and large 
vectors. Comment results and compare the performance of your implementation 
with that of the MPI ALLREDUCE. Explain any differences. 


I 


4.10 Bibliographical Notes 


The primary source of MPI information is available at MPI Forum website: https:// 
www.mpi-forum.org/ where the complete MPI library specifications and documents 
are available. MPI features of Version 2.0 are mostly referenced in this book as later 
versions include more advanced options, however, they are backward compatible 
with MPI 2.0. 

Newer MPI standards [10] are trying to better support the scalability in future 
extreme-scale computing systems using advanced topics as: one-sided commu- 
nications, extended collective operations, process topologies, external interfaces, 
etc. Advanced topics, e.g., a virtual shared memory emulation through so-called 
MPI windows, which could simplify the programming and improve the execution 
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efficiency, are beyond the scope of this book and are well covered by the continual 
evolving MPI standard, which should be an ultimate reference of enthusiastic 
programmers. 

More demanding readers are adviced to check several well-documented open- 
source references for further reading, e.g., for the MPI standard [16], for MPI imple- 
mentations [1,2], and many other internet sources for advanced MPI programming. 

Note that besides the parallel algorithm, parallelization methodology [9], and 
the computational performance of the cooperating computers, the parallel program 
efficiency depends also on the topology and speed of the interconnection network 
[26]. 


OpenCL for Massively Parallel Graphic 
Processors 


Chapter Summary 

This chapter will teach us how to program GPUs using OpenCL. Almost all desktop 
computers ship with a quad-core processor and a GPU. Thus, we need a programming 
environment in which a programmer can write programs and run them on either a 
GPU or a quad-core CPU and a GPU. While CPUs are designed to handle complex 
tasks, such as time slicing, branching, etc., GPUs only do one thing well. They 
handle billions of repetitive low-level arithmetic operations. High-level languages, 
such as CUDA and OpenCL, that target the GPUs directly, are available today so 
GPU programming is rapidly becoming one of the mainstreams in the computer 
science community. 


5.1 Anatomy of a GPU 


In order to understand how to program massively parallel graphic processors, we 
must first understand how they are built. In the first part of this chapter, we will look 
behind the idea of processors in graphic processing units (GPU). The basic idea is to 
have many (hundreds or even thousands) simpler and weaker processing units in GPU 
instead of one or two powerful CPUs and let these many processors simultaneously 
perform the same instructions, but with different data. First, let us learn how a GPU 
is constructed. Then, we will learn how we program graphic processing units using 
the OpenCL language. 

Processors in GPU differ from general-purpose CPUs in that they have a much 
simpler structure that is designed to execute hundreds of arithmetic instructions 
simultaneously. To understand how to implement such an efficient massively paral- 
lel processor, we will first briefly describe how general-purpose CPUs are built. The 
simplified structure of a general-purpose single-core CPU is presented in Fig. 5.1a. 
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Fetch/Decode Out-of-order Fetch/Decode 


| Branch predictor 
ALU ALU 


| Pre-fetcher 


Execution Execution 


context 
(registers) 


context 
(registers) 


(a) Basic structure of a general-purpose (b) Basic structure 
single-core CPU. of a slim single- 
core CPU. 


Fig.5.1 a) A general-purpose single-core CPU. b) A slimmed single-core CPU 


It consists of the instruction fetch and instruction decode logic, an arithmetic-logic 
unit (ALU), and the execution context. The fetch/decode logic is responsible for 
fetching the instructions from memory, decoding them in order to prepare operands 
and select the required operation in ALU. The execution context comprises of the 
state of CPU such as a program counter, a stack pointer, a program-status regis- 
ter, and general-purpose registers. Such a general-purpose single-core CPU with a 
single ALU and execution context can run a single instruction from an instruction 
stream (thread) at atime. To increase the performance when executing a single thread, 
general-purpose single-core CPUs rely on out-of-order execution and branch predic- 
tion to reduce stalls. However, execution units are of no use without the instructions 
and the operands, which are stored in main memory. Transferring the instructions and 
operands to and from main memory requires considerable amount of power and time. 
This is addressed by the use of caches. Caches work on the principle of either spatial 
or temporal locality. They work well when an instruction stream is repeated many 
times (e.g., program loops) and when data is accessed from relatively close memory 
words. ALUs and fetch/decode logic run at high speed, consume little power, and 
require few hardware resources to build them. Contrary to execution units, a huge 
number of transistors is needed to build a cache (it may occupy up to 50% of the total 
die area) and they are very expensive. It is also one of the main energy absorbing 
element in general-purpose CPU. 


5.1.1 Introduction to GPU Evolution 


To build a GPU that comprises of tens or thousands of CPUs, we need a slimmer 
design of a CPU. For this reason, all complex and large units should be removed 
from general-purpose CPU: a branch predictor, out of order logic, caches, and a cache 
prefetcher. Such a single-core CPU with a slimmer design is presented in Fig. 5.1b. 
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Now, suppose we are running the following fragment of code on a slimmed single- 
core CPU from Fig. 5.1b: 


void vectorAdd( float *vecA, float *vecB, float *vecc ) { 
rane Wiel = Op 
while (tid < 28) { 
vecC [tid] = vecA[tid] + vecB[tid]; 
tra shes als 


y 
} 


Listing 5.1 Vector addition 


The C code in Listing 5.1 implements vector addition of two floating-point vectors, 
each containing 128 elements. A slimmed CPU executes a single instruction stream 
obtained after the compilation of the program in Listing 5.1. A compiled fragment 
of the function VectorAdd that runs on a single-core CPU is presented in Fig. 5.2. 
With the first two instructions in Fig. 5.2, we clear the registers r2 and r3 (suppose 
roO iz a zero register). The register r2 is used to store loop counter (tid from 
Listing 5.1) while the register r3 contains offset in the vectors VecA and VecB. 
Within the L1 loop CPU loads adjacent elements from the vectors VecA and VecB 
into the floating-point registers £1 and £2, adds them and stores the result from the 
register £1 into the vector VecC. After that we increment the offset in the register 
r3. Recall that the vectors contain floating-point numbers, which are represented 
with 32 bits (4 bytes), thus the offset is incremented by 4. At the end of the loop, 
we increment the loop counter (variable tid) in the register x2, compare the loop 
counter with the value of 128 (the number of elements in each vector) and loop back 
if the counter is smaller, then the length of the vectors VecA and VecB. 

Instead of using one slimmed CPU core from Fig. 5.2, we can use two such 
cores. Why? If we use two CPU cores form Fig. 5.2, we will be able to execute 
two instruction streams fully in parallel (Fig. 5.3). A two cores CPU from Fig. 5.3 
replicates processing resources (Fetch/Decode logic, ALU, and execution context) 
and organizes them into two independent cores. When an application features two 


add r2,r0,r0 ; tid=0 


add r3,r0,r0 
Fetch/Decode add r4,r0, ro 


lfp fl,r3(vecA) ; load vectors 

lfp f2,r3(vecB) ; vecA and vecB 

addf f1,f1,f2 ; add adjacent elements 
sfp fl,r3(vecC) ; store in vecC 

addi r3,r3,#4 


Execution 
context addi r2,r2,#1 


+ tid-tid-*1 
(registers) slti r4,r2,#128 ; 
bne r4,L1 ; loop back if tid«128 


Fig.5.2 A single instruction stream is executed on a single-core CPU 
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addi r2,r0,#64 
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Execution 


addi r3,r3,#4 
addi r2,r2,#1 
slti r4,r2,464 
bne r4,L1 


addi r3,r3,#4 
addi r2,r2,#1 
slti r4,r2,1128 
bne r4,L1 


context 
(registers) 


Fig.5.3 Two instructions streams (two threads) are executed fully in parallel on two CPU cores 


addi r2,r0,#tid ; tid 
¢— addi r3,r0,#tid 
slli r3,r3,#2 7 tid*4 
add r4,r4,r0 
ALUO| |ALU1 | |ALU2 | |ALU3| |ALU4| |ALU5| |ALU6) |ALU7 Ll: 
lfp fl,r3(vecA) ; add two 
lfp f2,r3(vecB) ; adjacent elements 
addf f1,f1,f2 ; at tid index 
sfp f1,r3(vecC) 
addi r3,r3,#32 


Contex O || Contex 2 || Contex 4 || Contex 6 


Contex 1 || Contex 3 || Contex 5 || Contex 7 


addi r2,r2,#8 ; tid-tid-*8 
Shared Data slti r4,r2,#128 
bne L1 


Fig. 5.4 A GPU core with eight ALUS, eight execution contexts, and shared fetch/decode logic 


instruction streams (i.e., two threads), a two cores CPU provides increased throughput 
by simultaneously executing these instruction streams on each core. In the case of 
vector addition from Listing 5.1, we can now run two threads on each core. In this 
case, each thread will add 64 adjacent vector elements. Notice that both threads in 
Fig. 5.3 have the same instruction stream but use different data. The first thread adds 
the first 64 elements (the loop index tid in the register r2 iterates from 0 to 63), 
while the second thread adds the last 64 elements (the loop index tid in the register 
r2 iterates from 64 to 127). 

We can achieve even higher performance by further replicating ALUs and exe- 
cution contexts as in Fig. 5.4. Instead of replicating the complete CPU core from 
Fig. 5.2, we can replicate only ALU and execution context and leaving the fetch/de- 
code logic shared among ALUS. As the fetch/decode logic is shared, all ALUs should 
execute the same operations contained in an instruction stream, but they can use dif- 
ferent input data. Figure 5.4 depicts such a core with eight ALUs, eight execution 
contexts and shared fetch/decode logic. Such a core usually implements additional 
storage for data shared among the threads. 

On such a core, we can add eight adjacent vector elements in parallel using one 
instruction stream. The instruction stream is now shared across threads with identical 
program counters (PC). The same instruction is executed for each thread but on 
different data. Thus, there is one ALU and one execution context per thread. Each 
thread should now use its own ID (tid) to identify data which is to be used in 
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Compute units and Processing elements 


Terminology about processor cores in a modern GPU can be very confusing. The mean- 
ing of a term depends on who manufactured a particular GPU. To make thing simple, 
we opted for the following terminology. A compute unit can be considered equivalent to 
cores in CPU. Compute units are the basic computational building blocks of GPUs. CPU 
cores were designed for serial tasks like productivity applications, while GPUs were 
designed for more parallel and graphics-intensive tasks like video editing, gaming, and 
rich Web browsing. Compute units have many ALUS and execution context that share a 
common fetch/decode logic. ALUs execute same instructions in a lock-step basis, i.e., 
running the same instruction but on different data. These CUs implement an entirely 
new instruction set that is much simpler for compilers and software developers to use 
and delivers more consistent performance. 


Top two GPU vendors, NVIDIA and AMD, use different names to describe compute 
units and processing elements. A compute unit is a stream multiprocessor in a NVidia 
GPU or a SIMD engine in an AMD GPU. A processing element is a stream processor 
in a NVidia GPU or an ALU in an AMD GPU. 


instructions. The compiler for such a CPU core should be able to translate the code 
from Listing 5.1 into the assembly code from Fig. 5.4. When the first instruction is 
fetched it is dispatched to all eight ALUs within the core. Recall that each ALU has 
its own set of registers (execution context) so each ALU would add its own tid to 
its own register r2. The same holds also for the second and all following instructions 
in the instruction stream. For example, the instruction 


lfp f1,r3(vecA) 


is executed on all ALUs at the same time. This instruction loads the element from 
vector vecA at the address vecA+r3. Because the value in r3 is based on dif- 
ferent tid, each ALU will operate on different element form vector vecA. Most 
modern GPUs use this approach where the cores execute scalar instructions but one 
instruction stream is shared across many threads. 

In this book, we well refer to a CPU core from Fig. 5.4 as Compute Unit (CU) 
and to ALU as Processing Element. Let us summarize the key-features of computer 
units. We can say that they are general-purpose processors, but they are designed very 
differently than the general-purpose cores in CPUs—they support so-called SIMD 
(Single Instruction Multiple Data) parallelism through replication of execution units 
(ALUS), and corresponding execution contexts, they do not support branch prediction 
or speculative execution and they have less cache than general-purpose CPUs. 

We can further improve the execution speed of our vector addition problem repli- 
cating compute units. Figure 5.5 shows a GPU containing 16 compute units. Using 
16 compute units as in Fig. 5.5 we can add 128 adjacent vector elements in parallel 
using one instruction stream. Each CU executes a code snippet in Fig. 5.5, which 
represents one thread. Let us suppose that we run 128 threads and each thread has 
its own ID, tid, where tid is in range 0... 127. The first two instructions load 
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add 13,r0,#tid 
slli r3,r3,82 
lfp fl,r3(vecA) 
lfp £2,r3(vecB) 
addf £1,£1,£2 
sfp fl,r3(vecC) 


Each GPU core (CU) executes this code 
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Fig. 5.5 Sixteen compute units each containing eigth processing elements and eigth separate 
contexts 


the thread ID tid into r3 and multiply it by 4 (in order to obtain the correct offset 
in floating-point vector). Now, the register r3 that belongs to each thread contains 
the offset of the vector element that will be accessed in that thread. Each thread 
then adds two adjacent elements of vecA and vecB and stores the result into the 
corresponding element of vecC. Because each compute units has eight processing 
elements (128 processing elements in total), there is no need for the loop. Hopefully, 
we are now able to understand the basic idea behind modern GPUs: use as many 
ALUS as possible and let ALUs execute same instructions in a lock-step basis, i.e., 
running the same instruction at the same time but on different data. 


5.1.2 A Modern GPU 


Modern GPUs comprise of tens of compute units. The efficiency of wide SIMD 
processing allows GPUs to pack many CU cores densely with processing elements. 
For example, the NVIDIA GeForce GTX780 GPU contains 2304 processing ele- 
ments. These processing elements are organized into 12 CU cores (192 PEs per CU). 
All modern GPUs maintain large numbers of execution contexts on chip to provide 
maximal memory latency-hiding ability. This represents a significant departure from 
CPU designs, which attempt to avoid or minimize stalls primarily using large, low- 
latency data caches and complicated out of order execution logic. Each CU contains 
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Table 5.1 Comparison of NVIDIA GPU generations 


GeForce GTX280 GeForce GTX580 GeForce GTX780 


Microarchitecture 


CUs 30 16 12 
PEs 240 512 2304 
PEs per CU 8 32 192 


32K 64K 


32-bit registers per CU 16K 


thousands of 32-bit registers that are used to store execution context and are evenly 
allocated to threads (or PEs). Registers are both the fastest and most plentiful mem- 
ory in the compute unit. As an example, CU in NVIDIA GeForce GTX780 (Kepler 
microarchitecture) contains 65,536 (64 K) 32-bit registers. To achieve large-scale 
multithreading, execution contexts must be compact. The number of thread contexts 
supported by a CU core is limited by the size of on-chip execution context stor- 
age. GPUs can manage many thread contexts (and provide maximal latency-hiding 
ability) when threads use fewer resources. When threads require large amounts of 
storage, the number of execution contexts (and latency-hiding ability) provided by 
a GPU drops. Table 5.1 shows the structure of some of the modern NVIDIA GPUs. 


5.1.3 Scheduling Threads on Compute Units 


The GPU device containing hundreds of simple processing elements is ideally suited 
for computations that can be run in parallel. That is, data parallelism is optimally 
handled on the GPU device. This typically involves arithmetic on large data sets 
(such as vectors, matrices, and images), where the same operation can be performed 
across thousands, if not millions, of data elements at the same time. To exploit such 
a huge parallelism, the programmers should partition their programs into thousands 
of threads and schedule them among compute units. To make it easier to switch to 
OpenCL later in this chapter, we will now define and use the same thread terminology 
as OpenCL does. In that sense, we will use the term work-item (WT) for a thread. 

Work-items (or threads) are actually scheduled among compute units in two steps, 
which are given as follows: 


Work-item (WI) and work-group (WG) 


A work-item in OpenCL is actually a thread in terms of its control flow and its memory 
model. Work-items are organized into work-groups, which are the unit of work sched- 
uled onto compute units. Because of this, work-groups also define the set of work-items 
that may share data using local memory and may synchronize at barriers. 
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Multithreaded Program 


WG 0 || WG1 || WG2 || WwG3 


WG 4 Wi 


GPU with 4 CUs GPU with 8 CUs 
cuo || cua cu2 || cus cuo cui || cu2 cu3 cua || cus cue || cu7 
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Fig.5.6 A programmer partitions a program into blocks of work-item (threads) called work-groups. 
Work-groups execute independently from each other on CUs. Generally, a GPU with more CUs 
will execute the program faster than a GPU with fewer CUs 


1. First, a programmer explicitly, within a program, partitions work-items into 
groups called work-groups (WG). A work-group is simply a block of work- 
items that are executed on the same compute unit. Besides that, a work-group 
also represents a set of work-items that can be synchronized by means of using 
barriers or memory fences. As a work-group runs on a compute-unit, all work- 
items within a work-group are able to share local memory that is present within a 
compute unit (this will be explained in more details in Sect. 5.1.4). After the pro- 
gram has been compiled and sent to execution, the hardware scheduler (which is 
a part of GPU) evenly assigns work-groups to compute-units. Work-groups exe- 
cute independently from each other on CUs. If there are more work-groups than 
CUs, the work-groups are evenly assigned to CUs. Work-groups can be sched- 
uled in any order by the hardware scheduler. In the following sections, we will 
learn how a programmer partitions a program into work-items and work-groups. 
Figure 5.6) shows how a multithreaded program is partitioned into work-groups 
that are assigned to several CUs. 

2. Second, the compute unit schedules and executes work-items from the same work- 
group in groups of 32 parallel work-items called warps. When a compute unit is 
given one or more work-groups to execute, it partitions them into warps and each 
warp gets scheduled by a warp scheduler for execution. The way a work-group 
is partitioned into warps is always the same; each warp contains work-items of 
consecutive, increasing work-items IDs with the first warp containing work-item 
0. Individual work-items composing a warp start together at the same program 
address, but they have their own instruction address counter and register state 
and are, therefore, free to branch and execute independently. However, the best 
performance is achieved when all work-items from the same warp execute the 
same instructions. 
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A warp executes one common instruction at a time. It means that work-items in 
a warp execute in a so-called lock-step basis, running the same instruction but on 
different data. Full efficiency is thus realized when all 32 work-items in a warp execute 
the same instruction sequence. If work-items in a warp diverge via a conditional 
branch (i.e., if we use conditional branches within the code executed by work-items), 
the warp serially executes each branch path taken, disabling work-items that are not 
on that path. When all branch paths complete, work-items converge back to the same 
execution path. 

At every instruction issue time, a warp scheduler selects a warp that has work- 
items ready to execute its next instruction (Fig. 5.7), and issues the instruction to those 
work-items. Work-items that are ready to execute are called active work-items. The 
number of clock cycles it takes for a warp to be ready to execute its next instruction 
is called latency. Full utilization is achieved when all warp schedulers have some 
instruction to issue for some warp at every clock cycle during that latency period. In 
that case, we say that latency is completely hidden. The most common reason a warp 
is not ready to execute its next instruction is that the instruction's input operands are 
not yet available. Another reason a warp is not ready to execute its next instruction 
is that it is waiting at some memory fence or barrier. A barrier can force CU to idle 
as more and more warps wait for other warps in the same work-group to complete 
execution of instructions prior to the barrier. Full utilization is achieved when more 
than one work-group is assigned to one CU, so that CU always have 32 work-items 
from some work-group that are ready to execute and are not waiting at the barrier. 


Warp 


A warp is a group of 32 work-items from the same work-group that are executed in 
parallel at the same time. Work-items in a warp execute in a so-called lock-step basis. 
Each warp contains work-items of consecutive, increasing work-items IDs. Individual 
work-items composing a warp start together at the same program address, but they 
have their own instruction address counter and register state and are therefore free to 
branch and execute independently. However, the best performance is achieved when all 
work-items from the same warp execute the same instructions. 


If processing elements within a CU remain idle during the period while a warp is 
stalled, then a GPU is inefficiently utilized. Instead, GPUs maintain more execution 
contexts on CU than they can simultaneously execute (recall that a huge register 
file is used to store context for each work-item). In such a way, PEs can execute 
instructions from active work-items when others are stalled. The execution context 
(program counters, registers, etc) for each warp processed by a CU is maintained on- 
chip during the entire lifetime of the warp. Therefore, switching from one execution 
context to another has no cost. Also, having multiple resident work-groups per CU 
can help reduce idling in the case of barriers, as warps from different work-groups 
do not need to wait for each other at barriers. 
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Fig.5.7 Scheduling of warps within a compute unit. At every instruction issue time, a warp sched- 
uler selects a warp that has work-items ready to execute its next instruction. Each warp always 
contains work-items of consecutive work-items IDs, but warps are executed out of order 


3WIL 


Memory hierarchy on GPU 


A GPU device has the following five memory regions accessible from a single work- 
item: 


Registers 

Local Memory 
Texture Memory 
Constant Memory 
Global Memory 


5.1.4. Memory Hierarchy on GPU 


Modern GPUs have several memories that can be accessed from a single work-item. 
Memory hierarchy of a modern GPU is shown in Fig. 5.8. A memory hierarchy has a 
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Table 5.2 Access time by Storage type Access tine 
memory level 
Registers 1 cycle 
Local memory 1-32 cycles 
Texture memory ~500 cycles 
Constant memory ~500 cycles 
Global memory ~500 cycles 


Fig.5.8 Memory hierarchy on GPU 


number of levels of areas where work-items can place data. Each level has its latency 
(i.e., access time) as shown in Table 5.2. 

The GPU has thousands of registers per compute unit (CU). The registers are at 
the first and also the most preferable level, as their access time is 1 cycle. Recall 
that GPU dedicates real registers to each and every work-item. The number of 
registers per work-item is calculated at compile time. Depending on the particular 
microarchitecture of a CU, there are 16 K, 32 K, or 64 K registers for all work-items 
within an CU. For example, with Kepler microarchitecture you get 64 K of registers 
per CU. If you decide to partition your program such that there are 256 work- 
items per work-group, and that there are four work-groups per CU, you will get 
65536 / (256*4) = 64 registers per work-item on a CU. 
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Each CU contains a small amount (64 kB) of very fast on-chip memory that 
can be accessed from the work-items running at the particular CU. It is mainly 
used for data interchange within a work-group running on CU. This memory is 
called local or shared memory. Local memory acts as a user-controlled L1 cache. 
Actually, on modern GPUs, this on-chip memory can be used as a user-controlled 
local memory or standard hardware-controlled L1 cache. For example, on Kepler 
CUs this memory can be split of 48 KB local memory/16 KB L1 cache. On CUs 
with the Tesla microarchitecture, there is 16 kB of local memory and no L1 cache. 
Local memory has around one-fifth of the speed of registers. 


Memory coalescing 


Coalesced memory access or memory coalescing refers to combining multiple memory 
accesses into a single transaction. Grouping of work-items into warps is not only relevant 
to computation, but also to global memory accesses. The GPU device coalesces global 
memory loads and stores issued by work-items of a warp into as few transactions as 
possible to minimize DRAM bandwidth. On the recent GPUs, every successive 128 
bytes (e.g., 32 single precision words) memory can be accessed by a warp in a single 
transaction. 


The largest memory space on GPU is the global memory. The global memory 
space is implemented in high-speed GDDR, or graphics dynamic memory, which 
achieves very high bandwidth, but like all memory, has a high latency. GPU global 
memory is global because it's accessible from both the GPU and the CPU. It can 
actually be accessed from any device on the PCI-E bus. For example, the GeForce 
GTX780 GPU has 3 GB of global memory implemented in GDDR5. Global memory 
resides in device DRAM and it is used for transfers between the host and device as 
well as for the data input to and output from work-items running on CUs. Reads and 
writes to global memory are always initiated from CU and are always 128 bytes wide 
starting at the address aligned at 128-bytes boundary. The blocks of memory that are 
accessed in one memory transactions are called segments. This has an extremely 
important consequence. If two work-items of the same warp access two data that fall 
into the same 128-bytes segment, data is delivered in a single transaction. If on the 
other hand there is data in a segment you fetch that no work-item requested—it is 
being read anyway and you (probably) waste bandwidth. And if two work-items from 
the same warp access two data that fall into two different 128-bytes segments, two 
memory transactions are required. The important thing to remember is that to ensure 
memory coalescing we want work-items from the same warp to access contiguous 
elements in memory so to minimize the number of required memory transactions. 

There are also two additional read-only memory spaces within global memory that 
are accessible by all work-items: constant memory and texture memory. The con- 
stant memory space resides in device memory and is cached. This is where constants 
and program arguments are stored. Constant memory has two special properties: first, 
it is cached, and second, it supports broadcasting a single value to all work-items 
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OpenCL kernel 


Code that gets executed on a GPU device is called a kernel in OpenCL. The kernels are 
written in a C dialect, which is mostly straightforward C with a lot of built-in functions 
and additional data types. The body of a kernel function implements the computation 
to be completed by all work-items. 


within a warp. This broadcast takes place in just a single cycle. Texture memory is 
cached so an image read costs one memory read from device memory only on a cache 
miss, otherwise, it just costs one read from the texture cache. The texture cache is 
optimized for 2D spatial access pattern, so work-items of the same warp that read 
image addresses that are close together will achieve best performance. 


5.2 Programmer's View 


So far, we have learned how GPUs are built, what are compute units and processing 
elements, how work-groups and work-items are scheduled on CUs, which memory 
is present on a modern GPU, and what is the memory hierarchy of a modern GPU. 
We have mentioned that a programmer is responsible for partitioning programs into 
work-groups of work-items. In the following sections, we will learn what is a pro- 
grammer’s view of a heterogeneous system and how to use OpenCL to program for 
a GPU. 


5.2.1 OpenCL 


OpenCL (Open Computing Language) is the open, royalty-free standard for cross- 
platform, parallel programming of diverse processors found in personal computers, 
servers, mobile devices, and embedded platforms. OpenCL is a framework for writing 
programs that execute across heterogeneous platforms consisting of central process- 
ing units (CPUs), graphics processing units (GPUs), and other types of processors 
or hardware accelerators. OpenCL specifies: 


e programming language for programming these devices, and 
e application programming interface to control the platform and execute programs 
on the compute devices. 


OpenCL defines the OpenCL C programming language that is used to write compute 
kernels—the C like functions that implements the task which is to be executed 
by all work-items running on a GPU. Unfortunately, OpenCL has one significant 
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drawback: it is not easy to learn. Even the most introductory application is difficult 
for a newcomer to grasp. Prior to jump into OpenCL and take advantage of its 
parallel-processing capabilities, an OpenCL developer needs to clearly understand 
three basic concepts: heterogeneous system (also called platform model), execution 
model, and memory model. 


5.2.2 Heterogeneous System 


A heterogeneous system (also called platform model) consists of a single host con- 
nected to one or more OpenCL devices (e.g., GPUs, FPGA accelerators, DSP or even 
CPU). The device is where the OpenCL kernels execute. A typical heterogeneous 
system is shown in Fig. 5.9. An OpenCL program consists of the host program, that 
runs on the host (typically this is a desktop computer with a general-purpose CPU), 
and one or more kernels that run on the OpenCL devices. The OpenCL device com- 
prises of several compute units. Each compute unit comprises of tens or hundreds of 
processing elements. 


5.2.3 Execution Model 


The OpenCL execution model defines how kernels execute. The most important 
concept to understand is NDRange (N-Dimensional Range) execution. The host 
program invokes a kernel over an index space. An example of an index space which 
is easy to understand is a for loop in C. In the for loop defined by the statement 
for(int i20; i«5; i++), any statements within this loop will execute five 
times, withi = 0, 1, 2, 3, 4. In this case, the index space of the loop is [0, 1, 2, 3, 4]. In 
OpenCL, index space is called NDRange, and can have 1, 2, or 3 dimensions. OpenCL 
kernel functions are executed exactly one time for each point in the NDRange index 
space. This unit of work for each point in the NDRange is called a work-item. 
Unlike for loops in C, where loop iterations are executed sequentially and in-order, 
an OpenCL device is free to execute work-items in parallel and in any order. Recall 
that work-items are not scheduled for execution individually onto OpenCL devices. 


Fig.5.9 A heterogeneous system 
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OpenCL execution model 


The OpenCL Execution Model: Kernels are executed by one or more work-items. Work- 
items are collected into work-groups and each work-group executes on a compute unit. 
Kernels are invoked over an index space called NDRange. A work-item is a single 
kernel instance at a point in the NDRange. NDRange defines the total number of work- 
items that execute in parallel. In other words, each work-item executes the same kernel 
function. 


Instead, work-items are organized into work-groups, which are the unit of work 
scheduled onto compute units. Because of this, work-groups also define the set of 
work-items that may share data using local memory. Synchronization is possible 
only between the work-items in a work-group. 

Work-items have unique global IDs from the index space. Work-items are further 
grouped into work-groups and all work-items within a work-group are executed on 
the same compute unit. Work-groups have a unique work-group ID and work-items 
have a unique local ID within a work-group. NDRange defines the total number 
of work-items that execute in parallel. This number is called global work size and 
must be provided by a programmer before the kernel is submitted for execution. The 
number of work-items within a work-group is called local work size. The programmer 
may also set the local work size at runtime. Work-items within a work-group can 
communicate with each other and we can synchronize them. In addition, work-items 
within a work-group are able to share memory. Once the local work size has been 
determined, the NDRange (global work size) is divided automatically into work- 
groups, and the work-groups are scheduled for execution on the device. 

A kernel function is written on the host. The host program then compiles the 
kernel and submits the kernel for execution on a device. The host program is thus 
responsible for creating a collection of work-items, each of which uses the same 
instruction stream defined by a single kernel. While the instruction stream is the 
same, each work-item operates on different data. Also, the behavior of each work- 
item may vary because of branch statements within the instruction stream. 

Figure 5.10 shows an example of NDRange where each small square represents 
a work-item. NDRange in Fig. 5.10 is a two-dimensional index space of size (GX, 
GY). Each work-item within this NDRange has its own global index (gx, gy). For 
example, the shaded square has global index (10, 12). The work items are grouped 
into two-dimensional work-groups. Each work-group contains 64 work-items and 
is of size (LX, LY). Each work-item within a work-group has a unique local index 
(lx, ly). For example, the shaded square has local index (2, 4). Also, each work-group 
has its own work-group index (wx, wy). For example, the work-group containing 
the shaded square has work-group index (1, 1). And finally, the size of the NDRange 
index space can be expressed with the number of work-groups in each dimension, 
(WX, WY). 
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Fig. 5.10 NDRange 


OpenCL memory model 


The OpenCL memory model: Kernel data must be specifically placed in one of four 
address spaces: global memory, constant memory, local memory, or private memory. 
The location of the data determines how quickly it can be processed and how the data 
is shared within a work-group. 


5.2.4 Memory Model 


Since common memory address space is unavailable on the host and the OpenCL 
devices, the OpenCL memory model defines four regions of memory accessible 
to work-items when executing a kernel. Figure 5.11 shows the regions of memory 
accessible by the host and the compute device. OpenCL generalizes the different 
types of memory available on a device into private memory, local memory, global 
memory, and constant memory, as follows: 


1. Private memory: a memory region that is private per work item. For example, 
on a GPU device this would be registered within the compute unit. 
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Fig.5.11 The OpenCL memory model 


2. Local memory: a memory region that is shared within a work-group. All work- 
items in the same work-group have both read and write access. On a GPU device, 
this is local memory within the compute unit. 

3. Global memory: a memory region in which all work-items and work-groups 
have read and write access. It is visible to all work-items and all work-groups. 
On a GPU device, it is implemented in GDDRS. This region of memory can be 
allocated only by the host during runtime. 

4. Constant memory: a region of global memory that stays constant throughout 
the execution of the kernel. Work-items have only read access to this region. The 
host is permitted both read and write access. 


When writing kernels in the OpenCL language, we must declare memory with certain 
address space qualifiers to indicate whether the data resides in global (__globa1), 
constant (__constant), local ( |. 1oca1), or it will default to private within a 
kernel. 
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5.3 Programming in OpenCL 

5.3.1 ASimple Example: Vector Addition 

We will start with a simple C program that adds the adjacent elements of two arrays 


(vectors). with N elements each. The sample C code for vector addition that is 
intended to run on a single-core CPU is shown in Listing 5.2. 


// add the elements of two arrays 
void VectorAdd(float *a, 

ELloat =b; 

iEdLexeue “ey, 

int iNumElements) { 


ine SiGe) = 0; 

while (iGID < iNumElements) { 
ererol = altero] bila er pa 
IGD += db 


} 


Listing 5.2 Sequential vector addition 


We compute the sum within a while loop. The index iGID ranges from 0 
to iNumElements - 1. In each iteration, we add elements a[iGID] and 
b [iGID] and place the result in the c[iGID]. 

Now, we will try to implement the same problem using OpenCL and execute it on 
a GPU. We will use this simple problem of adding two vectors because the emphasis 
will be on getting familiar with OpenCL and not on solving the problem itself. We 
will show how to split the code into two parts: the kernel function and the host code. 


Kernel Function 

We can accomplish the same addition on a GPU. To execute the vector addition 
function on a GPU device, we must write it as a kernel function that is executed on 
a GPU device. Each thread on the GPU device will then execute the same kernel 
function. The main idea is to replace loop iterations with kernel functions executing at 
each point in a problem domain. For example, process vectors with iNumElements 
elements with one kernel invocation per element or i NumElements threads (kernel 
executions). The OpenCL kernel is a code sequence that will be executed by every 
single thread running on a GPU. It is very similar in structure to a C function, but 
it has the qualifier | kernel. This qualifier alerts the compiler that a function is 
to be compiled to run on an OpenCL device instead of the host. The arguments are 
passed to a kernel as they are passed to any C function. The arguments in the global 
memory are described with  g10ba1 qualifier and the arguments in the shared 
memory are described with — 1ocal qualifier. These arguments should be always 
passed as pointers. 
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OpenCL: Get global ID 


The global ID for a working-item in NDRange is obtained by the get global id 
function: 
Size t get global id (uint dimindx) 


This function returns the unique global work-item ID value for dimension identified by 
its argument dimindx. Valid values of dimindx are 0 for the first dimension (row), 
1 for the second dimension (column) and 2 for the third dimension in NDRange. 


As each thread executing the kernel function operates on its own data, there should 
bea way to identify the thread end link it with particular data. To determine the thread 
id, we use the get. g1obal id function, which works for multiple dimensions. 

The kernel function should look similar to the function VectorAdd from List- 
ing 5.2. If we assume that each work-item calculates one element of array C, the 
kernel function looks like in Listing 5.3. 


// OpenCL Kernel Function for element by element 
// vector addition 
_ kernel void VectorAdd( 

E gliobaEteloat a; 

=~ global Tfroart* Joy, 

2- 9lobal acl@eiE c, 

int iNumElements 


) 4 


//find my global index and handle the data at this index 
ine LGID = gqetuglobal rd (0) 


if (iGID < iNumElements) { 
// add adjacent elements 
eltrcIDI = er [p sear) + ley [fakery |e 


} 


Listing 5.3 Vector Addition - the kernel function 


We intend to run this kernel in iNumElements instances so that each work-item 
in NDRange will operate on one vector element. The kernel function has four argu- 
ments. The first two arguments are the pointers to input arrays in global memory, 
a and b, namely. The third parameter is the pointer to the output array c in global 
memory. And finally, the fourth argument iNumElements is the number of ele- 
ments in arrays. Instead of summing in a while loop, each work-item discovers its 
global index in NDRange and process only the array elements at this index. For one- 
dimensional arrays we use one-dimensional index space. To discover its global index 
in one-dimensional index space, a work-item should call the get global id(0) 
function. Prior to run this kernel on a GPU device, we must setup the execution envi- 
ronment in the host code. 


152 5 OpenCL for Massively Parallel Graphic Processors 


Host Code 
In developing an OpenCL project, the first step is to code the host application. The 
host application runs on a user's computer (the host) and dispatches kernels to con- 
nected devices. The host application can be coded in C or C++. Because OpenCL 
supports a wide range of heterogeneous platforms, the programmer must first deter- 
mine which OpenCL devices are connected to the platform. After he discovers the 
devices constituting the platform, the programmer chooses one or more devices on 
which he wants to run the kernel function. Only after that can he compile and execute 
the kernel function on the selected device. Thus, the kernel functions are compiled 
in runtime and the compilation process is initiated from the host code. 

Prior to execute a kernel function, the host program for a heterogeneous system 
must carry out the following steps: 


1. Discover the OpenCL devices that constitute the heterogeneous system. The 
OpenCL abstraction of the heterogeneous system is represented with platform 
and devices. The platform consists of one or more devices capable of executing 
the OpenCL kernels. 

2. Probe the characteristics of these devices so that the software (kernel functions) 
can adapt to the specific features. 

3. Read the program source containing the kernel function(s) and compile the ker- 
nel(s) that will run on the selected device(s). 

4. Set up memory objects on the selected device(s) that will hold the data for the 
computation. 

5. Compile and run the kernel(s) on the selected device(s). 

6. Collect the final result from device(s). 


The host code can be very difficult to understand for the beginner, but we will soon 
realize that a large part of the host code is repeated and can be reused in different 
applications. Once we understand the host code, we will only devote our attention 
to writing kernel functions. The above steps are accomplished through the following 
series of calls to OpenCL API within the host code: 


Prepare and initialize data on host. 
Discover and initialize the devices. 
Create a context. 

Create a command queue. 

Create the program object for a context. 
Build the OpenCL program. 

Create device buffers. 

Write host data to device buffers. 
Create and compile the kernel. 

Set the kernel arguments. 

. Set the execution model and enqueue the kernel for execution. 
. Read the output buffer back to the host. 


9o STON OUR Oa por r3 
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Every host application requires five data structures: cl device id, 
cl, context, cl command queue, c1 program, and cl kernel. This data 
structures must be initialized and filled-in prior to enqueue the kernel function for 
execution. Listing 5.4 shows the host code. In paragraphs that follows we explain 
each step within the host code and briefly describe the OpenCL API function used 
to accomplish the step. For more detailed description of API calls, you should refer 
to OpenCL™ 2 2 Specification. 


#include «fcntl.h» 
#include <stdio.h> 
#include <stdlib.h> 
#include <string.h> 


#include <math.h> 

#include <unistd.h> 
#include <sys/types.h> 
#include <sys/stat.h> 
#include «OpenCL/opencl.h» 


erint status: 

eal INE OIRE: 

cl device id *devices = NULL; 
cl uint numDevices = 0; 

char buffer [100000]; 

ie uint puf uint; 

el ulong DUF ULONG? 

size_t buf_sizet; 

cl_int iNumElements = 512*512; 


el fEloat* srek; 
el floats sreb; 
cl iain. sre; 
el fróat result; 


FILE* programHandle; // File that contains kernel functions 
size_t programSize; 
char *programBuffer; 


cl_program cpProgram; // OpenCL program 
cl kernel ckKernel; // OpenCL kernel 
size t szGlobalWorkSize; // global work size 
size t szLocalWorkSize; // local work size 


// Main function 
Jf XOU AO EO KG RR IIR ORI KO GEO E ROG ERO E EG E 
int main(int argc, char **argv) 
{ 
// set and log Global and Local work size dimensions 
szLocalWorkSize = 512; 
szGlobalWorkSize = iNumElements; 
// Allocate host arrays 
SrcA = (void *)malloc(sizeof(cl float) * iNumElements) ; 
SrcB (void *)malloc(sizeof(cl float) * iNumElements); 
srcC - (void *)malloc(sizeof(cl float) * iNumElements); 
Ze IRIE E BUTS Epis 
for (amt i = 0; r<iNumElements,; itk Et 
cT eT ETARE NS TEA ode AE uen ETE 
sel ETOAC E NSTOB EEE) 1.0; 


Jf ECECKOK Kk e o b OK GE E E E EEG eG E EK e e e e e E E e e e e e e E 


7 / STEP 1: Discover and initialize the devices 
J [BRIO IORI RR Ro e 


74 Vse ciGetDaviceIDs() to retrieve the numbers of 
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// devices present 


status = clGetDevicelDs ( 
NULL, 
CL_DEVICE_TYPE_ALL, 
0, 
NULL, 
&numDevices); 

if (status !- CL SUCCESS) 


{ 
printf("Error: Failed to create a device group!\n"); 
return EXIT_FAILURE; 


i 


printf ("The number of devices found $d Nn", numDevices); 


// Allocate enough space for each device 


devices - (cl, device id*) malloc(numDevices*sizeof(cl, device id)); 
// Fill in devices with clGetDeviceIDs() 
status = clGetDeviceIDs( 

NULL, 


CL DEVICE TYPE ALL, 
numDevices, 
devices, 
NULL); 

if (status. l= CL_SUÜCCESS) 


printf("Error: Failed to create a device group!\n"); 
return EXIT_FAILURE; 


VE OK ECROXORGOEOEEGEORCAOKOAGROKGEOEOKORGOKOEG OK OX EO E E E E XE 


// STEP 2; Create a context 
[ORO OX OK ORO OR OO Re e 


cl context context - NULL; 
// Create a context using clCreateContext() and 
// associate it with the devices 
context = clCreateContext ( 
NULL, 
numDevices, 
devices, 
NULL, 
NULL, 
&status); 
despecta eet) 
{ 
printf("Error: Failed to create a compute context!\n"); 
return EXIT_FAILURE; 


PPR EREA SAR REA LEE REE DA RO AE Oe Oe Heh ok ee oe 
// STEP 3: Create a command queue 

JOR IORI IOI I III IO II TIO GRO 
cl_command_queue cmdQueue; 

// Create a command queue using clCreateCommandQueue(), 
// and associate it with the device you want to execute 


// on 
cmdQueue = clCreateCommandQueue( 
context, 
devices[1], // GPU 
CL. QUEUE, PROFILING ENABLE, 
&status); 
if (!cmdQueue) 


printf("Error: Failed to create a command commands !Wn"); 
return EXIT FAILURE; 
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Jf f ROCCO ke Oe b Ek e E e b e Gb b e e E e b E Ge b E e b b b e e E e e E E E e E e E e e e 


44 STEP 4: Create the program object for a context 

Jf RXCOOKOK OE IO ORO KORR EAR IO AOEKOEOEOEOKOEOE KG ROEEKOIOEOGOE OOEGEGEGO 

// 4 a: Read the OpenCL kernel from the source file and 

th get the size of the kernel source 

programHandle = fopen("/Users/patriciobulic/FRICL/VectorAdd.cl", "r")< 
fseek(programHandle, 0, SEEK END); 

programSize = ftell(programHandle); 

rewind(programHandle); 


printf("Program size = $1u B Mn", programSize); 


// 4 b: read the kernel source into the buffer programBuffer 


APA. add null-termination-required by clCreateProgramWithSource 
programBuffer = (char*) malloc(programSize + 1); 
programBuffer[programSize] = '\0’; // add null-termination 
fread(programBuffer, sizeof(char), programSize, programHandle); 


fclose(programHandle); 


// 4 c: Create the program from the source 


Ud 
cpProgram = clCreateProgramWithSource ( 
context, 
1, 
(const char **)&programBuffer, 
&programSize, 
&ciErr); 
if (!cpProgram) 
printf("Error: Failed to create compute program!\n")j; 
return EXIT FAILURE; 
) 


free(programBuffer); 


Jf RROKOROEOK OX ROO ROO RO ROEOKORGOKORO OK EEOK EOEOXROKOEOXOEGGKGE E E E  e 


// STEP 5: Build the program 
[XO ORAE OO AOI II OI OX OX KORG OE KO AO EO e e oe 
ciErr = clBuildProgram( 

cpProgram, 

0 

NULL, 

NULL, 

NULL, 

NULL); 


DE (ciErr l= CE SUCCESS) 
{ 

size_t len; 

char buffer [2048]; 


printf("Error: Failed to build program executable!\n"); 
clGetProgramBuildInfo(cpProgram, 
devices[1], 
CL_PROGRAM_BUILD_LOG, 
sizeof (buffer), 
buffer, 
&len) ; 
printf('*sXn", buffer); 
excite) 


[f CREEK OR OE OG EORR OG EORR GEORG EO OE EO EG E E OE EO GE E 


i? (STEP 6: (Create device buffers 
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[f RORCOEOEOK OE RO e EO ROGO EORR EO EO E E e E EO E E E e E E e E E e 


cl mem bufferA; // Input array on the device 
cl mem bufferB; // Input array on the device 
cl mem bufferC; // Output array on the device 
//cl mem noElements; 


/74 Size of data: 
size_t datasize = sizeof(cl float) * iNumElements; 


// Use clCreateBuffer() to create a buffer object (d A) 
// that will contain the data from the host array A 
bufferA - clCreateBuffer( 

context, 

CL MEM READ, ONLY, 

datasize, 

NULL, 

&status); 


// Use clCreateBuffer() to create a buffer object (d B) 
// that will contain the data from the host array B 
bufferB - clCreateBuffer( 

context, 

CL MEM READ, ONLY, 

datasize, 

NULL, 

&status); 


// Use clCreateBuffer() to create a buffer object (d C) 
// with enough space to hold the output data 
bufferC - clCreateBuffer( 

context, 

CL. MEM WRITE, ONLY, 

datasize, 

NULL, 

&status); 


Ta a a aa aa a a o a a a a a a a a o a a a A a a o oa a a Ed 


// STEP 7: Write host data to device buffers 
J. [ORR IR RR OE 
// Use clEnqueueWriteBuffer() to write input array A to 
// the device buffer bufferA 
status - clEnqueueWriteBuffer( 

cmdQueue, 

bufferA, 

CL. FALSE, 

0, 

datasize, 

SrcA, 

0, 

NULL, 

NULL); 


// Use clEnqueueWriteBuffer() to write input array B to 

74 the device büffer bufferB 

status = clEnqueueWriteBuffer ( 
cmdQueue, 
bufferB, 
CL. FALSE, 
0, 
datasize, 
SrcB, 
0, 
NULL, 
NULL); 


[f RORKOOKO  K IRR IRR RR RR TKR RR ARTO ROR RRR E 


// STEP 8: Create and compile the kernel 
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T [BRR e e OE E EO E EO E EO E EO GE E EO EO E E E KO E RE 


p Cfeate tho kernel 


ckKernel = clCreateKernel ( 
cpProgram, 
myectorAdd"* 
&ciErr); 
if (!ckKernel || ciErr CL_SUCCESS) 
{ 
printf("Error: Failed to create compute kernel!\n"); 
ecd ES 
) 


S [RRR RRO ROR RO Ed 


// STEP 9: Set the kernel arguments 
J. [ ORI OI IOI IO II IOI III III ITO II OE 
// Set the Argument values 
ciErr = clSetKernelArg(ckKernel, 
0 
sizeof (cl_mem), 
(void*) &bufferA) ; 
CU EX = clSetKernelArg(ckKernel, 
1 
sizeof(cl mem), 
(void*)&bufferB); 
ciErr [e clSetKernelArg(ckKernel, 
2, 
sizeof(cl mem), 
(void*)&bufferC); 
ciErr |= clSetKernelArg(ckKernel, 
3, 
sizeof (cl inti, 
(void*)&iNumElements); 


[f ROCK OK OK OE E OX OK e E e E E e E e e E e e e E e e e e e e e e 


// Start Core sequence... copy input data to GPU, compute, 
ru copy results back 


Ve 


// STEP 10; Enqueue the kernel for execution 
[XO IORI II IO II ORI IO III IOI TOI I ke 
// Launch kernel 
ciErr - clEnqueueNDRangeKernel( 
cmdQueue, 
ckKernel, 
1, 
NULL, 
&szGlobalWorkSize, 
&szLocalWorkSize, 
0, 
NULL, 
NULL); 
if (ciErr l= CL SUCCESS) 


printf("Error launchung kernel!\n" ); 


// Wait for the command commands to get serviced before 
Le reading back results 

Vip 

clFinish(cmdQueue); 


[f| OX K IR IIR IO X EO RO E XO E RO E 
// STEP 11: Read the output buffer back to the host 


[KEEGY E E e E E e EO e E E e E e e e e e E e e e e e 


// Synchronous/blocking read of results 
ciErr - clEnqueueReadBuffer( 


cmdQueue, 
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bufferc, 
CL_TRUE, 
0, 
datasize, 
srcC, 

0, 

NULL, 
NULL); 


// Wait for the command commands to get 
results 


clFinish(cmdQueue); 


4f check the result 


result = 0.0; 

for (int i=0; i<iNumElements; i++) { 
result += sree ia; 

} 

printf ("Result = Sf Nn", result); 


// Cleanup 
free(srcA); 
tree(srcB); 
Lreexsrcc)s 


if(ckKernel) clReleaseKernel(ckKernel); 
if(cpProgram) clReleaseProgram(cpProgram); 
if(cmdQueue) clReleaseCommandQueue(cmdQueue 
if(context) clReleaseContext(context); 
if(bufferA) clReleaseMemObject(bufferA); 
if(bufferB) clReleaseMemObject(bufferB); 
if(bufferC) clReleaseMemObject(bufferC); 


return 0; 


} 


serviced before reading back < 
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dj 


Listing 5.4 Host code for vector addition 


1. Discover and initialize the devices 


Every OpenCL program requires an OpenCL context, including a list of all OpenCL 
devices available on the platform. To discover and initialize the devices, we use the 


clGetDevicel 


Ds () function. We must call the cIGetDeviceI 


Ds () function 


for two times. In the first call, we use c1GetDevicel 


Ds () toretrieve the number 


of the OpenCL devices present on the platform. The code is shown in Listing 5.5. 


The number of OpenCL devices is returned in num 1 


Devices. Once we know how 


many OpenCL devices are available on the platform, we can obtain the list of all 


devices available on a platform with the second call 
function. 


of the clGetDeviceIDs() 


The sample code for discovering OpenCL devices is shown in Listing 5.6. 


J [RRR RRR o ke e e e Ok e e e e e e e EO e t EX e RR e e e e e e e e e e e o 


// STEP 1: Discover and initialize the devices 
L [BR RRRERRERERERERAER oe OE e ee e oe Gee eoo OG e e e oto AH 


// Use clGetDeviceIDs() to retrieve the number of 
// devices present 
status clGetDeviceIDs( 

NULL, 

CL- DEVICE TYPE ALL; 


0, 
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OpenCL: Get device ID 


To obtain the list of devices available on a platform we use the clGetDeviceIDs() 
function: 


cl int clGetDeviceIDs ( 
el piler tio gsm Lel lat o 5m y 
cl device type device type, 
cl uint num entries, 
cl device id *devices, 
cl uint *num devices) 


clGetDeviceIDs returns CL. SUCCESS if the function is executed successfully. 
Parameters are: 


e platform: Refers to the platform ID or can be NULL. 


e device type: A bitfield that identifies the type of OpenCL device. Some 
of valid values are CL, DEVICE TYPE CPU, CL DEVICE TYPE GPU and 
CL DEVICE TYPE ALL. For all other values refer to OpenCL 2.2 Specification. 


e num entries: The number of cl, device entries that can be added to devices. 
If devices is not NULL, the num entries must be greater than zero. 


e devices: A list of OpenCL devices found. In the case that this is NULL, then 
clGetDeviceIDs returns the number of devices in num. devices. Otherwise 
it returns a pointer to the list of available OpenCL devices in devices. 


e num devices: The number of OpenCL devices available that match 
device type.If num devices is NULL, this argument is ignored. 


Refer to OpenCL™ 2.2 Specification for more detailed description. 


NULL, 
&numDevices) ; 
aie eeeuewum. I= CL SUCCESS) 
{ 
printf("Error: Failed to create a device group!) Va"); 
return EXIT_FAILURE; 
} 


printf (“he number of devices found = td) \n", numDevices); 


// Allocate enough space for each device 

devices = (cl device id*) malloc (numDevices*sizeof (<> 
el device_id)i; 

// Fill in devices with clGetDeviceIDs() 


status = clGetDeviceIDs( 
NULL, 
CLE DEVICE TYPE ALL, 
numDevices, 
devices, 
NULL); 

IE (Cheenti: t= CL SUCCESS 


{ 
printf("Error: Failed to create a device groupn"); 
return EXIT_FAILURE; 
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OpenCL: Get device info 


To get information about an OpenCL device available on a platform we use the 
clGetDeviceInfo() function: 


cl a 


nt clGetDeviceInfo( 


cl device id device, 

cl device info param name, 
Size t param value size, 

void *param value, 

Size t *param value size ret) 


clGetDeviceInfo returns CL SUCCESS if the function is executed successfully. Param- 
eters are: 


e device: Refers to the device returned by cl1GetDeviceIDs. 


e param name: An enumeration constant that identifies the device information 


be 


ing queried. Some of valid values are CL. DEVICE MAX COMPUTE UNITS, 


CL DEVICE MAX WORK GROUP SIZE,CL DEVICE TYPE, etc. For all other 
values refer to OpenCL 2.2 Specification. 


e param value size: Specifies the size in bytes of memory pointed to by 
param value. 


e param value: A pointer to memory location where appropriate values for a given 
param name as specified in the table below will be returned.Specifies the size in 
bytes of memory pointed to by param value. 


e param value size ret: Returns the actual size in bytes of data being queried 
by param value.If param value size ret is NULL, it is ignored. 


Refer 


| } 


to OpenCL™ 2.2 Specification for more detailed description. 


Listing 5.5 


Discover and initialize devices 


the first call is used to discover the number of present devices. This number is returned 
in the numDevices variable. On an Apple laptop with an Intel GPU, there are two 
discovered devices: 


The number of devices found = 2 


Once we know the number of devices, we make enough space in devices buffer 


with mal 


loc(), and then we make the second call to clGetDeviceIDs() to 


obtain the list of all devices in the devices buffer. 
We can get and print information about an OpenCL device with the c1Get 


Devicel 


Info() function. 


The sample code for printing information about discovered OpenCL devices is 
shown in Listing 5.6. 
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jopeakiojcae (0 —— MaopeneiWNecevi ces -—— E 
for pint i=-0; t<numDevices; i++] 


oscar te {( 2 -- The device with the index $d --\n", i); 
clGetDeviceInfo(devices[i], 
CL. DEVICE NAME, 
sizeof(buffer), 
DUELON 
NULL) ; 
Prints DEVICEANAME = S; cover lonblse te eT 
clGetDeviceInfo(devices[i], 
CL. DEVICE VENDOR, 
sizeof(buffer), 
buffer, 
NULL); 
printet DEVICE VENDOR: — FSN n puber y 
clGetDeviceInfo(devices[i], 
CL. DEVICE MAX COMPUTE UNITS, 
sizeof (buf uint), 
&buf_uint, 
NULL) ; 
folrestinicse (EO DEVICE MAX COMPUTE UNITS = %u\n", 
(unsigned Int) OWE GINEN 
clGetDeviceInfo(devices[i], 
CL. DEVICE MAX WORK, GROUP SIZE, 
sizeof(buf sizet), 
&buf_sizet, 
NULL) ; 
printer’ CL. DEVICE MAX WORK GROUP SIZE = %u\n", 
Guniss gine ce sini.) BETIS ERUIT i. 
clGetDeviceInfo(devices[i], 
CL DEVICE MAX WORK ITEM DIMENSIONS, 
Suez eost bu teu mt 
&buf_uint, 
NULLI? 
Printi CL_DEVICE_MAX_WORK_ITEM_DIMENSIONS = %u\n", 
(uns Lanea INAC OWE DENCI: 


size_t workitem_size[3]; 
clGetDeviceInfo(devices[i], 
CL. DEVICE MAX WORK ITEM SIZES, 
sizeof(workitem size), 
&workitem size, 
NULL); 
jorectiniere (M CL DEVICE MAX WORK- ITEM SIZES = $u, %u, $u Nn", 
(unsigned int)workitem size[0], 
(unsigned int)workitem size[1], 
(unsigned int)workitem size[2]); 


} 


Listing 5.6 Print devices’ information 


The following is the output of the code in Listing 5.6 for an Apple laptop with an 
Intel GPU: 


=== OpenCL devices found on platform: === 
-- Device 0 -- 


DEVICE_NAME = Intel(R) Core(TM) i7-4770HQ CPU @ 2.20GHz 
DEVICE_VENDOR = Intel 

DEVICE MAX COMPUTE UNITS = 8 

CL DEVICE MAX WORK GROUP SIZE - 2200 

CL DEVICE MAX WORK ITEM DIMENSIONS - 3 

CL DEVICE MAX WORK ITEM SIZES - 1024, 1, 1 
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-- Device 1 -- 

DEVICE NAME - Iris Pro 
DEVICE VENDOR - Intel 
DEVICE MAX COMPUTE UNITS - 40 

CL DEVICE MAX WORK, GROUP SIZE - 1200 
C 

Cc 


1 DEVICE MAX WORK ITEM DIMENSIONS = 3 
, DEVICE MAX WORK ITEM SIZES - 512, 512, 512 


We can use this information about an OpenCL device later in our host program 
to automatically adapt the kernel to the specific features. In the above example, the 
device with index 1 is an Intel Iris Pro GPU. It has 40 compute units, each work-group 
can have up to 1200 work-items, which can span into three-dimensional NDRange 
and the maximum size in each dimension is 512. We can also see, that the device 
with index 0 is an Intel Core 17 CPU, which can also execute OpenCL code. It has 
eight compute units (four cores, two hardware threads per core). 


2. Create a context 

Once we have discovered the available OpenCL devices on the platform and have 
obtained ad least one device ID, we can create an OpenCL context. The context 
is used to group devices and memory objects together and to manage command 
queues, program objects, and kernel objects. An OpenCL context is created with one 
or more devices. Contexts are used by the OpenCL runtime for managing objects 
such as command-queues, memory, program, and kernel objects and for executing 
kernels on one or more devices specified in the context. An OpenCL context is created 
with the clCreateContext function. Listing 5.7 shows a call to this function. 


J [8 OR ke e be e e Oe Ee e e e E e e e E e b e e k e e e E e b e e e e e e e 


// STEP 2: Create a context 
Jf CEOROROR ROR Ok eoe eoe ob eoo o RE oe ke ek oe ob eoo o Eo eo ek e e oboe oto 


(Cul conis exi comte te =- NULL? 
// Create a context using clCreateContext() and 
// associate it with the devices 
context - clCreateContext( 
NULL, 
numDevices, 
devices, 
NULL, 
NULL, 
status); 
iE (CIE ee ade eitis.) 
( 
printf("Error: Failed to create a compute context!\n"); 
return EXIT_FAILURE; 
} 


Listing 5.7 Create a context 


3. Create a command queue 

When the context is created, command queues are created that allow commands 
to be sent to the OpenCL devices associated to the context. Commands are placed 
into the command queue in order the calls are made. The most common use of 
queues is to enqueue OpenCL kernel functions for execution on a device. The 
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OpenCL: Create a context 


An OpenCL context is created by the clCreateContext () function: 


cl context clCreateContext( 

cl context properties *properties, 

cl uint num devices, 

const cl device id *devices, 

vone) “joel oey d 
const char *errinfo, 
const void *private info, 
size t cb, 
void *user. data 

Js 

void *user data, 

cl int *errcode ret) 


An OpenCL context is created with one or more devices. Contexts are used by the 
OpenCL runtime for managing objects such as command-queues, memory, program 
and kernel objects and for executing kernels on one or more devices specified in the 
context. clCreateContext returns a valid non-zero context and errcode ret is 
set to CL. SUCCESS if the context is created successfully. Otherwise, it returns NULL 
value with the values returned in errcode_ret. Refer to OpenCLTM 2 2 Specification 
for more detailed description. 


clCreateCommandQueue function is used to create a command queue. By 
enqueuing commands, we request that the OpenCL device execute the operations in 
the order. If we have multiple OpenCL devices, we must create a command queue 
for each OpenCL device and submit commands separately to each. Listing 5.8 shows 
how to create a command queue for an OpenCL device. 


VA KE ko e e ob e e e e b e b e b b e b e e e e E e ob e b e E t e e e Oe e e e e 


// STEP 3: Create a command queue 
Lf ECKE OO eoe koe eoe eoe ob oe eoo ke ok eoe ok eoe oe eoo o e ok eb ob tob ot 


cl command queue cmdQueue; 

// Create a command queue using clCreateCommandQueue(), 
// and associate it with the device you want to execute 
EOD 


cmdQueue - clCreateCommandQueue( 
context, 
devices[1], // GPU 
CL_QUEUE_PROFILING_ENABLE, 
status); 

if (!cmdQueue) 


{ 
printf("Error: Failed to create a command commands!\n"); 
return EXIT FAILURE; 

J 


Listing 5.8 Create a command queue 
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OpenCL: Create a command queue 


To create a command-queue a specific device use the cl CreateCommandQueue ( ) 
function: 


cl command queue clCreateCommandQueue ( 
cl context context, 
cl device id device, 
cl command queue properties properties, 
cl int *errcode ret) 


clCreateCommandQueue returns a valid non-zero command-queue and 
errcode retissetto CL SUCCESS if the command-queue is created successfully. 
Otherwise, it returns NULL value with the values returned in errcode ret. The 
third argument specifies if profiling is enabled (CL. QUEUE PROFILING ENABLE) 
to measure execution time of commands or disabled (0). Refer to OpenCL™ 2.2 Spec- 
ification for more detailed description. 


4. Create the program object for a context 

An OpenCL program consists of a set of kernel functions that are identified as func- 
tions declared with the | kernel qualifier in the program source. Kernel functions 
are functions that are executed on a particular OpenCL device. OpenCL programs 
may also contain auxiliary functions and constant data that can beusedby | kernel 
functions. 

OpenCL allows applications to create a program object using the program source 
or binary and build appropriate program executables. This allows applications to 
determine whether they want to use the pre-built offline binary or load and compile 
the program source and use the executable compiled/linked online as the program 
executable. This can be very useful as it allows applications to load and build program 
executables online on its first instance for appropriate OpenCL devices in the system. 
These executables can now be queried and cached by the application. Future instances 
of the application launching will no longer need to compile and build the program 
executables. The cached executables can be read and loaded by the application, which 
can help significantly reduce the application initialization time. 

To create a program object, we use the clCreateProgramWithSource func- 
tion. Listing 5.9 shows how to: 


e read the OpenCL kernel from the source file VectorAdd.cl, 
e read the kernel source into the buffer programBuf fer, and 
e create the program from the source. 


J [RR RRR KR ke e e e ke e e e e e e EK e e e OX e e e e e e RRR e b e e e o 


// STEP 4: Create the program object for a context 


J [RRR ok ke e e Oe e e e OO e e EC e e ORO Oe e e e e e e X e e b e e e e o 


5.3 
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OpenCL: Create a program object 


To create a program object for a context use the c1CreateProgramWithSource () 
function: 


cl program clCreateProgramWithSource ( 
cl context context, 
GL viae COVE, 
const iehari i USIEISIIIg S, 
const size_t *lengths, 
cl_int *errcode_ret) 


clCreateProgramWithSource creates a program object for a context, and loads 
the source code specified by the text strings in the strings array into the program 
object. clCreateCommandQueue returns a valid non-zero program object and 
errcode ret is set to CL SUCCESS if the program object is created successfully. 
Otherwise, it returns NULL value with the values returned in erzrcode ret. Refer 
to OpenCL™ 2 2 Specification for more detailed description. 


// 4 a: Read the OpenCL kernel from the source file and 

v get the size of the kernel source 

programHandle = fopen("/Users/patriciobulic/FRICL/VectorAdd«c- 
meld irte 

fseek(programHandle, 0, SEEK END); 

programSize = ftell(programHandle) ; 

rewind (programHandle) ; 


jokeatiaueie (CV ieiaeerecin size = scc B Yn", programsize)y 


// 4 b: read the kernel source into the buffer «€ 
programBuffer 


vr add null-termination-required by «€ 
clCreateProgramWithSource 

programBuffer = (char*) malloc(programSize + 1); 
programBuffer[programSize] - 'N0'; // add null-termination 
fread(programBuffer, sizeof(char), programSize, < 


programHandle); 
fclose(programHandle); 


Z% 4 Cs Create the program from the "source 


tite 

cpProgram = clCreateProgramWithSource ( 
context, 
y 
(const char **) &programBuffer, 
&programSize, 
SiC a Eee); 

if. (epProgram) 


{ 
printf("Error: Failed to create compute program!\n"); 
return EXIT_FAILURE, 

} 


free (programBuffer) ; 


Listing 5.9 Create the program object for a context 
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OpenCL: Build a program executable 


To build (compile and link) a program executable from the program source or binary 
use the cIBuildProgram() function: 
cl int clBuildProgram ( 

cl program program, 

cl uint num devices, 

const cl, device id *device list, 

const char *options, 

void (*pfn notify) (cl program, void *user data), 

void *user data) 
clBuildProgram returns CL. SUCCESS if the function is executed successfully. 
Otherwise, it returns one of errors. Refer to OpenCL™ 2.2 Specification for more 
detailed description. 


5. Build the program 

Once we have created a program object using the function clCreateProgram 
WithSource, we must build a program executable from the contents of the program 
object. Building the program compiles the source code in the program object and 
links the compiled code into an executable program. The program object can be 
built for one or more OpenCL devices using the function c1BuildProgram. This 
function builds (compiles and links) a program executable from the program source 
or binary.The function c1BuildProgram modifies the program object to include 
the executable, the build log and build options. Listing 5.10 shows how to build the 
program and read build information for the selected device in the program object in 
the case when the build process fails. 


J [KR RRR e ke e e Oe e e e RR e e OEC e ORO e e e e RR e b e e e o 


// STEP 5: Build the program 


J [8 RRR e e e b e e e OE e e e e e Ee e e OE e b e e e e E e e e e e e e e e e e e e 


ciErr = clBuildProgram( 
cpProgram, 
0, 
NULL, 
NULL, 
NULL, 
NULL) 4 

ime Feiibre: he CL SUCCESS) 


{ 
size_t len; 
char buffer [2048]; 


printf("Error: Failed to build program executable!\n"); 
clGetProgramBuildInfo(cpProgram, 

devices [1], 

CL_PROGRAM_BUILD_LOG, 

sizeof (buffer), 

buffer, 
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OpenCL: Create a buffer 


To create a device buffer use the clCreateBuffer function: 


cl mem clCreateBuffer ( 
cl context context, 
cl mem flags flags, 
size t size, 
OS SO SiS CHO. 
cl int *errcode ret) 


This function creates a buffer object within the context context ofthe size size bytes 
using flags f lags. The pointer to the allocated buffer data host_ptr holds the address 
in the device memory. It returns a valid non-zero buffer object and errcode ret is 
set to CL. SUCCESS if the program object is created successfully. Otherwise, it returns 
NULL value with the values returned in erzrcode ret. 

A bit-field flags is used to specify allocation and usage information such as the 
memory arena that should be used to allocate the buffer object and how it will be used. 
The following are some of the possible values for flags: 


CL MEM READ WRITE This flag specifies that the memory object will be read 
and written by a kernel. This is the default. 
CL MEM WRITE ONLY This flags specifies that the memory object will be 


written but not read by a kernel. Reading from a buffer object created with 
CL MEM, WRITE ONLY inside a kernel is undefined. 


CL MEM READ ONLY This flag specifies that the memory object is a read-only 
memory object when used inside a kernel. Writing to a buffer or image object created 
with CL MEM READ ONLY inside a kernel is undefined. 


Refer to OpenCL™ 2 2 Specification for more detailed description. 


&len); 
joigaliaicne (( SENA .. DOELEN? 
(eere ((ily) m 
} 


Listing 5.10 Build the program 


6. Create device buffers 

Memory objects are reserved regions of global device memory that contains our 
data. There are two types of memory objects: device buffers and image objects. 
In this book, we use only device buffers. To create a device buffer we use the 
clCreateBuf fer function. 

One important thing to remember is that we should never try to de-reference the 
device pointer from the host code as the device memory is not directly accessible 
from the host, i.e., we cannot use these pointers to buffer objects to read or write 
memory from code that executes on the host. We use these pointers to read or write 
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memory from code that execute on device. Also, we pass these pointers as arguments 
to kernels, i.e., functions that execute on device. To read or write to device buffers 
from the host, we must use OpenCL dedicated functions cl EnqueueReadBuf fer 
and clEnqueueWriteBuffer. Upon creation, the contents of the device buffers 
are undefined. We must explicitly fill the device buffers with our data from the host 
application. We will show this in the next subsection. 

Listing 5.11 shows how to create three device buffers: bufferA and bufferB 
that are read-only and are used to store input vectors; and buf ferC that is write-only 
and used to store the result of vector addition. 


J [8K e b e be e e E e e e e e Ee e e E e b e e e e E e e e e E e e e e e e e o e 


// STEP 6: Create device buffers 


J [RRR Oe ke b ke E e e e Oe e e e Oe E e e t E e b e e e e t e t e e e e oe ok 


cl mem bufferA; // Input array on the device 
cl mem bufferB; // Input array on the device 
cl mem bufferC; // Output array on the device 
//cl mem noElements; 


if Size of data: 
size_t datasize = sizeof (cl_fLloat) + iNumElements; 


// Use clCreateBuffer() to create a buffer object (d A) 
// that will contain the data from the host array A 
bufferA - clCreateBuffer( 

context, 

CL MEM READ ONLY, 

datasize, 

NULL, 

&status); 


// Use clCreateBuffer() to create a buffer object (d B) 
// that will contain the data from the host array B 
bufferB - clCreateBuffer( 

context, 

CL MEM READ ONLY, 

datasize, 

NULL, 

statusy 


// Use clCreateBuffer() to create a buffer object (d C) 
// with enough space to hold the output data 
bufferC =  clCreatebut text 

conteste 

CL. MEM WRITE ONLY, 

datasize, 

NULL, 

&status); 


Listing 5.11 Create device buffers 


7. Write host data to device buffers 

After we have created the device buffers, we can enqueue reads and writes. To write 
data from host memory to a device buffer, we use the clEnqueueWriteBuffer 
function. We use this function to provide data for processing by a kernel executing 
on the device. Listing 5.12 shows how to write host data (input vectors srcA and 
SrcB)to the device buffers buf ferA and buf fferB. The device buffers will be 
then accessed within the kernel. 


5.3 Programming in OpenCL 


OpenCL: Write to a buffer 


To enqueue commands to write to a buffer object from the host memory use the 
clEnqueueWriteBuffer function: 
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cl int clEnqueueWriteBuffer ( 
cl command queue command queue, 
cl mem buffer, 
cl bool blocking write, 
size_t offset, 
size t cb, 
Const vordi "eere 
cl uint num events in wait list, 
const cl, event *event wait list, 
cl event *event) 


This function enqueues commands into command queue command. queue to write cb 
bytes to a device buffer buf fer from host memory pointed by pt x. This function does 
not block by default. To know when the command has completed, we can use a blocking 
form of the command by setting the blocking. write parameter to CL, TRUE. Refer 
to OpenCL™ 2 2 Specification for more detailed description. 


J [8 RK ke b ek be e e E ke Ee e e e Ee e e E e b e e e e E e e e e E e e e e e e e e 


// STEP 7: Write host data to device buffers 
MERE koe oboe oe e oboe oe oe eoe ako ok oe ab oboe oe eoe oo ok eoe oe oe ob eoe ob oe 
// Use clEnqueueWriteBuffer() to write input array A to 
// the device buffer bufferA 
status - clEnqueueWriteBuffer( 

cmdQueue, 

bufferA, 

CL_FALSE, 

0, 

datasize, 

srcA, 

0, 

NULL, 

NULL); 


// Use clEnqueueWriteBuffer() to write input array B to 

// the device buffer bufferB 

status - clEnqueueWriteBuffer( 
cmdQueue, 
bufferB, 
CL. FALSE, 
0, 
datasize, 
srep, 
0, 
NULL, 
NULL); 


Listing 5.12 Write host data to device buffers 
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OpenCL: Create a kernel object 


To create a kernel object use the clCreateKernel function: 


cl kernel clCreateKernel ( 
cl program program, 
const char *kernel name, 
cl int *errcode ret) 


This function creates a kernel object from a function kernel name contained within 
a program object program with a successfully built executable. Refer to OpenCLTM 
2.2 Specification for more detailed description. 


8. Create and compile the kernel 

A kernel is a function we declare in an OpenCL program and is executed on the 
OpenCL device. We must identify kernels with the — kernel qualifier to let 
OpenCL know that the function is a kernel function. The kernel object is created 
after the executable has been successfully built in the program object. A kernel 
object is a data structure that includes the kernel function and the data on which 
the kernel operates. To create a single kernel object we use the c1CreateKernel 
function. Before the kernel object is submitted to the command queue for execution, 
input or output buffers must be provided for any arguments required by the kernel 
function. If the arguments use device buffers, they must be created first and the data 
must be explicitly copied into the device buffers. Listing 5.13 shows how to create a 
kernel object from the kernel function VectorAdd(). 


J [BRR RR FR TRIO IRI ELLE LX a X X cq e a Ok 


// STEP 8: Create and compile the kernel 


J [RRR RRR Xo e e Oe e e e e e e OK e e e OX e e e e e e RRR e b e e e b n 


// Create the kernel 


ckKernel = clCreateKernel ( 
cpProgram, 
Uv Eee elis Lr 
OCCUBUIT) 

Te ce ennelm etiri IN SUGCCBSS) 


{ 
printf("Error: Failed to create compute kernel!\n"); 
Grae (C453) + 

} 


Listing 5.13 Create and compile the kernel 


9. Set the kernel arguments 

Prior to enqueue the kernel function for execution on device, we must set the kernel 
arguments. When the required memory objects have been successfully created, kernel 
arguments can be set using the clSetKernelArg function. Listing 5.14 shows 
how to set arguments for the kernel function VectorAdd (). In this example, the 
input arguments have indices 0, 1, and 3 and the output argument has index 2. 
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OpenCL: Set kernel arguments 


To set the argument value for a specific argument of a kernel use the cl SetKernelArg 
function: 


cl int clSetKernelArg ( 
cl kernel kernel, 
cl uint arg index, 
Size t arg size, 
const void *arg value) 


Arguments to the kernel are referred by indices that go from 0 for the leftmost argument 
ton — 1, where n is the total number of arguments declared by a kernel. The argument 
index refers to the specific argument position of the kernel definition that must be 
set. The last two arguments of clSetKernelArg specify the size of the argument 
data and the pointer to the actual data that should be used as the argument value. If a 
kernel function argument is declared to be a pointer of a built-in or user defined type 
with the __global or constant qualifier, a buffer memory object must be used. Refer 
to OpenCL™ 2.2 Specification for more detailed description. 


J [RRR RR FR IR FOR IR III I ek 


// STEP 9: Set the kernel arguments 
J [ BRRRRERERERERKEAKRAKARE EER RHEE oe ob eoe eoo o Eo ke ek eoe ob boe oto 
// Set the Argument values 
ciErr = clSetKernelArg(ckKernel, 
0, 
sizeof(cl mem), 
(void*) &bufferA) ; 
= clSetKernelArg(ckKernel, 
der 
sizeof(cl mem), 
(void*)&bufferB); 
CIiErr E clSetKernelArg(ckKernel, 
2, 
sizeof(cl_mem), 
(void*) &bufferc) ; 
CUBES E clSetKernelArg(ckKernel, 
3 
Susvieo tac 
(void*)&iNumElements); 


Listing 5.14 Set the kernel arguments 


10. Enqueue the kernel for execution 

OpenCL always executes kernels in parallel, i.e., instances of the same kernel execute 
on different data set. Each kernel execution in OpenCL is called a work-item. Each 
work-item is responsible for executing the kernel once and operating on its assigned 
portion of the data set. OpenCL exploits parallel computation of the compute devices 
by having instances of the kernel execute on different portions of the N-dimensional 
problem space. In addition, each work-item is executed only with its assigned data. 
Thus, it is programmer's responsibility to tell OpenCL how many work-items are 
needed to process all data. 
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OpenCL: Enqueue the kernel for execution on a device 


To enqueue a command to execute a kernel on a device use the function 
clEnqueueNDRangeKernel: 


cl int clEnqueueNDRangeKernel ( 

cl command queue command queue, 
cl kernel kernel, 

cl uint work dim, 

const size t *global, work offset, 
const size t *global, work, size, 
const size t *local, work size, 

cl uint num events in wait list, 
const cl, event *event wait list, 
cl event *event) 


This function enqueues a command into command, queue to execute the kernel 
kernel on a device over NDRange. The argument work, dim denotes the number of 
dimensions used to specify the global work-items and work-items in the work-group. 
The number of global work-items in work dim dimensions that will execute the ker- 
nel function is specified with g1obal work size.The size of the work-group that 
will execute the kernel is specified with local work size. Refer to OpenCL™ 
2.2 Specification for more detailed description. 


Before the work-items total can be determined, the N-dimension to be used to 
represent the data must be determined. For example, a linear array of data would 
be a one-dimension problem space, while an image would be a two-dimensional 
problem space, and spatial data, such as a 3D object, would be a three-dimensional 
problem space. 

When the dimension space is determined, the total work-items (also called the 
global work size) and group size can be calculated. When the work-items for each 
dimension and the group size (local work size) is determined (i.e., NDRange), the 
kernel can be sent to the command queue for execution. To execute the kernel func- 
tion, we must enqueue the kernel object into a command queue. To enqueue the 
kernel to execute on a device, we use the function cl EnqueueNDRangeKernel. 
Listing 5.15 shows how to enqueue the VectorAdd kernel on a device over one- 
dimensional space. The total number of work-items is szGlobalWorkSize, and 
the work-group size is szLlobalWorkSize.In this example (vector addition), 
szGlobalWorkSize is set to be equal to the number of elements in the input 
vector(s), while szLocalWorkSi ze is set to 256. Thus, the kernel VectorAdd 
will be executed by szGlobalWorkSize work-items and each SM on a GPU 
device will execute 256 work-items. 
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// Start Core sequence... copy input data to GPU, compute, 
HE copy results back 
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// STEP 10: Enqueue the kernel for execution 

LL BR ROR ROO eoe eoe eoo OE e eoe e oe Ge ee on UO Go EG GE eI 

// Launch kernel 

ciErr - clEnqueueNDRangeKernel( 
cmdQueue, 
ckKernel, 
Js 
NULL, 
&szGlobalWorkSize, 
&szLocalWorkSize, 
0, 
NULL, 
NULL); 

aie (ciErr: l- Ch SUCCESS) 

{ 

printi ("Error launchung kerneliin" Yr 


} 


// Wait for the command commands to get serviced before 
// reading back results 

vid 

clFinish(cmdQueue); 
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Listing 5.15 Enqueue the kernel for execution 


11. Read the output buffer back to the host 


After the kernel function has been executed on the device, we should read the output 
data from the device. To read data from a device buffer to host memory, we use the 
clEnqueueReadBuf fer function. Listing 5.16 shows how to read data from the 


device buffer bufferc to host memory srcc. 


VERE koe koe eoe ob obo oe oe ook kk ak e ob ob b o obo ook o eoe ke oe ob ob e oe oboe 
VUES IPEDME IM IcadMticoOutputabuirterd baci tou tregenosit 
J [ EROR ORO oe eoe eoe ob eoo oe ok koe koe ok e ob boe eoe o Eo e ek e e ob be oto 
// Synchronous/blocking read of results 
ciErr - clEnqueueReadBuffer( 

cmdQueue, 

bufferC, 

CL TRUE, 

0, 

datasize, 

fee et 

0, 

NULL, 

NULL); 


Listing 5.16 Read the output buffer back to the host 


5.3.2 Sum of Arbitrary Long Vectors 


The OpenCL standard does not specify how the abstract execution model provided 
by OpenCL is mapped to the hardware. We can enqueue any number of threads (work 
items), and provide a work-group size (number of work_items in a work-group), with 


at least the following constraints: 
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OpenCL: Read from a buffer 


To enqueue commands to read from a buffer object to the host memory use the 
clEnqueueReadBuffer function: 


cl int clEnqueueReadBuffer ( 
cl command queue command queue, 
cl mem buffer, 
cl bool blocking read, 
size_t offset, 
Size t eb. 
Wesel fusi. 
cl uint num events in wait list, 
const cl, event *event wait list, 
cl event *event) 


This function enqueues commands into command queue command. queue to read cb 
bytes from a device buffer buf fer to host memory pointed by pt x. This function does 
not block by default. To know when the command has completed, we can use a blocking 
form of the command by setting the blocking. write parameter to CL, TRUE. Refer 
to OpenCL™ 2.2 Specification for more detailed description. 


Occupancy 


Occupancy is a ratio of active warps per compute unit to the maximum number of 
allowed warps. We should always keep the occupancy high because this is a way to 
hide latency when executing instructions. A compute unit should have a warp ready to 
execute in every cycle as this is the only way to keep hardware busy. 


1. work-group size must divide the number of work items, 
2. work-group size be at most CL. DEVICE MAX WORK, GROUP. SIZE (recall 
that for the CPU device used in the previous example this is 1200). 


Maximum number of work-groups per compute unit is limited by the hardware 
resources. Each compute unit has a limited number of registers and a limited amount 
of local memory. Usually, no more than 16 work-groups can run simultaneously 
on a single compute unit with the Kepler microarchitecture and 8 work-groups can 
run simultaneously on a single compute unit with the Fermi microarchitecture. Also, 
there is a limit for the number of active warps on a single compute unit (64 on Kepler, 
48 on Fermi). We usually want to keep as many active warps as possible because 
this affects occupancy. Occupancy is a ratio of active warps per compute unit to 
the maximum number of allowed warps. Keeping the occupancy high, we can hide 
latency when executing instructions. Recall that executing other warps when one 
warp is paused is the only way to hide latency and keep hardware busy. Finally, the 
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hardware also limits the number of work-groups in a single launch (usually this is 
65535 in each NDRange dimension). 

In our previous example, we have vectors with 512 x 512 elements (iNum 
Elements) and we have launched the same number of work-items (szGlobal 
WorkSize).Aseach work-group contains 512 work-items (szLocalWorkSize), 
we have 512 work-groups in a single launch. Is it possible to add larger vectors and 
where is the limit? If we tried to add two vectors with 512 x 512 elements, we would 
fail to launch a kernel with such a large number of work-items (work-groups). So 
how would we use a GPU to add two arbitrary long vectors? First, we should limit 
the number of work-items and the number of work-groups. Secondly, one work-item 
should perform more than one addition. Let us first look at the new kernel function 
in Listing 5.17. 


// OpenCL Kernel Function for element by element 
deut vector addition of arbitrary long vectors 
__kernel void VectorAddArbitrary( 
-Tobal tipat" a; 
global float D, 
--9lobal float c; 
int iNumElements 


) 4 


//find my global index 
int IGID = get global id (0); 


while (iGID < iNumElements) { 
// add adjacent elements 
cavas Gom INSIGNIS 
iGID += get_global_size (0); 


} 


Listing 5.17 Sum o arbitrary long vectors - the kernel function 


We used a while loop to iterate through the data (this kernel is very similar to the 
function from Listing 5.2). Rather than incrementing iGID by 1, a many core GPU 
device could increment iGID by the number of work-items that we are using. We 
want each work-item to start on a different data index, so we use the thread global 
index: 


int iGID = get_global_id(0); 


After each thread finishes its work at the current index, we increment iGID by the 
total number of work-items in NDRange. This number is obtained from the function 
get global size(0): 


iGID += get global size(0); 


The only remaining piece is to fix the execution model in the host code. To ensure 
that we never launch too many work-groups and work-items, we will fix the number 
of work-groups to a small number, but still large enough to have a good occupancy. 
We will launch 512 work-groups with 256 work-items per work-group (thus the total 
number of work-items will be 131072). The only change in the host code is 
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szLocalWorkSize - 256; 
szGlobalWorkSize - 512*256; 


5.3.3 Dot Product in OpenCL 


We will now take a look at vector dot products. We will start with the simple version 
first to illustrate basic features of memory and work-item management in OpenCL 
programs. We will again recap the usage of NDRange and work-item ID. We will 
then analyze performance of the simple version and extend the simple version to 
version which employs local memory. 

The computation of a vector dot product consists of two steps. First, we multi- 
ply corresponding elements of the two input vectors. This is very similar to vector 
addition but utilizes multiplication instead of addition. In the second step, we sum 
all the products instead of just storing them to an output vector. Each working-item 
multiplies a pair of corresponding vector elements and then moves on to its next pair. 
Because the result would be the sum of all these pairwise products, each working- 
item keeps a sum of its products. Just like in the addition example, the working-items 
increment their indices by the total number of threads. The kernel function for the 
first step is shown in Listing 5.18. 


// OpenCL Kernel Function for Naive Dot Product 

_ kernel void DotProductNaive ( 
mega fTLloat* a, 
2 GEOG F ielleeie + D, 
a —CGilbeioeit Trloart c; 
int iNumElements 


) 4 


//find my global index 
int BLEED) = get global id); 
iont cndex = GID; 


while (iGID < iNumElements) { 
// add adjacent elements 
c[iGID] = a[index] * b[index]; 
index += get global size(0); 


} 


Listing 5.18 Vector Dot Product Kernel - naive implementation 


Each element of the array c holds the sum of products obtained form one work- 
item, i.e., c[iGID] holds a sum of products obtained by the work-item with the 
global index iGID. After all work-item finish their work, we should sum all the 
elements form the vector c to produce a single scalar product. But how do we know 
when have all work-items finished their work? We need a mechanism to synchronize 
work-items. The only way to synchronize all work-items in NDRange is to wait 
for the kernel function to finish. After the kernel function finishes, we can read the 
results (vector c) from a GPU device and sum its elements on host. The host code is 
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very similar to the host code from Listing 5.4. We have to make the following two 
changes: 


1. the vector c has a different size than vectors a and b. It has the same number of 
elements as the number of all work-items in NDRange (szGlobalWorkSize): 


J [RRR koe ke ke e ke e e koe e e Ke e e e e t ke e b e e e oe oe t oe e e e 


// STEP 6: Create device buffers 


J [RRR e Ok e e ke b e e ke e e e e e e e Oe e b e e e e t oe o e e 


cl mem bufferC; // Output array on the device 


if Size of data for DufferC: 
size_t datasize c = sizeof(cl_float) * szGlobalWorkSize; 


// Use clCreateBuffer() to create a buffer object (d C) 
// with enough space to hold the output data 
bufferC = clCreateBuffer( 

context, 

CL, MEM, READ, WRITE, 

datasize c, 

NULL, 

&status); 


Listing 5.19 Create a buffer object C for naive implementation of vector dot product 


2. after the kernel executes on a GPU device, we read vector c from device and 
serially sum all its elements to produce the final dot product: 


How Fast is Your OpenCL Kernel 

Our motivation for writing kernels in OpenCL is to speed up applications. Often, we 
want to measure the execution time of a kernel. As OpenCL is a performance-oriented 
language, performance analysis is an essential part of OpenCL programming. The 
OpenCL runtime provides a built-in mechanism (profiling) for timing the execu- 
tion of kernels. A profiler is a performance analysis tool that gathers data from the 
OpenCL run-time using events. This information is used to discover bottlenecks in 
the application and find ways to optimize the application's performance. OpenCL 
supports 64-bit timing of commands submitted to command queues and events to 
keep track of acommand's status. Events can be used with most commands placed on 
the command queue: commands to read, write, map, or copy memory objects, com- 
mands to enqueue kernels, etc. Profiling is enabled when a queue is created with the 
CL QUEUE PROFILING ENABLE flag is set. The fact is that when you execute 
your kernels on GPU, no CPU clock is spent during the execution. When profiling is 
enabled, the function c1GetEventProfilingInfo is used to extract the timing 
data. We need to follow next steps to measure the execution time of OpenCL kernel 
execution time: 
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OpenCL: Timing the execution 


To return profiling information for the command associated with event if profiling is 
enabled use the function cIGetEventProfilingInfo. 


cl int clGetEventProfilingInfo ( 
cl event event, 
cl profiling info param name, 
Size t param value size, 
void *param value, 
Size t *param value size ret) 


The function returns profiling information for the command associated with event if 
profiling is enabled. The first argument is the event being queried, and the second 
argument, param name is an enumeration value describing the query. Most often 
used param name values are: 


CL PROFILING COMMAND START : A 64-bit value that describes the current 
device time counter in nanoseconds when the command identified by event starts 
execution on the device, and 


CL PROFILING COMMAND END  : A 64-bit value that describes the current 
device time counter in nanoseconds when the command identified by event has 
finished execution on the device. 


Event objects are used to capture profiling information that measure execution time of 
a command. Profiling of OpenCL commands can be enabled using a command-queue 
created with CL QUEUE PROFILING ENABLE flag set in properties argument to 
clCreateCommandQueue. OpenCL devices are required to correctly track time 
across changes in device frequency and power states. Refer to OpenCL™ 2.2 Specifi- 
cation for more detailed description. 


1. Create a queue, profiling need to be enabled when the queue is created. 


cmdQueue = clCreateCommandQueue ( 


CL_QUEUE_PROFILING_ENABLE, 
&status); 


2. Link an event when launching a kernel: 


cl_event kernelevent; 
ciErr = clEnqueueNDRangeKernel( 


&kernelevent) ; 


3. Wait for the kernel to finish: 


ciErr = clWaitForEvents (1, &kernelevent); // Wait for the event 
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4. Get profiling data using the function clGetEventProfilingInfo() and 


calculate the kernel execution time. 
5. Release the event using the function cIReleaseEvent(). 


The code snippet form Listing 5.20 shows how to measure kernel execution time 


using OpenCL profiling events. 
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// STEP 3: Create a command queue 
L [BR RRRRRERER e b eO ROO OUO RO OE Oe e e ORO eo eoe E oe e 


cl command queue cmdQueue; 

// Create a command queue using clCreateCommandQueue(), 
// and associate it with the device you want to execute 
// on. Enable profiling. 


cmdQueue - clCreateCommandQueue( 
context, 
devices[1], // GPU 
CL_QUEUE_PROFILING_ENABLE, 
&status); 


J [BRR RRR RK RR RR RR RRR RK RK RR RR RR t e 


// Start Core sequence... copy input data to GPU, compute, 
iod copy results back 

cl event kernelevent; 

FREUE e oe eo e UR e e e e e e oe e e o e Re e e e e e t i] e ee € x 


// STEP 10: Enqueue the kernel for execution 

Lf RR oe e oe e ORE e e e e ok eo e oe e e e o e Re e e e e n e e b e e e € v 

// Launch kernel 

ciErr = clEnqueueNDRangeKernel( 
cmdQueue, 
ckKernel, 
di 
NULG, 
&szGlobalWorkSize, 
&szLocalWorkSize, 
0, 
NULL, 
&kernelevent); 


IE (OLELE l= Ch SUCCESSI 

{ 
printf (Error Launchung kérnelin” y; 

} 

ciErr = clWaitForEvents (1, &kernelevent); // Wait for the 
event 


// Obtain the start- and end time for the event 
unsigned long start = 0; 
unsigned long end = 0; 


// read device time counter in nanoseconds when the command 
// identified by event starts execution on the device: 
clGetEventProfilingInfo(kernelevent, 
CL PROFILING COMMAND START, 
sizeof(cl ulong), 
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&start, 
NULL); 
clGetEventProfilingInfo(kernelevent, 
CL PROFILING COMMAND END, 
sizeof (cl_ulongy, 
&end, 
NULL); 


// Compute the duration in nanoseconds 
float duration - (end - start) * 10e-9; 


// Don't forget to release the event 
clReleaseEvent(kernelevent); 


printf ("Kernel execution time = $f s An“; duration); 


// Wait for the command commands to get serviced before 
// reading back results 

Ei 

clFinish(cmdQueue); 


Listing 5.20 Measuring kernel execution time 


This way, we can profile operations on both memory objects and kernels. Results for 
dot product of two vectors of size 16777216 (512 x 512 x 64) on an Apple laptop 
with an Intel GPU are as follows: 


Kernel execution time - 0.127389 s 
Result - 33554432.000000 


5.3.4 Dot Product in OpenCL Using Local Memory 


Host device data transfer has much lower bandwidth than global memory access. So 
we should perform as much computation on a GPU device as possible and read as 
small amount of data from a GPU device as possible. In this case, the threads should 
cooperate to calculate the final sum. Work-items can safely cooperate through local 
memory by means of synchronization. Local memory can be shared by all work- 
items in a work-group. Local memory on a GPU is implemented on a compute device. 
To allocate local memory, the  1oca1 address space qualifier is used in variable 
declaration. We will use a buffer in local memory named ProductsWG to store each 
work-item's running sum. This buffer will store szLocalWorkSi ze products so 
each work-item in the work-group will have a place to store its temporary result. 
Since the compiler will create a copy of the local variables for each work-group, we 
need to allocate only enough memory such that each thread in the work-group has 
an entry. It is relatively simple to declare local memory buffers as we just pass local 
arrays as arguments to the kernel: 


. kernel void DotProductShared ( 
. global float* a, 
. global float* b, 
. global float* c, 
. local* ProductsWG, 
int iNumElements) 
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OpenCL: Barrier 


barrier (mem fence flag) 


All work-items in a work-group executing the kernel on a processor must execute 
this function before any are allowed to continue execution beyond the barrier. The 
mem fence flag can be either CLK LOCAL MEM FENCE (the barrier function 
will queue a memory fence to ensure correct ordering of memory operations to local 
memory), or CLK GLOBAL, MEM FENCE (the barrier function will queue a memory 
fence to ensure correct ordering of memory operations to global memory. This can be 
useful when work-items, for example, write to buffer objects and then want to read the 
updated data). Refer to OpenCL™ 2.2 Specification for more detailed description. 


We then set the kernel argument with a value of NULL and a size equal to the size 
we want to allocate for the argument (in byte). Therefore, it should be as follows: 


ciErr |= clSetKernelArg(ckKernel, 
3, 
sizeof(float) * szLocalWorkSize, 
NULL); 


Now, each work-item computes a running sum of the product of corresponding entries 
in a and b. After reaching the end of the array, each thread stores its temporary sum 
into the local memory (buffer Product sWG): 


// work-item global index 

int iGID - get global id(0); 

// work-item local index 

int iLID - get local id(0); 

float temp - 0.0; 

while (iGID « iNumElements) { 
// multiply adjacent elements 
temp += a[iGID] * b[iGID]; 
iGID += get global size(0); 

} 

//store the product in local memory 

ProductsWG[iLID] = temp; 


At this point, we need to sum all the temporary values we have placed in the 
ProductsWG. To do this, we will need some of the threads to read the values 
that have been stored there. This is a potentially dangerous operation. We should 
place a synchronization barrier to guarantee that all of these writes to the local buffer 
ProductsWG complete before anyone tries to read from this buffer. The OpenCL 
C language provides functions to allow synchronization of work-items. However, 
as we mentioned, the synchronization can only occur between work-items in the 
same work-group. To achieve that, OpenCL implements a barrier memory fence for 
synchronization with the barrier () function. The function barrier () creates 
a barrier that blocks the current work-item until all other work-items in the same 
group has executed the barrier before allowing the work-item to proceed beyond the 
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barrier. All work-items in a work-group executing the kernel on a processor must 
execute this function before any are allowed to continue execution beyond the barrier. 
The following call guarantees that every work-item in the work-group has completed 
instructions before the hardware will execute the next instruction on any work-item 
within the work-group 


barrier(CLK LOCAL MEM FENCE); 


Now that we have guaranteed that our local memory has been filled, we can sum 
the values in it. We call the general process of taking an input array and performing 
some computations that produce a smaller array of results a reduction. The naive 
way to accomplish this reduction would be having one thread iterate over the shared 
memory and calculate a running sum. This will take us time proportional to the length 
of the array. However, since we have hundreds of threads available to do our work, 
we can do this reduction in parallel and take time that is proportional to the logarithm 
of the length of the array. Figure 5.12 shows a summation reduction. The idea is that 
each work-item adds two of the values in Product sWG and store the result back to 
ProductsWG. Since each thread combines two entries into one, we complete the 
first step with half as many entries as we started with. In the next step, we do the 
same thing for the remaining half. We continue until we have the sum of every entry 
in the first element of ProductsWG. The code for the summation reduction is 


i-8 


SN 
\ 
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É 


Fig.5.12 Summation reduction 
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Reduction 


In computer science, the reduction is a special type of operation that is commonly used 
in parallel programming to reduce the elements of an array into a single result. 


// how many work-items are in WG? 
int iWGS - get local size(0); 
// Summation reduction: 
int i - iWGS/2; 
while(i!=0) { 
if (iLID < i) ( 
ProductsWG[iLID] += ProductsWG[iLID+i]; 
} 
barrier (CLK_LOCAL_MEM_FENCE) ; 
i-i/2; 


After we have completed one step, we have the same restriction we did after com- 
puting all the pairwise products. Before we can read the values we just stored 
in ProductsWG, we need to ensure that every thread that needs to write to 
ProductsWG has already done so. The barrier(CLK LOCAL MEM FENCE) 
after the assignment ensures this condition is met. It is important to note that when 
using barrier, all work-items in the work-group must execute the barrier function. If 
the barrier function is called within a conditional statement, it is important to ensure 
that all work-items in the work-group enter the conditional statement to execute the 
barrier. For example, the following code is an illegal use of barrier because the barrier 
will not be encountered by all work-items: 


if (iLID « i) ( 
ProductsWG[iLID] += ProductsWG[iLID-i]; 
barrier(CLK LOCAL MEM FENCE); 


Any work-item with the local index iLID greater than or equal to i will never exe- 
cute the barrier (CLK LOCAL MEM FENCE). Because ofthe guarantee that no 
instruction after a barrier (CLK LOCAL MEM FENCE) can be executed before 
every work-item of the work-group has executed it, the hardware simply continues 
to wait for these work-items. This effectively hangs the processor because it results 
in the GPU waiting for something that will never happen. Such a kernel will actually 
cause the GPU to stop responding, forcing you to kill your program. 

After termination of the summation reduction, each work-group has a single num- 
ber remaining. This number is sitting in the first entry of the Product sWG buffer and 
is the sum of every pairwise product the work-items in that work-group computed. 
We now store this single value to global memory and end our kernel: 


if (iLID == 0) { 
c[iWGID] = ProductsWG[0]; 
j 
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As there is only one element from ProductsWG thatis transferred to global memory, 
only a single thread needs to perform this operation. Since each work-group writes 
exactly one value to the global array c, we can simply index it by WGID, which is 
the work-group index. 

We are left with an array c, each entry of which contains the sum produced by 
one of the parallel work-groups. The last step of the dot product is to sum the entries 
of c. Because array c is relatively small, we return control to the host and let the 
CPU finish the final step of the addition, summing the array c. 

Listing 5.21 shows the entire kernel function for dot product using shared memory 
and summation reduction. 


JOE o e e ob e e e e b e b e e b e e ke e e e E e ob E t e e e e e e o oe 


// OpenCL Kernel Function for dot product 

// using shared memory snd summation reduction 

__kernel void DotProductShared( global float* a, 
a2 groba dex p; 
-groba float? ©, 
__local* ProductsWG, 
int iNumElements) 


// work-item global index 

int BLEED) = get global ida0); 

// work-item local index 

jolie. LLID = get local stel 410) ¢ 

// work-group index 

int SEMEL) = get-group_ id(0); 

// how many work-items are in WG? 
int iwGS = get_local_size(0); 


float temp = 0.0; 

while (iGID < iNumElements) { 
// multiply adjacent elements 
temp += a[iGID] * b[iGID]; 
iGID += get global size(0); 

} 

//store the product 

ProductswG[iLID] = temp; 


// wait for all threads in WG: 
barrier(CLK LOCAL MEM FENCE); 


// Summation reduction: 
ine al = GUWeG S 
whiten Yai 1 
aise LAILI << 3b) A 
ProductswG[iLID] += ProductswG[iLID+i]; 
j 
barrier(CLK LOCAL, MEM FENCE); 
i-i/2; 


} 


// store partial dot product into global memory: 
XE GGELID == Ok 4 
c[iwWGID] = ProductswG[0]; 
} 
) 


Listing 5.21 Vector Dot Product Kernel - implementation using local memory and summation 
reduction 
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In the host code for this example,we should create the buf ferc memory object 
that will hold szGlobalWorkSize/szLocalWorkSize partial dot products. 
Listing 5.22 shows how to create bufferc. 


size t datasize c = sizeof(cl float) * (szGlobalWorkSize/< 
szLocalWorkSize) ; 


// Use clCreateBuffer() to create a buffer object (d C) 
// with enough space to hold the output data 
bufferCc = clCreateBuffer ( 

context, 

CL_MEM_READ_WRITE, 

datasize_c, 

NULL, 

&status); 


Listing 5.22 Create bufferc for dot product using local memory 


Listing 5.23 shows how to set kernel arguments. 


J [BR KR e koe e e b e e ee b e b e e b e e e e e E e b e b b e E t e e e e e e e oe 


// STEP 9: Set the kernel arguments 
JM ECKE ook koe koe eoe koe oe oboe ob oe oe koe ke coke ob ebook ooo ke e ok e e ob e b e A 
// Set the Argument values 
ciErr = clSetKernelArg(ckKernel, 
0, 
sizeof(cl mem), 
(void*)&bufferA); 
GLEE = clSetKernelArg(ckKernel, 
Iz 
sizeof(cl_mem), 
(void*) &bufferB) ; 
CLECE = clSetKernelArg(ckKernel, 
2, 
sizeof(cl_mem), 
(void*) &bufferc) ; 
(CMS eae = clSetKernelArg(ckKernel, 
3 
S 
N 
@ 


izeof(float) * szLocalWorkSize, 


GEETE = clSetKernelArg(ckKernel, 


sizer (cb Ine), 
(void*)&iNumElements); 


Listing 5.23 Set kernel arguments for dot product using shared memory 


The argument with index 3 is used to create local memory buffer of size sizeof 
(float) * szLocalWorkSize for each work-group. As this argument is 
declared in the kernel function with the — local qualifier, the last entry to 
clSetKernelArg must be NULL. 

Results for dot product of two vectors of size 67108864 (512 x 512 x 256) onan 
Apple laptop with an Intel GPU are 


Kernel execution time - 0.503470 s 
Result - 33554432.000000 
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5.3.5 Naive Matrix Multiplication in OpenCL 


This section describes a matrix multiplication application using OpenCL for GPUs in 
a step-by-step approach. We will start with the most basic version (naive) where focus 
will be on the code structure for the host application and the OpenCL GPU kernels. 
The naive implementation is rather straightforward, but it gives us a nice starting 
point for further optimization. For simplicity of presentation, we will consider only 
square matrices whose dimensions are integral multiples of 32 on a side. Matrix 
multiplication is a key building block for dense linear algebra and the same pattern 
of computation is used in many other algorithms. We will start with simple version 
first to illustrate basic features of memory and work-item management in OpenCL 
programs. After that we will extend to version which employs local memory. 

Before starting, it is helpful to briefly recap how a matrix-matrix multiplication 
is computed. The element c;,; of C is the dot product of the ith row of A and the 
jth column of B. The matrix multiplication of two square matrices is illustrated in 
Fig. 5.13. For example, as illustrated in Fig. 5.13, the element cs? is the dot product 
of the row 5 of A and the column 2 of B. 

To implement matrix multiplication of two square matrices of dimension N x 
N, we will launch N x N work-items. Indexing of work-items in NDRange will 
correspond to 2D indexing of the matrices. Work-item (i, j) will calculate the element 
cj, j using row i of A and column j of B. So, each work-item loads one row of matrix 
A and one column of matrix B from global memory, do the dot product, and store 
the result back to matrix C in the global memory. The matrix A is, therefore, read N 
times from global memory and B is read N times from global memory. The simple 
version of matrix multiplication can be implemented in the plain C language using 
three nested loops as in Listing 5.24. We assume data to be stored in row-major order 
(C-style). 


void matrixmul(float *matrixA, 
float *matrixB, 
Eroat mairie 


ine N) F 
ftor tibt al = du. L c Ns i++) {í 
for (iat 3] = Why af << N; Jtt) 4 
ftor (int k = le Is = We desee) 


matrixC[i*N + j] += 
matrixA[i * N + k] * matrixB[k * N + j]; 


} 


Listing 5.24 Simple matrix multiplication in C 


Let us now implement the simple matrix multiplication in OpenCL. 


The Naive Multiplication Kernel 

To implement the above matrix multiplication in OpenCL N x N work-items will be 
needed. Let us have each work-item compute an element of the matrix C. Each work- 
item should first discover its ID within 2D NDRange and compute the corresponding 
element of C. Listing 5.25 shows the kernel function for naive matrix multiplication. 


5.3 Programming in OpenCL 


A 
P| tt | tt 
Sse ees 
LL tt tT tt 
zi | | LLLLLI 
P| tt | tt 


N 


un 


187 


N 


—————9À c 4——————5 


Fig.5.13 Matrix multiplication 


// OpenCL Kernel Function for naive matrix multiplication 
_ kernel void matrixmulNaive( 
— global tloat* matraixA, 
——ğglobal toa matrixB, 
-global float = matriz, 
Ine N) í 


// global thread index 

int xGID = get_global_id(0); // column in NDRange 
int yGID = get_global_id(1); // row in NDRange 
fioat dotprod = 0-07 


// each work item calculates one element of the matrix C: 
ror (apt sb = Op ak << Np tee) if 
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dotprod += matrixA[yGID * N + i] * matrixB[i * N + xGID< 
l; 
} 
matrix [HAC IEID) * N + xGID] = doötprody; 
} 


Listing 5.25 The naive multiplication kernel 


Each work item first discovers its global ID in 2D NDRange. The index of the 
column xGID is obtained from the first dimension of NDRange using get_ 
global id(0).Similarly, the index of the row yGID is obtained from the second 
dimension of NDRange using get_global_id(1). After obtaining its global ID, 
each work-item do the dot product between the yGID-th row of A and the xGID-th 
column of B. The dot product is stored to the element in the yGID-th row and the 
xGID-th column of C. 


The Host Code 

As we learned previously, the host code should probe for devices, create context, cre- 
ate buffers, and compile the OpenCL program containing kernels. These steps are the 
same as in the vector addition example from Sect. 5.3.1. Assuming you have already 
initialized OpenCL, created the context and the queue, and created the appropriate 
buffers and memory copies. Listing 5.26 shows how to compile the kernel for naive 
matrix multiplication. 


J [BR KR e ke e e b e e oe b e b e e b e e ke e e E e b e e e b t e e e e e e e oe 


// STEP 8: Create and compile the kernel 


J [RR RR e kk b e ob eo e e e b b e b e t t e e b e e t e e b X e e e e e 


ckKernel - clCreateKernel( 
cpProgram, 
"matrixmulNaive'", 
&QCLErTY) ? 

ia coe enel I eisi = CINSUCGESS) 


1 
printf("Error: Failed to create compute kernel!\n"); 
exit (1); 

} 


Listing 5.26 Create and compile the kernel for naive matrix multiplication 


Prior to launch the kernel we should set the kernel arguments as in Listing 5.27. 


Lf ORO eoe oe e eoe oec ooo ob oko oko Koo o oe ose e ook woe xoc oe 

// STEP 9: Set the kernel arguments 

LL BRR RRRRERREREREREKRERAE ARERR ERR ee ok e Gee eoe e UG e RO E Ge eoe oo n 

ciErr = clSetKernelArg(ckKernel, 0, sizeof(cl mem), (void*) &< 
bufferA); 

(CRISIS |= clSetKernelArg(ckKernel, 1, sizeof(cl_mem), (void*) &< 
bufferB); 

CERET |= clSetKernelArg(ckKernel, 2, sizeof(cl_mem), (void*)&< 
büuffercj; 

CiLiErTrT |= clSetKernelArg (ckKernel, 3, sizeof(cl_int), (void*)&< 
iRows); 


Listing 5.27 Set the kernel arguments for naive matrix multiplication 
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Finally, we are ready to launch the kernel matrixmulNaive. Listing 5.28 shows 
how you launch the kernel. 


Jf 0X ok oe oe e e e b e b e b b e b e E e e E e b e e e E e e e € e o 


// Start Core sequence... copy input data to GPU, compute, 
Tf copy results back 


// set and log Global and Local work size dimensions 
conse €l bee AWI = dis 

const size_t szLocalWorksSizelz2] = { iW, IWI }; 
const size_t szGlobalWorkSize[2] = { iRows, iRows }; 
cl_event kernelevent; 


J [BRK kk e e ob e e e b e b e e b e e ke e RRR RR e e e e e oe 


// STEP 10: Enqueue the kernel for execution 
Lf ECKE ook ok koe oe koe ob obo oo ook ook ke ak ke ob eoe boo o oe ke ok e oe ob ee Gt 
ciErr = clEnqueueNDRangeKernel( 
cmdQueue, 
ckKernel, 
2, 
NULL, 
szGlobalWorksSize, 
szLocalWorkSize, 
0, 
NULL, 
&kernelevent); 


Listing 5.28 Enqueue the kernel for naive matrix multiplication 


As can be seen from the code in Listing 5.28, NDRange is of 2D size (iRows, 
iRows). That means that we launch (iRows, iRows) work-items. These work- 
items are further grouped into work-groups of dimension (16,16). If for exam- 
ple the size of matrices (1Rows, iRows) is (4096, 4096), we launch 256 x 256 
work-groups. As the number of work-groups is probably larger than the number of 
compute-units present in a GPU, we keep all compute-units busy. Recall that we 
should always keep the occupancy high, because this is a way to hide latency when 
executing instructions. 

Execution time for naive matrix multiplication of two square matrices of size 
3584 x 3584 on an Apple laptop with an Intel GPU is 


Kernel execution time - 30.154823 s 


5.3.6 Tiled Matrix Multiplication in OpenCL 


Looking at the loop in the kernel code from Listing 5.25, we can notice that each work- 
item loads 2 x N elements from global memory—two for each iteration through the 
loop, one from the matrix A and one from the matrix B. Since accesses to global 
memory are relatively slow, this can slow down the kernel, leaving the work-items 
idle for hundreds of clock cycles, for each access. Also, we can notice that for each 
element of C in a row, we use the same row of A and that each work-item in a 
work-group uses the same columns of B. 
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But not only are we accessing the GPU’s off-chip memory way too much, we do 
not even care about memory coalescing! Assuming row-major order when storing 
matrices in global memory, the elements from the matrix A are accessed with unit 
stride, while elements from the matrix B are accessed with stride N. 

Recall from Sect. 5.1.4 that to ensure memory coalescing, we want work-items 
from the same warp to access contiguous elements in memory so to minimize the 
number of required memory transactions. As work-items of the same warp access 
32 contiguous floating-point elements from the same row of A, all these elements 
fall into the same 128-bytes segment and data is delivered in a single transaction. 
On the other hand, work-items of the same warp access 32 floating-point elements 
from B that are 4N bytes apart, so for each element from the matrix B a new memory 
transaction is needed. Although the GPU's caches probably will help us out a bit, 
we can get much more performance by manually caching sub-blocks of the matrices 
(tiles) in the GPU's on-chip local memory. 

In other words, one way to reduce the number of accesses to global memory is 
to have the work-items load portions of matrices A and B into local memory, where 
we can access them much more quickly. So we will use local memory to avoid non- 
coalesced global memory access. Ideally, we would load both matrices entirely into 
local memory, but unfortunately, local memory is a rather limited resource and cannot 
hold two large matrices. Recall that older devices have 16kB of local memory per 
compute unit, and more recent devices have 48 kB of local memory per compute unit. 
So we will content ourselves with loading portions of A and B into local memory as 
needed, and making as much use of them as possible while they are there. 

Assume that we multiply two matrices as shown in Fig. 5.14. To calculate the 
elements of the square submatrix C (tile C), we should multiply the corresponding 
rows and columns of matrices A and B. Also, we can subdivide the matrices A and 
B into submatrices (tiles) such as shown in Fig. 5.14. Now, we can multiply the 
corresponding row and the column from the A and B tiles and sum up these partial 
products. The process is shown in the lower part of Fig. 5.14. We can also observe 
that the individual rows and columns in tiles A and B are accessed several times. 
For example, in the 3 x 3 tiles from Fig. 5.14, all elements on the same row of the 
tile C are computed using the same data of the A tiles and all elements on the same 
column of the submatrix C are computed using the same data of the B tile. As the 
tiles are in local memory, these accesses are fast. 

The idea of using tiles in matrix multiplication is as follows. The number of work- 
items that we start is equal to the number of elements in the matrix. Each work-item 
will be responsible for computing one element of the product matrix C. The index 
of the element in the matrix is equal to the global index of a work-item in NDrange. 
At the same time, we create the same number of work-groups as is the number of 
tiles. The number of elements in a tile will be equal to the number of threads in a 
work-group. This means that the element index within a tile will be the same as the 
local index in the group. 

For reference, consider the matrix multiplication in Fig. 5.15. All matrices are of 
size 8 x 8, so we will have 64 work-items in NDrange. We divide matrices A, B and 
C in non-overlapping sub-blocks (tiles) of size TW x TW, where TW = 4 as in 
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Fig. 5.14 Matrix multiplication using tiles 


Fig. 5.15. Let us also suppose that tiles are indexed starting in the upper left corner. 
Now, consider the element c5,2 in the matrix C, in Fig. 5.15. The element cs.» falls 
into the tile (0,1). The work-item responsible for computing the element c5,» has the 
global row index 5 and the global column index 2. Also, the same work-item has the 
local row index 1 and local column index 2. This work-item computes the element 
c52 in € by multiplying together row 5 in A, and column 2 in B, but it will do it 
in pieces using tiles. As we already said, all work-items responsible for computing 
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row = local row + O*TW - 1, 
column = global column = 2 


row = local row + 1*TW - 5, 
column = global column = 2 


0 1 
ae ae 
Bane cee 
iat Gee 


local row = 1, local column = 2 
global row = 5, global column 2 


row = global row = 5, 
column = local column + O*TW = 2 


row = global row = 5, 
column = local column + 1*TW =6 


Fig.5.15 Matrix multiplication with tiles 


elements of the same tile in the matrix C should be in the same work-group. Let us 
explain this process for the work-item that computes the element c5,2. The work-item 
should access the tiles (0,1) and (1,1) from A and tiles (0,0) and (1,1) from B. The 
computation is performed in two steps. First, the work-item computes dot product 
between the row 1 from the tile (0,1) in A and the column 2 from the tile (0,0) in B. 
In the second step, the same work-item computes dot product between the the row 
1 from the tile (1,1) in A and the column 2 from the tile (1,0) in B. Finally, it adds 
this dot product to the one computed in the first step. 
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If we want to compute the first dot product as fast as possible, the elements form 
the row 1 from the tile (0,1) in A and the elements from the column 2 from the tile 
(0,0) in B should be in the local memory. The same is true for all rows in the tile 
(0,1) in A and all columns in the tile (0,0) in B because all work-items from the 
same work-group will access these elements concurrently. Also, once the first step 
is finished, the same will be true for the second step but this time for the tile (1,1) in 
A and the tile (1,0) in B. 

So, before every step, all work-items from the same work-group should perform 
a collaborative load of tiles A and B into local memory. This is performed in such 
a way that the work-item in the ith local row and the jth local column performs 
two loads from global memory per tile: the element with local index (i, j) from 
the corresponding tile in matrix A and the element with local index (i, j) from the 
corresponding tile in matrix B. Figure 5.15 illustrates this process. For example, the 
work item that computes the element cs.» reads: 


1. the elements as.» and 5 » in the first step, and 
2. the elements a5 6 and bs.» in the second step. 


Where is the benefit of using tiles? If we load the left-most (0,1) tile of matrix 
A into local memory, and the top-most (0,0) of those tiles of matrix B into local 
memory, then we can compute the first TW x TW products and add them together 
just by reading from local memory. But here is the benefit: as long as we have those 
tiles in local memory, every work-item from the work-group computing a tile form 
C can compute that portion of their sum from the same data in local memory. When 
each work item has computed this sum, we can load the next TW x TW tiles from 
A and B, and continue adding the term-by-term products to our value in C. And after 
all of the tiles have been processed, we will have computed our entries in C. 


The Tiled Multiplication Kernel 
The kernel code for the tiled matrix multiplication is shown in Listing 5.29. 


#define TILE WIDTH 16 


// OpenCL Kernel Function for tiled matrix multiplication 
-kernel void matrixmulTiled( 
—.global float* matrixA, 
-global float* matrixB, 
-global e tiltoat matric, 
Ine NY 4 


// Local memory to fit the tiles 
"local float matrixAsubiTILE WIDTR]ITILE WIDTH]? 
-local float matrixbBsob[ TILE WIDTH] [TILE WIDTH]; 


// global thread index 
int xGID get global id(0y; // column in NDRange 
int yGID get_global_id(1); // row in NDRange 


// local thread index 
ime xXLID = get iol ase (GO E: A column 2n tire 
int yLID =- get local-iad(1};: 7/7 row in tile 
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float dotprod = 0.03 


forint Erle = (ys tile << dup apEdE WIDTH: qesl dE) TE 

// Collaborative loading of tiles into shared memory: 
// Load a tile of matrixA into local memory 
matrixAsub[yLID][xLID] = 

matrixA[yGID * N + (xLID + tile*TILE WIDTH) J; 
// Load a tile of matrixB into local memory 
matrixBsub[yLlb][xbrb] = 

matriz MS: HEIDE Stel e PUR aries WIDTH) * N + xGID]; 


// Synchronise to make sure the tiles are loaded 
barrier (CLK_LOCAL_MEM_FENCE) ; 


fòr (dat 12 = 0p cab < TILE WIDTH: IFAI f 
dotprod += 
matrixAsub[yLID][i] * matrixBsub[i][xLID]; 
} 


// Wait for other work-items to finish 
oh before loading next tile 
barrier (CLK_LOCAL_MEM_FENCE) ; 

} 


Matrixc |yGlrD * N + xGID] = dotprod; 
) 


Listing 5.29 The tiled multiplication kernel 


Tiles are stored in matrixAsub and matrixBsub. Each work-item finds its 
global index and its local index. The outer loop goes through all the tiles necessary 
to calculate the products in C. Each work-item in the work-group in one iteration of 
the outer loop first reads its elements from the global memory and writes them to the 
tile element with its local index. After loading its elements, each work-item waits 
at the barrier until the tiles are loaded. Then, in the innermost loop, each work-item 
calculates dot product between a row yLID form the tile matrixAsub and the 
column xLID from the tile matrixBsub. After that the work-item waits again at 
the barrier for the other work-items to finish their dot products. Then all work-items 
load next tiles and repeat the process. 


The Host Code 
To implement tiling, we will leave our host code from the previous naive kernel 
intact. The only thing we should change is to create and compile the appropriate 
kernel function: 


J [RR RR OK e e e ke e e OO e EO OO EO EO RR E E e EO E e E e e e e e 


// STEP 8: Create and compile the kernel 


J [RR RR OK e Oe ke e Oe OO RR OO OR EO OK IR e X e Ee E e E e e e e 


ckKernel - clCreateKernel( 
cpProgram, 
“macrixmulTiled", 
&eciErri:; 

i EM cueK enel || cimri l= cnesuccHSS) 


{ 


printf("Error: Failed to create compute kernel!\n"); 
ae N e (al) p 


5.3 
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Listing 5.30 Create and compile the kernel for tiled matrix multiplication 


Note that it already uses 2D work-groups of 16 by 16. This means that the tiles are 
also 16 by 16. 


Execution time for tiled matrix multiplication of two square matrices of size 


3584 x 3584 on an Apple laptop with an Intel GPU is 


Kernel execution time = 16.409384 s 


5.4 Exercises 


. To verify that you understand how to control the argument definitions for a kernel, 


modify the kernel in Listing 5.3 so it adds four vectors together. Modify the host 
code to define four vectors and associate them with relevant kernel arguments. 
Read back the final result and verify that it is correct. 

Use local memory to minimize memory movement costs and optimize perfor- 
mance of the matrix multiplication kernel in Listing 5.25. Modify the kernel so 
that each work-item copies its own row of A into local memory. Report kernel 
execution time. 


. Modify the kernel from the previous exercise so that each work-group collabo- 


ratively copies its own column of B into local memory. Report kernel execution 
time. 

Write an OpenCL program that computes the Mandelbrot set. Start with the 
program in Listing 3.21. 

Write an OpenCL program that computes x. Start with the program in List- 
ing 3.15. Hint: the parallelization is similar to the parallelization of a dot product. 
Write an OpenCL program that transposes a matrix. Use local memory and collab- 
oratively reads to minimize memory movement costs and optimize performance 
of the kernel. 

Given an input array (ao, a1, ..., ay 1] inpointer d, a, write an OpenCL program 
that stores the reversed array {an—1, à4—2,..., ao} in pointer d_b. Use multiple 
blocks. Try to revert data in local memory. Hint: using work-groups and local 
memory revert data in array slices. Then, revert slices in global memory. 

Write an OpenCL program to detect edges on black and with images using the 
Sobel filter. 


5.5 Bibliographical Notes 


The primary source of information including all details of OpenCL is available at 
Khronos web site [15] where the complete reference guide is available. Another 
good online source of OpenCL tutorials and dozen of examples is HandsOnOpenCL 
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training course [14]. A comprehensive hands-on presentation of OpenCL can be 
foundin the book OpenCL in Action by Matthew Scarpino [24]. A gentle introduction 
to OpenCL by the same author can be found in [23]. The books by Munshi et al. [17] 
and Gaster et al. [11] provide a deep dive into OpenCL. 


Part Ill 
Engineering 


The aim of Part III is to explain why a parallel program can be more or less efficient. 
A basic approaches are described for the performance evaluation and analysis of 
parallel programs. Instead of analyzing complex applications, we focus on two simple 
cases, i.e. a parallel computation of number z , by using numerical integration, and 
a solution of simplified partial differential equation on 1-D domain, by using 
explicit solution methodology. Both cases, already mentioned in previous chapters, 
even so simple, they already incorporate most of possible pitfalls that could arise 
during their parallelization. The first case, computation of pi, requires just a few 
communication among parallel tasks, while in the explicit solution of PDE, each 
process communicate with its neighbors in every time step. 

Besides these two cases, we also evaluate the Seam Carving algorithm in terms 
of performance on CPU and a GPU platform. Seam Carving is an image process- 
ing algorithm in 2-D domain and as such appropriate for implementation on GPU 
platforms. It comprises a few steps of which some cannot be effectively parallelized. 

Parallel programs run on adequate platforms, i.e. multi-core computers, intercon- 
nected computers or computing clusters, and GPU accelerators. After an implemen- 
tation of any parallel program, several questions remain to be answered, e.g.: 


How the execution time decreases with larger number of processors? 

How many processors are optimal for a specific task? 

Will execution time always decrease, if the number of processors is increased? 
Which parallelization methodology provides the best results? 

and similar. 


We will answer the above questions by running the programs with different param- 
eters, e.g. size of the computation domain and the number of processors. We will 
follow also the execution efficiency and limitations that are specific for each of the 
three parallel methodologies: OpenMP, MPI, and OpenCL. 

An electronic extension of the Engineering part will be permanently available on 
a book web, hosted by Springer server. Our aim is that it become a vivid forum of 
readers, students, teachers and other developers. We expect your inputs in a form of 
your own cases, solutions, comments, and proposals. Soon after the publication of 
this book more complex cases will be provided, i.e. a numerical solution of a 2-D 
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diffusion equation, a simulation of N-body interactions with possible application in 
molecular dynamics, and similar. 

Each of engineering cases will be introduced with a basic description of the 
selected problem, sequential algorithm and its solution methodology. Then, for all 
considered parallelization approaches: OpenMP, MPI and OpenCL, initial parallel 
algorithms will be developed and their expected performance will be estimated. 
Results will be compared in terms of programming complexity, execution time, 
and scalability. The complete implementations will be provided with an adequate 
program code. Any improvements and feed back from all users are welcome. 


Engineering: Parallel Computation 
of the Number x 


Chapter Summary 

In computing the number 7x, by simple numerical integration, the focus is in par- 
allel implemention on three different parallel architectures and programming envi- 
ronments: OpenMP on the multicore processor, MPI on a cluster, and OpenCL on a 
GPU. In all three cases a spatial domain decomposition is used for paralelization, but 
differences in communication between parallel tasks and in combining the results of 
these tasks are shown. Measurements of the running time and speed-up are included 
to assist self-studying readers. 


A detailed description of the parallel computation of x is available in Chap.3 
Example3.4 and in Chap.4 Example4.4. The solution methodology relies on a 
numerical integration of unit circle: 


1 
n=4 [Vi as 
0 


that is in a direct relation with the value of ;zr. The numerical integration is performed 
by calculation and summation of all N sub-interval areas. A sequential version of 
the algorithm in a pseudocode, which results in an approximate value of zr, is given 
below: 
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Fig.6.1 Run-time and absolute error on a single MPI process in computation of z as a function of 
number of sub-intervals N 


Algorithm 1 SEQUENTIAL ALGORITHM: COMPUTE 7t 


Input: N - number of sub-intervals on interval [0, 1] 


1: fori = 1... N do 
2: xj = (1/N)(i — 0.5) 
3 


yi —-J1-32 


4 — Pi — Pi c A(yi/N) 
5: end for 


Output: Pi - an approximation for the number 7t 


We validate the Algorithm 1 on a single computer in order to prove its correct 
behavior. It is expected that with an increased number of sub-intervals N , the approx- 
imation of z will become better and better, which should be confirmed by calculated 
absolute error of approximate z value. This is easy, because we know the x value with 
arbitrary accuracy. However, with the increased N the run-time will also increase. 
Embedding the existing MPI program from Listing 4.5 in an additional for loop 
that increases the number of intervals by a factor of two, followed by compiling and 
running the program: 

>mpiexec -n 1 MSMPIPi 
on a HP EliteBook 840 notebook, based on Intel Core 64-bit processor 17-7500U 
CPU with 2 physical cores and 4 logical processor, on MS Windows 10 operating 
system with Visual Studio 2017 compiler, we get the results shown in Fig. 6.1. Note, 
that for all presented MPI experiments in this book, the same notebook was used. 
We compile in Release mode with optimization for maximal speed, e.g., /O2. 

To see the full response, the results are shown in logarithmic scale on both axes. 
The run-time mostly increases as expected, except with a few smallest values of sub- 
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intervals, where the impact of MPI program setup time, cache memory, or interactions 
with operating system could be present. In the same way, the approximation error 
becomes smaller and smaller, until the largest number of intervals, where a small jump 
is presents, possibly because of a limited precision of the floating point arithmetic. 

The next step is to find out the most efficient way to parallelize the problem, i.e., to 
engage a greater number of cooperating processors in order to speed up the program 
execution. Even though the sequential Algorithm 1 is very simple, it implies most 
of the problems that arise also in more complex examples. First, the program needs 
to distribute tasks among cooperating processors in a balanced way. A relatively 
small portion of data should be communicated to cooperating processes, because the 
processes will generate their local data by a common equation for a unit circle. All 
processes have to implement their local computation of partial sums, and finally, the 
partial results should be assembled, usually by a global communication, in a host 
process to be available for users. 

Regarding sequential Algorithm 1, we see that the calculation of each sub-interval 
areais independent, and consequently, the algorithm has a potential to be parallelized. 
Inorder to make the calculation parallel, we will use domain decomposition approach 
and master-slave implementation. Because all values of y; can be calculated locally 
and because the domain decomposition is known explicitly, there is no need for a 
massive data transfer between the master process and slave processes. The master 
process will just broadcast the number of intervals. Then, the local integration will 
run in parallel on all processes. Finally, the master process reduces the partial sums 
into the final approximation of zr. The parallelized algorithm is shown below: 


Algorithm 2 PARALLEL ALGORITHM: COMPUTE 7t 


Input: N - number of sub-intervals on interval [0, 1] 


1: Get myI D and the number of cooperating processes p 
2: Master broadcast N to all processes 

3: Compute a shorter for loop: 

4: for j = 1... N/p do 

5: xj = (1/N)(j —0.5) 

6 yj = l- xi 

T: Pj = Pj + 4(yj/N) 

8: end for 

9: Master reduce partial sums Pj to the final result Pi 


Output: Pi - approximate value of x 


We have learned from this simple example that, besides the calculation, there 
are other tasks to be done (i) domain decomposition, (ii) their distribution, and 
(iii) assembling of the final result, which are inherently sequential, and therefore 
limit the final speedup. We further see that all processes are not identical. Some 
of the processes are slaves because they just calculate their portion of data. The 
master process has to distribute the number of intervals and to gather and sum up the 
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local results. Parallel implementation approaches on different computing platforms 
differ significantly, and therefore their results are presented in the following sections, 
separately for: OpenMP, MPI, and OpenCL. 


6.1 OpenMP 


Computing zr on a multicore processor has been covered in Chap. 3. 

The numerical integration of a unit square (the part of it that lies in the first 
quadrant) has been explained in Example 3.4, where the program for computing 7r 
is shown Listing 3.15. To analyze the performance of the program, it has been run 
on a quad-core processor with hyperthreading (Intel Core i7 6700HQ). For 10? sub- 
intervals of the interval [0, 1] (when the error is approximately 1078), the results are 
shown in Fig. 6.2: the bars show the measured wall clock time and the dashed curve 
illustrates the expected wall clock time in case of the ideal speedup in regard to the 
number of threads used. 

The wall clock time decreases when the number of threads increases, but only up 
to the number of logical cores the processor can provide. Once the number of threads 
exceeds the number of logical cores, the program (its OpenMP run-time component, 
to be precise) places multiple threads on the same core and no reduction of wall 
clock time can be gained. 

In fact, one must observe that up to the number of logical cores, almost ideal 
speedup is achieved. This is not to be expected very often. In this case, however, it 
is a consequence of the fact that the entire computation is almost perfectly paral- 
lelizable, with the exception of the final reduction. But if 10° intervals are divided 
among 8 threads, the time of the reduction becomes insignificant if compared to the 
computation of the local sums. 

As shown in Example 3.5, x can also be computed by random shooting into the 
square [0, 1] x [0, 1] and count the number of shots that hit inside the unit square. 
The program for computing z using this method is shown in Listing 3.18. As with 
the numerical integration, the program has been tested on a quad-core processor with 
hyperthreading (Intel Core i7 6700HQ). For 10? shots, the measured wall clock time 
is shown in Fig. 6.3. Again, the dashed line illustrates the expected wall clock time 
in case of the ideal speedup in regard to the number of threads used. 

As can be seen in Fig.6.3, (almost) ideal speedup is achieved only for up to 4 
threads, i.e., for one thread per physical, not logical core. That implies that instruc- 
tions and memory accesses of threads placed on the same physical core result in too 
many conflicts to sustain the speedup and truly benefit from multithreading. This can 
happen and it is a lesson not to be forgotten. 

Even though the wall clock time is what it matters in the end, the CPU time has been 
measured as well. In Fig. 6.4 the total amount of CPU time needed for computing z 
using both methods explained in Chap. 3, namely numerical integration and random 
shooting, is shown. 
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Fig. 6.2 Computing z using the numerical integration of the unit circle using 10° intervals on a 
quad-core processor with hyperthreading 
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Fig.6.3 Computing z using random shooting into the square [0, 1] x [0, 1] using 10? shots 


Although the wall clock time shown in Fig.6.2 in Fig.6.3 decreases with the 
number of threads the total amount of CPU time increases. These can be expected, 
since more threads require more administrative tasks from the OpenMP run-time. 
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Fig. 6.4 The total CPU time needed to compute zr using numerical integration (left) and random 
shooting (right) 


6.2 MPI 


An MPI C code for the parallel computation of x, together with some explanation 
and comments, are provided in Chap. 4 Listing 4.5. We would like to test the behavior 
of run-time as a function of the number of MPI processes p. On the test notebook 
computer, two cores are present. Taking into account that four logical processors 
are available, we could expect some speedup of the execution with up to four MPI 
processes. With more than four processes, the run-time could start increasing, because 
of an MPI overhead. We will test our program with up to eight processes. Starting a 
same program on different number of processes can be accomplished by consecutive 
mpiexec commands with appropriate value of parameter -n or by a simple bash 
file that prepares the execution parameters, which are passed to the main program 
through its argc and argv arguments. 

The behavior of approximation error should be the same as in the case of a sin- 
gle process. In the computation of zr, the following number of sub-intervals have 
been used N = [5e9, 5e8, 5e7, 5e6] (5e9 is a scienific notation for 5.10?). Note, 
that such big numbers of sub-intervals were used because we want to have a com- 
putationally complex task, even that the computation of sub-interval areas is quite 
simple. Usually, in realistic tasks, there is much more computation by itself and tasks 
become complex automatically. Two smaller values of N have been used to test the 
impact of the ratio calculation/communication complexity on the program execution. 
The obtained results for parallel run-times (RT) in seconds and speedups (SU), in 
computation of 7, on a notebook computer are shown in Fig. 6.5. 

We have first checked that the error in parallel approximation of z is the same as 
in the case of a single process. The run-time behaves as expected, with the maximum 
speedup of 2.6 with four processes and large N. With two processes the speedup 
is almost 2, because the physical cores have been allocated. Up to four processes, 
the speedup increases but not ideal, because logical processors cannot provide the 
same performance as the physical cores because of hyperthreading technology. The 
program is actually executed on a shared memory computer with potentially negli- 
gible communication delays. However, if N is decreased, e.g., to 5e6 or more, the 
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Fig.6.5 Parallel run-time (RT) and speedup (SU) in computation of z on a notebook computer for 
p=([1,...,8] MPI processes and N = [5e9, 5e8, 5e7, 5e6] sub-intervals 


speedup is becoming smaller because more processes introduce a larger execution 
overhead that diminish the speedup. 

Let us finally check the behavior of the parallel MPI program on a computing 
cluster. It is built of 36 computing nodes connected in a 6 x 6 mesh, each with 6 
Gigabit ports to a Gigabit switch. Computing nodes are built as a dual 64-bit CPU Intel 
Xeon 5520, each of CPUs with 4 physical cores (two threads/core) and 6 GB of local 
memory. The computing cluster runs under server version of Ubuntu 16.04.3 LTS 
with GCC Version 7.3 compiler. Only 8 out of 36 interconnected cluster computers 
(CPUs) have been devoted for our tests, resulting in 32 physical cores. All programs 
are compiled for maximum speed. Note, that the same computing cluster has been 
used in all presented MPI tests of this book. The hostfile is: 
k1:4 k2:4 k3:4 k4:4 k5:4 k6:4 k7:4 k8:4 
where k1...Kk8 are names of 8 cluster computing nodes. 

Because, in the x test case program, there is no significant communication load, 
and because two threads/core are available, we expect practically ideal speedup up 
to 64 MPI processes. Then, if more processes are generated, the speedup is not so 
predictable. We will try to explain the results after performing all experiments. 

The program is compiled with: 


>mpicc.mpich -03 MPIPI.c -o MPIPI 


Parallel program performances are tested on MPICH MPI with various options for 
mpirun.mpich. First, werun np = 1...128 experiments, for 1 to 128 MPI 
processes, with default parameters: 
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Fig. 6.6 Parallel run-time (RT-D) and speedup (SU-D) in computations of x on a cluster of 8 
interconnected computers with total 32 cores and p = [1,..., 128] MPI processes with default 
parameters of mpirun.mpich 


>mpirun.mpich --hostfile myhosts.mpich.txt -np $np ./MPIPi $N 


Parameters N and np are provided from bash file as N = [5e9, 5e8, 5e7, 5e6] 
and np — [1,...,8]. The maximum number of MPI processes, i.e., 128, was deter- 
mined from the command line when running the bash file: 


>./run.sh 128 > data.txt 


where data. txt is an output file for results. The obtained results for parallel run- 
times, in seconds, with default parameters of mpirun (RT-D) and corresponding 
speedups (SU-D), are shown in Fig. 6.6. For better visibility only two pairs of graphs 
are shown, for largest and smallest N. 

Let us look first the speedup for N = 569 intervals. We see that the speedup 
increases up to 64 processes, where reaches its maximal value 32. For more processes, 
it drops and deviates around 17. The situation is similar with thousand times smaller 
number of intervals N = 5e6, however, the maximal speedup is only 5 and for more 
than 64 processes there is no speedup. We expected this, because calculation load 
decreases with smaller number of sub-intervals and the impact of communication 
and operating system overheads prevail. 

We further see that the speedup scales but not ideal. 64 MPI processes are needed 
to execute the program 32 times faster as a single computer. The reason could be 
in the allocation of processes along the physical and logical cores. Therefore, we 
repeat experiments with mpirun parameter -bind-to core:1, which forces to 
run just a single process on each core and possibly prevents operating system to move 
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Fig. 6.7 Parallel run-time (RT-B) and speedup (SU-B) in computations of zr on a cluster of 8 
interconnected computers for p = [1, ..., 128] MPI processes, bound to cores 


processes around cores. The obtained results for parallel run-times in seconds (RT-B) 
with processes bound to cores and corresponding speedups (SU-B), are shown in 
Fig. 6.7. The remaining execution parameters are the same as in previous experiment. 

The bind parameter improves the execution performance with N = 569 intervals 
in the sense that the speedup of 32 is achieved already with 32 processes, which is 
ideal. But then the speedup falls abruptly by a factor of 2, possibly because of the 
fact, that with more than 32 MPI processes, some processing cores must manage two 
processes, which slows down the whole program execution. 

We further see that with more than 64 processes speedups fall significantly in all 
tests, which is a possible consequence of inability to use the advantage of hyper- 
threading. With larger number of processes, larger than the number of cores, on 
several cores run more than two processes, which slows down the whole program 
by a factor of 2. Consequently, the slope of speedup scaling, with more than 32 pro- 
cesses, is also reduced by 2. With this reduced slope, the speedup reaches the second 
peak by 64 processes. Then the speedup falls again to an approximate value of 22. 

The speedup with N = 566 intervals remains similar as in previous experiment 
because of lower computation load. It is a matter of even more detailed analysis, why 
the speedup behaves quite unstable for some cases. The reasons could be in cache 
memory faults, MPI overheads, collective communication delays, interaction with 
operating system, etc. 
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6.3 OpenCL 


If we look at Algorithm 1, we can see that it is very similar to dot product calculation 
covered in Sect. 5.3.4. We use the same principle: we will use a buffer in local memory 
named LocalPiValues to store each work-item's running sum of the z value. 
This buffer will store szLocalWorkSize partial z values so each work-item in 
the work-group will have a place to store its temporary result. Then, we use the 
principle of reduction to sum up all z values in the work-group. We now store the 
final value of each work-group to an array in global memory. Because this array is 
relatively small, we return control to the host and let the CPU finish the final step of 
the addition. Listing 6.1 shows the kernel code for computing zr. 


__kernel void CalculatePiShared ( 
-giobal iwilonin’ (Gy 
ulong iNumIntervals) 


-local float Moealpavalues [256]; // work-group size = 256 


// work-item global index 

int i1GID = get- global _id({0); 

// work-item local index 

ine LLID = get local iato 

// work-group index 

ine iI1WGID = get —_leperoibije)_stts) (((0))) 5 

// how many work-items are in WG? 
int ALVES = get local_size(0)>; 


float x = 0,0; 
Alois. y 0.07 
IONE pr = 050p 


while (iGID < iNumIntervals) { 

se = {float (1. Wak (float) iNümintervats )) it (¢ (( se dloyetie)) i em (0) | eyie )) 2 
WS ToEJLexueJ Seneie (il 0E = XI) 

pi += 4.0f * (float) (y/(£float)iNumIntervals) ; 

iGID += get global, size(0); 

| 


//store the product 
tocalPiVyalueses oS = oes 

// wait for all threads in WG: 
barrier(CLK LOCAL MEM FENCE); 


// Summation reduction: 
int i = alieS 227 
while(i!=0){ 
atat GILID em A) d 
HocalPiValues[C3BhrD] += hocalPiValues[ribrD-czi]; 
j 
barrier (CLK_LOCAL MEM FENCE); 
i-i/2; 


} 


// store partial dot product into global memory: 
Lf WILID 9 Y 
c[iWGID] = LocalPiValues[0]; 
} 
} 


Listing 6.1 The compute z kernel. 


6.3 OpenCL 209 


Tab le6.1 Experimental No. of CPU time [s] GPU time [s] Speedup 
results for OpenCL xz intervals 
computation 
106 0.01 0.0013 7.69 
33 x 106 | 0.31 0.035 8.86 
10° 9.83 1.07 9.18 


To analyze the performance of the OpenCL program for computing x , the sequential 
version has been run on a quad-core processor Intel Core i7 6700HQ running at 
2,2 GHz, while the parallel version has been run on an Intel Iris Pro 5200 GPU 
running at 1,1 GHz. This is a small GPU integrated on the same chip as the CPU and 
has only 40 processing elements. The results are presented in Table 6.1. We run the 
kernel in NDrange of size: 


szLocalWorkSize = 256; // # of work-items in work-group 
szGlobalWorkSize = 256*128; // total # of work-work-items 


As can be seen from the measured execution times, noticeable acceleration is 
achieved, although we do not achieve the ideal speedup. The main reason for that 
lies in reduction summation that cannot be fully parallelized. The second reason is 
the use of complex arithmetic operations (square root). The execution units usually 
do not have their own unit for such a complex operation, but several execution units 
share one special function unit that performs complex operations such as square root, 
sine, etc. 


Engineering: Parallel Solution of 1-D 
Heat Equation 


Chapter Summary 

This chapter presents a simplified model for a computer simulation of changes in 
the temperature of a thin bar. The phenomena is modelled by a heat equation PDE 
dependant on space and time. Explicite finite differences in 1-D domain are used 
as a solution methodology. The paralelization of the problem, on both OpenMP and 
MPI, leads to a program with significant communication requirements. The obtained 
experimental measurements of program run-time are analysed in order to optimize 
performances of the parallel program. 


Partial differential equations (PDE) are a useful tool for the description of natural 
phenomena like heat transfer, fluid flow, mechanical stresses, etc. The phenomena 
are described with spatial and time derivatives. For example, a temperature evolution 
in a thin isolated bar of length L, with no heat sources, can be described by a PDE 
of the following form: 


arid) S OTt) 
=6 
ot 0x? 
where T (x, t) is an unknown temperature at position x in time f, and c is a thermal 
diffusivity constant with typical values for metals being about 107? m?/s. The PDE 
says that the first derivative of temperature T' by t is equal to the second derivative 
of T by x. To fully determine the solution of the above PDE, we need the initial 
temperature of the bar, a constant Tọ in our simplified case: 


T(x,0) = Ty. 


Finally, fixed temperatures, independent of time, at both ends of the bar are imposed 
as T (0) = Ty and T(L) = Tr. 

In the case of strong solution methodology, the problem domain is discretized in 
space and the derivatives are approximated by, e.g., finite differences. This results in 
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a sparse system matrix A, with three diagonals in the case of 1-D domain or with five 
diagonals in 2-D case. To save memory, and because the matrix structure is known, 
the vectors with old and new temperatures are only needed. The evolution in time 
can be obtained by an explicit iterative calculation, e.g., Euler method, based on 
the extrapolation of the current solution and its derivatives into the next time-step, 
respecting the boundary conditions. A developing solution in time can be obtained 
by a simple matrix-vector multiplication. If only a stationary solution is desired, then 
the time derivatives of the solution become zero, and the solution can be obtained 
in a single step, through a solution of the resulting linear system, Au = b, where A 
is a system matrix, u is a vector of unknown solution values in discretization nodes, 
and b is a vector of boundary conditions. 

We will simplify the problem by analyzing 1-D domain only. Note that an exten- 
sion in 2-D domain, i.e., a plate, is quite straightforward, and can be left for a mini 
project. For our simplified case, an isolated thin long bar, an exact analytic solution 
exists. Temperature is spanning in a linear way between both fixed temperatures at 
boundaries. However, in real cases, with realistic domain geometry and complex 
boundary conditions, the analytic solution may not exist. Therefore, an approximate 
numerical solution is the only option. To find the numerical solution, the domain 
has to be discretized in space with j = 1... N points. To simplify the problem, the 
discretization points are equidistant, so xj+1 — x; = Ax is a constant. Discretized 
temperatures 7; (1) for j = 2... (N — 1) solution values in inner points and Tj; = TT, 
and Ty = Tr are boundary points with fixed boundary conditions. 

Finally, we also have to discretize time in equal time-steps ti+1 — t; = At. Using 
finite difference approximations for time and spatial derivatives: 


OT (xj,t)  Tj(tiz1) — Tj(ti) and aT (x, t) _ Tiati) — 2T; (i) + Tj (ti) 
at At əx? —— (Ax)? j 


as a replacement of derivatives in our continuous PDE, provides one linear equation 
for each point xj. Using explicit Euler method for time integration, we obtain, after 
some rearrangement of factors, a simple algorithm for calculation of new tempera- 
tures T (t;41) from old temperatures: 


c At 


Tj (tii) = T; (ti) + ED 


(Tj-16) - 276) + Tja ()). 

In each discretization point, a new temperature Tj (t;+1) is obtained by summing 
the old temperature with a product of a constant factor and linear combination of 
temperatures in three neighboring points. After we set the initial temperatures of 
inner points and fix the temperatures in boundary points, we can start marching in 
time to obtain the updated values of the bar temperature. 

Note that in the explicit Euler method, thermal conductivity c, spatial discretiza- 
tion Ax, and time-step Af must be in an appropriate relation that fulfils CFL stability 
condition, which is for our case: c At/ (Ax)? « 0.5. The CFL condition could be 
informally explained with a fact that a numerical method has to step in a time slower 
than the simulated physical phenomenon. In our case, the impact of a change in dis- 
cretization point temperature is at most in neighboring discretization points. Hence, 
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with smaller Ax (denser discretization points), shorter time-steps are required in 
order to correctly capture the simulated diffusion of temperature. 

When we have to stop the iteration? Either after a fixed number of time-steps nt, 
or when the solution achieves a specified accuracy, or if the maximum difference 
between previous and current temperatures falls below a specified value. A sequential 
algorithm for an explicit finite differences solution of our PDE is provided below: 


Algorithm 3 SEQUENTIAL ALGORITHM: 1- D HEAT EQUATION 


Input: err - desired accuracy; 
N - number of discretization points 
To - initial temperature 
Tz and Tg - boundary temperatures 


: Discretize domain 
: Set initial solution vectors T; and T;41 
: while Stopping criteria NOT fulfilled do 


1 
2 
3 
4: for j7 —2...(N —1) do 
5 Calculate new temperature T; (ti+1) 
6: end for 

7: end while 

Output: T - Approximate temperature solution in discretization points. 


We start again with the validation of our program, on a notebook with a single 
MPI process and with the code from Listing 7.2. The test parameters were set as 
follows: p = 1, N = 30, nt = [1,..., 1000], c = 9e - 3, Tg = 20, T; = 25, Tr = 
18, time = 60, L = 1. Because the exact solution is known, i.e., a line between 7T, 
Tr, the maximal absolute error of the numerical solution was calculated to validate 
the solution behavior. If the model and numerical method are correct, the error should 
converge to zero.The resulting temperatures evolution in time, on the simulated bar, 
are shown in Fig. 7.1. 

The set of curves in Fig. 7.1 confirms that the numerical method produces in initial 
time-steps a solution near to initial temperature. Then, the simulated temperatures 
change as expected. While the number of time-steps nt increases, the temperatures 
advance toward the correct result, which we know that is a straight line between left 
and right boundary temperatures, i.e., in our case, between 25? and 18°. 

We have learned, that in the described solution methodology, the calculation of 
a temperature 7; in a discretization point depends only on temperatures in two 
neighboring points, consequently, the algorithm has a potential to be parallelized. 
We will again use domain decomposition, however, the communication between 
processes will be needed in each time-step, because the left and right discretization 
point of a sub-domain is not immediately available for neighboring processes. A 
point-to-point communication is needed to exchange boundaries of sub-domains. In 
]-D case, the discretized bar is decomposed into a number of sub-domains, which are 
equal to the number of processes. All sub-domains should manage a similar number 
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Fig. 7.1 Temperature 25 T T T T T 
evolution in space and time INS — — T (x, nt = [1...1000] ) 
as solved by heat equation 24- | \ 
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of points, because an even load balance is desired. Some special treatment is needed 
for calculation near the domain boundaries. 

Regarding the communication load, some collective communication is needed at 
the beginning and end of the calculation. Additionally, a point-to-point communica- 
tion is needed in each time-step to exchange the temperature of sub-domain border 
points. In our simplified case, the calculation will stop after a predefined number of 
time-steps, hence, no communication is needed for this purpose. The parallelized 
algorithm is shown below: 


Algorithm 4 PARALLEL ALGORITHM: 1- D HEAT EQUATION 


Input: err - desired accuracy; 
N - number of discretization points 
To - initial temperature 
T; and Tg - boundary temperatures 
1: Get myI D and the number of cooperating processes p 
2: Master broadcast /nput parameters to all processes 
3: Set local solution vectors T;, and T;p+1 
4: while Stopping criteria NOT fulfilled do 


for j — 1... N/p do 


5 

6 Exchange T; (tj) of sub-domain border points 
T: Calculate new temperature Tj (tip+1) 
8 

9 


end for 
Master gather sub-domain temperatures as a final result T 


10: end while 


Output: T - Approximate temperature solution in discretization points. 
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We see that in the parellelized program several tasks have to be implemented, 
i.e., user interface for input/output data, decomposition of domain, allocation of 
memory for solution variables, some global communication, calculation and local 
communication in each time-step, and assembling of the final result. Some of the 
tasks are inherently sequential and will, therefore, limit the speedup, which will be 
more pronounced in smaller systems. 

The processes are not identical. We will again use a master process and several 
slave processes, two of them responsible for domain boundary. The master process 
will manage input/output interface, broadcast of solution parameters and gathering 
of final results. The analysis of parallel program performances for: OpenMP, and 
MPI, are described in the following sections. 


7.1 OpenMP 


Computing 1-D heat transfer using a multicore processor is simple if Algorithm 3 is 
taken as the starting point for parallelization. As already explained above, iterations 
of the inner loop are independent (while the iterations of the outer loop must be 
executed one after another). The segment of the OpenMP program implementing 
Algorithm 3 is shown in Listing 7.1: Told and Tnew are two arrays where the 
temperatures computed in the previous and in the current outer loop iteration are 
stored; C contains the constant c At / (4x). 


#pragma omp parallel firstprivate (k) 
{ 
double To = Toldy 
double ST me = ewe: 
while (k--) { 
#pragma omp for 
wee Frae Gh = ibe ab Se wp o cbr) 4 
esa [ae || m amy [Lat] 
a cS (ele = a} = 230 = Akela) a “telat 2e abi] ig 
} 
donbpte aTr = To; To = To: Thn = T: 
} 
} 


Listing 7.1 Computing heat transfer in one dimension by OpenMP. 


It is worth examining the wall clock time of this algorithm first. Figure 7.2 sum- 
marizes the wall clock time needed for 10° iterations in 10? points using a quad-core 
processor with multithreading. With more than 4 threads nothing is gained in terms 
of a wall clock time. As this is a floating-point-intensive application run on a proces- 
sor with one floating-point unit per physical core, this can be expected: two threads 
running on two logical cores of the same physical core must share the same floating 
point unit. This leads to more synchronizing among threads and, consequently, to 
the increase of the total CPU time as shown in Fig. 7.3. 

The interested reader might investigate how the wall clock time and the speedup 
change if the ratio between the number of points along the bar and the number 
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Fig. 7.2 The wall clock time needed to compute 10° iterations of 1-D heat transfer along a bar in 
10° points 
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of iterations in time change. Namely, decreasing the number of points along the bar 
makes the synchronization at the barrier at the end of the parallel for loop relatively 
more expensive. 


7.2 MPI 


In the solution of heat equation, the problem domain is discretized first. In our 
simplified case, a temperature diffusion in a thin bar is computed, which is modeled 
by 1-D domain. For efficient use of parallel computers, the problem domain must 
be partitioned (decomposed) into possibly equal sub-domains. The number of sub- 
domains should be equal to the number of MPI processes p. We prescribe a certain 
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number of discretization points per process Np, which automatically guarantees a 
balanced computational load. Note that the total number of discretization points N 
scales with the number of processes. In all active processes, an appropriate amount of 
memory is allocated for current and new solution vectors and initialized with initial 
and boundary values. Then, the CFL stability condition is verified. 

In each time-step, every process that computes its sub-domain, exchanges sub- 
domain border temperatures with processes that compute its left-end right sub- 
domains. In our implementation, blocking communication is used that can adequately 
maintain short messages. Then, new temperatures are calculated for all discretization 
points in each sub-domain, by the methodology explained at the beginning of this 
chapter. We determine a fixed number of time-steps, and therefore, a special stopping 
criterion is not needed. 

An exemplar MPI program implementation of a solution of 1-D heat equation for 
our simplified case is given in Listing 7.2. 


#include <stdlib.h> 
#include <stdio.h> 
#include <math.h> 
#include "mpi.h" 


yoid solyetint my id; int num pie 


int mainiint argc, char *argv Il} 
{ 

int my id, nún p? 

double start, end; 


MPI Init(&argc, argv); 

MPI Comm rank(MPI COMM WORLD, &my id); 

MPI Comm size(MPI COMM WORLD, &num p); 

alte (ous oueb c 10) 

start - MPI Wtime(); 

solve(my id, num p); 

LE tmy acl ee ©) 

printf("Elapsed seconds = %f\n", MPI Wtime() - start); 

MPI_Finalize(); 

return 0; 
j 
void solve(int my id, int num p) //compute time step T 
{ 

double cfl, *T, *T_new; 


apt aby oly, tag, Tait = 78 

ame. J oman = 100007 //number of time-steps 

int N = 5000; // number of points per process 

double c = 1e-11; y datfusaswiby 

double T 0 = 20-0, T L = 25:0, ER = 8.07 UE e mper a des 

double time, time_new, delta_time, time_min = 0.0, time_max = 60.0; 
double wre, delta x, X mip = ps0 bength = 0:17 


MPI Status status; 


if (my id -- 0) 

{ 
joasatrateae (2 fsüryrehe: =) ren ws (ebbe p FOr SE < mx a Cum sol Ok Napr bendt]; 
Printi. and $£ < t <= $£.\n", time min, time max); 
PrIntE (CU space discretized by %d equidistant points \n",num_p*N); 
HELANEN each processor works on %d points!!\n", N)? 
Printi" time discretizted with $d equal time-steps.\n", j max); 


joieatiatere (19 number of cooperating processes is %d\n", num p); 
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//allocate local buffers and calculate new temperatures 
X = (double *)malloc((N«2)*sizeof(double)); //N+2 point coordinates 
for (i = 0; 1 <= N + 17 i++) //ghost points are in X[0] and X[N+1] 
{ 
Xal = ((double)(my-id * N + a - 1) * Length 
+ (double) (num_p* N - my id * N - i) * X min) 
Y (doubts) [nun pr N = D; 


= (double *)malloc((N + 2) * sizeof(double)); //allocate 
new = (double *)malloc((N + 2) * sizeof (double)); 

E 1; i <= N; i++) 

= e s 

PIOI = Wo We TIE se Gb = Welly 

delta time = (time max - time min) / (double) (j_max - j min); 
delta X - (Length - X min) / (double)(num p* N - 1); 


[Gc 
D 


cfl = c * delta time / pow(delta X,2); //check CFL 
2E dmi ael m 0) 
Printi CFL stability Condition value = int, Cil: 
LE (CEL mee (sy) 
{ 


i£ (my ig 0) 
jeventintere (UU Computation cancelled: CFL condition failed.\n"); 
Peruse 7 
} 
for (a) = ake 5p z= J mar; Seri) //compute T_new 
{ 
time new = ((double)(j - j min) * time max 
* (double)(j max - j) * time min) 
/ (double)(j max - j min); 
sie. (O0 < py 1a) //send T[1] to my_id-1 //replace with SendRecv? 
{ 
tag = 17 
MPI_Send(&T[1], 1, MPI_DOUBLE, my_id-1, tag, MPI_COMM_WORLD) ; 
) 
sae N a cx obi gey c diy) //receive T[N+1] from my id«1. 
{ 
tag = 1; 
MPI_Recv(&T[N+1],1,MPI_DOUBLE ,my_id+1,tag,MPI_COMM_WORLD ,&status); 
} 
aise (A aa 3. pun o c diy) //send T[N] to my_id+1 
{ 
tag = 2y 
MPI_Send(&T[N], 1, MPI_DOUBLE, my_id+1, tag, MPI_COMM_WORLD) ; 
) 
sae (O cx my ia} //receive T[0] from my_id-1 
{ 
tag = 2; 
MPI Recv(&T[0],1,MPI DOUBLE,my id-1,tag,MPI COMM WORLD,&status); 
) 
tor (GL c ily sh <= ms Gilgit) //update temperatures 
1 
T new[i] - T[i] * (delta time * c/pow(delta X,2)) * 
(aepo cm pede FUN fata] x» TELET? 
) 
if (my id == 0) ag-serev[pdb «me AR Eg //update boundaries T with BC 
1E qne stel 1) T aes NT |e 
ioe (sh m i++) T[i] = T new[il; //update inner T 
} 
free (T); 


free (T new)? 
free (X); 
ipeum 


Listing 7.2 MPI implementation of a solution of 1-D heat equation. 
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After the successful validation, already presented, the analysis of run-time behav- 
ior, again on a two-core notebook computer and on eight cluster computers, has been 
performed. To fulfil the CFL condition, variables: t, nt, Np, and c has to be appropri- 
ately selected. We set the number of all discretization points to N = [5e5, 5e4, 5e3], 
and, therefore, the number of points per process N is obtained by scaling with the 
number of processes p. For example, if N = 5e5 and p = 4, Np = 1.25e5, etc. For 
accurate timings and balanced communication and computation load nt was set to 
1e4. To be sure about CFL condition, constant c is set to le - 11. Other parameters 
remain the same as in the PDE validation test. The parallel program run-time (RT) in 
seconds and speedup (SU), as a function of the number of processes p — [1,...,8] 
and discretization points, on a notebook computer, are shown in Fig. 7.4. 

The obtained results bring two important messages. First, the maximum speedup 
is only about two, which is smaller than in the case of x calculation. The explanation 
for this could be in a smaller computation/communication time ratio. It seems that 
the time spent on communication is almost the same as on the calculation. Second, 
the speedup drops significantly on more than 4 MPI processes, below one, which is 
even more pronounced with smaller number of discretization points. The explanation 
of such a behavior is in the relative amount of communication, which is performed 
after each time-step. 

Next experiments were performed on eight computing cluster nodes with the same 
approach as in Chap. 6 and with the same parameters as in the notebook test. In this 
case, we use mpirun parameter -bind-to core:1, which appears to be more 
promising in previous tests. We can expect a high impact of communication load. 
Even that the messages are short, with just a few doubles, the delay is significant 


30r 4 
RT-5e5 [s] —@— SU-5e5 
RT-5e4 [s] —$— SU-5e4 

CI— RT-5e3 [s] —1— SU-5e3 


25r 


N 
© 


run-time [s] 
a 
speed-up 


10 


0 TH — 
1 2 3 4 5 6 7 8 
p - number of MPI processes 


Fig. 7.4 Parallel run-time (RT) and speedup (SU) of heat equation solution for N = 
[Se5, 5e4, 5e3] and 1 to 8 MPI processes on a notebook computer 
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Fig.7.5 Parallel run-time (RT-B) and speedup (SU-B) of heat equation solution for N = [5e5, 5e3] 
and 1 to 128 MPI processes bound to cores 


mainly because of the communication start-up time. The run-time (RT-B) in seconds 
and corresponding speedup (SU-B), as a function of the number of MPI processes 
p =[1,..., 128] and the number of discretization points N = [5e5, 5e3] is shown 
in Fig. 7.5. 

The results are a surprise! The speedup is very unstable and approaches to maxi- 
mum value 14 with about 30 processes. Then it jumps to 6 and remains stable until 
64 processes with another jump to almost 0, with more than 64 processes. We guess 
that the problem is in communication. 

The first step occurs when the number of MPI processes increases from 28 to 29. 
This step happens because one communication channel gets the additional burden. 
Such a behavior slows-down the whole program because the remaining processes 
are waiting. 

The results are a surprise! The speedup is very unstable and approaches to maxi- 
mum value 14 with about 30 processes. Then it jumps to 6 and remains stable until 
64 processes with another jump to almost 0, with more than 64 processes. We guess 
that the problem is in communication. The first step occurs when the number of MPI 
processes increases from 28 to 29. This step happens because one communication 
channel gets the additional burden. Such a behavior slows-down the whole program 
because the remaining processes are waiting. Then processes from number 30 to 64 
are only adding to communication burden of other neighboring nodes, which hap- 
pens in parallel and, therefore, does not additionally degrade the performance. Since 
the communication overhead at this number of MPI processes easily overwhelms 
calculation, the speedup seems constant from there on. 

Then processes from number 30 to 64 are only adding to communication burden 
of other neighboring nodes, which happens in parallel and, therefore, does not addi- 
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Fig.7.6 Parallel run-time (RT-R) and speedup (SU-R) of heat equation solution for N = [5e5, 5e3] 
and 1 to 65 MPI processes ona ring interconnection topology and implemented by MPI Sendrecv 


tionally degrade the performance. Since the communication overhead at this number 
of MPI processes easily overwhelms calculation, the speedup seems constant from 
there on. 

Second step happens, when number of processes passes 64. Process 65 is assigned 
to node 1. This makes it the ninth MPI process allocated on this node, which only 
supports 8 threads. Ninth and first process on node 1, therefore, have to share to 
the same core, which seems to be the recipe for abysmal performance. The speedup 
drop is so overwhelming at this point because MPI uses busy waiting as a part of its 
synchronous send and receive operations. Busy waiting means that processes are not 
immediately switched when waiting for MPI communication, since the operating 
systems do not see them as idle but rather as busy. Therefore, the waiting times for 
MPI communication dramatically increase and with them the execution times. 

Therefore, we repeat the experiment again. Now the processors are connected in a 
true physical ring topology with two communication ports per processor. Addition- 
ally, we replace the MPI_SendandMPI_Recv pairs byMPI_Sendrecv function. 
We reduce the number of processes in this experiment to 64, because larger numbers 
have been proved as useless. The run-time (RT-R) in seconds and corresponding 
speedup (SU-R), as a function of the number of MPI processes p = [1, ..., 64] and 
the number of discretization points N = [5e5, 5e3] is shown in Fig. 7.6. 

We can notice several improvements now. With a larger number of discretization 
points, the speedup is quite stable but the maximum is not higher than in the previous 
experiment from Fig. 7.5. With smaller number of discretization point a speedup is 
detected only in up to four processes, because a local memory communication is 
used, which confirms that the communication load is prevailing in this case. Further 
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investigation needs a lot of exciting engineering work, however, it is beyond the 
scope of this book and is left to enthusiastic readers. 


Engineering: Parallel Implementation 
of Seam Carving 


Chapter Summary 

In this chapter we present the parallelization of Seam Carving - a content-aware 
image resizing algorithm. Effective parallelization of seam carving is a challenging 
problem due to its complex computation model. Two main reasons prevent effective 
parallelization: computation dependence and irregular memory access. We show, 
which parts of the original seam carving algorithm can be accelerated on GPU and 
which parts cannot, and how this affects the overall performance. 


Seam carving is a content-aware image resizing technique where the image is reduced 
in size by one pixel of width (or height) at a time. Seam carving attempts to reduce 
the size of a picture while preserving the most interesting content of the image. 
Seam Carving was originally published in a 2007 paper by Shai Avidan and Ariel 
Shamir. Ideally, one would remove the “lowest energy” pixels (where energy means 
the amount of important information contained in a pixel) from the image to preserve 
the most important features. However, that would create artifacts and not preserve 
the rectangular shape of the image. To balance removing low-energy pixels while 
minimizing artifacts, we remove exactly one pixel in each row (or column) where 
every pixel in the row must touch the pixel in the next row either via an edge or 
corner. Such a connected path of pixels is called seam. If we are going to resize the 
image horizontally, we need to remove one pixel from each row of the image. Our 
goal is to find a path of connected pixels from the bottom of the image to the top. 
By “connected”, we mean that we will never jump more than one pixel left or right 
as we move up the image from row to row. A vertical seam in an image is a path 
of pixels connected from the top to the bottom with one pixel in each row. Each row 
has exactly only one pixel which is the part of the vertical seam. By removing the 
vertical seams iteratively, we can compress the image in the horizontal direction. 
The seam carving method produces a resized image by searching for the seam which 
has the lowest user-specified “image energy". To shrink the image, the lowest energy 
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seam is removed and the process is repeated until the desired dimensions are reached. 
Seam Carving is a three-step process: 


1. Assign an energy value to every pixel. This will define the important parts of the 
image that we want to preserve. 

2. Find an 8-connected path of the pixels with the least energy. We use dynamic 
programming to calculate the costs of every potential path through the image. 

3. Follow the cheapest path to remove one pixel from each row or column to resize 
the image. 


Following these steps will shrink the image by one pixel. We can repeat the process 
as many times as we want to resize the image as much as necessary. What we need 
to is to implement a function which takes an image as an input and produce a resized 
image in one dimension or two dimensions as an output which is expected by the 
users. 

Why is seam carving interesting for us? Effective parallelization of seam carving 
is a challenging problem due to its complex computation model. There are two main 
reasons why effective parallelization is prevented: (1) Computation dependence: 
dynamic programming is a key step to compute an optimal seam during image 
resizing and takes a large fraction of the program execution time. It is very hard 
to parallelize the dynamic programming on GPU devices due to the computation 
dependency. (2) Intensive and irregular memory access: in order to compute various 
intermediate results a large number of irregular memory access patterns is required. 
This worsens the program performance significantly. In this chapter, we are not 
going to find or present a better algorithm for seam carving that can be parallelized. 
We are just going to show, which part of the original seam carving algorithm can 


Fig.8.1 Original cyclist image to be made narrower with seam carving 
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be accelerated on GPU and which parts cannot and how this affects the overall 
performance. For illustration purposes, we will use the cyclist image from Fig. 8.1 
as an input image, which is to be made narrower with seam carving. 


8.1 Energy Calculation 


What are the most important parts of an image? Which parts of a given image should 
we eliminate first when resizing and which should we hold onto the longest? The 
answer to these questions lies in the energy value of each pixel. The energy value 
of a pixel is the amount of important information contained in that pixel. So, the 
first step is to compute the energy value for every pixel, which is a measure of its 
importance—the higher the energy, the less likely that the pixel will be included as 
part of a seam and eventually removed. 

The simplest and frequently most-effective measure of energy is the gradient of the 
image. An image gradient highlights the parts of the original image that are changing 
the most. It is calculated by looking at how similar each pixel is to its neighbors. 
Large uniform areas of the image will have a low gradient (i.e., energy) value and 
the more interesting areas (edges of objects or places with a lot of detail) will have 
a high energy value. There exist a variety of energy measures (e.g., Sobel operator). 
In this book, which is not primarily devoted to image processing, we will use a very 
simple energy function, although a number of other energy functions exist and may 
work better. Let each pixel (i, j) in the image has its color denoted as / (i, j). The 
energy of the pixel (7, j) is given by the following equation: 


E(i, jJ) 2 1G, ) - I, jc Dl rH G, D - GL DIEM G, D) - GEL jV 
(8.1) 
A sequential algorithm for pixel energy calculation is given in Algorithm 5. 


Algorithm 5 SEAM CARVING: ENERGY CALCULATION 
Input: I - RxC image 


1 
2 for j =1...C do 

3: EG“ N=UGN-MTGI+FVDIFUG)-TE+L DI+AVG)-TE+1,7+ VI 
4 

5 


end for 


Output: E - RxC energy map 


226 8 Engineering: Parallel Implementation of Seam Carving 


(a) | ORIGINAL IMAGE (b) STEP 1 


Fig.8.2 a) Original black and white image. b) Energies of the pixels in the image 


We will illustrate this step on a simple example. Let us suppose a black and white 
image as in Fig. 8.2a and let us suppose that the color of black pixels is coded with the 
value 1, and the color of white pixels is coded with 0. Figure 8.2b shows energy map 
for the image from Fig. 8.2a. Energies of the pixels in the last column and the last 
row are computed with the assumption that the image is zero-padded. For example, 
the energy of the first pixel in the fourth row (black pixel) is according to Eq. 8.1: 


E(3,0) = |1 — 1] c [1 — 0| E ]1 — 1| — 1, 
and the energy of the last pixel in the fifth row is: 
E(4,5) = |1 —0| + |1-—0| + |1—-0| 23. 


The resulting cyclist image of this step is shown in Fig. 8.3. We can see that large 
uniform areas of the image have a low gradient value (black) and the more interesting 
edges of objects have a high gradient value (white). 


8.2 Seam Identification 


Now that we have calculated the value of each pixel, our next objective is to find a 
path from the bottom of the image to the top of the image with the least energy. The 
line must be 8-connected: this means that every pixel in the row must be touched by 
the pixel in the next row either via an edge or corner. That would be a vertical seam 
of minimum total energy. One way to do this would be to simply calculate the costs 
of each possible path through the image one-by-one. Start with a single pixel in the 
bottom row, navigate every path from there to the top of the image, keep track of 
the cost of each path as you go. But we will end up with thousands or millions of 
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Fig.8.3 The calculated energy function of the cyclist image 


possible paths. To overcome this, we can apply the dynamic programming method as 
described in the paper by Avidan and Shamir. Dynamic programming lets us touch 
each pixel in the image only once, aggregating the total cost as we go, in order to 
calculate the final cost of an individual path. Once we have found the energy of every 
pixel, we start at the bottom of the image and go up row by row, setting each element 
in the row to the energy of the corresponding pixel plus the minimum energy of the 
3 possibly path pixels “below” (the pixel directly below and the lower left and right 
diagonal). Thus, we have to traverse the image from the bottom row to the first row 
and compute the cumulative minimum energy M for all possible connected seams 
for each pixel (i, j): 


MG, j) = EG j) c min(MG + 1, j - D, Mi +1, j), Mi FL I+) (82) 
In the bottom most row cumulative energy is equal to pixel energy, i.e., M (i, j) = 


E(i, j). A sequential algorithm for cumulative energy calculation is given in Algo- 
rithm 6. 
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(a) STEP 1 (b) STEP 2 


Fig.8.4 a) Energies of the pixels. b) Cumulative energies 


Algorithm 6 SEAM CARVING: CUMULATIVE ENERGY CALCULATION 
Input: E - RxC energy map 


1: for j = 1...C do 

2: M(R, j) = E(R, j) 
3: end for 

4: fori = R— 1...1do 


5: for j=1...C do 

6: Mii, j) = EG, j) +min(MGi+1,j7-1),MG+4+1,7),M@G4+1,j74+1) 
hes end for 

8: end for 


Output: M - RxC cumulative energy map 


We will illustrate this step with Fig. 8.4. We start with the last (bottom most) row. 
Cumulative energies in that row are the same as pixel energies. Then, we move up 
to the fifth row. Cumulative energy of the fifth pixel in the fifth row is the sum of its 
energy and the minimal energy of three pixels below it: 


M(4, 4) 2 24 min(1, 2,0) = 2. 
On the other hand, cumulative energy of the last pixel in the fifth row is 

M(4,5) = 3 + min(2, 0, 00) = 3. 
As the element (4, 6) does not exist, we assume it has the maximal energy. In other 
words, we ignore it. Once we have computed all the values M, we simply find the 


lowest value of M in the top row and return the corresponding path as our minimum 
energy vertical seam. 
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Fig. 8.5 The calculated cumulative energy function of the cyclist image. Please note that due to 
summation, almost all pixel values are greater than 255 and are represented only with least significant 
eight bits in the image 


This effect of this step is easy to see in Fig. 8.5. Notice how the spots where the 
gradient image was brightest are now the roots of inverted triangles of brightness as 
the cost of those pixels propagate into all of the pixels within the range of the widest 
possible paths upwards. For example, the brightest inverted triangle at the center of 
the image (in the form of the cyclist) is created because the white edge at horizon 
propagates upwards. When we arrive at the top row, the lowest valued pixel will 
necessarily be the root of the cheapest path through the image. Now, we are ready to 
start removing seams. 


8.3 Seam Labeling and Removal 


The final step is to remove all of the pixels along the vertical seam. Due to the power 
of dynamic programming, the process of actually removing seams is quite easy. All 
we have to do to calculate the cheapest seam is to start with the lowest value M in the 
top row and work our way up from there, selecting the cheapest of the three adjacent 
pixels in the row below. Dynamic programming guarantees that the pixel with the 
lowest value M will be the root of the cheapest connected path from there. Once we 
have selected which pixels we want to remove, all that we have to do is go through 
and copy the remaining pixels on the right side of the seam from right to left and the 
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image will be one pixel narrower. A sequential algorithm for seam removal is given 
in Algorithm 7. 


Algorithm 7 SEAM CARVING: SEAM REMOVAL 
Input: M - RxC cumulative energy map 
Input: 1- RxC original image 


2: col — 1 

3: for j =2...C do 

4 if M(1, j) < min then 
5: min = M(l, j) 

6 col — j 

7 end if 

8: end for 


9: fori = 1... R do 
10: for j =col...C do 


11: I(i,j)—IQ,j 4-1) 

12: end for 

13: if M(i 4-1, col — 1) < M(i + 1, col) then 

14: col — col — 1 

15:  endif 

16: if Mic 1,col 4- 1) « M(G 4 l1, col — 1) then 
17: col = col + 1 

18: endif 

19: end for 


Output: I - RxC resized image 


We will illustrate this step with Fig. 8.6. We start with the top most row and 
find the pixel with the smallest value M. In our case, this is the third pixel in the 


Fig.8.6 a) Cumulative energies. b) The seam (in grey) with the minimal energy 
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(a) 


s 


Fig.8.7 a) The first seam in the cyclist image. b) The first 50 seams in the cyclist image 


first row with M(0, 2) = 0. Then, we select the pixel below that one with the 
minimal M. In our case, this is the third pixel in the second row with M(1, 2) = 0. 
We continue downwards and select the pixel below the current with the minimal 
cumulative energy. This is the fourth pixel in the third row with M (2, 3) = 0. We 
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(a) (b) 


Fig. 8.8 a) The image resized by removing 100 seams. b) The image resized by removing 350 
seams 


continue this process until the last row. The seam with minimal energy is depicted 
in gray in Fig. 8.6b. 

Figure 8.7 shows the labeled (with white pixels) seams in the cyclist image. The 
very first vertical seam found in the cyclist image is depicted in Fig. 8.7a. It goes 
through the darkest parts of the energy map form Fig. 8.3 and thus through the pixels 
with minimal amount of information. Figure 8.7b depicts the first 50 seams found in 
the cyclist image. It can be observed how seams are "avoiding" the regions with the 
highest pixel energy and thus the highest amount of information. 

Once we have labeled a vertical seam we go through the image and move the 
pixels that are located at the right of the vertical seam from right to left. The new 
image would be one pixel narrower than the original. We repeat the whole process 
for as many seams as we like to remove. Figure 8.8 shows two cyclist images reduced 
in size by (a) 100 pixels and (b) 350 pixels. 


8.4 Seam Carving on GPU 


In this section, we present and compare the implementations of seam carving on 
CPU and GPU. 
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8.4.1 Seam Carving on CPU 


We will first present the CPU code for seam carving. Emphasis will be only on the 
functions that implement the main operations of the seam carving algorithm. Other 
helper functions and code are available on the book's companion site. 


Energy Calculation on CPU 

Listing 8.1 shows how to calculate pixel energy following Algorithm 5. The function 
simpleEnergyCPU reads input PGM image input, calculates the energy for 
every pixel and writes the energy to the corresponding pixel in PGM image output. 


void simpleEnergyCPU(PGMData *input, PGMData *output, int new width) 
t 

Suse cho 3B 

iot dirf, difiy, Glasierenay n 

int tempPixel; 


for(iz0; i<(input->height); i++) 
for(j=0; j<new_width; j++) 
{ 
diffx = abs (getPixelCPU(input, i, j) = 
getPixelCPU (input, i, j+1)); 
diEfy = abs (getfixelcrpPu{input, i, J) ~ 
JECPIKSLCPUN IOPU E FEL PE 
diffxy = abs (getPixelcru{input, aby 7) ~ 
cse es (suse LEI TALS 


tempřixel = diffx + diffy creda tiov 
if ( tempPixel>255 ) 
output ->image [i*output->width+j] = 255; 
else 
output ->image[i*(output->width)+j] = tempPixel; 


j 


Listing 8.1 Compute pixel energy 


The function Listing 8.1 implements image gradient, which highlights the parts of 
the original image that are changing the most. The image gradient is calculated using 
Eq. 8.1, which looks at how similar each pixel is to its neighbors. The third argument 
new width keeps track of the current image width. 


Cumulative Energies on CPU 

Now that we have calculated the energy value of each pixel, our goal is to find a path 
of connected pixels from the bottom of the image to the top. As we previously said, 
we are looking for a very specific path: the one who's pixels have the lowest total 
value. In other words, we want to find the path of connected pixels from the bottom to 
the top of the image that touches the darkest pixels in our gradient image. Listing 8.2 
shows how to calculate cumulative pixel energy following Algorithm 6. The function 
cumulativeEnergiesCPU reads input PGM image input, which contains the 
energy of pixels, and writes the cumulative energy to the corresponding pixel in PGM 
image output. 
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void cumulativeEnergiesCPU(PGMData *input, PGMData *output, int< 

new width)( 

//Start from the bottom-most row: 

for(int a < input=->=height-3; b >= (hp. alo )) ff 

for(int J = OF J = now width up uses» 
output->image[i*(input->width) + j] = 
input ->image[i*(input-Swidth) + j] + 
getPreviousMin (output, i, j, new_width); 


} 


Listing 8.2 Compute cumulative energies 


Using dynamic programming approach, we start at the bottom and work our way 
up, adding the cost of the cheapest below neighbor to each pixel. This way, we 
accumulate cost as we go—setting the value of each pixel not just to its own cost, 
but to the full cost of the cheapest path from there to the bottom of the image. 
The helper function get PreviousMin () returns the minimal energy value from 
the previous row. It contains a few compare statements to find the minimal value. 
As we can see, each iteration in the outermost loop depends on the results from 
the previous iterations, so it cannot be parallelized and only the iterations in the 
innermost loop are mutually independent and can be run concurrently. Also, to find 
the minimal value from the previous row, we should use conditional statements in 
the helper function getPreviousMin(). We already know that these statements 
will prevent the work-items to follow the same execution path and thus it will prevent 
effective execution of warps. 


Seam Labeling and Removal on CPU 

The process of labeling and removing a seam with minimal energy is quite easy. All 
we have to do to is to start with the darkest pixel with minimal cumulative energy in 
the top row and work our way down from there, selecting the cheapest of the three 
adjacent pixels in the row below and changing the color of the corresponding pixel 
in the original image to white. Listing 8.3 shows how to color the seam with minimal 
energy and Listing 8.4 shows how to remove the seam with minimal energy. 


void seamIdentificationCPU(PGMData *input, PGMData *output, int new_width< 
)t 


ant comme 05 
int minvalue = input->image[0]; 
//find the minimum in the topmost row (0) and return column index: 
forline 5) = ale Sp < nev videh; Jorrit 
if (input->image[j] < minvalue) { 
column = J3 
minvalue = input->image[j]; 


} 


//Start from the top-most row 


for (int i = 07 1 <input —>hevoghty a) 
output ->image[(i)*(input->width) + column] = 255; 
column = getNextMinColumn(input, i, column, new_width); 


) 


Listing 8.3 Labeling the seam with the minimal energy 
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void seamRemoveCPU(PGMData *input, PGMData *output, int new_width) { 


ant colum = 0s 
int minvalue = input->image[0]; 
// find the minimum in the topmost row (0) and return column index: 
for(int 1 s 17 J < new width, MEE 
if (input->image[j] < minvalue) { 
columa = J> 
minvalue = input->image[j]; 


} 


//Start from the top-most row: 
omite = 07 i < input-=->height; Ei 
// make this row narrower: 
for(int k = column; k < new width? k++) { 
output ->image[i*(input->width) + k] = 
output ->image [i*(input->width) + k+1]; 
} 


column = getNextMinColumn(input, i, column, new_width); 


} 


Listing 8.4 Seam removal 


We can see in Listing 8.4 that seam removal starts with the loop in which we locate 
the pixel with minimal cumulative energy, i.e., the first pixel in the vertical seam with 
the minimal energy. Then we proceed to the loop nest. The outermost loop indexes 
rows in the image. In each row we remove the seam pixel—we move the pixels that 
are located at the right of the vertical seam from right to left. After that, we have to 
find the column index of the seam pixel in the next row. We do this using the helper 
function getNextMinColumn(). As in the previous step, we use conditional 
statements in the helper function getPreviousMin(), which will prevent the 
work-items to follow the same execution path. 


8.4.2 Seam Carving in OpenCL 


In this subsection , we will discuss the possible implementation of seam carving on 
GPU. The host code would be responsible for the following steps: 


1. Load image from a file into a buffer. For example, we can use grayscale PGM 
images, which are easy to handle. 

2. Transfer the image in the buffer to the device. 

3. Execute four kernels: the energy calculation kernel, the cumulative energy kernel, 
the seam labeling kernel, and the seam removal kernel. 

4. Read the resized image from GPU. 


As discussed before, seam carving consists of three steps. We will implement each 
step as one or more kernel functions. The complete OpenCL code for seam carving 
can be found on the book's companion site. 
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OpenCL Kernel Function: Energy Calculation 

The first step of seam carving is embarrassingly (or perfectly) parallel, because 
the calculation of the energy of individual pixels is completely independent of the 
energy of adjacent pixels. Each work-item will calculate the energy of the pixel 
whose index is the same as its global index. Energy is calculated from the values of 
adjacent pixels. Depending on the energy function used, we may need three, eight or 
even 24 adjacent pixels. Here, we will use our simple energy function from Eq. 8.1. 
The parallel algorithm for the energy calculation is given in Algorithm 8. 


Algorithm 8 SEAM CARVING: PARALLEL ENERGY CALCULATION 
Input: I - RxC image 


1: for all work-item(i, j) in 2-dim NDRange do 
2: Eli, j 2 MG, j) - I(rowGID, j - DI EUG, j) - IG 1, DI MG. j) - TG 1j DI 
3: end for 


Output: E - RxC energy map 


Listing 8.5 shows the code for the energy calculation kernel. 


_ kernel void simpleEnergyGPU ( 
global int* imageIn, 
--9lobal int* imageOut, 
abe. WLOCH, 
jnt heigbt, 
int new width) { 


// global thread index 

ine colunnG LD =- ig etd Lola lands (0); // column in NDRange 
inete SOWIE = get global a(t: // row in NDRange 
int tempPixel; 

ine ditis, sliieieye, difixy; 


ditfx = abs diff (imageIrIn[rowGID * width + columnGIDn], 
imageIn[rowGID * width + columnGID + 1l); 

diffy = abs_diff(imageIn[rowGID * width + columnGID], 
imageIn[(rowGID+1) * width + columnGID]); 

diffxy = abs diff(imageln[rowGID * width + columnGID] 


imageIn[(rowGID+1) * width + columnGID + 1]); 
tempPixel = diffx + diffy + ditixy ; 


if( tempPixel=+=255 ) 
imageOut [rowGID*width+columnGID] = 255; 
else 
imageOut [rowGID*width+columnGID] = tempPixel; 
} 


Listing 8.5 The energy calculation kernel 


Each pixel will also affect the energy of other adjacent pixels, so its will also be 
read by other work-items from the global memory. That means that the same word 
from the global memory will be accessed multiple times. Therefore, it makes sense 
to first load a block of pixels and their neighbors into the local memory and only 
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then start the calculation of energy. The reader should add the code for collaborative 
loading of the pixel block into local memory. Do not forget to wait for other work- 
items at the barrier before starting to calculate the pixel energy. 


OpenCL Kernel Function: Seam Identification 

Prior to calculating the cumulative energy of the pixels in one row, we should have 
already calculated the cumulative energy of all the pixels in the previous row. Because 
of this data dependency, we can only run as many work-items at a time as the number 
of pixels in one row. When all work-items finish the calculation of the cumulative 
energy in one row, they move on to the next row. One work-item will calculate the 
cumulative energy of all pixels in the same column, but it will move to the next 
row (pixel above) only when all other work-items have finished the computation in 
the current row. Therefore, we need a way to synchronize work-items that calculate 
cumulative energies. We can synchronize work-items in two different ways: 


1. We can run all work-items in the same (only one) work-group. The advantage 
of this method is that we can synchronize all work-items using barriers. The 
disadvantage of this approach lies in the fact that only one block of work-items 
can be run, so only one compute unit on GPU will be active during this step. In this 
approach, we will enqueue one kernel. The parallel algorithm for the cumulative 
energy calculation is given in Algorithm 9. 


Algorithm 9 SEAM CARVING: PARALLEL CUMULATIVE ENERGY CALCULATION 
IN ONE WORK- GROUP 
Input: E - RxC energy map 


1: for all work-item(j) in 1-dim NDRange do 

2: M(R, j) = E(R, j) 

3 fori = R—1...1do 

4: Mi, j) = EG, j) +minMGi+1,j7-),MaG+1,7/),MG4+1,j7+ 1) 
5 barrier() 

6 end for 

7: end for 


Output: M - RxC cumulative energy map 


2. We can organize work-items in more than one work-group. The disadvantage of 
this approach is that work-groups cannot be synchronized with each other using 
barriers. But we can synchronize blocks by running one kernel at a time. One 
kernel, consisting of several work-groups will compute cumulative energies in 
just one row. When finished, we will have to rerun the same kernel, but with 
different arguments (i.e., the address of the new row). Thus, we will enqueue the 
same kernel in a loop from the host code. 


Which of two presented approaches is more appropriate depends on the size of the 
problem. For smaller images, the first approach may be more appropriate, while the 
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second approach is more appropriate for images with very long rows since we can 
employ more compute units. 

Listing 8.6 shows the code for the cumulative energy calculation kernel, which 
will be used for testing purposes in this book. The kernel does not use local memory 
and does not implement collaborative loading. The reader should implement this 
functionality and compare both kernels in terms of execution times. The reader should 
also implement the kernel for the second approach and measure the execution time. 


_ kernel void cumulativeEnergiesGPU ( 
-global int* imageIn, 
__global int* imageOut, 
algae yyalishetay,, 
int height, 
int new_width) { 


74 Global thread index 
int icolwunnG LD = get_global_id(0); // column in NDRange 


//Start from the bottom-most row: 
for(int ak < beight=2; St >s Üy an sj) at 
imageOut [i*width+columnGID] = imageIn[i*width+columnGID] + 
getPreviousMinGPU(imageOut, i, columnGID, 
width, height, + 
new width); 
// Synchronise to make sure the tiles are loaded 
barrier(CLK, LOCAL, MEM FENCE); 


) 


Listing 8.6 Cumulative energy calculation kernel - one work-group approach 


OpenCL Kernel Function: Seam Labeling and Removal 

The last step is to label and remove the seam with the minimal energy. Unfortunately, 
this step is inherently sequential because each pixel position in the seam strongly 
depends on the position of the previous pixel in the seam. So we cannot label all 
pixels in the seam in parallel. How can we implement this sequential function as a 
kernel on a massively parallel computer such as GPU? One possible solution would 
be that only one work-item labels and removes the whole seam. So the function 
for the GPU kernel would be almost the same as the function in Listing 8.3. The 
NDrange would have the dimension (1,1), i.e., we run only one work-item in the 
NDrange. 

A better solution would be to divide this step into to operations: seam labeling and 
seam removal. The first step (seam labeling) should return column indices of every 
pixel in the seam. The kernel for this step will run in NDrange of dimension (1,1), 
i.e., only one work-item labels the whole seam. While the first step is inherently 
sequential, the second could be parallelized as follows. We run as many work-items 
as the number of rows in the input image. Each work-item removes the seam pixel 
in its row and copies the remaining pixels on its right one position to the left. The 
second step uses the array of column indices from the first step to locate its seam 
pixel. A parallel algorithm for seam removal is given in Algorithm 10. 
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Algorithm 10 SEAM CARVING: SEAM REMOVAL 


239 


Input: 1- RxC original image 
Input: C - 1x R vector of column indices 


1: for all work-item(i) in 1-dim NDrange do 
2 column = C(i) 

3 for j =col...C do 

4: IG, f)=1G j 4-1) 

5 end for 

6: end for 


Output: I - RxC resized image 


Listing 8.7 shows the code for the seam labeling kernel and Listing 8.8 shows the 


code for the seam removal kernel. 


__kernel void getSeamGPU ( 
__global int* imageIn, 
__global int* seamColumns, 
nE \wakchelal p 
int height, 
int new_width) { 


int column 


= 0; 
int minvalue = 


imageIn [0]; 


//find the minimum in the topmost row (0) 
Ce return column index: 
fortint 3) = dig J < nev Kvidth; 4) 2505) qt 
if (imageIn[j] < minvalue) { 
column = j; 
minvalue = imageIn[j]; 


} 


4/Start from the top-most row: 
ieee (abies mL = 07 aL 2 Borght ubdess) ud 
column = getNextMinColumnGPU(imageIn, 
column, width, 
height, new width); 
seamColumns[i] = column; 


} 


and 


3o 


Listing 8.7 Seam labeling kernel 


. kernel void seamRemoveGPU( 
-global int* imagen, 


TE WLOCH ¥ 
int heigbt, 
int new width) { 


// get the column index of the seam pixel 


— global int* imageOut , 
__global int* seamColumns, 


ipt GID = get global 097 // row in NDRange 


in my row: 
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int column = seamColumns[iGID]; 


// make my row narrower: 
for(int k = column; k < new width; k++) { 
imageOut [iGID*width + k] = imageOut[iGID*width + k+1]; 
} 
} 


Listing 8.8 Seam removal kernel 


To analyze the performance of the seam carving program, the sequential version 
has been run on a quad-core processor Intel Core i7 6700HQ running at 2,2 GHz, 
while the parallel version has been run on an Intel Iris Pro 5200GPU running at 
1,1 GHz. This is a small GPU integrated on the same chip as the CPU and has only 
40 processing elements. The results of seam carving for an image of size 512 x 320 
are presented in Table 8.1. 

As can be seen from the measured execution times, noticeable acceleration is 
achieved only for the first step. Although this step is embarrassingly parallel, we do 
not achieve the ideal speedup. The reason is that when calculating the energies of 
individual pixels, the work-items irregularly access the global memory and there is 
no memory coalescing. The execution times could be reduced if the work-items used 
local memory, as we did in matrix multiplication. 

At the second step, the speedup is barely noticeable. The first reason for this is the 
data dependency between the individual rows. The other reason is, as before, irregular 
access to global memory. And the third factor that prevents effective parallelization is 
the usage of conditional statements when searching for minimal elements in previous 
rows. Here too, the times would be improved by using local memory. 

At the third step, we do not even get speed up, but almost a 10X slow down! The 
reason for such a slowdown lies in the fact that only one thread can be used to mark 
the seam. 

And last but not least, the processing elements on the GPU runs at a 2X lower 
frequency than the CPU. 


Table 8.1 Experimental results 


Step CPU time [s] GPU time [s] Speedup 
Energy calculation 0.010098 0.000698 14.46 
Cumulative energy 0.004696 0.003276 1.43 
Seam removal 0.000601 0.005690 0.11 
Total 0.014314 0.009664 1.48 


Final Remarks and Perspectives 


Chapter Summary 

After reading the book, the reader will be able to start parallel programming on any 
of the three main parallel platforms using the corresponding libraries OpenMP, MPI, 
or OpenCL. Until a new production technology for significantly faster computing 
devices is invented, such parallel programming will be—besides the parallel algo- 
rithm design—the only way to increase parallelism in almost any area of parallel 
processing. 


Now that we have come to the end of the book; the reader should be well aware 
and informed that parallelism is ubiquitous in computing; it is present in hardware 
devices, in computational problems, in algorithms, and in software on all levels. 

Consequently, many opportunities for improving the efficiency of parallel pro- 
grams are ever present. For example, theoreticians and scientists can search for and 
design new, improved parallel algorithms; programmers can develop better tools for 
compiling and debugging parallel programs; and cooperation with engineers can lead 
to faster and more efficient parallel programs and hardware devices. 

Being so, it is our hope that our book will serve as the first step of a reader who 
wishes to join this ever evolving journey. We will be delighted if the book will also 
encourage the reader to delve further in the study and practice of parallel computing. 

As the reader now knows, the book provides many basic insights into parallel 
computing. It focuses on three main parallel platforms, the multi-core computers, the 
distributed computers, and the massively parallel processors. In addition, it explicates 
and demonstrates the use of the three main corresponding software libraries and 
tools, the OpenMP, the MPI, and the OpenCL library. Furthermore, the book offers 
hands-on practice and miniprojects so that the reader can gain experience. 

After reading the book, the reader may have become aware of the follow- 
ing three general facts about the libraries and their use on parallel computers: 
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e OpenMP is relatively easy to use yet limited with the number of cooperating 
computers. 

e MPI is harder to program and debug but—due to the excellent support and long 
tradition—manageable and not limited with number of cooperating computers. 

e Accelerators, programmed with OpenCL, are even more complex and usually 
tailored to specific problems. Nevertheless, users may benefit from excellent 
speedups of naturally parallel applications, and from low power consumption 
which results from massive parallelization with moderate system frequency. 


What about near future? How will develop high-performance computers and the 
corresponding programming tools in the near future? Currently, the only possibility 
to increase computing power is to increase parallelism in algorithms and programs, 
and to increase the number of cooperating processors, which are often supported by 
massively parallel accelerators. Why is that so? The reason is that state-of-the-art 
production technology is already faced with physical limits dictated by space (e.g., 
dimension of transistors) and time (e.g., system frequency) [8]. 

Current high-performance computers, containing millions of cores, can execute 
more than 107 floating point operations per second (100 petaFLOPS). According to 
the Moore's law, the next challenge is to reach the exascale barrier in the next decade. 
However, due to abovementioned physical and technological limitations, the validity 
of Moore's law is questionable. So it seems that the most effective approach to future 
parallel computing is an interplay of controlflow and dataflow paradigms, that is, in 
the heterogeneous computing. But programming of heterogeneous computers is 
still a challenging interdisciplinary task. 

In this book, we did not describe programming of such extremely high- 
performance computers; rather, we described and trained the reader for program- 
ming of parallel computers at hand, e.g., our personal computers, computers in 
cloud, or in computing clusters. Fortunately, the approaches and methodology of 
parallel programming are fairly independent of the complexity of computers. 

In summary, it looks like that we cannot expect any significant shift in computing 
performance until a new production technology for computing devices is invented. 
Until then, the maximal exploitation of parallelism will be our delightful challenge. 


Appendix 
Hints for Making Your Computera 
Parallel Machine 


Practical advises for the installation of required supporting software for parallel 
program execution on different operating systems are given. Note that this guide and 
Internet links can change in the future, and therefore always look for the up-to-date 
solution proposed by software tools providers. 


A.1 Linux 


OpenMP 

OpenMP 4.5 has been a part of GNU GCC C/C++, the standard C/C++ compiler on 
Linux, by default since GCC’s version 6, and thus it comes preinstalled on virtually 
any recent mainstream Linux distribution. You can check the version of your GCC 
C/C++ compiler by running command 


$ gcc --version 
The first line, e.g., something like 
gcc (Ubuntu 6.3.0-12ubuntu2) 6.3.0 20170406 


contains the information about the version of GCC C/C++ compiler (6.3.0 in this 
example). 

Utility time can be used to measure the execution time of a given program. 
Furthermore, Gnome’s System Monitor or the command-line utilities top (with 
separate-cpu-states displayed—press 1 once top starts) and htop can be used to 
monitor the load on individual logical cores. 


© Springer Nature Switzerland AG 2018 243 
R. Trobec et al., Introduction to Parallel Computing, 

Undergraduate Topics in Computer Science, 

https://doi.org/10.1007/978-3-3 19-98833-7 


244 Appendix: Hints for Making Your Computer a Parallel Machine 


MPI 

The message passing interface (MPI) standard implementation can be already provid- 
ed as a part of the operating system, most often as MPICH [1] or Open MPI [2, 10]. 
If it is not, it can usually be installed through the provided package management 
systems, for example, the apt in Ubuntu: 


sudo apt install libmpich-dev 


The MPICH is an open high-performance and widely portable implementation 
of the MPI, which is well maintained and supports the latest standards of the MPI. 
MPICH runs on parallel systems of all sizes, from multi-core nodes to computer 
clusters in large supercomputers. Alternative open-source implementations exist, 
e.g., Open MPI, with similar performances and user interface. Other implementations 
are dedicated to a specific hardware, and some of them are commercial; however, 
the beauty of the MPI remains, your program will possibly execute with all of the 
MPI implementations, eventually after some initial difficulties. In the following, we 
will mostly use the acronym MPI, regardless of the actual implementation of the 
standard, except in cases if such a distinguishing is necessary. 

Invoke the MPI execution manager: >mpiexec to check for the installed im- 
plementation of the MPI library on your computer. Either a note that the program is 
currently not installed or a help text will be printed. Let us assume that an Open MPI 
library is installed on your computer. The command: >mpiexec -h shows all the 
available options. Just a few of them will suffice for testing your programs. 

We start working with typing the first program. Make your local directory, e.g., 
with OpenMPI: 


>mkdir OMPI 


retype the “Hello World” program from Sect. 4.3 in your editor and save your code in 
file OMPIHello.c.Compile and link the program with a setup for maximal speed: 


>mpicc -03 -o OMPIHello OMPIHello.c 


which, besides compiling, also links appropriate MPI libraries with your program. 
Note that on some system an additional option - 1m could be needed for correct 
inclusion of all required files and libraries. 


The compiled executable can be run by: 


>mpiexec -n 3 OMPIHello 


The output of the program should be in three lines, each line with a notice from 
a separate process: 
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Hello world from process 0 of 3 
Hello world from process 1 of 3 
Hello world from process 2 of 3 


as the program has run on three processes, because the option -n 3 was used. 
Note that the line order is arbitrary, because there is no rule about the MPI process 
execution order. This issue is addressed in more detail in Chap. 4. 


OpenCL 

First of all you need to download the newest drivers to your graphics card. This is 
important because OpenCL will not work if you do not have drivers that support 
OpenCL. To install OpenCL, you need to download an implementation of OpenCL. 
The major graphic vendors NVIDIA, AMD, and Intel have both released implemen- 
tations of OpenCL for their GPUs. Besides the drivers, you should get the OpenCL 
headers and libraries included in the OpenCL SDK from your favorite vendor. The 
installation steps differ for each SDK and the OS you are running. Follow the in- 
stallation manual of the SDK carefully. For OpenCL headers and libraries, the main 
options you can choose from are NVIDIA CUDA Toolkit, AMD APP SDK, or Intel 
SDK for OpenCL. After the installation of drivers and SDK, you should the OpenCL 
headers: 


#include<CL/cl.h> 


Ifthe OpenCL header and library files are located in their proper folders, the following 
command will compile an OpenCL program: 


gcc prog.c -o prog -l OpenCL. 


A.2 macOS 
OpenMP 
Unfortunately, the LLVM C/C++ compiler on macOS comes without OpenMP sup- 
port (and the command gcc is simply a link to the LLVM compiler). To check your 
C/C++ compiler, run 

$ gcc --version 
If the output contains the line 


Apple LLVM version 9.1.0 (clang-902.0.39.1) 


where some numbers might change from one version to another, the compiler most 
likely do not support OpenMP. To use OpenMP, you have to install the original GNU 
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GCC C/C++ compiler (use MacPorts or Homebrew, for instance) which prints out 
something like 


gcc-mp-7 (MacPorts gcc7 7.3.0 0) 7.3.0 


informing that this is indeed the GNU GCC C/C++ compiler (version 7.3.0 in this 
example). 

The running time can be measured in the same way as on Linux (see above). 
Monitoring the load on individual cores can be performed using macOS's Activity 
Monitor (open its CPU Usage window) or htop (but not with macOS's top). 


MPI 

In order to use MPI on macOS systems, XDeveloper and GNU compiler must be 
installed. Download XCode from the Mac App Store and install it by double-clicking 
the downloaded .dmg file. Use the command: >mpiexec to check for installed 
implementation of the MPI library on your computer. Either a note that the program 
is currently not installed or a help text will be printed. 

If the latest stable release of Open MPI is not present, download it, for example, 
from the Open Source High Performance Computing website: https://www.open- 
mpi.org/. To install Open MPI on your computer, first extract the downloaded archive 
by typing the following command in your terminal (assuming that the latest stable 
release in 3.0.1): 


>tar -zxvf openmpi-3.0.1.tar.gz 


Then, prepare the config.log file needed for the installation. The 
config. log file collects information about your system: 


>cd openmpi-3.0.1 
>./configure --prefix-/usr/local 


Finally, make the executables for installation and finalize the installation: 


>make all 
>sudo make install 


After successful installation of Open MPI, we start working by typing our first 
program. Make your local directory, e.g., with >mkdir OMPI. 

Copy or retype the *Hello World" program from Sect. 4.3 in your editor and save 
your code in file OMPIHello.c. 

Compile and link the program with 


>mpicc -03 -o OMPIHello OMPIHello.c 
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Execute your program “Hello World” with 
>mpiexec -n 3 OMPIHello. 


The output of the program should be similar to the output of the “Hello World" 
MPI program from Appendix A.1. 


OpenCL 

If you are using Apple Mac OS X, the Apple's OpenCL implementation should 

already be installed on your system. MAC OS X 10.6 and later ships with a native 

implementation of OpenCL. The implementation consists of the OpenCL application 

programming interface, the OpenCL runtime engine, and the OpenCL compiler. 
OpenCL is fully supported by Xcode. If you use Xcode, all you need to do is to 

include the OpenCL header file: 


#include «OpenCL/opencl.h». 


A.3 MSWindows 


OpenMP 
There are several options for using OpenMP on Microsoft Windows. To follow the 
examples in the book as closely as possible, it is best to use Linux Subsystem for Win- 
dows 10. If a Linux distribution brings recent enough version of GNU GCC C/C++ 
compiler, e.g., Debian, one can compile OpenMP programs with it. Furthermore, 
one can use commands time, top, and htop to measure and monitor programs. 
Another option is of course using Microsoft Visual C++ compiler. OpenMP has 
been supported by it since 2005. Apart from using it from within Microsoft Visu- 
al Studio, one can start x64 Native Tools Command Prompt for VS 2017 where 
programs can be compiled and run as follows: 


» cl /openmp /O2 hello-world.c 
> set OMP NUM THREADS-8 
» hello-world.exe 


With PowerShell run in x64 Native Tools Command Prompt for VS 2017, programs 
can be compiled and run as 


» powershell 

> cl /openmp /02 fibonacci.c 
> $env:OMP NUM THREADS-8 

» ./fibonacci.exe 


Within PowerShell, the running time of a program can be measured using the 
command Measure-Command as follows: 
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> Measure-Command {./hello-world.exe} 


Regardless of the compiler used, the execution of the programs can be monitored 
using Task Manager (open the CPU tab within the Resource Monitor). 


MPI 

More detailed instructions for installation of necessary software for compiling and 
running the Microsoft MPI can be found, for example, on https://blogs.technet. 
microsoft.com/windowshpc/2015/02/02/how-to-compile-and-run-a-simple-ms-mp 
i-program/. A short summary is listed below: 


e Download stand-alone redistributables for Microsoft SDK msmpisdk.msi 
and Microsoft MPI MSMpiSetup.exe installers from https://www.microsoft. 
com/en-us/download/confirmation.aspx?id=55991, which will provide execute 
utility for MPI programs mpiexec.exe and MPI service—process manager 
smpd.exe. 

e Set the MS-MPI environment variables in a terminal window by 
C:\Windows\System32>set MSMPI, which should print the following 
lines, if the installation of SDK and MSMPI has been correctly completed: 


MSMPI_BIN=C:\Program Files\Microsoft MPI\Bin\ 
MSMPI_INC=C:\Program Files (x86) \Microsoft SDKs\MPI\Include\ 
MSMPI_LIB32=C:\Program Files (x86)\Microsoft SDKs\MPI\Lib\x86\ 
MSMPI_LIB64=C:\Program Files (x86)\Microsoft SDKs\MPI\Lib\x64\ 


The command: >mpiexec should respond with basic library options. 

e Download Visual Studio Community C++ 2017 from https://www.visualstudio. 
com/vs/visual-studio-express/ and install the compiler on your computer, e.g., by 
selecting a simple desktop development installation. 

e You will be forced to restart your computer. After a restarting, start Visual Studio 
and create File/New/Project/Windows Console Application, 
named, e.g., MSMPIHello, with default settings except the following: 


1. To include the proper header files, open Project Property pages and 
insert in C/C++/General under Additional Include 
Directories: 
$ (MSMPI INC);$(MSMPI, INC) \x64 
if 64-bit solution will be built. Use . . \x86 for 32 bits. 
2. To set up the linker library in Project Property pages insert in Linker/ 
General under Additional Library Directories: 
$(MSMPI LIB64) 
if 64-bit platform will be used. Use $ (MSMPI LIB32) for 32 bits. 
3. In Linker/Input under Additional Dependencies add: 
msmpi.lib; 
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4. Close the Project Property window and check in the main Visual Studio window 
that Release solution configuration is selected and select also a solution 
platform of your computer, e.g., x64. 


e Copy or retype “Hello World” program from Sect. 4.3 and build the project. 

e OpenaCommand prompt window, change directory to the folder where the project 
was built, e.g., . . \source\repos\MSMPTHello\x64\Debug and run the 
program from the command window with execute utility: 


mpiexec -n 3 MSMPIHello 


that should result in the same output as in Appendix A.1, with three lines, each 
with a notice from a separate process. 


OpenCL 

First of all you need to download the newest drivers to your graphics card. This is 
important because OpenCL will not work if you do not have drivers that support 
OpenCL. To install OpenCL, you need to download an implementation of OpenCL. 
The major graphic vendors NVIDIA, AMD, and Intel have both released implemen- 
tations of OpenCL for their GPUs. Besides the drivers, you should get the OpenCL 
headers and libraries included in the OpenCL SDK from your favorite vendor. The 
installation steps differ for each SDK and the OS you are running. Follow the in- 
stallation manual of the SDK carefully. For OpenCL headers and libraries, the main 
options you can choose from are NVIDIA CUDA Toolkit, AMD APP SDK, or Intel 
SDK for OpenCL. After the installation of drivers and SDK, you should the OpenCL 
headers: 


#include<CL/cl.h> 


Suppose you are using Visual Studio 2013, you need to tell the compiler where the 
OpenCL headers are located and tell the linker where to find the OpenCL lib files. 
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